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9.2.2.8
GPS Acquisition Assistance

This IE contains parameters that enable fast acquisition of the GPS signals in UE-assisted GPS positioning.

Table 33

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	GPS TOW msec
	M
	
	INTEGER (0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).
	–
	

	Satellite information
	
	1..<maxSat>
	
	
	–
	

	>SatID
	M
	
	INTEGER (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [10].
	–
	

	>Doppler (0th order term)
	M
	
	INTEGER (-2048..2047)
	Scaling factor 2.5Hz
	–
	

	>Extra Doppler
	
	0..1
	
	
	–
	

	>>Doppler (1st order term)
	M
	
	INTEGER (-42..21)
	Scaling factor 1/42
	–
	

	>>Doppler Uncertainty
	M
	
	ENUMERATED (12.5,25,50,100,200,…)
	In Hz
	–
	

	>Code Phase 
	M
	
	INTEGER (0..1022)
	In Chips, specifies the centre of the search window
	–
	

	>Integer Code Phase 
	M
	
	INTEGER (0..19)
	Number of 1023 chip segments
	–
	

	>GPS Bit number 
	M
	
	INTEGER (0..3)
	Specifies GPS bit number (20 1023 chip segments)
	–
	

	>Code Phase Search Window
	M
	
	ENUMRATED (1023,1,2,3,4,6,8,12,16,24,32,48,64,96,128,192)
	Specifies the width of the search window.
	–
	

	>Azimuth and Elevation
	
	0..1
	
	
	–
	

	>>Azimuth
	M
	
	INTEGER (0..31)
	Scaling factor 11.25 Degrees
	–
	

	>>Elevation
	M
	
	INTEGER (0..7)
	Scaling factor 11.25 Degrees
	–
	

	UTRAN GPS Reference Time
	O
	
	9.2.2.103
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore

	GPS Reference Time Uncertainty
	O
	
	9.2.2.xxx
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore


Table 34

	Range bound
	Explanation

	mMaxSat
	Maximum number of satellites for which data is included in this IE. The value of maxSat is 16.


9.2.2.12
GPS Measured Results

The purpose of this information element is to provide reported GPS measurement information from the SRNC to the SAS.

Table 39

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	GPS TOW msec
	M
	
	INTEGER (0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit). 

If the UTRAN GPS reference time Result is present, this IE shall be set to 0 by the transmitter and ignored by the receiver.
	–
	

	Measurement Parameters
	
	1..<maxSat>
	
	
	–
	

	>Satellite ID
	M
	
	INTEGER (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [10].
	–
	

	>C/No
	M
	
	INTEGER (0..63)
	The estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (Typical levels will be in the range of 20 – 50 dB-Hz).
	–
	

	>Doppler
	M
	
	INTEGER (-32768..​32768)
	Hz, scale factor 0.2.
	–
	

	>Whole GPS Chips
	M
	
	INTEGER (0..1022)
	Unit in GPS chips
	–
	

	>Fractional GPS Chips
	M
	
	INTEGER (0..(210-1))
	Scale factor 2-10
	–
	

	>Multipath Indicator
	M
	
	ENUMERATED (NM, low, medium, high)
	See NOTE 1
	–
	

	>Pseudorange RMS Error
	M
	
	INTEGER (0..63)
	See NOTE 2
	–
	

	UTRAN GPS Reference Time Result
	O
	
	9.2.2.104
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore

	GPS Reference Time Uncertainty
	O
	
	9.2.2.xxx
	
	YES
	ignore


NOTE 1:
Table 41 gives the mapping of the multipath indicator field.

NOTE 2:
Table 42 gives the bitmapping of the Pseudorange RMS Error field.

Table 40

	Range bound
	Explanation

	maxSat
	Maximum number of satellites for which data is included in this IE. The value of maxSat is 16.


Table 41

	Value
	Multipath Indication

	NM
	Not measured

	Low
	MP error < 5m

	Medium
	5m < MP error < 43m

	High
	MP error > 43m


Table 42

	Value
	Mantissa
	Exponent
	Floating-Point value, xi
	Pseudorange value, P

	0
	000
	000
	0.5
	P < 0.5

	1
	001
	000
	0.5625
	0.5 <= P < 0.5625

	i
	X
	Y
	0.5 * (1 + x/8) * 2y
	xi-1 <= P < xi

	62
	110
	111
	112
	104 <= P < 112

	63
	111
	111
	--
	112 <= P


9.2.2.15
GPS Reference Time

Table 49

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	GPS Week
	M
	
	INTEGER (0..1023)
	
	–
	

	GPS TOW msec
	M
	
	INTEGER (0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).


	–
	

	GPS TOW Assist
	
	0.. <maxSat>
	
	
	–
	

	>SatID
	M
	
	INTEGER (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [10].
	–
	

	>TLM Message
	M
	
	BIT STRING (14)
	
	–
	

	>Anti-Spoof 
	M
	
	BOOLEAN
	
	–
	

	>Alert
	M
	
	BOOLEAN
	
	–
	

	>TLM Reserved
	M
	
	BIT STRING (2)
	
	–
	

	UTRAN GPS Reference Time
	O
	
	9.2.2.103
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore

	SFN-TOW Uncertainty
	O
	
	GPS-UTRAN Time Relationship Uncertainty 9.2.2.18
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore

	TUTRAN-GPS Drift Rate
	O
	
	9.2.2.105
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore

	GPS Reference Time Uncertainty
	O
	
	9.2.2.xxx
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore


Table 50

	Range bound
	Explanation

	maxSat
	Maximum number of satellites for which data is included in this IE. The value of maxSat is 16.


9.2.2.102
UE Position Estimate Info

The UE Position Estimate Info is used in UE-based positioning methods providing the UE position estimate from the RNC to the SAS in SAS-centric mode. 
Table 156
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Reference Time
	M
	
	
	
	–
	

	>UTRAN GPS reference time Result
	
	
	9.2.2.104
	
	–
	

	>GPS reference time only
	
	
	
	
	–
	

	>>GPS TOW msec
	M
	
	INTEGER (0..6.048*108-1, …)
	GPS Time of Week in milliseconds.
	–
	

	>Cell timing
	
	
	
	
	–
	

	>>SFN
	M
	
	INTEGER (0..4095)
	SFN during which the position was calculated.
	–
	

	>>UC-ID
	M
	
	UTRAN Cell Identifier 

9.2.2.37
	Identifies the reference cell for SFN.
	–
	

	UE Position Estimate
	M
	
	Geographical Area 

9.2.2.6
	
	–
	

	GPS Reference Time Uncertainty
	O
	
	9.2.2.xxx
	
	YES
	ignore


9.2.2.xxx
GPS Reference Time Uncertainty
Table x

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	GPS Reference Time Uncertainty
	M
	
	Integer (0..127)
	This element provides the accuracy of the provided GPS time, or alternatively the accuracy of the provided relation between GPS and UTRAN time. If "GPS TOW" is the provided GPS time, or alternatively the GPS time corresponding to the UTRAN time provided, then the true GPS time lies in the interval ["GPS TOW" - "GPS Reference Time Uncertainty", "GPS TOW" + "GPS Reference Time Uncertainty"].

The uncertainty r, expressed in microseconds, is mapped to a number K with the following formula:

r = C*(((1+x)K)-1)

with C = 0.0022 and x = 0.18. 

To encode any higher value of the uncertainty than that corresponding to K=127 in the formula above, or to indicate an undefined value of the "GPS TOW", the same value, K=127, shall be used.


9.3.4
Information Element Definitions
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
PCAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxSat,


maxSatAlmanac,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasurements,


maxNrOfPoints,

maxNrOfExpInfo,

maxNrOfSets,


maxRateMatching,


maxNrOfTFs,


maxTTI-count,


maxTS-1,


maxCCTrCH,


maxTF,


maxTFC,


maxPRACH,


maxTrCH,


maxTGPS,


maxNoOfMeasurements,


maxCellMeas,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,


maxNrOfRefETFCIs,


maxSet,

maxGANSS,


maxGANSSSat,


maxGANSSSet,

maxSgnType,


id-UTRAN-GPSReferenceTime,


id-UTRAN-GPSReferenceTimeResult,


id-GPS-UTRAN-TRU,


id-UTRAN-GPS-DriftRate,


id-OTDOA-AddMeasuredResultsInfo,


id-GPS-ReferenceLocation,

id-rxTimingDeviation768Info,


id-rxTimingDeviation384extInfo,


id-MeasurementValidity,


id-ExtendedRoundTripTime,


id-roundTripTimeInfoWithType1,


id-AddMeasurementInfo,


id-Extended-RNC-ID,

id-GANSS-CommonAssistanceData,


id-GANSS-GenericAssistanceDataList,


id-GANSS-PositioningDataSet,


id-GNSS-PositioningMethod,

id-NetworkAssistedGANSSSuport,

id-TUTRANGANSSMeasurementValueInfo,

id-GPSReferenceTimeUncertainty
FROM PCAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,

TriggeringMessage

FROM PCAP-CommonDataTypes


ProtocolExtensionContainer{},


PCAP-PROTOCOL-EXTENSION

FROM PCAP-Containers;

-- **************************************************************

--

-- Accuracy Fulfilment Indicator
--

-- **************************************************************

AccuracyFulfilmentIndicator ::= ENUMERATED{


requested-Accuracy-Fulfilled,


requested-Accuracy-Not-Fulfilled,

...

}

[****** Part of ASN.1 module omitted ******]
-- **************************************************************

--

-- UE-PositionEstimateInfo

--

-- **************************************************************

UE-PositionEstimateInfo ::= SEQUENCE {

referenceTimeChoice


ReferenceTimeChoice,

ue-positionEstimate


UE-PositionEstimate,


iE-Extensions



ProtocolExtensionContainer { { UE-PositionEstimateInfo-ExtIEs } } OPTIONAL,


...
}
UE-PositionEstimateInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {

{ID id-GPSReferenceTimeUncertainty
CRITICALITY
ignore
EXTENSION
GPSReferenceTimeUncertainty
PRESENCE
optional},

...

}

ReferenceTimeChoice ::=
CHOICE {


utran-GPSReferenceTimeResult

UTRAN-GPSReferenceTimeResult,


gps-ReferenceTimeOnly



INTEGER (0..604799999, ...),


cell-Timing






Cell-Timing,


...

}
Cell-Timing ::=  SEQUENCE {

sfn




INTEGER (0..4095),


uC-ID



UC-ID,

iE-Extensions
ProtocolExtensionContainer { { Cell-Timing-ExtIEs } }
OPTIONAL,

...


}
Cell-Timing-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************

--

-- Position Data

--

-- **************************************************

PositionData ::= SEQUENCE {


positioningDataDiscriminator

PositioningDataDiscriminator,


positioningDataSet




PositioningDataSet


OPTIONAL,

-- This IE shall be present if the PositioningDataDiscriminator IE is set to the value "0000"  --


iE-Extensions

ProtocolExtensionContainer { {PositionData-ExtIEs} } OPTIONAL,


...

}

PositionData-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-GANSS-PositioningDataSet


CRITICALITY ignore
EXTENSION GANSS-PositioningDataSet



PRESENCE optional },


...

}

GANSS-PositioningDataSet ::= SEQUENCE(SIZE(1..maxGANSSSet)) OF GANSS-PositioningMethodAndUsage

GANSS-PositioningMethodAndUsage ::= OCTET STRING (SIZE(1))

PositioningDataDiscriminator ::= BIT STRING (SIZE(4))

PositioningDataSet ::= SEQUENCE(SIZE(1..maxSet)) OF PositioningMethodAndUsage

PositioningMethodAndUsage ::= OCTET STRING (SIZE(1))
-- **************************************************************

--

-- GPS-AcquisitionAssistance:

--

-- **************************************************************

GPS-AcquisitionAssistance ::=
SEQUENCE {


gps-TOW-1msec





INTEGER (0..604799999),


satelliteInformationList


AcquisitionSatInfoList,


iE-Extensions





ProtocolExtensionContainer { { GPS-AcquisitionAssistance-ExtIEs } }
OPTIONAL,

...

}

GPS-AcquisitionAssistance-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {

{ID id-UTRAN-GPSReferenceTime

CRITICALITY
ignore
EXTENSION
UTRAN-GPSReferenceTime


PRESENCE
optional} |


{ID id-GPSReferenceTimeUncertainty
CRITICALITY
ignore
EXTENSION
GPSReferenceTimeUncertainty
PRESENCE
optional} ,

...

}

AcquisitionSatInfoList ::=


SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo

AcquisitionSatInfo ::=



SEQUENCE {


satID







INTEGER (0..63),


doppler0thOrder





INTEGER (-2048..2047),


extraDopplerInfo




ExtraDopplerInfo












OPTIONAL,


codePhase






INTEGER (0..1022),


integerCodePhase




INTEGER (0..19),


gps-BitNumber





INTEGER (0..3),


codePhaseSearchWindow



CodePhaseSearchWindow,


azimuthAndElevation




AzimuthAndElevation












OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { AcquisitionSatInfo-ExtIEs } }

OPTIONAL,

...

}


AcquisitionSatInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

ExtraDopplerInfo ::=



SEQUENCE {


doppler1stOrder





INTEGER (-42..21),


dopplerUncertainty




DopplerUncertainty,


iE-Extensions





ProtocolExtensionContainer { { ExtraDopplerInfo-ExtIEs } }
OPTIONAL,

...

}

ExtraDopplerInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

DopplerUncertainty ::=



ENUMERATED {











hz12-5, hz25, hz50, hz100, hz200, ...}

CodePhaseSearchWindow ::=


ENUMERATED {











w1023, w1, w2, w3, w4, w6, w8,











w12, w16, w24, w32, w48, w64,











w96, w128, w192 }

AzimuthAndElevation ::=



SEQUENCE {


azimuth







INTEGER (0..31),


elevation






INTEGER (0..7),


iE-Extensions





ProtocolExtensionContainer { { AzimuthAndElevation-ExtIEs } }
OPTIONAL,

...

}

AzimuthAndElevation-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

[****** Part of ASN.1 module omitted ******]
-- **************************************************************

--

-- GPS Measured Results
--

-- **************************************************************

MeasuredResultsList ::=



SEQUENCE (SIZE (1..maxNrOfSets)) OF


GPS-MeasuredResults

GPS-MeasuredResults ::=



SEQUENCE {


gps-TOW-1msec





INTEGER (0..604799999),


gps-MeasurementParamList


GPS-MeasurementParamList,


iE-Extensions





ProtocolExtensionContainer { { GPS-MeasuredResults-ExtIEs } }
OPTIONAL,

...

}

GPS-MeasuredResults-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {

{ID id-UTRAN-GPSReferenceTimeResult
CRITICALITY
ignore
EXTENSION
UTRAN-GPSReferenceTimeResult
PRESENCE
optional} |


{ID id-GPSReferenceTimeUncertainty
CRITICALITY
ignore
EXTENSION
GPSReferenceTimeUncertainty
PRESENCE
optional},

...

}

GPS-MeasurementParamList ::=

SEQUENCE (SIZE (1..maxSat)) OF











GPS-MeasurementParam

GPS-MeasurementParam ::=


SEQUENCE {


satelliteID






INTEGER (0..63),


c-N0







INTEGER (0..63),


doppler







INTEGER (-32768..32768),


wholeGPS-Chips





INTEGER (0..1022),


fractionalGPS-Chips




INTEGER (0..1023),


multipathIndicator




MultipathIndicator,


pseudorangeRMS-Error



INTEGER (0..63),


iE-Extensions





ProtocolExtensionContainer { { GPS-MeasurementParam-ExtIEs } }
OPTIONAL,

...

}

MultipathIndicator ::=



ENUMERATED {











nm,











low,











medium,











high }
GPS-MeasurementParam-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- GPS Navigation Model
--

-- **************************************************************

GPS-NavigationModel ::=

SEQUENCE (SIZE (1..maxSat)) OF











NavigationModelSatInfo

NavigationModelSatInfo ::=


SEQUENCE {


satID







INTEGER (0..63),


satelliteStatus





SatelliteStatus,


gps-clockAndEphemerisParms


GPS-ClockAndEphemerisParameters










OPTIONAL,


-- This IE is not present if satelliteStatus is es-SN


iE-Extensions





ProtocolExtensionContainer { { NavigationModelSatInfo-ExtIEs } }
OPTIONAL,

...

}

NavigationModelSatInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

SatelliteStatus ::=




ENUMERATED {











ns-NN,











es-SN,











es-NN,











rev2,











rev }

-- **************************************************************

--

-- GPS Real Time Integrity
--

-- **************************************************************

GPS-RealTimeIntegrity ::= CHOICE {


badSatellites

BadSatList,


noBadSatellites

NoBadSatellites,


...
}
BadSatList ::=





SEQUENCE (SIZE (1..maxSat)) OF











INTEGER (0..63)

NoBadSatellites ::= NULL

-- **************************************************************

--

-- GPS Reference Location
--

-- **************************************************************

GPS-ReferenceLocation ::= 


SEQUENCE {


ue-PositionEstimate




UE-PositionEstimate,


iE-Extensions





ProtocolExtensionContainer { { GPS-ReferenceLocation-ExtIEs } }
OPTIONAL,

...

}

GPS-ReferenceLocation-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- GPS Reference Time
--

-- **************************************************************

GPS-ReferenceTime ::=



SEQUENCE {


gps-Week






INTEGER (0..1023),


gps-TOW-1msec





INTEGER (0..604799999),


gps-TOW-AssistList




GPS-TOW-AssistList











OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { GPS-ReferenceTime-ExtIEs } }
OPTIONAL,

...

}

GPS-ReferenceTime-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {

{ID id-UTRAN-GPSReferenceTime

CRITICALITY
ignore
EXTENSION
UTRAN-GPSReferenceTime


PRESENCE
optional}|


{ID id-GPS-UTRAN-TRU



CRITICALITY
ignore
EXTENSION
GPS-UTRAN-TRU




PRESENCE
optional}|


{ID id-UTRAN-GPS-DriftRate


CRITICALITY
ignore
EXTENSION
UTRAN-GPS-DriftRate



PRESENCE
optional}|


{ID id-GPSReferenceTimeUncertainty
CRITICALITY
ignore
EXTENSION
GPSReferenceTimeUncertainty
PRESENCE
optional},

...

}

GPS-TOW-AssistList ::=



SEQUENCE (SIZE (1..maxSat)) OF











GPS-TOW-Assist

GPS-TOW-Assist ::=




SEQUENCE {


satID







INTEGER (0..63),


tlm-Message






BIT STRING (SIZE (14)),


antiSpoof






BOOLEAN,


alert







BOOLEAN,


tlm-Reserved





BIT STRING (SIZE (2)),


iE-Extensions





ProtocolExtensionContainer { { GPS-TOW-Assist-ExtIEs } }
OPTIONAL,

...

}

GPS-TOW-Assist-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

UTRAN-GPS-DriftRate ::=



ENUMERATED {










utran-GPSDrift0, utran-GPSDrift1, utran-GPSDrift2,










utran-GPSDrift5, utran-GPSDrift10, utran-GPSDrift15,










utran-GPSDrift25, utran-GPSDrift50, utran-GPSDrift-1,










utran-GPSDrift-2, utran-GPSDrift-5, utran-GPSDrift-10,










utran-GPSDrift-15, utran-GPSDrift-25, utran-GPSDrift-50,

                                    ...}

-- **************************************************************

--

-- GPS Reference Time Uncertainty
--

-- **************************************************************

GPSReferenceTimeUncertainty ::=
SEQUENCE {


gps-RefTimeUNC

INTEGER(0..127),

iE-Extensions

ProtocolExtensionContainer { { GPSReferenceTimeUncertainty-ExtIEs } }
OPTIONAL,

...

}
GPSReferenceTimeUncertainty-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- GPS Transmission TOW
--

-- **************************************************************

GPS-Transmission-TOW ::= INTEGER (0..604799)

[****** Part of ASN.1 module omitted ******]
9.3.6
Constant Definitions
[****** Part of ASN.1 module omitted ******]
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1
id-CriticalityDiagnostics





ProtocolIE-ID ::= 2
id-GPS-UTRAN-TRU







ProtocolIE-ID ::= 3
id-InformationExchangeID





ProtocolIE-ID ::= 4
id-InformationExchangeObjectType-InfEx-Rprt

ProtocolIE-ID ::= 5
id-InformationExchangeObjectType-InfEx-Rqst

ProtocolIE-ID ::= 6
id-InformationExchangeObjectType-InfEx-Rsp

ProtocolIE-ID ::= 7
id-InformationReportCharacteristics



ProtocolIE-ID ::= 8
id-InformationType







ProtocolIE-ID ::= 9
id-GPS-MeasuredResultsList





ProtocolIE-ID ::= 10
id-MethodType








ProtocolIE-ID ::= 11
id-RefPosition-InfEx-Rqst





ProtocolIE-ID ::= 12
id-RefPosition-InfEx-Rsp





ProtocolIE-ID ::= 13

id-RefPosition-Inf-Rprt






ProtocolIE-ID ::= 14
id-RequestedDataValue






ProtocolIE-ID ::= 15
id-RequestedDataValueInformation



ProtocolIE-ID ::= 16
id-TransactionID







ProtocolIE-ID ::= 17
id-UE-PositionEstimate






ProtocolIE-ID ::= 18
id-CellId-MeasuredResultsSets




ProtocolIE-ID ::= 20

id-OTDOA-MeasurementGroup





ProtocolIE-ID ::= 22

id-AccuracyFulfilmentIndicator




ProtocolIE-ID ::= 23

id-HorizontalAccuracyCode





ProtocolIE-ID ::= 24

id-VerticalAccuracyCode






ProtocolIE-ID ::= 25

id-UTDOA-Group








ProtocolIE-ID ::= 26

id-RequestType








ProtocolIE-ID ::= 28

id-UE-PositioningCapability





ProtocolIE-ID ::= 29

id-UC-id









ProtocolIE-ID ::= 30

id-ResponseTime








ProtocolIE-ID ::= 31

id-PositioningPriority






ProtocolIE-ID ::= 32

id-ClientType








ProtocolIE-ID ::= 33

id-PositioningMethod






ProtocolIE-ID ::= 34

id-UTDOAPositioning







ProtocolIE-ID ::= 35

id-GPSPositioning







ProtocolIE-ID ::= 36

id-OTDOAAssistanceData






ProtocolIE-ID ::= 37

id-Positioning-ResponseTime





ProtocolIE-ID ::= 38

id-EnvironmentCharacterisation




ProtocolIE-ID ::= 39

id-PositionData








ProtocolIE-ID ::= 40

id-IncludeVelocity







ProtocolIE-ID ::= 41
id-VelocityEstimate







ProtocolIE-ID ::= 42
id-rxTimingDeviation768Info





ProtocolIE-ID ::= 43
id-UC-ID-InfEx-Rqst







ProtocolIE-ID ::= 44

id-UE-PositionEstimateInfo





ProtocolIE-ID ::= 45

id-UTRAN-GPSReferenceTime





ProtocolIE-ID ::= 46
id-UTRAN-GPSReferenceTimeResult




ProtocolIE-ID ::= 47
id-UTRAN-GPS-DriftRate






ProtocolIE-ID ::= 48

id-OTDOA-AddMeasuredResultsInfo




ProtocolIE-ID ::= 49
id-GPS-ReferenceLocation





ProtocolIE-ID ::= 50

id-OTDOA-MeasuredResultsSets




ProtocolIE-ID ::= 51

id-rxTimingDeviation384extInfo




ProtocolIE-ID ::= 55
id-ExtendedRoundTripTime





ProtocolIE-ID ::= 56

id-PeriodicPosCalcInfo






ProtocolIE-ID ::= 57
id-PeriodicLocationInfo






ProtocolIE-ID ::= 58
id-AmountOfReporting






ProtocolIE-ID ::= 59
id-MeasInstructionsUsed






ProtocolIE-ID ::= 60
id-RRCstateChange







ProtocolIE-ID ::= 61
id-PeriodicTerminationCause





ProtocolIE-ID ::= 62
id-MeasurementValidity






ProtocolIE-ID ::= 63
id-roundTripTimeInfoWithType1




ProtocolIE-ID ::= 64
id-CellIDPositioning






ProtocolIE-ID ::= 66

id-AddMeasurementInfo






ProtocolIE-ID ::= 67
id-Extended-RNC-ID







ProtocolIE-ID ::= 68

id-GANSS-CommonAssistanceData




ProtocolIE-ID ::= 69
id-GANSS-GenericAssistanceDataList



ProtocolIE-ID ::= 70
id-GANSS-MeasuredResultsList




ProtocolIE-ID ::= 71
id-GANSS-UTRAN-TRU







ProtocolIE-ID ::= 72
id-GANSSPositioning







ProtocolIE-ID ::= 73
id-GANSS-PositioningDataSet





ProtocolIE-ID ::= 74
id-GNSS-PositioningMethod





ProtocolIE-ID ::= 75
id-NetworkAssistedGANSSSuport




ProtocolIE-ID ::= 76
id-TUTRANGANSSMeasurementValueInfo



ProtocolIE-ID ::= 77

id-AdditionalGPSAssistDataRequired



ProtocolIE-ID ::= 78

id-AdditionalGanssAssistDataRequired


ProtocolIE-ID ::= 79
id-GPSReferenceTimeUncertainty




ProtocolIE-ID ::= xx
END
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