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2 Correction to testcase 8.4.1.49 & 8.3.4.10
2.1 8.4.1.49 & 8.3.4.10.

Test stept Name
8.4.1.49 & 8.3.4.9

Reason for change
According to 34.108, Rel-6 testcases should send SIB 5 including the additional TF 240.

Summary of change
Modified testcase 8.4.1.49 & 8.3.4.10 to use ts_SendDefSysInfo_r6

Source of change
New change

Label
WA#HSU
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[Test Case I te_8_a_1_ao
Test Group Reference: RRC/RRC_Measurements!
Furpose 1. Ta confirm thatthe UE sends MEASUREMENT REPORT message if event 1 s configured, and the number of cells in the E-DCH active setis greater than or

equalto Replacement activation threshold parameter, and ifthe the primary CPICH thatis not included in the E-DCH acive sst but included in the DCH active
set becomes better than any of the primary CPICHS included in the E-DCH active set.
2. To confir that the UE does not send MEASUREMENT REFORT message indicating event 1 ifthe number of cells in the active E-DCH setis less than
‘Replacement activation threshold parameter, even ifthe primary CFICH thatis not included in the E-DCH active set butincluded inthe DCH active set becomes
betterthan any ofthe primary CPICHs included in the E-DCH active set
3. To confir that the UE does not send MEASUREMENT REFORT message indicating svent 1J, even ifthe cell thatis not n the DCH active set becomes betier
than any ofthe primary CPICHs included in the E-DCH active set.
4. To confir that the UE stops periodic reporting of event 1./ when the "sent reports" in variable TRIGGERED_1J_EVENT is greater than "Amount of reporting".
Configuration:

Defautts RRC_Deft
Comments
]l Behaviour Description II Gonstraint Ref I Comments
0 STARTtouard
T initvariables infialse variabies and inital
power levels
2 pr_GoloStates_18_MO ( 12
tsc_CallA,
cell_DCH_E_HS)
3 +ts_55_CreateCalDCH_1b (tsc_CelE) Ind cellwithout DPCH
4 = ST WiFHSU
5 +15_55_CreateCallDCH_1o (be_CeIIC) 3r cellwithout DPCH
6 +ts_SendDefSysinfo (tsc_CellC)
7 (tev_TestBody = TRUE)
8 “ILTestBody
a (tov_TestBody = FALSE )|
10 +ts_SHO_ReleaseDL_DPCH (tsc_CellB) Release DL DPCH for Cell B
11 +ts_SHO_ReleaseDL_DPCH itsc_CellC) Release DL DPCH for Cell C
2 +p0_ComnectionéndSS_Rels_ts

ILinitvariables
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Testomsela o0

st roup Reference: RRGAciSetUpdatel

Purpose Acive et update n S0 handover: Radio Link adlon an serving HE-DSCH/ E-DCH cel change

Configuration

Defauts RRC_Dern

Comments o confim thathe UE perfomms a radiolink adion wit sening HS-DECH | E-DCH seving cel change according to the received ACTIVE SET UPDATE

message

WMl Benaviour Descrption ] Constraint Ret T Comments

0 STARTLoum

1 enivarisbies iniialise variabies and ita
power levels

2 eproctosiatee 18O ( @5io 5071430, A12-» 413 510@

tso_cell,
cell_DCH_dISRE_E_HS )

3 204 oell wihout DFCH

‘ WHsu

s Tl TestBody @sic RSS07004T: improvemen
@

o “i_Testgouy

7 (to_TestEody = FALSE) @sic RS07004T: improvemen
@

s +po_ConnectionandSS_Rels_t6

W nitvariables
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