Page 1



3GPP TSG RAN WG5 Meeting #37
(
 R5-073190
Jeju Island, Korea, 5 - 9 Nov 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.121-1
	CR
	989
	(

rev
	-
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to test conditions in F5.3

	
	

	Source to WG:
(

	NTT DoCoMo

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI7_Test
	
	Date: (

	05/11/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	UE performance requirement for high speed train has been added to 7.5A in TS34.121-1 v8.0.0 by R5-072413. However, Test conditions in Table F.5.3 has not been updated. 

	
	

	Summary of change:
(

	Test conditions should be updated to Table F.5.3 for UE performance requirement for high speed train.
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	Other comments:
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	This change applies to Rel-7 and later releases.


Start with an existing clause in the spec
F.5
Acceptable uncertainty of Test Equipment (This clause is informative)

This informative clause specifies the critical parameters of the components of an overall Test System (e.g. Signal generators, Signal Analysers etc.) which are necessary when assembling a Test System that complies with clause F.1 Acceptable Uncertainty of Test System. These Test Equipment parameters are fundamental to the accuracy of the overall Test System and are unlikely to be improved upon through System Calibration.

<Start of modified section>
F.5.3
Performance measurements

Table F.5.3: Equipment accuracy for performance measurements

	Clause
	Equipment accuracy
	Test conditions

	7.2 to 7.10
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±0.1 dB
	-2.2 to –21.8 dB


<End of modified section>
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