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-------------------------------------- First Change ----------------------------------------------
8.2.1
Common Transport Channel Setup

8.2.1.1
General

This procedure is used for establishing the necessary resources in Node B, regarding Secondary CCPCH, PICH, PRACH, AICH [FDD], FACH, PCH, MICH, RACH, E-RUCCH [3.84 Mcps and 7.68 Mcps TDD], PLCCH [1.28Mcps TDD] and FPACH [1.28Mcps TDD].

8.2.1.2
Successful Operation
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Figure 1: Common Transport Channel Setup procedure, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

One message can configure only one of the following combinations:
-
[FDD - one Secondary CCPCH, and FACHs, PCH, PICH and MICH related to that Secondary CCPCH], or
-
[TDD - one CCTrCH consisting of Secondary CCPCHs and FACHs, PCH with the corresponding PICH and MICH related to that group of Secondary CCPCHs], or
-
one [1.28Mcps TDD - or more] PRACH, one RACH and one AICH [FDD] and one FPACH[1.28Mcps TDD] related to that PRACH, or

-
one PLCCH [1.28Mcps TDD], or

- 
one E-RUCCH [3.84Mcps TDD and 7.68Mcps TDD].

Secondary CCPCH:

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]
[FDD - If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FDD S-CCPCH Frame Offset IE within the Secondary CCPCH IE, the Node B shall apply the indicated frame offset for the concerned Secondary CCPCH.]

[TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]

[3.84Mcps TDD and 7.68Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the TFCI Presence IE, the Node B shall apply the indicated TFCI presence in the timeslot of the S-CCPCH.  If all the S-CCPCHs defined in a timeslot do not have a TFCI Presence IE included, the Node B shall apply a TFCI field in the lowest numbered S-CCPCH of the timeslot.]
[TDD - FACHs and PCH may be mapped onto a CCTrCH which may consist of several Secondary CCPCHs]

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FACH Parameters IE, the Node B shall configure and activate the indicated FACH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PCH Parameters IE, the Node B shall configure and activate the concerned PCH and the associated PICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

[1.28Mcps TDD - If the PCH Power IE is included in the PCH Parameters IE of the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall use this value as the power at which the PCH shall be transmitted.]

[TDD - If the TSTD Indicator IE for the S-CCPCH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall activate TSTD diversity for all S-CCPCHs defined in the message that are not beacon channels [19,21]. If the TSTD Indicator IE is not included or is set to "not active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall not activate TSTD diversity for the S-CCPCHs defined in the message.]

[1.28Mcps TDD - If the TSTD Indicator IE for the PICH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall activate TSTD diversity for the PICH if it is not a beacon channel [19,21]. If the TSTD Indicator IE is set to "not active" or the TSTD Indicator IE is not included for the PICH in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall not activate TSTD diversity for the PICH.]
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the MICH Parameters IE, the Node B shall configure and activate the concerned MICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Modulation Power Offset IE, in the Secondary CCPCH IE, the Node B shall apply the indicated modulation, and power offset in case of 16QAM, for the concerned Secondary CCPCH.]

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Extended Secondary CCPCH Slot Format IE, in the Secondary CCPCH IE, the Node B shall ignore the Secondary CCPCH Slot Format IE and apply the slot format indicated in the Extended Secondary CCPCH Slot Format IE.]
[3.84Mcps TDD and 7.68Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Modulation IE, the Node B shall apply the indicated modulation for the CCTrCH.]

[3.84Mcps TDD and 7.68Mcps TDD - If a timeslot has been configured for MBSFN operation then the contents of the [3.84Mcps TDD - Midamble Shift and Burst Type IE] [7.68Mcps TDD - Midamble Shift and Burst Type 7.68Mcps IE] shall be ignored and burst type 4, Kcell=1 shall be used [19].]
[1.28 Mcps TDD - If the cell is operating in MBSFN only mode, the MBSFN Special Time Slot LCR IE indicates from CRNC to the Node B whether the channel is deployed on the MBSFN Special Time Slot for MBSFN only mode [19].]

[1.28Mcps TDD – When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the UARFCN IE in the Secondary CCPCHs IE, this Secondary CCPCH providing MBMS service in non-MBSFN only mode shall be setup on the secondary frequency indicated by the UARFCN IE.]
-------------------------------------- Next Change ----------------------------------------------
9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCHs
	
	
	
	
	
	

	>>SCCPCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCS
	M
	
	9.2.1.58
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH
	
	1..<maxnoofSCCPCHs>
	
	See note 2 below
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	YES
	notify

	>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH LCR
	
	1..<maxnoofSCCPCHsLCR>
	
	See note 2 below
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TDD Channelisation Code LCR 
	M
	
	9.2.3.19a
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	For 1.28 Mcps TDD, if the cell is operating in MBSFN only mode, the NodeB shall ignore the contents of this IE.
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>>SCCPCH Time Slot Format LCR
	M
	
	TDD DL DPCH Time Slot Format LCR 9.2.3.19D
	
	–
	

	>>>>>MBSFN Special Time Slot LCR
	O
	
	Time Slot LCR Extension
9.2.3.24B
	Only for 1.28 Mcps TDD MBSFN only mode, this IE indicates the MBSFN Special Time Slot [19]. The Time Slot LCR IE for the Secondary CCPCH LCR shall be ignored if this IE appears.
	YES
	ignore

	>>>7.68 Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH 7.68 Mcps
	
	1..<maxnoofSCCPCHs768>
	
	
	GLOBAL
	reject

	>>>>>Common Physical Channel ID 768Mcps 
	M
	
	9.2.3.33
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	M
	
	9.2.3.34
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>FACH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>Broadcast Reference
	O
	
	9.2.1.5C
	
	YES
	ignore

	>>>IP Multicast Indication
	O
	
	9.2.1.108
	
	YES
	Ignore

	>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>CHOICE HCR or LCR or 7.68Mcps
	M
	
	
	See note 1 below
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters LCR
	
	0..1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>>>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>>>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID 768Mcps 
	M
	
	9.2.3.33
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>PCH Power
	O
	
	DL Power 9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>Notification Indicator Length
	M
	
	9.2.3.7Aa
	
	–
	

	>>>MICH Power
	M
	
	PICH Power 9.2.1.49A
	
	–
	

	>>>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	
	

	>>>>>MICH Parameters HCR
	
	1
	
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	
	

	>>>>>MICH Parameters LCR
	
	1
	
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	For 1.28 Mcps TDD, if the cell is operating in MBSFN only mode, the NodeB shall ignore the contents of this IE.
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>>>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>>>>>>MBSFN Special Time Slot LCR
	O
	
	Time Slot LCR Extension 9.2.3.24B
	Only for 1.28 Mcps TDD MBSFN only mode, this IE indicates the MBSFN Special Time Slot [19]. The Time Slot LCR IE for the MICH parameters LCR shall be ignored if this IE appears.
	YES
	ignore

	>>>>7.68 Mcps TDD
	
	
	
	
	
	

	>>>>>MICH Parameters 7.68 Mcps
	
	1
	
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>Modulation
	O
	
	9.2.1.87
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD in MBSFN operation only
	YES
	reject

	>>Time Slot Configuration LCR
	
	0..7
	
	Applicable to 1.28Mcps TDD for MBSFN. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	Reject

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Time Slot Parameter ID
	M
	
	Cell Parameter ID

9.2.3.4
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15] 
This IE indicates the frequency of the Secondary Frequency on which SCCPCH is configured. 

Applicable to 1.28Mcps TDD MBSFN. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>PRACH
	
	
	
	
	
	

	>>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH
	
	1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>>>PRACH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH LCR
	
	1..<maxnoofPRACHLCRs>
	
	
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>7.68 Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH
	
	1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID 768Mcps 
	M
	
	9.2.3.33
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>>>PRACH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>FPACH
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Max FPACH Power
	M
	
	9.2.3.5E
	
	–
	

	>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15] 
This IE indicates the frequency of Secondary Frequency on which FPACH to be set up.
	YES
	reject

	>PLCCH
	
	
	
	1.28 Mcps TDD only
	
	

	>>Max PLCCH Power
	M
	
	DL Power 

9.2.1.21
	
	–
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>E-RUCCH
	
	
	
	3.84Mcps TDD only
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>Max E-RUCCH Midamble Shifts
	M
	
	9.2.3.44
	
	–
	

	>>E-RUCCH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>E-RUCCH 7.68Mcps
	
	
	
	7.68Mcps TDD only
	
	

	>>Common Physical Channel ID 7.68Mcps
	M
	
	9.2.3.33
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Max E-RUCCH Midamble Shifts
	M
	
	9.2.3.44
	
	–
	

	>>E-RUCCH Midamble 
	M
	
	9.2.3.14
	
	–
	


Note 1:
This information element is a simplified representation of the ASN.1. The choice is in reality performed through the use of a ProtocolIE-Single-Container and a ProtocolExtensionContainer within the ASN.1.

Note 2:
This information element is a simplified representation of the ASN.1. Repetitions 1 to 8 and repetitions 9 to maxnoofSCCPCHs / maxnoofSCCPCHsLCR are represented by separate ASN.1 structures.

	Range Bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of Secondary CCPCHs per CCTrCH for 3.84Mcps TDD

	maxnoofSCCPCHsLCR
	Maximum number of Secondary CCPCHs per CCTrCH for 1.28Mcps TDD

	maxnoofSCCPCHs768
	Maximum number of Secondary CCPCHs per CCTrCH for 7.68 Mcps TDD

	maxnoofFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxnoofPRACHLCRs
	Maximum number of PRACHs LCR that can be defined on a RACH for 1.28Mcps TDD


-------------------------------------- Next Change ----------------------------------------------
9.3.3
PDU Definitions

/ * Unchanged Omitted*/
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID










CRITICALITY reject
TYPE C-ID




PRESENCE mandatory
}|


{ ID
id-ConfigurationGenerationID




CRITICALITY reject
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD
CRITICALITY ignore
TYPE CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory
},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD,

pLCCH-parameters






PLCCH-parameters,

eRUCCH-parameters






E-RUCCH-parameters,

eRUCCH-768-parameters





E-RUCCH-768-parameters,

...

}

Secondary-CCPCH-CTCH-SetupRqstTDD ::= SEQUENCE {


sCCPCH-CCTrCH-ID






CCTrCH-ID,
-- For DL CCTrCH supporting one or several Secondary CCPCHs

tFCS









TFCS,

-- For DL CCTrCH supporting one or several Secondary CCPCHs

tFCI-Coding








TFCI-Coding,


punctureLimit







PunctureLimit,

secondaryCCPCH-parameterList



Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD,


fACH-ParametersList






FACH-ParametersList-CTCH-SetupRqstTDD

OPTIONAL,


pCH-Parameters







PCH-Parameters-CTCH-SetupRqstTDD


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer
{{Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs}}

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Tstd-indicator









CRITICALITY reject
EXTENSION TSTD-Indicator



PRESENCE optional
}|


{ ID id-MICH-Parameters-CTCH-SetupRqstTDD




CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-SetupRqstTDD

PRESENCE optional
}|


{ ID id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD

CRITICALITY reject
EXTENSION Secondary-CCPCH-parameterExtendedList-CTCH-SetupRqstTDD

PRESENCE optional
}|

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be established.


{ ID id-Additional-S-CCPCH-LCR-Parameters-CTCH-SetupRqstTDD
CRITICALITY reject
EXTENSION Secondary-CCPCH-LCR-parameterExtendedList-CTCH-SetupRqstTDD

PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHLCRs SCCPCHs are to be established.

{ ID id-S-CCPCH-768-Parameters-CTCH-SetupRqstTDD


CRITICALITY reject
EXTENSION Secondary-CCPCH-768-parameterList-CTCH-SetupRqstTDD

PRESENCE optional
}|


{ ID id-S-CCPCH-Modulation








CRITICALITY reject
EXTENSION ModulationMBSFN







PRESENCE optional
}|
-- Applicable to 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-TimeSlotConfigurationList-LCR-CTCH-SetupRqstTDD

CRITICALITY reject
EXTENSION TimeSlotConfigurationList-LCR-CTCH-SetupRqstTDD

PRESENCE optional }|

{ ID id-UARFCNforNt

CRITICALITY reject
EXTENSION UARFCN

PRESENCE optional },

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This IE indicates the frequency of Secondary Frequency on which SCCPCH to be set up

...

}
/ * Unchanged Omitted*/
-------------------------------------- End of Changes ------------------------------------------
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