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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 7.1 which is part of the IMS-CC test suite.

The changes are based on ETSI delivery iwd-TVB2007-03_D07wk38.
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3 Verification Test Summary

Test Case:
TC_7_1

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Qualcomm Platform

Verification Status:
PASS
4 Corrections required for test case 7.1

4.1 ts_Register_EarlyIMSSecurity

Test step name
ts_Register_EarlyIMSSecurity / in module IMS_CC_EarlyIMSSecurity

Reason for change
ts_Register_EarlyIMSSecurity is inconsistenty defined in two mdodules: IMS_CC_EarlyIMSSecurity and IMS_CC_EarlyIMSSecurity_NAPP

Summary of change
Provisorily the version in IMS_CC_EarlyIMSSecurity_NAPP has been copied into IMS_CC_EarlyIMSSecurity

Label
L#004

4.2 ts_Subscribe_EarlyIMSSecurity

Test step name
ts_Subscribe_EarlyIMSSecurity / in module IMS_CC_EarlyIMSSecurity

Reason for change
ts_Subscribe_EarlyIMSSecurity is inconsistenty defined in two mdodules: IMS_CC_EarlyIMSSecurity and IMS_CC_EarlyIMSSecurity_NAPP

Summary of change
Provisorily the version in IMS_CC_EarlyIMSSecurity_NAPP has been copied into IMS_CC_EarlyIMSSecurity

Label
L#005

4.3 TC_7_1

Test step name
TC_7_1 

Reason for change
The configuration option list is incorrectly removed if no DNS Server has been requested. 

Summary of change
List shall not be removed

Label
L#008

[image: image1.png]if { v_DNSAddre:
¢

set_Cont.

ssserverRequested )
ig0ptions_DNSAddressServerlist |

v_ConfigOptionsTs,
px_DNSServer_IPAddr):

o not remove the list set_ConfigOptions_Empty { v_Co




5
Branches executed in test case

The test case implementation executed IPv4 without SigComp support.

6
Execution Log Files

6.1 Qualcomm Platform

The Qualcomm Platform passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run[1] :

· Execution log
· PICS/PIXIT file.

· ATS update
7
References
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