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Start with an existing clause in the spec including the clause title
8.2.3.1a
Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (TDD Only)
8.2.3.1a.1
Definition

The features and operation of UpPCH shifting have been introduced to core specification (TS25.331 clause 8.6.6.26) for LCR TDD.
8.2.3.1a.2
Conformance requirement

If the UE receives:

-
a RADIO BEARER RELEASE message; or

it shall:

1>
perform the physical layer synchronisation procedure as specified in TS 25.214;

1>
act upon all received information elements as specified in TS 25.331 subclause 8.6, unless specified in the following and perform the actions below.

The UE shall then:

1>
enter a state according to TS 25.331 subclause 8.6.3.3.

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

The UE shall transmit a response message as specified in TS 25.331 subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2.3, 8.2.2.4.
8.2.3.1a.3
Test purpose

To confirm that the UE releases the existing radio bearer according to a RADIO BEARER RELEASE message.
8.2.3.1a.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure

The UE is in CELL_DCH state. The SS transmits a RADIO BEARER RELEASE message to the UE. The UE releases the radio access bearer and transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RELEASE 
	

	2
	(
	RADIO BEARER RELEASE COMPLETE
	Release the radio bearer.

	3
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

System Information Block type 3 (TDD)

	Information Element
	Value/remark
	Version

	- SIB4 Indicator
	TRUE
	

	- Cell identity
	0000 0000 0000 0000 0000 0000 0100B
	

	- Cell selection and re-selection info
	
	

	 - Mapping info
	Not present
	

	 - Cell selection and reselection quality measure
	(no data)
	

	 - CHOICE mode
	TDD
	

	  - Sintrasearch
	10 dB
	

	  - Sintersearch
	10 dB
	

	  - SsearchHCS
	Not present
	

	  - RAT List
	Not present
	

	  - Qrxlevmin
	-103 dBm
	

	 - Qhyst1s
	0 dB
	

	 - Treselections
	0 seconds
	

	 - HCS Serving cell information
	Not present
	

	 - Maximum allowed UL TX power
	30dBm
	

	- Cell Access Restriction
	
	

	 - Cell barred
	Not barred
	

	 - Intra-frequency cell re-selection indicator
	Not present
	

	 - Tbarred
	Not present
	

	 - Cell Reserved for operator use
	Not reserved
	

	 - Cell Reservation Extension
	Not reserved
	

	 - Access Class Barred List
	
	

	  - Access Class Barred0
	Not barred
	

	  - Access Class Barred1
	Not barred
	

	  - Access Class Barred2
	Not barred
	

	  - Access Class Barred3
	Not barred
	

	  - Access Class Barred4
	Not barred
	

	  - Access Class Barred5
	Not barred
	

	  - Access Class Barred6
	Not barred
	

	  - Access Class Barred7
	Not barred
	

	  - Access Class Barred8
	Not barred
	

	  - Access Class Barred9
	Not barred
	

	  - Access Class Barred10
	Not barred
	

	  - Access Class Barred11
	Not barred
	

	  - Access Class Barred12
	Not barred
	

	  - Access Class Barred13
	Not barred
	

	  - Access Class Barred14
	Not barred
	

	  - Access Class Barred15
	Not barred
	

	- Domain Specific Access Restriction Parameters For PLMN Of MIB
	Not present
	REL-6

	- Domain Specific Access Restriction For Shared Network
	Not present
	REL-6

	-v4b0NonCriticalExtensions
	
	

	 -sysInfoType3-v4b0ext
	
	

	  - mapping-LCR
	22
	

	
	
	


RADIO BEARER RELEASE(Setp 1)
Use the same message sub-type titled  in [9] TS 34.108 clause 9 with the following exception:
	Information Element
	Value/Remarks

	Deleted TrCH information list
	A1,A2, A3,A4, A5, A6,A7, A8

	radioBearerSetup-r4-add-ext
	

	 radioBearerSetup-r4-TDD128-add-ext
	

	   UpPCHpositionInfo
	22


8.2.3.1a.5
Test requirement

After step 2 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message.
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