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	Addition of MAC-ehs TB size selection test case for 64QAM.
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	Test case for MAC-ehs TB size selection test case and 64QAM added.
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	Test case not complete
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	Other comments:
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	Affects Rel-7 and later releases.
The generic setup procedure for MAC-ehs TB Size selection testing is introduced by other CR (for the work item “Improved L2 for higher data rates”). 


7.1.5a.5.5
Test requirements

FFS
<CR editor’s note: Section 7.1.5a.5.1 (also changing clause number 7.1.5a.5.5 above to 7.1.5a.5.2.5) used by other CR to specify generic test procedure for the MAC-ehs transport block size selection test cases. Section 7.1.5a.5.2 reserved for test case introduced by other CR>
7.1.5a.5.3
MAC-ehs transport block size selection / 64QAM
7.1.5a.5.3.1
Definition and applicability

All UEs which support FDD, HS-PDSCH, MAC-ehs and 64QAM.

7.1.5a.5.3.2
Conformance requirement

See 7.1.5a.2.2

7.1.5a.5.3.3
Test purpose

To verify that the UE selects the correct transport block size with MAC-ehs configured based on the TFRI value signalled on the HS-SCCH for the 64QAM modulations scheme case.

7.1.5a.5.3.4
Method of test
The test procedure in clause 7.1.5a.5.1 is executed with M=64QAM.
7.1.5a.5.3.5
Test requirements

The UE shall for each TFRC return a UL RLC SDUs with the same content as the first 312 bits of the test data sent by the SS in downlink.
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