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	Reason for change:
(

	According to TS 25.306 and TS 25.331 two possible A-GPS methods ‘Network based’ and ‘UE based’ are defined.
TS 25.306 section 4.8:

“Network Assisted GPS support

Defines if a UE supports either of the two types of assisted GPS schemes, namely "Network based", "UE based", "Both", or "none".“

TS 25.331 section 10.3.3.45:

“10.3.3.45       UE positioning capability

Information Element/Group name

Need

Multi

Type and reference

Semantics description

Standalone location method(s) supported

MP

Boolean

Defines if a UE can measure its location by some means unrelated to UTRAN

TRUE means supported

UE based OTDOA supported

MP

Boolean

TRUE means supported

Network Assisted GPS support

MP

Enumerated ('Network based', 'UE based', 'Both', 'None')

Defines if the UE supports network based or UE based GPS methods.

“
Simultaneously TS 25.331 (e.g. 8.6.7.19.1a/b) defines measurement procedures for UE based and UE assisted positioning methods. Also section 4 and Annex D (normative) of TS 25.171 differentiates between positioning methods ‘UE based’ and ‘UE assisted’.
According to the references above only two possible methods for Assisted GPS are defined. However, three different methods are mentioned for defining of Assisted GPS, Network based, UE based and UE assisted. Network based and UE assisted describe the same A-GPS positioning method.

Consequently, TS 34.121-2 table A.7 also defines three possible A-GPS positioning methods:

· Item 11: Support of Network based Network Assisted GPS

· Item 12: Support of UE based Network Assisted GPS

· Item 13: Support of UE assisted Network Assisted GPS

One of the redundant items must be deleted.
Additionally, TS 34.121-1 and TS 34.121-2 are not relevant specifications for PICS values providing information about Network Assisted GPS anymore. The relevant specification TS 34.171 already contains the relevant A-GPS PICS. Therefore, remaining not redundant PICS values providing information about Network Assisted GPS items should be also deleted from 34.121-2.

	
	

	Summary of change:
(

	Deletion of Item 11, 12 and 13 in table A.7 of TS 34.121-2.
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	Incorrect specification.
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	Other comments:
(

	1st Revision R5-081346 -> R5-081439


A.4.3
Baseline Implementation Capabilities

Table A.4: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	Call Control 
	24.008, 5
	R99
	

	2
	Mobility Management 
	24.008, 4
	R99
	

	3
	Session Management 
	24.008, 6.1
	R99
	

	4
	GPRS Mobility Management
	24.008, 4
	R99
	

	5
	Radio Resource Control
	25.331
	R99
	

	6
	Packet Data Convergence Protocol
	25.323
	R99
	

	7
	Broadcast/Multicast Control
	25.324
	R99
	

	8
	Radio Link Control
	25.322
	R99
	

	9
	Medium Access Control
	25.321
	R99
	

	10
	Physical Layer
	25.201
	R99
	


Table A.5: Special Conformance Testing Functions 

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	UE test loop
	34.109, 5.3
	R99
	

	2
	Max UE test loop UL RLC SDU size 65535 bits
	34.109, 6.2
	R99
	


Note:
TL1 and TL2 support should be added.
Table A.6: FDD (DS) RF Baseline Implementation Capabilities

	Item
	FDD (DS) RF Baseline Implementation Capabilities
	Ref.
	Release
	Comments

	1
	Chip rate 3,84 Mcps
	25.101, 5.1
	R99
	

	2
	Frequency band: 1 920-1 980, 2 110-2 170 MHz
	25.101, 5.2
	R99
	Band I

	3
	Frequency band: 1 850-1 910, 1 930-1 990 MHz
	25.101, 5.2
	R99
	Band II

	4
	Frequency band: Other spectrum
	25.101, 5.2
	R99
	

	5
	TX-RX Freq. Sep: 190 MHz
	25.101, 5.3
	R99
	

	6
	TX-RX Freq. Sep: 80 MHz
	25.101, 5.3
	R99
	

	7
	TX-RX Freq. Sep: Variable
	25.101, 5.3
	R99
	

	8
	Carrier raster: 200 kHz
	25.101, 5.4
	R99
	

	9
	UE Power Class 1 (+33 dBm)
	25.101, 6.2.1
	R99
	

	10
	UE Power Class 2 (+27 dBm)
	25.101, 6.2.1
	R99
	

	11
	UE Power Class 3 (+24 dBm)
	25.101, 6.2.1
	R99
	

	12
	UE Power Class 4 (+21 dBm)
	25.101, 6.2.1
	R99
	

	13
	Output RF spectrum emissions
	25.101, 6.6
	R99
	Not needed!

	14
	Frequency band: 1710-1785, 1805-1880 MHz
	25.101, 5.2
	R99
	Band III

	15
	Frequency band: 1710-1755, 2110-2155 MHz
	25.101, 5.2
	R99
	Band IV

	16
	Frequency band: 824 – 849, 869-894 MHz
	25.101, 5.2
	R99
	Band V

	17
	Frequency band: 830-840, 875-885 MHz
	25.101, 5.2
	R99
	Band VI

	18
	Frequency band: 2500-2570, 2620-2690 MHz
	25.101, 5.2
	R99
	Band VII

	19
	Frequency band: 880-915, 925-960 MHz
	25.101, 5.2
	R99
	Band VIII

	20
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	25.101, 5.2
	R99
	Band IX

	21
	Frequency band: 1710 - 1770, 2110 - 2170 MHz
	25.101, 5.2
	R99
	Band X

	22
	Frequency band: 1427.9 -1452.9, 1475.9 -1500.9 MHz
	25.101, 5.2
	R99
	Band XI


Table A.7: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99and Rel-4 only
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99 and Rel-4 only
	

	8
	Support of uplink compressed mode only
	25.306, 4.9
	R99
	

	9
	Support of downlink compressed mode only
	25.306, 4.9
	R99
	

	10
	Support of uplink and downlink compressed mode
	25.306, 4.9
	R99
	

	11
	void
	
	
	

	12
	void
	
	
	

	13
	void
	
	
	

	14
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	

	15
	Support of E-DPDCH
	25.306, 4.5.4
	Rel-6
	

	16
	Support of MBMS
	25.306, 4.13
	Rel-6
	

	17
	Support of HS-SCCHless HS-DSCH
	25.306, 4.5.3
	Rel-7
	

	18
	Support of F-DPCH
	25.306, 4.5.3
	Rel-6
	





�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





