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	Remarks

	36211
	4
	-
	Rel-8
	Correction of the number of subcarriers in PUSCH transform precoding
	F
	8.2.0
	R1-081576
	LTE-Phys
	 

	36211
	5
	-
	Rel-8
	Correction of PHICH mapping
	F
	8.2.0
	R1-081577
	LTE-Phys
	 

	36211
	6
	-
	Rel-8
	Correction of PUCCH resource index for PUCCH format 2
	F
	8.2.0
	R1-081578
	LTE-Phys
	 

	36211
	10
	1
	Rel-8
	UL DM RS Hopping
	F
	8.2.0
	R1-081695
	LTE-Phys
	 

	36211
	9
	1
	Rel-8
	PUCCH format 1
	F
	8.2.0
	R1-081699
	LTE-Phys
	 

	36211
	8
	-
	Rel-8
	Non binary hashing functions
	F
	8.2.0
	R1-081665
	LTE-Phys
	 

	36211
	15
	1
	Rel-8
	PHICH mapping for one and two antenna ports in extended CP
	F
	8.2.0
	R1-082060
	LTE-Phys
	 

	36211
	34
	-
	Rel-8
	Clarification of PDCCH mapping
	F
	8.2.0
	R1-082111
	LTE-Phys
	 

	36211
	41
	-
	Rel-8
	PDCCH coverage in narrow bandwidths
	F
	8.2.0
	R1-082259
	LTE-Phys
	 

	36211
	33
	-
	Rel-8
	Orthogonal cover sequence for shortened PUCCH format 1a and 1b
	F
	8.2.0
	R1-082224
	LTE-Phys
	 

	36211
	26
	1
	Rel-8
	CR on Downlink RS
	F
	8.2.0
	R1-082270
	LTE-Phys
	 

	36211
	25
	-
	Rel-8
	Corrections to Initialization of DL RS Scrambling
	F
	8.2.0
	R1-082158
	LTE-Phys
	 

	36211
	27
	-
	Rel-8
	CR on Uplink RS
	F
	8.2.0
	R1-082160
	LTE-Phys
	 

	36211
	32
	1
	Rel-8
	Uplink RS Updates
	F
	8.2.0
	R1-082265
	LTE-Phys
	 

	36211
	36
	-
	Rel-8
	Cell Specific Uplink Sounding RS Subframe Configuration 
	F
	8.2.0
	R1-082236
	LTE-Phys
	 

	36211
	35
	-
	Rel-8
	TDD PRACH time/frequency mapping
	F
	8.2.0
	R1-082233
	LTE-Phys
	 

	36211
	29
	1
	Rel-8
	Timing of random access preamble format 4
	F
	8.2.0
	R1-082242
	LTE-Phys
	 

	36211
	22
	-
	Rel-8
	Downlink VRB mapping to PRB for distributed transmission
	F
	8.2.0
	R1-082152
	LTE-Phys
	 

	36211
	23
	-
	Rel-8
	Clarification of modulation symbols to REs mapping for DVRB
	F
	8.2.0
	R1-082155
	LTE-Phys
	 

	36211
	12
	1
	Rel-8
	Correction to limitation of constellation size of ACK transmission in PUSCH
	F
	8.2.0
	R1-081843
	LTE-Phys
	 

	36211
	21
	-
	Rel-8
	Corrections to Secondary Synchronization Signal Mapping
	F
	8.2.0
	R1-082145
	LTE-Phys
	 

	36211
	7
	3
	Rel-8
	Correction of the predefined hopping pattern for PUSCH
	F
	8.2.0
	R1-081935
	LTE-Phys
	 

	36211
	16
	1
	Rel-8
	Correction of PUCCH in absent of mixed format
	F
	8.2.0
	R1-082063
	LTE-Phys
	 

	36211
	17
	-
	Rel-8
	Specification of CCE size and PHICH resource indication
	F
	8.2.0
	R1-082025
	LTE-Phys
	 

	36211
	18
	3
	Rel-8
	Correction of the description of frame structure type 2
	F
	8.2.0
	R1-082239
	LTE-Phys
	 

	36211
	19
	-
	Rel-8
	On Delta^pucch_shift correction
	F
	8.2.0
	R1-082035
	LTE-Phys
	 

	36211
	24
	1
	Rel-8
	Consideration on the scrambling of PDSCH 
	F
	8.2.0
	R1-082244
	LTE-Phys
	 

	36211
	38
	-
	Rel-8
	PDCCH length for carriers with mixed MBSFN and Unicast Traffic
	F
	8.2.0
	R1-082240
	LTE-Phys
	 

	36211
	28
	1
	Rel-8
	Fixed timing advance offset for LTE TDD and half-duplex FDD
	F
	8.2.0
	R1-082250
	LTE-Phys
	 

	36211
	31
	-
	Rel-8
	Use of common RS when UE-specific RS are configured
	F
	8.2.0
	R1-082192
	LTE-Phys
	 

	36211
	42
	-
	Rel-8
	Closed-Loop and Open-Loop Spatial Multiplexing
	F
	8.2.0
	R1-082267
	LTE-Phys
	 

	36211
	43
	-
	Rel-8
	Removal of small-delay CDD
	F
	8.2.0
	R1-082269
	LTE-Phys
	 

	36211
	39
	-
	Rel-8
	Timing advance command responding time
	F
	8.2.0
	R1-082181
	LTE-Phys
	 

	36211
	40
	-
	Rel-8
	Correction to the scrambling sequence generation for PUCCH, PCFICH, PHICH, MBSFN RS and UE specific RS
	F
	8.2.0
	R1-082241
	LTE-Phys
	 

	36211
	30
	1
	Rel-8
	Uplink sounding RS bandwidth configuration
	F
	8.2.0
	R1-082264
	LTE-Phys
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