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and

that there are 6 cells on the GSM neighbouring cell list.

The above requirement means that SI2bis, SI2ter and SI2 quarter are sent on the BCCH.

(Certain ARFCNs are sent in SI2bis to avoid causing problems to legacy UE implementations)
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“iii)
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Acording to 45.008, clause 6.2, last paragraph:

“the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9s or equal to the scheduling period for the BCCH data, whichever is greater”

This means that if only BCCHnorm is used for UEs that read SI2 ter, SI2quarter and SI2bis the TBCCH should be set to 2x1.9=3.8(the duration of 2 multiframes).
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8.3.5.3
Cell Reselection to GSM

8.3.5.3.1
Definition and applicability

The cell re-reselection delay is defined as the time from the beginning of time period T2, to the moment when the UE starts to transmit the random access in Cell 2  (the GSM cell).

This requirements and this test apply to UE supporting FDD PS and GSM GPRS.
8.3.5.3.2
Minimum requirements

The cell re-selection delay shall be less than 5.5 + TRA s.

The rate of correct reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed
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where:

Tidentify,GSM
Specified in TS 25.133 [2] clause 8.4.2.5.2.1, here it is 2880 ms

Tmeasurement, GSM
Specified in TS 25.133 [2] clause 5.5.2.1.4, here it is 640 ms

TBCCH
According to TS 05.08 [20] for R99 and TS 45.008 [30] for Rel-4 and later releases, the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.
TRA
The additional delay caused by the random access procedure in the GSM cell, is 10 ms (2 GSM radio frames). 
These requirements assume radio conditions to be sufficient, so reading of system information can be done without errors.

The normative reference for this requirement is TS 25.133 [2] clauses 5.5.2.1.4 and A.5.5.3.

8.3.5.3.3
Test purpose

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state.
8.3.5.3.4
Method of test

8.3.5.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

The test parameters are given in table 8.3.5.3.1 to 8.3.5.3.5. This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UTRAN cell and the GSM cell are set to belong to different location areas. The GSM cell shall be set up to allow the UE to transmit radio access bursts in every GSM radio frame. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 6 GSM cells. The GSM cell is configured as GSM only (GPRS not active).

Table 8.3.5.3.1: General test parameters for UTRAN to GSM Cell Re-selection 
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	HCS
	
	
	Not used

	Neighbour cell list size
	
	24 FDD neighbours on Channel 1

6 GSM neighbours including the ARFCN of cell 2
	NOTE: See Annex I for cell information.

	T1
	s
	5
	

	T2
	s
	10
	


The transport and physical parameters of the S-CCPCH carrying the FACH are defined in TS 34.108 [3] clause 6.1.0b (Contents of System Information Block type 5 (FDD)) .

Table 8.3.5.3.2: void

Table 8.3.5.3.3: void

Table 8.3.5.3.4: Cell re-selection UTRAN to GSM cell case (cell 1)

	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	S-CCPCH_Ec/Ior
	dB
	-12

	OCNS_Ec/Ior
	dB
	-1.295
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-13
	-16.2

	CPICH_RSCP
	dBm
	-80
	-85

	Propagation Condition
	
	AWGN

	Cell_selection_and_reselection_quality_measure
	
	CPICH Ec/No

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	Not sent

	IE “FACH Measurement occasion info”
	
	Sent

	FACH Measurement occasion cycle length coefficient
	
	3

	Inter-frequency FDD measurement indicator
	
	FALSE

	Inter-frequency TDD measurement indicator
	
	FALSE

	Inter-RAT measurement indicators
	
	Included

	>RAT type
	
	GSM


Table 8.3.5.3.5: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90
	-75

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33

	FDD_Qmin
	dB
	-14

	Qsearch_I
	-
	always


Specific 2 quarter Message Contents

All messages indicated shall use the same content as described in the default message content in TS 05.08 [20] clause 9 for R99 and in TS45.008 [30] clause 9 for Rel-4 and later releases, with the above exceptions.
In order to ensure that all system information can be sent to the UE in one multiframe if all three of the SYSTEM INFORMATION TYPE 2 bis, SYSTEM INFORMATION TYPE 2 quater and SYSTEM INFORMATION TYPE 2 ter are broadcasted SYSTEM INFORMATION TYPE 2 quater message is sent on BCCH Ext.
8.3.5.3.4.2
Procedure

1)
The SS activates cell 1-2 with RF parameters set up according to T1 in tables 8.3.5.3.6 and 8.3.5.3.7.

2)
The UE is switched on.

3)
An RRC connection is set up according to the signalling sequence in the generic set-up procedure specified in TS 34.108 [3] subclause 7.3.8 to place the UE in CELL_FACH and the SS waits for this process to complete. T1 starts.

4)
After 5 seconds from the beginning of T1, the parameters are changed to those defined for T2 in tables 8.3.5.3.6 and 8.3.5.3.7.

5)
The SS waits for random access requests from the UE. If the UE responds on cell 2 within 5.51 s (=5.5 s + TRAs) from the beginning of time period T2 then a success is recorded and the SS completes the location update procedure in GSM and the procedure continues with step 7.
6)
Since the UE has failed to respond with the correct message within the allowed time, a failure is recorded. The SS shall then wait for a total of 10s from the beginning of T2 and if no response is received, the UE shall be switched off and the procedure returns to step 1. Otherwise the SS completes the location update procedure in GSM and the procedure continues with step 7.

7)
After 10 s from the beginning of time period T2, the parameters are changed to those defined for T1 in tables 8.3.5.3.6 and 8.3.5.3.7.

8)
The SS waits for random access requests from the UE on cell 1. The SS completes the routing area update procedure in UTRA. T1 starts.

9)
Repeat step 4) to 8)  until the confidence level according to annex F.6.2 is achieved. 

8.3.5.3.5
Test requirements

Table 8.3.5.3.6: Cell re-selection UTRAN to GSM cell case (cell 1) Test Requirements
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-9.9
	-10.1

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	S-CCPCH_Ec/Ior
	dB
	-12

	OCNS_Ec/Ior
	dB
	-1.309
	-1.282
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-12.8
	-16.5

	CPICH_RSCP
	dBm
	-79.6
	-85.4

	Propagation Condition
	
	AWGN

	Cell_selection_and_reselection_quality_measure
	
	CPICH Ec/No

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	Treselection
	s
	0

	SsearchRAT
	dB
	Not sent

	IE “FACH Measurement occasion info”
	
	Sent

	FACH Measurement occasion cycle length coefficient
	
	3

	Inter-frequency FDD measurement indicator
	
	FALSE

	Inter-frequency TDD measurement indicator
	
	FALSE

	Inter-RAT measurement indicators
	
	Included

	>RAT type
	
	GSM


Table 8.3.5.3.7: Cell re-selection UTRAN to GSM cell case (cell 2) Test Requirements
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	BCCH ARFCN of cell A as defined in the initial conditions in clause 26.6.5.1 of TS 51.010-1 [25] for the GSM band under test.

BCCH ARFCN is 744 for FDD Band II and PCS1900 under test.

BCCH ARFCN is 241 for FDD Band V or VI and GSM850 under test.

BCCH ARFCN is 114 for FDD Band VIII and GSM900 under test.

	RXLEV
	dBm
	-91
	-74

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33

	FDD_Qmin
	dB
	-14

	Qsearch_I
	-
	always


NOTE 1:
CPICH_Ec/No and CPICH_RSCP levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

For the test to pass, the total number of successful attempts shall be more than 90% of the cases with a confidence level of 95 %.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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