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A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	FDD (DS)
	25.101
	R99
	pc_FDD
	

	2
	TDD 3.84 Mcps
	25.102
	R99
	pc_TDD_HCR
	

	3
	TDD 1.28 Mcps (LCR)
	25.102
	Rel-4
	pc_TDD_LCR
	

	4
	GSM
	21.904, 5
	R99
	pc_UMTS_GSM
	

	5
	Void
	
	
	
	

	6
	 Multi carrier
	25.306, 4.7
	
	pc_SupportOfMultiCarrier
	

	7
	DTM
	03.55
	R99
	pc_DTM
	

	8
	TDD 7.68 Mcps
	25.102
	Rel-7
	pc_TDD_VHCR
	

	9
	TDD 3.84 Mcps receive only
	25.102
	Rel-7
	pc_TDD_HCR_Rx_only
	

	10
	TDD 7.68 Mcps receive only
	25.102
	Rel-7
	pc_TDD_VHCR_Rx_only
	


A.4.2
UE Service Capabilities
[Text skipped here]

A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities
	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	pc_AltSpeechFax_TS61
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
	
	

	4
	MBMS broadcast services
	22.246
	Rel-6
	pc_MBMS_Broadcast
	

	5
	MBMS multicast services
	22.246
	Rel-6
	pc_MBMS_Multicast
	

	6
	IMS
	23.228
	Rel-5
	pc_IMS
	

	7
	Indicating whether a PLMN is present on a PLMN list stored on the USIM
	23.122, 4.4.3.1.2
	Rel-7
	pc_Indicating_PLMN_list
	

	8
	Last RPLMN
	23.122, 4.4.3.1
	Rel-7
	pc_Last_RPLMN
	

	9
	MBMS broadcast services in MBSFN mode
	25.306
	Rel-7
	pc_MBMS_MBSFN
	


[Text skipped here]

A.4.3.3
Physical Layer Baseline Implementation Capabilities

[Text skipped here]

Table A.18b: TDD Layer 1 UE Radio Access Capabilities

	Item
	TDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	3
	Max.number of physical channels and TS per frame
	25.306, 4.5.5, 4.5.6
	R99
	
	Applicable for 3.84 Mcps and 7.68 Mcps

	4
	Max.number of downlink physical channels per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxPhysChPerSubFrame_DL
	Applicable for 1.28 Mcps only

	4a
	Max. number of downlink TS per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxTS_PerSubFrame_DL
	Applicable for 1.28 Mcps only

	4b
	Max. number of uplink TS per subframe
	25.306, 4.5.6
	Rel-4
	pc_MaxTS_PerSubFrame_UL
	Applicable for 1.28 Mcps only

	5
	Minimum downlink SF
	25.306, 4.5.5
	R99
	pc_MinimumSF_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	5a
	Minimum uplink SF
	25.306, 4.5.6
	R99
	pc_MinimumSF_UL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	6
	Support of PDSCH (Downlink)
	25.306, 4.5.5
	R99
	pc_SupportOfPDSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7
	Max.number of received physical channels per TS
	25.306, 4.5.5
	R99
	pc_MaxPhysChPerTS_DL
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	7a
	Max.number of transmitted physical channels per TS
	25.306, 4.5.6
	R99
	pc_MaxPhysChPerTS_UL
	Applicable for 3.84 Mcps and 1.28 Mcps

	8
	Support of 8PSK demodulation
	25.306, 4.5.5
	Rel-4
	pc_SupportOf8PSK_DL
	Applicable for 1.28 Mcps only

	8a
	Support of 8PSK modulation
	25.306, 4.5.6
	Rel-4
	pc_SupportOf8PSK_UL
	Applicable for 1.28 Mcps only

	9
	Support of PUSCH
	25.306, 4.5.6
	R99
	pc_SupportOfPUSCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	10
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	11
	Support of MBMS p-t-m reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_PTM_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	12
	Support of MBMS MCCH reception in CELL_DCH state
	25.346, 7.2 
	Rel-6
	pc_MCCH_in_CELL_DCH
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	13
	Support of MBMS service change for a ptp RB
	25.331, 10.2.16i
	Rel-6
	pc_MBMS_ServiceChangePTP_RB
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	14
	Support of E-PUCH
	25.306, 4.5.6
	Rel-7
	pc_HSUPA
	Applicable for 3.84 Mcps and 1.28 Mcps and 7.68 Mcps

	15
	Support of TDD transmit and receive functions
	25.346, 7.2
	Rel-7
	pc_TDD_Tx_and_Rx
	Applicable for 3.84 Mcps and 7.68 Mcps

	16
	Support of TDD MBSFN receive only function
	25.346, 7.2
	Rel-7
	pc_TDD_MBSFN_Rx_only
	Applicable for 3.84 Mcps and 7.68 Mcps
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