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	Remarks

	36.213
	37
	2
	Rel-8
	SRS hopping pattern for closed loop antenna selection
	F
	8.3.0
	R1-082636
	LTE-Phys
	 

	36.213
	39
	2
	Rel-8
	Clarification on uplink power control
	F
	8.3.0
	R1-083284
	LTE-Phys
	 

	36.213
	41
	-
	Rel-8
	Clarification on DCI formats using resource allocation type 2
	F
	8.3.0
	R1-082320
	LTE-Phys
	 

	36.213
	43
	2
	Rel-8
	Clarification on tree structure of CCE aggregations
	F
	8.3.0
	R1-082869
	LTE-Phys
	 

	36.213
	46
	2
	Rel-8
	Correction of the description of PUCCH power control for TDD
	F
	8.3.0
	R1-083297
	LTE-Phys
	 

	36.213
	47
	1
	Rel-8
	Removal of CR0009
	F
	8.3.0
	R1-083058
	LTE-Phys
	 

	36.213
	48
	1
	Rel-8
	Correction of mapping of cyclic shift value to PHICH modifier
	F
	8.3.0
	R1-082939
	LTE-Phys
	 

	36.213
	49
	-
	Rel-8
	TBS disabling for DCI formats 2 and 2A
	F
	8.3.0
	R1-082717
	LTE-Phys
	 

	36.213
	50
	-
	Rel-8
	Correction of maximum TBS sizes
	F
	8.3.0
	R1-082720
	LTE-Phys
	 

	36.213
	51
	-
	Rel-8
	Completion of the table specifying the number of bits for the periodic feedback
	F
	8.3.0
	R1-082868
	LTE-Phys
	 

	36.213
	54
	-
	Rel-8
	Clarification of RNTI for PUSCH/PUCCH power control with DCI formats 3/3A
	F
	8.3.0
	R1-082872
	LTE-Phys
	 

	36.213
	55
	1
	Rel-8
	Clarification on mapping of Differential CQI fields
	F
	8.3.0
	R1-083311
	LTE-Phys
	 

	36.213
	59
	1
	Rel-8
	PUSCH Power Control
	D
	8.3.0
	R1-083286
	LTE-Phys
	 

	36.213
	60
	-
	Rel-8
	RB restriction and modulation order for CQI-only transmission on PUSCH
	F
	8.3.0
	R1-082985
	LTE-Phys
	 

	36.213
	61
	-
	Rel-8
	Modulation order determination for uplink retransmissions
	F
	8.3.0
	R1-082986
	LTE-Phys
	 

	36.213
	62
	2
	Rel-8
	Introducing missing L1 parameters into 36.213
	F
	8.3.0
	R1-083427
	LTE-Phys
	 

	36.213
	63
	2
	Rel-8
	Correcting the range and representation of delta_TF_PUCCH
	F
	8.3.0
	R1-083430
	LTE-Phys
	 

	36.213
	64
	1
	Rel-8
	Adjusting TBS sizes to for VoIP
	F
	8.3.0
	R1-083367
	LTE-Phys
	 

	36.213
	67
	-
	Rel-8
	Correction to the downlink resource allocation
	F
	8.3.0
	R1-083279
	LTE-Phys
	 

	36.213
	68
	-
	Rel-8
	Removal of special handling for PUSCH mapping in PUCCH region
	F
	8.3.0
	R1-083281
	LTE-Phys
	 

	36.213
	69
	-
	Rel-8
	Correction to the formulas for uplink power control
	F
	8.3.0
	R1-083283
	LTE-Phys
	 

	36.213
	70
	1
	Rel-8
	Definition of Bit Mapping for DCI Signalling
	F
	8.3.0
	R1-083448
	LTE-Phys
	 

	36.213
	71
	-
	Rel-8
	Clarification on PUSCH TPC commands
	F
	8.3.0
	R1-083287
	LTE-Phys
	 

	36.213
	72
	1
	Rel-8
	Reference for CQI/PMI Reporting Offset
	F
	8.3.0
	R1-083310
	LTE-Phys
	 

	36.213
	74
	-
	Rel-8
	Correction to the downlink/uplink timing
	F
	8.3.0
	R1-083306
	LTE-Phys
	 

	36.213
	75
	-
	Rel-8
	Correction to the time alignment command
	F
	8.3.0
	R1-083307
	LTE-Phys
	 

	36.213
	77
	1
	Rel-8
	Correction of offset signalling of UL Control information MCS 
	F
	8.3.0
	R1-083356
	LTE-Phys
	 

	36.213
	78
	2
	Rel-8
	DCI format1C 
	F
	8.3.0
	R1-083445
	LTE-Phys
	 

	36.213
	80
	-
	Rel-8
	Correction to Precoder Cycling for Open-loop Spatial Multiplexing
	F
	8.3.0
	R1-083373
	LTE-Phys
	 

	36.213
	81
	1
	Rel-8
	Clarifying Periodic CQI Reporting using PUCCH
	F
	8.3.0
	R1-083426
	LTE-Phys
	 

	36.213
	84
	1
	Rel-8
	CQI reference measurement period
	F
	8.3.0
	R1-083438
	LTE-Phys
	 

	36.213
	86
	-
	Rel-8
	Correction on downlink multi-user MIMO
	F
	8.3.0
	R1-083420
	LTE-Phys
	 

	36.213
	87
	-
	Rel-8
	PUCCH Reporting
	F
	8.3.0
	R1-083425
	LTE-Phys
	 

	36.213
	88
	1
	Rel-8
	Handling of Uplink Grant in Random Access Response
	F
	8.3.0
	R1-083439
	LTE-Phys
	 

	36.213
	89
	-
	Rel-8
	Correction to UL Hopping operation
	F
	8.3.0
	R1-083435
	LTE-Phys
	 

	36.213
	90
	-
	Rel-8
	DRS EPRE
	F
	8.3.0
	R1-083446
	LTE-Phys
	 

	36.213
	92
	-
	Rel-8
	Uplink ACK/NACK mapping for TDD
	F
	8.3.0
	R1-083449
	LTE-Phys
	 

	36.213
	93
	-
	Rel-8
	UL SRI Parameters Configuration
	F
	8.3.0
	R1-083451
	LTE-Phys
	 

	36.213
	94
	-
	Rel-8
	Miscellaneous updates for 36.213
	F
	8.3.0
	R1-083453
	LTE-Phys
	 

	36.213
	95
	-
	Rel-8
	Clarifying Requirement for Max PDSCH Coding Rate
	F
	8.3.0
	R1-083455
	LTE-Phys
	 

	36.213
	96
	-
	Rel-8
	UE Specific SRS Configuration
	F
	8.3.0
	R1-083456
	LTE-Phys
	 

	36.213
	97
	-
	Rel-8
	DCI Format 1A changes needed for scheduling Broadcast Control
	F
	8.3.0
	R1-083458
	LTE-Phys
	 

	36.213
	98
	-
	Rel-8
	Processing of TPC bits in the random access response
	F
	8.3.0
	R1-083462
	LTE-Phys
	 

	36.213
	100
	1
	Rel-8
	Support of multi-bit ACK/NAK transmission in TDD
	F
	8.3.0
	R1-083466
	LTE-Phys
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