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	Avoid conflict in MIMO parameter settings

	
	

	Summary of change:
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	For consistency with MIMO S-CPICH pilot configuration, we must have the following:

1. Primary CPICH usage for channel estimation must be set to true (since it is needed for the 1st antenna)
2. S-CPICH info may be present, but if present, it must have the same channelization code as signaled in MIMO pilot configuration.
The following parameter settings will be inconsistent with MIMO S-CPICH pilot configuration:
1. Primary CPICH usage for channel estimation set to false irrespective of any setting for Secondary CPICH info (10.3.6.73)
2. S-CPICH channelization code set to a different value irrespective of setting for Primary CPICH usage for channel estimation (10.3.6.72)
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(

not approved:
	There are possible settings on Primary CPICH usage for channel estimation and S-CPICH info IEs that are inconsistent with MIMO pilot configuration IE setting. In those cases, UE behaviour is undefined.
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8.6.6.41
MIMO parameters
If the IE "MIMO parameters" is included, the UE shall:

1>
act as specified in clauses 8.5.32 and 8.5.33;

1>
If the IE "MIMO operation" is set to "start":

2>
If the MIMO_STATUS variable is set to FALSE:

3>
the UE behaviour is undefined.
2>
otherwise:

3> indicate to lower layers to start operation in MIMO mode, using the parameter values stored in the variable MIMO_PARAMS.
1>
If the IE "MIMO operation" is set to "continue":

2>
If the MIMO_STATUS variable is set to FALSE:

3>
the UE behaviour is undefined.
1> If the IE "Primary CPICH usage for Channel Estimation" is set to "FALSE":

2>
the UE behavior is undefined.
1> If the IE "S-CPICH Info" is included and if  the IE "Channelisation code" in MIMO pilot configuration is different from  the IE "Channelisation Code" in Secondary CPICH info
2>
the UE behavior is undefined.
NOTE: This subclause applies to FDD only.
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