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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG4 meetings 48bis and 49. They are presented for approval to TSG-RAN #42.
2 CRs to Rel99, Rel-4, Rel-5 Rel-6 and Rel-7 with linked CRs (Agenda item 7.5.3)
2.1
Maintenance 25.101 TEI7: CQI related CR and Clarification of HSDPA performance requirements
The following CRs are in RP-080898

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082704
	Rel-7
	TEI7
	Clarification of HSDPA performance requirement applicability
	Ericsson
	25.101
	629
	F

	R4-083173
	Rel-7
	TEI7
	Introduction of fading CQI requirement at higher geometry for 64QAM operation
	Ericsson
	25.101
	634r1
	F

	R4-083174
	Rel-8
	TEI7
	Introduction of fading CQI requirement at higher geometry for 64QAM operation
	Ericsson
	25.101
	635r1
	A


2.2
Maintenance 25.102 UE Reference Measurement Channel
The following CRs are in RP-080899
	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083276
	Rel-4
	TEI4
	UE reference measurement channel and performance requirement for 384kbps service
	CATT
	25.102
	275r1
	F

	R4-083277
	Rel-5
	TEI4
	UE reference measurement channel and performance requirement for 384kbps service
	CATT
	25.102
	276r1
	A

	R4-083278
	Rel-6
	TEI4
	UE reference measurement channel and performance requirement for 384kbps service
	CATT
	25.102
	277r1
	A

	R4-083279
	Rel-7
	TEI4
	UE reference measurement channel and performance requirement for 384kbps service
	CATT
	25.102
	278r1
	A

	R4-083280
	Rel-8
	TEI4
	UE reference measurement channel and performance requirement for 384kbps service
	CATT
	25.102
	279r1
	A


2.3
Maintenance 25.105 BS Reference Measurement Channel
The following CRs are in RP-080900

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083281
	Rel-4
	TEI4
	BS reference measurement channel and performance requirement for 384kbps service
	CATT
	25.105
	231r1
	F

	R4-083282
	Rel-5
	TEI4
	BS reference measurement channel and performance requirement for 384kbps service
	CATT
	25.105
	232r1
	A

	R4-083283
	Rel-6
	TEI4
	BS reference measurement channel and performance requirement for 384kbps service
	CATT
	25.105
	233r1
	A

	R4-083284
	Rel-7
	TEI4
	BS reference measurement channel and performance requirement for 384kbps service
	CATT
	25.105
	234r1
	A

	R4-083285
	Rel-8
	TEI4
	BS reference measurement channel and performance requirement for 384kbps service
	CATT
	25.105
	235r1
	A


2.4
Maintenance 25.123 Modification of inter frequency monitoring ability

The following CRs are in RP-080901

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083199
	Rel-7
	TEI7
	Modifying the inter frequency monitoring ability of UE in TDD 1.28Mcps
	China Mobile
	25.123
	406
	F

	R4-083200
	Rel-8
	TEI7
	Modifying the inter frequency monitoring ability of UE in TDD 1.28Mcps
	China Mobile
	25.123
	407
	A


2.5
Maintenance 25.123 Modification of inter frequency monitoring ability
The following CRs are in RP-080902

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083286
	Rel-4
	TEI4
	modification for P-CCPCH RSCP intra frequency relative requirement
	CATT
	25.123
	396r1
	F

	R4-083287
	Rel-5
	TEI4
	modification for P-CCPCH RSCP intra frequency relative requirement
	CATT
	25.123
	397r1
	A

	R4-083288
	Rel-6
	TEI4
	modification for P-CCPCH RSCP intra frequency relative requirement
	CATT
	25.123
	398r1
	A

	R4-083289
	Rel-7
	TEI4
	modification for P-CCPCH RSCP intra frequency relative requirement
	CATT
	25.123
	399r1
	A

	R4-083290
	Rel-8
	TEI4
	modification for P-CCPCH RSCP intra frequency relative requirement
	CATT
	25.123
	400r1
	A


2.6
Maintenance 25.123 intra/inter frequency power level
The following CRs are in RP-080903

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083291
	Rel-4
	TEI4
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	CATT
	25.123
	401r1
	F

	R4-083292
	Rel-5
	TEI4
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	CATT
	25.123
	402r1
	A

	R4-083293
	Rel-6
	TEI4
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	CATT
	25.123
	403r1
	A

	R4-083294
	Rel-7
	TEI4
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	CATT
	25.123
	404r1
	A

	R4-083295
	Rel-8
	TEI4
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	CATT
	25.123
	405r1
	A


2.7 Maintenance test Model 25.141-25.942
The following CRs are in RP-080904

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082670
	Rel-7
	TEI7
	Clarification on HS-SCCH structure for Test Model 6
	Alcatel-Lucent
	25.141
	484
	F

	R4-082671
	Rel-8
	TEI7
	Clarification on HS-SCCH structure for Test Model 6
	Alcatel-Lucent
	25.141
	485
	A

	R4-083270
	Rel-7
	TEI7
	Clarification for test model 1
	Ericsson
	25.141
	490r3
	F

	R4-083271
	Rel-8
	TEI7
	Clarification for test model 1
	Ericsson
	25.141
	491r3
	A

	R4-083171
	Rel-7
	TEI7
	Clarification for test model 1
	Ericsson
	25.942
	20r1
	F

	R4-083172
	Rel-8
	TEI7
	Clarification for test model 1
	Ericsson
	25.942
	21r1
	A


2.8
Maintenance of 25.942: Additional coupling loss
The following CRs are in RP-080905

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082700
	Rel-7
	TEI7
	Clarification on required additional coupling loss for co-siting of MR or LA FDD BS with CDMA850
	Alcatel-Lucent
	25.942
	19
	F


3
CRs for open Rel 8 WI: LTE-RF  (Agenda Item 9.1.5)
3.1
LTE RF Scenarios: Unwanted Emissions in TR 36.942

The following CRs are in RP-080906

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082682
	Rel-8
	LTE-RF
	Rationales of unwanted emissions in TR 36.942
	Nokia Siemens Networks
	36.942
	1
	B


3.2
LTE UE RF General Requirements: TX RX channel frequency separation

The following CRs are in RP-080908

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083266
	Rel-8
	LTE-RF
	CR TX  RX channel frequency separation
	Motorola
	36.101
	94r2
	F


3.3
LTE-RF UE TX, CRs for 36.101

The following CRs are in RP-080909

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083296
	 
	LTE-RF
	UE maximum output power for Band 13
	Verizon, Nokia, NSN, Motorola, LGE, Samsung,Ericsson, Alcatel Lucent
	36.101
	105r1
	F

	R4-082673
	Rel-8
	LTE-RF
	UL EVM equaliser definition
	Rohde&Schwarz
	36.101
	60
	F

	R4-082676
	Rel-8
	LTE-RF
	Corrections of UE spurious emissions
	Fujitsu
	36.101
	63
	F

	R4-082707
	Rel-8
	LTE-RF
	Clarification for UE additional spurious emissions
	NTT DOCOMO, Fujitsu, Panasonic
	36.101
	66
	F

	R4-082719
	Rel-8
	LTE-RF
	Introducing ACLR requirement for co-existence with UTRA 1.6MHz channel from 36.803
	CATT
	36.101
	72
	F

	R4-082729
	Rel-8
	LTE-RF
	Removal of [ ] from Section 6 Transmitter Characteristics
	Anritsu
	36.101
	75
	F

	R4-082859
	Rel-8
	LTE-RF
	Clarification for PHS band protection
	NTT DOCOMO, Fujitsu, Panasonic
	36.101
	81
	F

	R4-083123
	Rel-8
	LTE-RF
	Alignment of the measurement interval for transmit signal quality
	Rohde&Schwarz
	36.101
	101
	F

	R4-083192
	 
	LTE-RF
	Maximum power
	Motorola
	36.101
	98r1
	F

	R4-083195
	Rel-8
	LTE-RF
	CR UE Spectrum flatness
	Qualcomm Europe
	36.101
	57r1
	F

	R4-083205
	Rel-8
	LTE-RF
	UE In-band emission
	Qualcomm Europe
	36.101
	71r1
	F

	R4-083206
	Rel-8
	LTE-RF
	CR Number of Tx Exceptions
	Qualcomm Europe
	36.101
	58r1
	F


3.4
LTE-RF UE TX, Crs for 36.101, Introduction of new feature on Output Power dynamic and tx intermodulation

The following CRs are in RP-080951

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083267
	Rel-8
	LTE-RF
	CR UE Output power dynamic 
	Motorola
	36.101
	99r2
	B

	R4-083274
	Rel-8
	LTE-RF
	LTE UE transmitter intermodulation
	Fujitsu, China Mobile
	36.101
	79r1
	B


3.5
LTE -RF UE Performance, update of clause 8 in 36.101

The following CRs are in RP-080910

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083336
	Rel-8
	LTE-RF
	Update of Clause 8
	Ericsson
	36.101
	91
	F


3.6
LTE -RF UE Update of structure of clause 9 in 36.101

The following CRs are in RP-080950

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083332
	Rel-8
	LTE-RF
	Structure of Clause 9 including CSI requirements for PUCCH mode 1-0
	Nokia, Ericsson
	36.101
	106r1
	B


3.7
LTE -RF UE RX, Crs for 36.101

The following CRs are in RP-080911

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082669
	Rel-8
	LTE-RF
	CR UE ACS test frequency offset
	Qualcomm Europe
	36.101
	59
	F

	R4-082705
	Rel-8
	LTE-RF
	Correction of spurious response parameters
	Nokia
	36.101
	65
	F

	R4-082823
	Rel-8
	LTE-RF
	Removal of LTE UE narrowband intermodulation
	Fujitsu
	36.101
	80
	F

	R4-083164
	Rel-8
	LTE-RF
	Introduction of Maximum Sensitivity Degradation
	Ericsson
	36.101
	90r1
	F

	R4-083168
	Rel-8
	LTE-RF
	Removal of [ ] from Section 7 Receiver Characteristics
	Anritsu, CATT
	36.101
	103
	F


3.8
LTE-RF UE, CRs for  36.101 on Reference Measurement Channel

The following CRs are in RP-080912

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082675
	Rel-8
	LTE-RF
	Alignment of TB size in Ref Meas channel for Rx characteristics
	Anritsu
	36.101
	62
	F

	R4-082750
	Rel-8
	LTE-RF
	TDD Reference Measurement channel for Rx characteristics
	CATT
	36.101
	78
	F

	R4-083180
	Rel-8
	LTE-RF
	Addition of 64QAM DL Reference Measurement Channel 
	Anritsu
	36.101
	73r1
	F

	R4-083181
	Rel-8
	LTE-RF
	Addition of UL Reference Measurement Channels 
	Anritsu
	36.101
	74r1
	F

	R4-083182
	Rel-8
	LTE-RF
	Reference measurement channels for PDSCH performance requirements (TDD)
	China Mobile
	36.101
	104
	F


3.9
LTE-RF UE Crs for 36.101 on MIMO Correlation Matrices

The following CRs are in RP-080913

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082712
	Rel-8
	LTE-RF
	MIMO Correlation Matrix Corrections
	Spirent Communications 
	36.101
	68
	F


3.10
LTE-RF Editorial updates of 36.104

The following CRs are in RP-080914

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083219
	Rel-8
	LTE-RF
	Editorial updates of TS 36.104
	Ericsson
	36.104
	37r1
	F


3.11 LTE-RF Corrections in 36.101 36.104 and 36.141 to the figure with tx bandwidth configuration

The following CRs are in RP-080915

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082708
	Rel-8
	LTE-RF
	Correction to the figure with the Transmission Bandwidth Configuration
	Alcatel-Lucent
	36.101
	67
	F

	R4-082709
	Rel-8
	LTE-RF
	Correction to the figure with the Transmission Bandwidth Configuration
	Alcatel-Lucent
	36.104
	30
	F

	R4-082710
	Rel-8
	LTE-RF
	Correction to the figure with the Transmission Bandwidth Configuration
	Alcatel-Lucent
	36.141
	10
	F


3.12 LTE-RF Corrections in 36.101 36.104 and 36.141 to EARFCN

The following CRs are in RP-080916

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082751
	Rel-8
	LTE-RF
	Modification to EARFCN
	CATT, Ericsson
	36.104
	34
	F

	R4-082743
	Rel-8
	LTE-RF
	Modification to EARFCN
	CATT, Ericsson
	36.101
	77
	F

	R4-082753
	Rel-8
	LTE-RF
	Modification to EARFCN
	CATT, Ericsson
	36.141
	14
	F


3.13 LTE RF, Clause 5 alignement in 36.101 and 36.104

The following CRs are in RP-080917

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083243
	Rel-8
	LTE-RF
	New Clause 5 outline
	Ericsson
	36.101
	85r1
	F

	R4-083242
	Rel-8
	LTE-RF
	Alignment of clause 5 between E-UTRA specs
	Ericsson
	36.104
	38r1
	F


3.14 LTE RF BS Tx 36.104 Corrections on output power

The following CRs are in RP-080918

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082686
	Rel-8
	LTE-RF
	Correction of output power dynamics requirement
	Nokia Siemens Networks
	36.104
	26
	F

	R4-082690
	Rel-8
	LTE-RF
	LTE BS ON-OFF Mask
	Alcatel-Lucent
	36.104
	27
	F

	R4-082691
	Rel-8
	LTE-RF
	Correction to RE power control dynamic range
	Alcatel-Lucent
	36.104
	28
	F


3.15 LTE RF  Introduction of 700 bands  in 36.10, 36.104, 36.141,36.133 Cat B

The following CRs are in RP-080919

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083152
	Rel-8
	LTE-RF
	Introduction of Bands 12 and 17 for 36.101
	Nokia
	36.101
	102
	B

	R4-083220
	Rel-8
	LTE-RF
	BS RF requirements for Band 17
	Ericsson
	36.104
	29r1
	B

	R4-082684
	Rel-8
	LTE-RF
	Introduction of Band 17
	Nokia Siemens Networks
	36.141
	3
	B

	R4-082683
	Rel-8
	LTE-RF
	Introduction of 700 MHz Bands 12, 14 and 17
	Nokia Siemens Networks
	36.133
	53
	B


3.16 LTE RF BS Tx 36.104 Total Dynamic Range limit, Cat C

The following CRs are in RP-080920

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083211
	Rel-8
	LTE-RF
	Update of total dynamic range limits
	Ericsson
	36.104
	41
	C

	R4-083212
	Rel-8
	LTE-RF
	Update of total dynamic range limits
	Ericsson
	36.141
	27
	C


3.17
LTE-RF TDD-FDD coexistance requirements 36.104,36.141
The following CRs are in RP-080921

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083178
	Rel-8
	LTE-RF
	Update of TDD-FDD coexistence requirements
	Ericsson
	36.104
	39r1
	C

	R4-083213
	Rel-8
	LTE-RF
	Update of TDD-FDD coexistence requirements
	Ericsson
	36.141
	28
	C


3.18
LTE-RF BS performance requirements 36.104,36.141

The following CRs are in RP-080922

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083190
	Rel-8
	RAN-RF
	eNB performance requirements for Multi User PUCCH
	Nokia Siemens Networks
	36.104
	33r1
	B

	R4-083215
	Rel-8
	LTE-RF
	PRACH demodulation requirements update
	Ericsson
	36.104
	42
	C

	R4-083216
	Rel-8
	LTE-RF
	PRACH demodulation requirements update
	Ericsson
	36.141
	30
	C

	R4-083235
	Rel-8
	LTE-RF
	Updates of Fixed Reference Channels and requirements for UL timing adjustment and PUCCH format 2
	Nokia Siemens Networks
	36.104
	25r1
	F

	R4-083319
	Rel-8
	LTE-RF
	eNB performance requirements for HARQ-ACK multiplexed on PUSCH
	NSN
	36.104
	44
	B


3.19
LTE-RF BS Conformace test General updates 36.141

The following CRs are in RP-080923

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082685
	Rel-8
	LTE-RF
	General corrections in sections 7 - Annexes
	Nokia Siemens Networks
	36.141
	4
	F

	R4-082716
	Rel-8
	LTE-RF
	General corrections in sections 4 - 6 
	Nokia Siemens Networks
	36.141
	12
	F

	R4-083222
	Rel-8
	LTE-RF
	Corrections to references, definitions, symbols and abbreviations.
	Ericsson
	36.141
	19r1
	F

	R4-083223
	Rel-8
	LTE-RF
	Correction to clause 4 and 5.
	Ericsson
	36.141
	20r1
	F

	R4-083227
	Rel-8
	LTE-RF
	Correction to clause 6.
	Ericsson
	36.141
	21r2
	F

	R4-083228
	Rel-8
	LTE-RF
	Correction to clause 7.  
	Ericsson
	36.141
	22r1
	F

	R4-082964
	Rel-8
	LTE-RF
	Correction of clause 8.
	Ericsson
	36.141
	23
	F

	R4-082965
	Rel-8
	LTE-RF
	Correction to Annex G.
	Ericsson
	36.141
	24
	F

	R4-083217
	Rel-8
	LTE-RF
	General updates to Clause 8 and Appendix A
	Ericsson
	36.104
	43
	D


3.20 LTE-RF BS Conformace test Transmitter part 36.141

The following CRs are in RP-080924

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082687
	Rel-8
	LTE-RF
	Correction of EVM test condition related to total power dynamic range
	Nokia Siemens Networks
	36.141
	5
	F

	R4-082702
	Rel-8
	LTE-RF
	Addition of BS transmit ON/OFF power tests
	Ericsson
	36.141
	8
	F

	R4-082714
	Rel-8
	LTE-RF
	Clarification on emission requirements
	Ericsson
	36.141
	11
	F

	R4-083337
	Rel-8
	LTE-RF
	E-UTRA TDD test models
	CATT
	36.141
	32
	F

	R4-082810
	Rel-8
	LTE-RF
	Correction to Transmitter intermodulation test
	Nokia Siemens Networks
	36.141
	17
	F

	R4-083106
	Rel-8
	LTE-RF
	Correction of E-UTRA test models
	Nokia Siemens Networks
	36.141
	26
	F


3.21
LTE-RF  Corrections for 36.104 and 36.141on EVM Averaging in TDD

The following CRs are in RP-080925

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082672
	Rel-8
	LTE-RF
	LTE TDD Update for Annex E of 36.104
	Rohde&Schwarz
	36.104
	24
	F

	R4-083011
	Rel-8
	LTE-RF
	EVM averaging for TDD in the global in channel TX test
	Rohde&Schwarz
	36.141
	25
	F


3.22
LTE-RF BS Conformace test performance requirements in 36.141

The following CRs are in RP-080926

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083161
	Rel-8
	LTE-RF
	eNB performance test requirement for UL timing adjustment
	Nokia Siemens Networks
	36.141
	1r1
	B

	R4-083162
	Rel-8
	LTE-RF
	eNB performance test requirement for PUCCH format 2
	Nokia Siemens Networks
	36.141
	2r1
	B

	R4-083191
	Rel-8
	LTE-RF
	eNB performance test requirements for Multi User PUCCH
	Nokia Siemens Networks
	36.141
	13r1
	B

	R4-083320
	Rel-8
	LTE-RF
	eNB performance requirements for HARQ-ACK multiplexed on PUSCH
	NSN
	36.141
	31
	B


3.23
HST conditions in 36.101, 36.104, 36.141, 25.101, 25.104 and 25.141

The following CRs are in RP-080927

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083309
	Rel-8
	LTE-RF
	Clarification of HST propagation conditions
	Nokia
	36.101
	84r1
	F

	R4-083189
	Rel-8
	LTE-RF
	Clarification of eNB HST propagation conditions
	NSN
	36.104
	32r1
	F

	R4-082713
	Rel-8
	LTE-RF
	Corrections of eNB performance requirements for high speed train
	NTTDoCoMo
	36.104
	31
	F

	R4-082706
	Rel-8
	LTE-RF
	eNB performance test requirements for High Speed Train conditions
	Nokia Siemens Networks
	36.141
	9
	B

	R4-083187
	Rel-8
	LTE-RF
	Clarification of eNB HST propagation conditions (36.141, rel-8)
	Nokia Siemens Networks
	36.141
	15r1
	F

	R4-083307
	Rel-7
	TEI7
	Clarification of HST propagation conditions
	Nokia
	25.101
	630r1
	F

	R4-083308
	Rel-8
	TEI7
	Clarification of HST propagation conditions
	Nokia
	25.101
	631r1
	A

	R4-083185
	Rel-7
	TEI7
	Clarification of eNB HST propagation conditions (25.141, rel-7)
	Nokia Siemens Networks
	25.141
	486r1
	F

	R4-083186
	Rel-8
	TEI7
	Clarification of eNB HST propagation conditions (25.141, rel-8)
	Nokia Siemens Networks
	25.141
	487r1
	A

	R4-083183
	Rel-7
	TEI7
	Clarification of eNB HST propagation conditions (25.104, rel-7)
	Nokia Siemens Networks
	25.104
	314r1
	F

	R4-083184
	Rel-8
	TEI7
	Clarification of eNB HST propagation conditions (25.104, rel-8)
	Nokia Siemens Networks
	25.104
	315r1
	A

	R4-083188
	Rel-8
	LTE-RF
	Correction of Doppler shift trajectories equations for HST conditions
	Nokia Siemens Networks
	36.141
	7r1
	F


3.24 RRM: Radio Link Failure in 36.133
The following CRs are in RP-080928

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083333
	Rel-8
	LTE-RF
	CR to 36.133 on Radio Link Failure Monitoring
	Motorola
	36.133
	88r1
	B


3.25 E-UTRAN RRC_IDLE state mobility 36.133
The following CRs are in RP-080929

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082680
	Rel-8
	LTE-RF
	Correction to idle mode requirements
	Huawei
	36.133
	51
	 

	R4-082681
	Rel-8
	LTE-RF
	Definition of out of service area
	NTT DOCOMO
	36.133
	52
	F

	R4-082695
	Rel-8
	LTE-RF
	Measurement requirements for UTRAN TDD cells in idle state
	CATT
	36.133
	54
	F

	R4-082696
	Rel-8
	LTE-RF
	Correction of E-UTRAN cell measurement requirements in idle state
	CATT
	36.133
	55
	F

	R4-083246
	Rel-8
	LTE-RF
	Correction of Inter-RAT UTRA cell reselection requirement
	NTT DOCOMO, Telecom Italia, Orange
	36.133
	69r2
	F


3.26 E-UTRAN RRC_CONNECTED state mobility 36.133
The following CRs are in RP-080930

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082999
	Rel-8
	LTE-RF
	Correction to HO Requirements
	Ericsson
	36.133
	76
	F


3.27 RRC Connection Mobility Control
The following CRs are in RP-080931

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082838
	Rel-8
	LTE-RF
	Random access requirements
	Huawei
	36.133
	71
	F


3.28 Timing and Signalling characteristics

The following CRs are in RP-080932

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083259
	Rel-8
	LTE-RF
	Cell phase synchronization error for large cell
	CATT
	36.133
	85
	F

	R4-083334
	Rel-8
	LTE-RF
	Synchronization Requirements for E-UTRAN to 1xRTT and HRPD Handovers
	Nortel Networks
	36.133
	63r4
	F


3.29 UE Measurements Procedures in RRC_CONNECTED State

The following CRs are in RP-080933

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082662
	Rel-8
	LTE-RF
	E-UTRAN TDD  TDD intra/inter frequency measurement reporting requirements
	Huawei
	36.133
	49
	F

	R4-082663
	Rel-8
	LTE-RF
	E-UTRAN FDD  UTRAN FDD Measurement reporting requirements
	Huawei
	36.133
	50
	F

	R4-082699
	Rel-8
	LTE-RF
	Measurement requirement for E-UTRAN TDD to UTRAN TDD/FDD when DRX is used
	CATT
	36.133
	58
	F

	R4-082721
	Rel-8
	LTE-RF
	Interfrequency and GSM measurement performance requirements in large DRX
	Nokia, Nokia Siemens Networks
	36.133
	60
	F

	R4-082755
	Rel-8
	LTE-RF
	Correction of implementation margin for transmission gap
	CATT, Nokia, Ericsson
	36.133
	62
	F

	R4-082928
	 Rel-8
	LTE-RF
	Alignment of DRX cycle dependent requirements
	Nokia,  Nokia Siemens Networks
	36.133
	72
	F

	R4-083141
	 Rel-8
	LTE-RF
	Aligment of side conditions for mobility measurements
	Nokia,  Nokia Siemens Networks
	36.133
	73r1
	F

	R4-083166
	Rel-8
	LTE-RF
	Measurements models in RRC_CONNECTED
	Fujitsu
	36.133
	66r1
	F

	R4-083236
	Rel-8
	LTE-RF
	Limitation of maximum number of layers for multiple monitoring
	Ericsson
	36.133
	78r1
	F

	R4-083299
	Rel-8
	LTE-RF
	GSM Cell identification requirements for parallel monitoring
	Nokia, Nokia Siemens Networks
	36.133
	83r1
	F

	R4-083305
	Rel-8
	LTE-RF
	UE transmit timing requirement
	Nokia
	36.133
	87
	F

	R4-082697
	Rel-8
	LTE-RF
	Correction of TS36.133 section 8.1.2.1.1
	CATT
	36.133
	56
	F


3.30 Measurements Performance Requirements

The following CRs are in RP-080934

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083000
	Rel-8
	LTE-RF
	Correction to RSRQ Report Mapping
	Ericsson
	36.133
	77
	F

	R4-083304
	Rel-8
	LTE-RF
	Missing side conditions for RSRP and RSRQ
	Nokia
	36.133
	86
	F


3.31 Test Cases 36.133 Cat B CRs

The following CRs are in RP-080935

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083153
	Rel-8
	LTE-RF
	Phase I RRM Test Cases
	Ericsson
	36.133
	81r1
	B

	R4-083237
	Rel-8
	LTE-RF
	Test Configuration for RRM Tests: Measurement Reference Channels and OCNG
	Ericsson
	36.133
	80r1
	B


3.32 Introduction of cdma2000 1xRTT Measurement requirements

The following CRs are in RP-080936

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082998
	Rel-8
	LTE-RF
	cdma2000 1xRTT Measurement Requirements
	Ericsson
	36.133
	75
	B


3.33
Introduction of cell search requirements for SON

The following CRs are in RP-080937

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083142
	Rel-8
	LTE-RF
	E-UTRA to UTRA cell search requirements for SON
	Ericsson
	36.133
	74r1
	B


3.34
Changes for 25.133 related to E-UTRAN

The following CRs are in RP-080938

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083160
	Rel-8
	LTE-RF
	E-UTRA Changes for 25.133
	Nokia, Nokia Siemens Networks
	25.133
	962r1
	F

	R4-083335
	Rel-8
	LTE-RF
	Correction of UTRAN TDD to E-UTRAN TDD mobility requirements
	CATT
	25.123
	394r3
	F


4 Radio Interface Improvements Features (Agenda Item 9.2)

4.1 UMTS 1880 MHz TDD (Agenda Item 9.2.2)

The following CRs are in RP-080939

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082760
	Rel-8
	RInImp9-UMTS1880TDD
	Introduction of band 1880-1920MHz for 25.102
	CATT
	25.102
	280
	B

	R4-082761
	Rel-8
	RInImp9-UMTS1880TDD
	Introduction of band 1880-1920MHz for 25.105
	CATT
	25.105
	236
	B


4.2 Multicarrier BS in TR 36.942 (Agenda Item 9.2.3)

The following CRs are in RP-080907

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083210
	Rel-8
	LTE-RF
	Correction of unwanted emission requirements for multi-carrier BS
	NTT DOCOMO, Nokia Siemens Networks
	36.942
	2r1
	F


5 RAN Improvement Feature (Agenda Item 9.3)

5.1 Enhanced Uplink for CELL_FACH State in FDD [RANimp-UplinkEnhState] (Agenda item 9.3.2)
The following CRs are in RP-080947

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082813
	Rel-8
	RANimp-UplinkEnhState
	Uplink power headroom definition for EUL in CELL_FACH
	Qualcomm Europe
	25.133
	959
	F

	R4-083176
	Rel-8
	RANimp-UplinkEnhState
	Introduction of E-AI requirements
	Nokia, Nokia Siemens Networks, Ericsson, Qualcomm
	25.101
	640r1
	B


5.2
64QAM for 1.28 Mcps TDD HSDPA [RANimp-64Qam1.28TDD] (Agenda item 9.3.4)
The following CRs are in RP-080946

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082763
	Rel-8
	RANimp-64Qam1.28TDD
	Adding the demodulation requirements for 1.28Mcps TDD Option 64QAM DL 
	CATT
	25.102
	281
	B

	R4-082764
	Rel-8
	RANimp-64Qam1.28TDD
	Adding the requirement of  maximum input level  for 1.28Mcps TDD Option 64QAM DL  
	CATT
	25.102
	282
	B

	R4-083233
	Rel-8
	RANimp-64Qam1.28TDD
	Update of the reqirement for cell re-selection in enhanced CELL_FACH state in 1.28Mcps TDD
	ZTI
	25.123
	408
	B


5.3
CR on Interruption time requirements for cell change procedure (Agenda item 9.3.9)
The following CRs are in RP-080949

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083234
	Rel-8
	RANimp-HSDSCH
	UE interruption time requirement for enhanced serving cell change procedure
	Qualcomm Europe
	25.133
	960r1
	B


5.4 Dual-Cell HSDPA operation on adjacent carriers (Agenda Item 9.3.12)

The following CRs are in RP-080948

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082814
	Rel-8
	RANimp-DCHSDPA
	25.104 modification due to DC-HSDPA
	Qualcomm Europe
	25.104
	316
	B

	R4-083248
	Rel-8
	RANimp-DCHSDPA
	Introduction of CQI reporting test requirements for DC-HSDPA
	Qualcomm
	25.101
	641
	B

	R4-083257
	Rel-8
	RANimp-DCHSDPA
	TS 25.141 modification due to DC-HSDPA
	Ericsson
	25.141
	489r1
	B

	R4-083314
	Rel-8
	RANimp-DCHSDPA
	Introduction of DC-HSDPA requirements
	Ericsson
	25.101
	639r3
	B

	R4-083318
	Rel-8
	RANimp-DCHSDPA
	Introduction of FRC requirements for Dual Cell HSDPA operation
	Ericsson
	25.101
	638r4
	B


6
UTRA HNB (Agenda Item 9.4)
6.1 FDD Home Node B RF (Agenda Item 9.4.2)

The following CRs are in RP-080945

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082664
	Rel-8
	HNB-RF
	Transmitter characteristics Tests for 3G Home NodeB
	Huawei
	25.141
	481
	 F

	R4-082665
	Rel-8
	HNB-RF
	Receiver characteristics Tests for 3G Home NodeB
	Huawei
	25.141
	482
	 F

	R4-082666
	Rel-8
	HNB-RF
	Demodulation Requirements Tests for 3G Home NodeB
	Huawei
	25.141
	483
	 F

	R4-083193
	Rel-8
	HNB-RF
	Modified Test Models for 3G Home NodeB
	Alcatel-Lucent
	25.141
	493
	F

	R4-083224
	Rel-8
	HNB-RF
	Regional requirement on Home Node B applicability
	Fujitsu
	25.104
	321r1
	F

	R4-083225
	Rel-8
	HNB-RF
	Regional requirement on Home Node B applicability
	Fujitsu
	25.141
	492r1
	F

	R4-083255
	Rel-8
	HNB-RF
	HNB adjacent channel protection requirements
	Nokia Siemens Networks
	25.104
	318r1
	B


7  Technical Small Enhancements and Improvements (Agenda Item 9.5)

7.1 TEI8: UE measurement capability, CR to 25.133 and 25.331. (Agenda Item 9.5)
The following CRs are in RP-080940

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083232
	Rel-8
	TEI8
	Introduction of UE measurement capability for frequency adjacent to intra-frequency
	Qualcomm Europe
	25.133
	958r2
	B

	R2-087256
	Rel-8
	TEI8
	Introduction of UE measurement capability for frequency adjacent to intra-frequency
	Qualcomm Europe
	25.331
	3458r3
	B

	R2-087219
	Rel-8
	TEI8
	Introduction of UE Measurement Capability on a frequency adjacent to intra-frequency
	Qualcomm Europe
	25.306
	2068r1
	B


7.2 TEI8 ACS for TDD LCR (Agenda Item 9.5)
The following CRs are in RP-080941

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082693
	Rel-8
	TEI8
	Additional minimum requirements for LCR TDD UE Adjacent Channel Selectivity
	CATT
	25.102
	273
	F


7.3 TEI8 CQI for STTD in varying conditions  (Agenda Item 9.5)
The following CRs are in RP-080942

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082957
	Rel-8
	TEI8
	CQI reporting test for STTD and CL1 with varying Ior/Ioc
	Ericsson
	25.101
	636
	F


7.4  TEI8 25.106-25.143 Introduction of operating band unwanted emission for UTRA repeaters  (Agenda Item 9.5)
The following CRs are in RP-080943

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-083130
	Rel-8
	TEI8
	Introduction of operating band unwanted emission
	Andrew Wireless Systems; Powerwave
	25.106
	60r1
	F

	R4-083131
	Rel-8
	TEI8
	Introduction of operating band unwanted emission
	Andrew Wireless Systems; Powerwave
	25.143
	71r1
	F


7.5  TEI8 for 25.123   (Agenda Item 9.5)

The following CRs are in RP-080944

	Tdoc
	Release
	WI
	Title
	Source Company
	Specification
	CR #
	Cat

	R4-082692
	Rel-8
	TEI8
	RRC re-establishment requirements
	CATT
	25.123
	393
	F

	R4-082864
	Rel-8
	TEI8
	Some clarifications on TD-SCDMA/E-UTRA interworking in CELL_FACH state
	TD Tech
	25.123
	395
	F
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