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8.2
NBAP Common Procedures
/* omitted */
8.2.7
Audit

8.2.7.1
General

This procedure is executed by the CRNC to perform an audit of the configuration and status of the logical resources in the Node B. A complete audit of a Node B is performed by one or more Audit procedures, together performing an audit sequence. The audit may cause the CRNC to re-synchronise the Node B to the status of logical resources known by the CRNC, that the Node B can support.

8.2.7.2
Successful Operation
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Figure 10: Audit procedure, Successful Operation
The procedure is initiated with an AUDIT REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

If the Start Of Audit Sequence Indicator IE in the AUDIT REQUEST message is set to "start of audit sequence" a new audit sequence is started, any ongoing audit sequence shall be aborted and the Node B shall provide (part of the) audit information. If the Start Of Audit Sequence Indicator IE is set to "not start of audit sequence", the Node B shall provide (part of) the remaining audit information not already provided during this audit sequence. 

If the information provided in the AUDIT RESPONSE message completes the audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "End of Audit Sequence". If not all audit information has been provided yet as part of the ongoing audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "Not End of Audit Sequence".

Information Provided In One Audit Sequence:
The Node B shall include one Local Cell Information IE for each local cell present in the Node B. The Node B shall include the Maximum DL Power Capability IE, the Minimum Spreading Factor IE and the Minimum DL Power Capability IE when any of those values are known by the Node B.The Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for every HSDPA-capable Local Cell. The Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for every E-DCH-capable Local Cell. The Node B shall include the MBMS Capability IE set to "MBMS Capable" for every MBMS-capable Local Cell. [FDD - The Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for every F-DPCH-capable Local Cell.] [FDD - The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" when Continuous Packet Connectivity DTX-DRX is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" when Continuous Packet Connectivity HS-SCCH less is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [FDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [FDD - The Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for every SixteenQAM UL-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for every MBSFN Only Mode-capable Local Cell.] [FDD - The Node B shall include the F-DPCH Slot Format Capability IE set to "F-DPCH Slot Format Capable" for every F-DPCH Slot Format-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for every F-DPCH Slot Format-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]
/* omitted */
8.2.15
Resource Status Indication

8.2.15.1
General

This procedure is used in the following cases:

1.
When a Local Cell becomes Existing at the Node B.

2.
When a Local Cell is to be deleted in Node B, i.e. becomes Not Existing.

3.
When the capabilities of the Local Cell change at the Node B.

4.
When a cell has changed its capability and/or its resource operational state at the Node B.

5.
When common physical channels and/or common transport channels have changed their capabilities at the Node B.

6.
When a Communication Control Port has changed its resource operational state at the Node B.

7.
When a Local Cell Group has changed its resource capability at the Node B.

8.
[1.28Mcps TDD - For a multi-frequency cell, when a cell has been successfully set up but a secondary frequency failure has occurred within the cell.]
Each of the above cases shall trigger a Resource Status Indication procedure and the RESOURCE STATUS INDICATION message shall contain the logical resources affected for that case and the cause value when applicable.

8.2.15.2
Successful Operation
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Figure 21: Resource Status Indication procedure, Successful Operation

The procedure is initiated with a RESOURCE STATUS INDICATION message sent from the Node B to the CRNC using the Node B Control Port.

Local Cell Becomes Existing:
When a Local Cell becomes Existing at the Node B, the Node B shall make it available to the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set equal to "Add".
When the capacity credits and consumption laws are shared between several Local Cells, the Node B includes the Local Cell Group ID IE for the Local Cell. If the Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include the capacity credits and the consumption laws in the Local Cell Group Information IE [FDD - , including also the E-DCH capacity consumption law, if E-DCH is supported].
If the Local Cell IE contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Local Cell are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Local Cell are modelled as shared resources between Uplink and Downlink. If the Local Cell Group Information IE contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Local Cell Group are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Local Cell Group are modelled as shared resources between Uplink and Downlink.

If the Node B internal power resources are pooled for a group of Local Cells, the Node B shall include the Power Local Cell Group ID IE for the Local Cell. If the Power Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include this IE for the concerned Power Local Cell Group in this message. Furthermore, the sum of the Maximum DL Power Capability of all the Local Cells belonging to the same Power Local Cell Group shall not exceed the Maximum DL Power Capability of the concerned Power Local Cell Group.

If the Local Cell is HSDPA-capable when it becomes Existing, the Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for the Local Cell.
If the Local Cell is E-DCH-capable when it becomes Existing, the Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for the Local Cell.
If the Local Cell is MBMS-capable when it becomes Existing, the Node B shall include the MBMS Capability IE set to "MBMS Capable" for the Local Cell.

[FDD - If the Local Cell is F-DPCH-capable when it becomes Existing, the Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for the Local Cell.]
[FDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" for the Local Cell when Continuous Packet Connectivity DTX-DRX is supported.]
[FDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" for the Local Cell when Continuous Packet Connectivity HS-SCCH less is supported.]

[FDD - If the Local Cell is MIMO-capable when it becomes Existing, then the Node B shall include the MIMO Capability IE set to "MIMO Capable" for the Local Cell.]
[FDD - If the Local Cell is SixtyfourQAM DL-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for the Local Cell.]
[FDD - If the Local Cell is Enhanced FACH-capable when it becomes Existing, the Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for the Local Cell.]
[FDD - If the Local Cell is SixteenQAM UL-capable when it becomes Existing, then the Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for the Local Cell.]
[1.28Mcps TDD - If the Local Cell is MBSFN Only Mode-capable when it becomes Existing, the Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for the Local Cell.]
[FDD - If the Local Cell is F-DPCH Slot Format-capable when it becomes Existing, then the Node B shall include the F-DPCH Slot Format Capability IE set to " F-DPCH Slot Format Capable" for the Local Cell.]
[1.28Mcps TDD - If the Local Cell is SixtyfourQAM DL-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for the Local Cell.]
[FDD - If the Local Cell is Common E-DCH-capable when it becomes Existing, the Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for the Local Cell.]
[1.28Mcps TDD - If the Local Cell is Enhanced FACH-capable when it becomes Existing, the Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for the Local Cell.]
[1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] 
[1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]
Local Cell Deletion:
When a Local Cell is to be deleted in the Node B, i.e. becomes Not Existing, the Node B shall withdraw the Local Cell from the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set to "Delete". The Node B shall not withdraw a previously configured cell at the Node B that the CRNC had configured using the Cell Setup procedure, until the CRNC has deleted that cell at the Node B using the Cell Delete procedure.

Capability Change of a Local Cell:
When the capabilities of a Local Cell change at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Local Cell ID IE.

The Node B shall include the Minimum DL Power Capability IE when it is known by the Node B.

If the maximum DL power capability of the Local Cell has changed, the new capability shall be indicated in the Maximum DL Power Capability IE.

If the DL capability for supporting the minimum spreading factor has changed, the new capability shall be indicated in the Minimum Spreading Factor IE.

[TDD - If the availability of the Reference clock connected to a Local Cell has changed, the new availability condition shall be indicated in the Reference Clock Availability IE.]

The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

If the internal resource capabilities of the Local Cell are affected, it shall be reported in the following way:

-
If the internal resource capabilities of the Local Cell are modelled as shared resources between Uplink and Downlink, the new capacity shall be reported in the DL Or Global Capacity Credit IE.

-
If the internal resource capabilities of the Local Cell are modelled independently in the Uplink and Downlink direction, then the DL Or Global Capacity Credit IE and the UL Capacity Credit IE shall be present in the RESOURCE STATUS INDICATION.

If the Capacity Consumption Law for Common Channels has changed for the Local Cell, the new law shall be reported by the Node B in the Common Channels Capacity Consumption Law IE.

If the Capacity Consumption Law for Dedicated Channels has changed for the Local Cell, the new law shall be reported by the Node B in the Dedicated Channels Capacity Consumption Law IE.

[FDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell, the new law shall be reported by the Node B in the E-DCH Capacity Consumption Law IE.]
[TDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell, the new law shall be reported by the Node B in the E-DCH TDD Capacity Consumption Law IE.]
If the HSDPA capability has changed for the Local Cell, the new capability shall be indicated in the HSDPA Capability IE.
If the HS-DSCH MAC-d PDU Size Capability has changed for the Local Cell, the new capability shall be indicated in the HS-DSCH MAC-d PDU Size Capability IE.
If the E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the E-DCH Capability IE. [FDD - The Node B shall include the E-DCH Capability IE if any of the E-DCH TTI2ms, SF or HARQ Combining capabilities has changed for the E-DCH capable Local Cell.]

If the E-DCH MAC-d PDU Size Capability has changed for the Local Cell, the new capability shall be indicated in the E-DCH MAC-d PDU Size Capability IE.
If the MBMS capability has changed for the Local Cell, the new capability shall be indicated in the MBMS Capability IE.
[FDD - If the F-DPCH capability has changed for the Local Cell, the new capability shall be indicated in the F-DPCH Capability IE.]
[FDD - If the Continuous Packet Connectivity DTX-DRX capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity DTX-DRX Capability IE. The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE if the Max UE DTX Cycle supported by the Continuous Packet Connectivity DTX-DRX capable Local Cell has changed. If the Continuous Packet Connectivity HS-SCCH less capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity HS-SCCH less Capability IE.]
[FDD - If the MIMO capability has changed for the Local Cell, then the new capability shall be indicated in the MIMO Capability IE.]
[FDD - If the SixtyfourQAM DL capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL Capability IE.]
[FDD - If the Enhanced FACH capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced FACH Capability IE. The Node B shall include the Enhanced FACH Capability IE if the Enhanced PCH capability has changed for the Enhanced PCH capable Local Cell.]
[FDD - If the SixteenQAM UL capability has changed for the Local Cell, then the new capability shall be indicated in the SixteenQAM UL Capability IE.]
[1.28Mcps TDD - If the MBSFN Only Mode capability has changed for the Local Cell, the new capability shall be indicated in the MBSFN Only Mode Capability IE.] 
[FDD - If the F-DPCH Slot Format capability has changed for the Local Cell, then the new capability shall be indicated in the F-DPCH Slot Format Capability IE.]
[1.28Mcps TDD - If the SixtyfourQAM DL capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL Capability IE.]
[FDD - If the Common E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the Common E-DCH Capability IE.]
[1.28Mcps TDD - If the Enhanced FACH capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced FACH Capability IE. The Node B shall include the Enhanced FACH Capability IE if the Enhanced PCH capability has changed for the Enhanced PCH capable Local Cell.]
[1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.]
[1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]
Capability Change of a Cell:
When the capabilities and/or resource operational state of a cell changes at the Node B, the Node B shall report the new capability and/or resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication, the Resource Operational State IE and the Availability Status IE. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

Capability Change of a Common Physical Channel and/or Common Transport Channel:
The Node B shall not delete any common or dedicated channels due to the cell being "Disabled". For all affected common and dedicated channels, the Node B shall report the impact to the CRNC with the relevant procedures.
When the capabilities and/or resource operational state of common physical channels and/or common transport channels have changed, the Node B shall report the new capability and/or resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication, the Resource Operational State IE and the Availability Status IE set to appropriate values for the affected channel(s). The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

When a power value for a common physical channel and/or a common transport channel becomes beyond the supported power value range due to a change in capability in the Node B, it shall be reported to the CRNC in the RESOURCE STATUS INDICATION message, with the Resource Operational State IE set to "Enabled", the Availability Status IE set to "Degraded" and the Cause IE set to "Power level not supported". Affected channels shall use the nearest power value that is supported.
[1.28Mcps TDD - Capability Change of a UpPCH channel:]
When the capabilities of UpPCH channels which are not configured in the timeslot of UpPTS on one or multiple frequencies have changed, the Node B may include the UpPCH Information LCR IE in the RESOURCE STATUS INDICATION message.
Capability Change of a Communication Control Port:
When the resource operational state of a Communication Control Port has changed, the Node B shall report the new resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Communication Control Port ID IE. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

Capability Change of HS-DSCH Resources:
When the resource operational state of the HS-DSCH resources has changed, the Node B shall report the new resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

[1.28Mcps TDD - For a multi-frequency cell, the Node B may include the UARFCN IE in the HS-DSCH Resources Information IE to report the status of the HS-DSCH resources on the indicated frequency, the Node B may also not include any UARFCN IE in the HS-DSCH Resources Information IE to report the status of  the HS-DSCH resources for the whole cell.]
Capability Change of E-DCH Resources:
When the resource operational state of the E-DCH resources has changed, the Node B shall report the new resource operational state by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

[1.28Mcps TDD - For a multi-frequency cell, the Node B may include the UARFCN IE in the E-DCH Resources Information IE to report the status of the E-DCH resources on the indicated frequency, the Node B may also not include any UARFCN IE in the E-DCH Resources Information IE to report the status of the E-DCH resources for the whole cell.]
Capability Change of a Local Cell Group:
When the resource capabilities of a Local Cell Group change at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Local Cell Group Information IE reporting the change. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to an appropriate value. If the RESOURCE STATUS INDICATION message contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Node B are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Node B are modelled as shared resources between Uplink and Downlink.

If the Capacity Consumption Law for Common Channels has changed for the Local Cell Group, the new law shall be reported by the Node B in the Common Channels Capacity Consumption Law IE.

If the Capacity Consumption Law for Dedicated Channels has changed for the Local Cell Group, the new law shall be reported by the Node B in the Dedicated Channels Capacity Consumption Law IE.

[FDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell Group, the new law shall be reported by the Node B in the E-DCH Capacity Consumption Law IE.]
[TDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell Group, the new law shall be reported by the Node B in the E-DCH TDD Capacity Consumption Law IE.]
Capability Change of a Power Local Cell Group:
When the power capability of a Power Local Cell Group changes at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message with the Indication Type IE set equal to "Service Impacting" and the Power Local Cell Group Information IE reporting the change. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to an appropriate value. In this case, the Node B shall also include the Maximum DL Power Capability IE in the Local Cell Information IE for all the Local Cells belonging to the concerned Power Local Cell Group. Furthermore, the sum of the Maximum DL Power Capability of all the Local Cells belonging to the same Power Local Cell Group shall not exceed the Maximum DL Power Capability of the concerned Power Local Cell Group.
[1.28Mcps TDD - For a multi-frequency cell, when a cell has been successfully setup but a secondary frequency failure has occurred, the Node B shall report the status of the secondary frequency indicated by UARFCN IE on which the failure occurred by immediately sending a RESOURCE STATUS INDICATION message with the Indication Type IE set equal to "Service Impacting", the Resource Operational State IE and the Availability Status IE. The Cause IE in the RESOURCE STATUS INDICATION message shall be set to an appropriate value.]
General:
When the RESOURCE STATUS INDICATION message is used to report an error, only one cause value for all reported objects can be sent in one message. When the RESOURCE STATUS INDICATION message is used to clear errors, only all errors for one object can be cleared per message. It is not possible to clear one out of several errors for one object.

[1.28Mcps TDD - For a multi-frequency cell, the Node B should report the status of the resources used for each frequency. A reporting method can be found in Annex E.]
8.2.15.3
Abnormal Conditions
/* omitted */
8.2.18
Physical Shared Channel Reconfiguration
8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration, Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall activate the new configuration at the head boundary of the SFN according to the parameters given in the message.

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes an SFN IE, the Node B shall activate the new configuration at the head boundary of that specified SFN. If no SFN IE is included Node B shall activate the new configuration immediately.

E-DCH and HS-DSCH Resources:

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH Total Power IE, the Node B shall not exceed this maximum transmission power on all HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes in the cell. If a value has never been set or if the value of the HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH Total Power IE is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH And E-HICH Total Power IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall not exceed this maximum transmission power on all HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes in the cell portion indicated by Cell Portion ID IE. If a value has never been set or if the value of the HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH And E-HICH Total Power IE for the cell portion is equal to or greater than the maximum transmission power of the cell portion, the Node B may use all unused power for HS-PDSCH, HS-SCCH and E-AGCH, E-RGCH and E-HICH codes.]
HS-DSCH Resources:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH And HS-SCCH Scrambling Code IE, the Node B shall use this as the scrambling code for all HS-PDSCHs and HS-SCCHs. If a value has never been set, the Node B shall use the primary scrambling code for all HS-PDSCH and HS-SCCH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH FDD Code Information IE, the Node B shall:

-
if the Number Of HS-PDSCH Codes IE is set to "0", delete any existing HS-PDSCH resources from the cell.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are not currently configured in the cell, use this list as the range of codes for HS-PDSCH channels.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are currently configured in the cell, replace the current range of codes with this new range of codes for HS-PDSCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-SCCH FDD Code Information IE, the Node B shall:

-
If the HS-SCCH FDD Code Information IE contains no codes, delete any existing HS-SCCH resources from the cell.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are not currently configured in the cell, use this list of codes as the list of codes for HS-SCCH channels.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are currently configured in the cell, replace the current list of codes with this new list of codes for HS-SCCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH and HS-SCCH Total Power IE for a particular timeslot, the Node B shall not exceed this maximum transmission power on all HS-PDSCH and HS-SCCH codes in that timeslot. If a value has never been set for that timeslot or if the value of the HS-PDSCH and HS-SCCH Total Power IE for that timeslot is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power in that timeslot for HS-PDSCH and HS-SCCH codes.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH TDD Information IE, the Node B shall:

-
If the HS-PDSCH TDD Information IE contains no [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR per UARFCN IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE], delete any existing HS-PDSCH resources from the cell.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE] and HS-PDSCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for HS-PDSCH channels.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE] and HS-PDSCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for HS-PDSCH channels.]

-
[1.28Mcps TDD - If the HS-PDSCH TDD Information IE contains any DL Timeslot and Code Information LCR per UARFCN IE and HS-PDSCH resources are not currently configured on the indicated frequency within the cell, use this IE as the list of frequency / timeslots / codes for HS-PDSCH channels on the frequency, the HSDPA resources on other frequency shall remain unchanged.]
-
[1.28Mcps TDD - If the HS-PDSCH TDD Information IE contains any DL Timeslot and Code Information LCR per UARFCN IE and HS-PDSCH resources are currently configured on the indicated frequency within the cell, the current list of frequency / timeslots / codes  shall be replaced with this new list of frequency / timeslots / codes for HS-PDSCH channels on this frequency, the HSDPA resources on other frequency/frequencies shall remain unchanged.]
-
[1.28Mcps TDD - If the DL Timeslot and Code Information LCR per UARFCN IE contains no DL Timeslot and Code Information LCR IE but contains UARFCN IE, the existing HS-PDSCH resources on the frequency indicated by the UARFCN IE shall be deleted, the HSDPA resources on other frequency/frequencies shall remain unchanged.]
[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Add to HS-SCCH Resource Pool IE, the Node B shall add this resource to the HS-SCCH resource pool to be used to assign HS-SCCH sets.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any of [3.84Mcps TDD - TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE], [1.28Mcps TDD - First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, TDD Channelisation Code IE], [7.68Mcps TDD - TDD Channelisation Code 7.68Mcps IE, Midamble Shift and Burst Type 7.68Mcps IE, Time Slot IE], for either HS-SCCH or HS-SICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any UARFCN IEs related to HS-SCCH or HS-SICH channels, the Node B shall apply these configurations on the new frequency, otherwise the old frequency is still applicable.]
[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes theHS-SCCH Maximum Power IE, the Node B shall apply this value for the specified HS-SCCH code otherwise the old value is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from HS-SCCH Resource Pool IEs, the Node B shall delete these resources from the HS-SCCH resource pool.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH And HS-SCCH Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall use this as the scrambling code for all HS-PDSCHs and HS-SCCHs for the cell portion indicated by Cell Portion ID. If a value has never been set, the Node B shall use the primary scrambling code for all HS-PDSCH and HS-SCCH codes for the cell portion indicated by Cell Portion ID.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:

-
if the Number Of HS-PDSCH Codes IE is set to "0", delete any existing HS-PDSCH resources from the cell portion indicated by Cell Portion ID IE.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list as the range of codes for HS-PDSCH channels.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current range of codes with this new range of codes for HS-PDSCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-SCCH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:

-
If the HS-SCCH FDD Code Information IE contains no codes, delete any existing HS-SCCH resources from the cell portion indicated by Cell Portion ID IE.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list of codes as the list of codes for HS-SCCH channels.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current list of codes with this new list of codes for HS-SCCH channels.]

[FDD - Enhanced Cell_FACH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information IE, then the Node B shall: 
If the HS-DSCH Common Information IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:
-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information IE, then the Node B shall use this information for MAC-hs scheduling decisions. 
-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response IE in the  HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the  HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
If the Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:
-
If the common MAC flow indicated by the Common MAC Flow ID exsits in the NodeB, then the NodeB shall apply the parameters to modify this common MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.
-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.
-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in [24]. 

-
If the Common MAC Flow Priority Queue Information IE is included in the Common MAC Flow Specific Information IE, the Node B shall use the information for configuring HSDPA Priority Queues.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.]
[FDD - Enhanced Cell/URA_PCH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Paging System Information IE, then the Node B shall: 
-
If the Paging MAC flow indicated by the Paging MAC Flow ID exsits in the NodeB, then the NodeB shall apply the parameters to modify this Paging MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the Paging MAC flow.
-
If the Transport Layer Address IE and Binding ID IE are included in the Paging MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Paging MAC flow or Paging MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Paging MAC flows. When a Paging MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete IE requesting the deletion of all remaining Paging MAC flows, then the Node B shall delete the HS-DSCH paging system configuration and release the resources for enhanced PCH.]
[1.28Mcps TDD - Enhanced Cell_FACH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information LCR IE, then the Node B shall: 
If the HS-DSCH Common Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:
-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH LCR IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information LCR IE, then the Node B shall use this information for MAC-hs scheduling decisions. 
-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response LCR IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
If the Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:
-
If the common MAC flow indicated by the Common MAC Flow ID LCR IE exsits in the NodeB, then the NodeB shall apply the parameters to modify this common MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.
-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.
-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in [24]. 

-
If the Common MAC Flow Priority Queue Information LCR IE is included in the Common MAC Flow Specific Information LCR IE, the Node B shall use the information for configuring HSDPA Priority Queues.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.]
[1.28Mcps TDD - Enhanced Cell/URA_PCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Paging System Information LCR IE, then the Node B shall: 
-
If the Paging MAC flow indicated by the Paging MAC Flow ID IE exsits in the NodeB, then the NodeB shall apply the parameters to modify this Paging MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the Paging MAC flow.
-
If the Transport Layer Address IE and Binding ID IE are included in the Paging MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Paging MAC flow or Paging MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Paging MAC flows. When a Paging MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete LCR IE requesting the deletion of all remaining Paging MAC flows, then the Node B shall delete the HS-DSCH paging system configuration and release the resources for enhanced PCH.]
[FDD - E-DCH Resources]:

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, the Node B shall use this as the scrambling code for all E-AGCHs, E-RGCHs and E-HICHs. If a value has never been set, the Node B shall use the primary scrambling code for all E-AGCH, E-RGCH and E-HICH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH FDD Code Information IE, the Node B shall:]

-
[FDD - If the E-AGCH FDD Code Information IE contains no codes, delete any existing E-AGCH resources from the cell.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are not currently configured in the cell, use this list of codes as the list of codes for E-AGCH channels.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are currently configured in the cell, replace the current list of codes with this new list of codes for E-AGCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-RGCH/E-HICH FDD Code Information IE, the Node B shall:]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains no codes, delete any existing E-RGCH/E-HICH resources from the cell.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are not currently configured in the cell, use this list of codes as the list of codes for E-RGCH/E-HICH channels.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are currently configured in the cell, replace the current list of codes with this new list of codes for E-RGCH/E-HICH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Maximum Target Received Total Wide Band Power IE, the Node B shall use this value to control E-DCH scheduling.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Reference Received Total Wide Band Power IE, the Node B may use this value to control E-DCH scheduling.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Target Non-serving E-DCH to Total E-DCH Power Ratio IE, the Node B shall store this value and use this value for E-DCH scheduling by controlling the ratio of received E-DCH wide band power from non-serving UEs to the total received E-DCH power.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall use this as the scrambling code for all E-AGCHs, E-RGCHs and E-HICHs for the cell portion indicated by Cell Portion ID. If a value has never been set, the Node B shall use the primary scrambling code for all E-AGCH, E-RGCH and E-HICH codes for the cell portion indicated by Cell Portion ID.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:] 
-
[FDD - If the E-AGCH FDD Code Information IE contains no codes, delete any existing E-AGCH resources from the cell portion indicated by Cell Portion ID IE.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list of codes as the list of codes for E-AGCH channels.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current list of codes with this new list of codes for E-AGCH channels.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-RGCH/E-HICH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains no codes, delete any existing E-RGCH/E-HICH resources from the cell portion indicated by Cell Portion ID IE.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list of codes as the list of codes for E-RGCH/E-HICH channels.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current list of codes with this new list of codes for E-RGCH/E-HICH channels.]

[TDD - E-DCH Resources]:

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information IE, the Node B shall:

-
If the E-PUCH Information IE contains no E-PUCH Timeslot Information IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
If the  E-PUCH Information IE contains E-PUCH Timeslot Information IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots for E-PUCH channels.

-
If the  E-PUCH Information IE contains E-PUCH Timeslot Information IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots with this new list of timeslots for E-PUCH channels.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information 1.28Mcps IE, the Node B shall:

-
If the E-PUCH Information 1.28Mcps IE contains no E-PUCH Timeslot Information 1.28Mcps per UARFCN IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
For a single-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for E-PUCH channels.

-
For a single-frequency cell, if the  E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for E-PUCH channels.

-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are not currently configured on the indicated frequency in the cell, use this IE as the list of frequency / timeslots / codes for E-PUCH channels, the E-DCH resources on other frequency shall remain unchanged.

-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are currently configured on the indicated frequency in the cell, replace the current list of frequency / timeslots / codes with this new list of timeslots / codes for E-PUCH channels, the E-DCH resources on other frequency shall remain unchanged.
-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE but only UARFCN IE is included, then the Node B shall delete the existing E-DCH resources on the frequency indicated by the UARFCN IE from the cell, the E-DCH resources on other frequency shall remain unchanged.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information 7.68Mcps IE, the Node B shall:

-
If the E-PUCH Information 7.68Mcps IE contains no E-PUCH Timeslot Information IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
If the  E-PUCH Information 7.68Mcps IE contains E-PUCH Timeslot Information IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots for E-PUCH channels.

-
If the  E-PUCH Information 7.68Mcps IE contains E-PUCH Timeslot Information IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots with this new list of timeslots for E-PUCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes [3.84Mcps TDD - Add to E-AGCH Resource Pool IE] [1.28Mcps TDD - Add to E-AGCH Resource Pool 1.28Mcps IE][7.68Mcps TDD - Add to E-AGCH Resource Pool 7.68Mcps IE], the Node B shall add this resource to the E-AGCH resource pool to be used to assign E-AGCH sets.]

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool IEs and includes any of  TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE, for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool 1.28Mcps IEs and includes any of  First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, UARFCN IE for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool 7.68Mcps IEs and includes any of  TDD Channelisation Code 7.68Mcps IE, Midamble Shift and Burst Type 7.68Mcps IE, Time Slot IE, for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any [3.84Mcps TDD - Modify E-AGCH Resource Pool IEs] [1.28Mcps - Modify E-AGCH Resource Pool 1.28Mcps  IEs ][7.68Mcps TDD - Modify E-AGCH Resource Pool 7.68Mcps IEs]and includes the Maximum E-AGCH Power IE, the Node B shall apply this value for the specified E-AGCH code otherwise the old value is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from E-AGCH Resource Pool IEs, the Node B shall delete these resources from the E-AGCH resource pool.]

[3.84Mcps TDD and 7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the [3.84Mcps TDD - E-HICH Information IE] [7.68Mcps TDD - E-HICH Information 7.68Mcps IE], the Node B shall configure the E-HICH according to the parameters.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Add to E-HICH Resource Pool 1.28Mcps IE, the Node B shall add this resource to the E-HICH resource pool to be used to assign Scheduled or Non-scheduled E-HICH sets.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-HICH Resource Pool 1.28Mcps IEs and includes any of  E-HICH Type IE, TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, UARFCN IE for E-HICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-HICH  Resource Pool 1.28Mcps  IEs and includes the Maximum E-HICH Power IE, the Node B shall apply this value for the specified E-HICH code otherwise the old value is still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from E-HICH  Resource Pool 1.28Mcps IEs, the Node B shall delete these resources from the E-HICH resource pool.]

[3.84Mcps TDD and 7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Maximum Generated Received Total Wide Band Power in Other Cells IE, the Node B shall use this value to control E-DCH scheduling.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Maximum Target Received Total Wide Band Power LCR IE, the Node B shall use this value to control E-DCH scheduling.]

[TDD - PDSCH/PUSCH Addition]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be added, the Node B shall add these new sets to its PDSCH/PUSCH configuration.]

[1.28Mcps TDD - If the TSTD Indicator IE is included in PDSCH To Add Information LCR IE and is set to "active", the Node B shall activate TSTD diversity for PDSCH transmissions using the specified PDSCH Set that are not beacon channels [19,21]. If the TSTD Indicator IE is set to "not active" or the TSTD Indicator IE is not included in PDSCH To Add Information LCR IE, the Node B shall not activate TSTD diversity for the PDSCH Set.]

[TDD - PDSCH/PUSCH Modification]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be modified, and includes any of [3.84Mcps TDD - DL/UL Code Information IE, Midamble Shift And Burst Type IE, Time Slot IE], [1.28Mcps TDD - DL/UL Code Information LCR IE, Midamble Shift LCR IE, Time Slot LCR IE], [7.68Mcps TDD - DL/UL Code Information 7.68Mcps IE, Midamble Shift And Burst Type 7.68Mcps IE, Time Slot IE], TDD Physical Channel Offset IE, Repetition Period IE, Repetition Length IE, or TFCI Presence IE, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[TDD - PDSCH/PUSCH Deletion]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be deleted the Node B shall delete these sets from its PDSCH/PUSCH configuration.]
[1.28Mcps TDD - SYNC_UL Partition]:

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes SYNC_UL Partition Information IE, the Node B shall store the E-RUCCH SYNC_UL codes bitmap IE used to differentiate the E-DCH random access from the RACH random access according to [21].]
[FDD – Common E-DCH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE, then the Node B shall: 

If the Common E-DCH UL DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
· If the DPC Mode IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall apply the DPC mode indicated in the message and be prepared that the DPC mode may be changed . If the DPC Mode IE is not present in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, DPC mode 0 shall be applied (see ref. [10]).

If the Common E-DCH E-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
· If the E-RGCH 2-Index-Step IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used.

· If the E-RGCH 3-Index-Step IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used.

If the Common E-DCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
· If the E-DCH Reference Power Offset IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-i PDU and to determine the value of the actual HARQ power offset.

· If the E-DCH Power Offset for Scheduling Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-is PDUs.

· If the Maximum TB Sizes IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the Node B scheduler in the new configuration.
If the Common E-DCH HS-DSCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
If the Common E-DCH Preamble Control Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
· If the E-AICH Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall  use this value for configuration of E-AICH or AICH.

· If the AICH Information IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall  use this information for configuration of AICH or E-AICH.

If the Common E-DCH F-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

If the Common E-DCH Resource Combination Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
· If the E-RGCH Signature Sequence IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall configure the E-RGCH for the combination and use indicated signature sequence. 

If the UL Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.

· If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.
· The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.
· If the Bundling Mode Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow, otherwise the Node B shall use the non-bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow.
-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information IE, the Node B shall use this information for the related resource allocation operation.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to delete the indicated  Common E-DCH MAC-d flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining Comm E-DCH MAC-d flows associated to a Common UL MAC flow, then the Node B shall release the resources for the Common UL MAC flow.]
[1.28Mcps TDD – Common E-DCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information LCR IE, then the Node B shall: 

If the UL Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.
-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.
-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information LCR IE, the Node B shall use this information for the related resource allocation operation.]
If the Common E-PUCH Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

If the E-TFCS Information TDD IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated  Common E-DCH MAC-d flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common UL MAC Flows to Delete LCR IE requesting the deletion of all remaining Comm E-DCH MAC-d flows associated to a Common UL MAC flow, then the Node B shall release the resources for the Common UL MAC flow.]
[FDD – Enhanced UE DRX Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information IE, then the Node B shall use the information to execute Enhanced UE DRX for the cell.] 
[1.28Mcps DD – Enhanced UE DRX Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information LCR IE, then the Node B shall use the information to execute Enhanced UE DRX for the cell.]
Response Message:

HS-DSCH/HS-SCCH Resources:

In the successful case involving HS-PDSCH or HS-SCCH resources, the Node B shall store the value of Configuration Generation ID IE and it shall make these resources available to all the current and future HS-DSCH transport channels; and shall respond with PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

[TDD - PDSCH/PUSCH Addition/Modification/Deletion]:

[TDD - In the successful case involving PDSCH/PUSCH addition, modification or deletion, the Node B shall add, modify and delete the PDSCH Sets and PUSCH Sets in the Common Transport Channel data base, as requested in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, and shall make these available to all the current and future DSCH and USCH transport channels. The  Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.]

8.2.18.3
Unsuccessful Operation
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Figure 27: Physical Shared Channel Reconfiguration procedure: Unsuccessful Opreration

If the Node B is not able to support all parts of the configuration, it shall reject the configuration of all the channels in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message. The Cause IE shall be set to an appropriate value [TDD - either a single general cause value or PDSCH and PUSCH set specific cause values for each set that caused a failure within the Unsuccessful DL Shared Channel Set IE for PDSCH sets or Unsuccessful UL Shared Channel Set IE for PUSCH sets]. The Configuration Generation ID shall not be changed in the Node B.

If the configuration was unsuccessful, the Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message:

[1.28Mcps TDD - For a multi-frequency cell, if the Node B is not able to support all parts of the configuration, in the case the Node B can only support configuration on one or some frequencies, the HSDPA or E-DCH related resources on this or these frequencies may be regarded as having successfully been established/reconfigured/removed, the Node B shall reject the HSDPA or E-DCH related configuration on other failed frequencies. The Node B may respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message. The HS-Cause IE or E-Cause IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message may be set to specific cause values for each frequency that caused a HSDPA or E-DCH related configuration failure. If the failure occurs on the HS-PDSCH, HS-SCCH, E-PUCH or E-AGCH resources, the Node B may store the value of the Configuration Generation ID IE and it shall make these resources available to all the current and future HS-DSCH or E-DCH transport channels. If the Node B is not able to support the HSDPA or E-DCH related configuration on any frequencies, the Cause IE may be set to an appropriate value, which is either a general cause value or specific cause values for each frequency that caused a failure.]
Typical cause values are as follows:

Radio Network Layer Cause:

-
Cell not available

-
Node B Resources unavailable
Transport Layer Cause:

-
Transport Resources Unavailable
Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure
8.2.18.4
Abnormal Conditions

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, or the Delete from HS-SCCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool IE, the Modify E-AGCH Resource Pool IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, or the Delete from E-HICH Resource Pool 1.28Mcps IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool 7.68Mcps IE, the Modify E-AGCH Resource Pool 7.68Mcps IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Configuration Generation ID IE and does not contain at least one of Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, [3.84Mcps TDD -  the Add to E-AGCH Resource Pool IE, the Modify E-AGCH Resource Pool IE, the Delete from E-AGCH Resource Pool IE,] [1.28Mcps TDD - the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, the Delete from E-AGCH Resource Pool IE, the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, the Delete from E-HICH Resource Pool 1.28Mcps IE,][7.68Mcps TDD -  the Add to E-AGCH Resource Pool 7.68Mcps IE, the Modify E-AGCH Resource Pool 7.68Mcps IE, the Delete from E-AGCH Resource Pool IE,] or the Delete from HS-SCCH Resource Pool IE the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If neither E-AGCH nor E-HICH/E-RGCH resources are configured in the cell, and if one or more codes are included in the E-AGCH FDD Code Information IE and/or E-RGCH/E-HICH FDD Code Information IE but the Maximum Target Received Total Wide Band Power IE is not included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall send PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, and the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE is not identical to the scrambling code of the phase reference, then the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, and the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE is not identical to the scrambling code of the phase reference, then the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-DSCH Common Information IE and/or Common MAC Flow Specific Information IE and if the Priority Queues associated with the same Common MAC Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the DL Timeslot and Code Information LCR per UARFCN IE in the HS-PDSCH TDD Information IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the HS-SCCH Information LCR IE in the Add to HS-SCCH Resource Pool IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the HS-SCCH Information LCR IE in the Modify HS-SCCH Resource Pool IE, the HS-SCCH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the E-AGCH Information 1.28Mcps IE in the Modify E-AGCH Resource Pool 1.28Mcps IE, the E-AGCH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the E-HICH Information 1.28Mcps IE in the Modify E-HICH Resource Pool 1.28Mcps IE, the E-HICH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the DL Timeslot and Code Information LCR IE in the DL Timeslot and Code Information LCR per UARFCN IE in the HS-PDSCH TDD Information IE but contains UARFCN IE, and no HS-DSCH resources are configured on the frequency within the cell, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the E-PUCH Timeslot Information 1.28Mcps per UARFCN IE in the E-PUCH Information 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the E-PUCH Timeslot Information 1.28Mcps IE in the E-PUCH Timeslot Information 1.28Mcps per UARFCN IE in the E-PUCH Information 1.28Mcps IE but contains UARFCN IE, and no E-DCH resources are configured on the frequency within the cell, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information IE and if the message does not contain the Common E-DCH System Information IE or the resource for Common E-DCH is not configured for the cell, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
/* omitted */
8.2.31
UE Status Update [FDD and 1.28Mcps TDD]

8.2.31.1
General

This procedure is used by the CRNC to inform NodeB that one or several E-RNTIs, previously allocated to UEs in CELL_FACH state, may be released as the UE no longer use the E-RNTI.

8.2.31.2
Successful Operation
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Figure 27R: UE Status Update procedure, Successful Operation
The procedure is initiated with a UE STATUS UPDATE COMMAND message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the UE STATUS UPDATE COMMAND message, the Node B may use the information about vacant E-RNTI in Vacant E-RNTI IE in Cell E-RNTI status information IE to determine which E-RNTIs are no longer used in the cell and thus allowed to be allocated to another UE using E-DCH
8.2.31.3
Abnormal Conditions
-
/* omitted */
9.1
Message Functional Definition and Contents
/* omitted */
9.1.17
AUDIT RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	End Of Audit Sequence Indicator
	M
	
	9.2.1.29A
	
	YES
	ignore

	Cell Information
	
	0..<maxCellinNode B>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Configuration Generation ID
	M
	
	9.2.1.16
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>Local Cell ID
	M
	
	9.2.1.38
	The local cell that the cell is configured on
	–
	

	>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>RACH Information
	
	0..<maxRACHCell> 
	
	
	EACH
	ignore

	>>RACH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AICH Information
	
	0..<maxPRACHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received.
	–
	

	>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 3
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 4
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	TDD Sync Channel

Applicable to 3.84Mcps TDD only
	YES
	ignore

	>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>FPACH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>HS-DSCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>PLCCH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>Secondary CCPCH Individual Information 7.68 Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	TDD Sync Channel

Applicable to 7.68Mcps TDD only
	YES
	ignore

	>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	3.84Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	7.68Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt [15]
	–
	

	>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Communication Control Port Information
	
	0..<maxCCPinNode B>
	
	
	EACH
	ignore

	>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Local Cell Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>MIMO Capability
	O
	
	9.2.2.70
	FDD only
	YES
	ignore

	>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>Enhanced FACH Capability
	O
	
	9.2.1.xx4
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.xx5
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>E-AICH Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>Enhanced UE DRX Capability
	C-CommonEDCHCapability
	
	9.2.1.xx6
	FDD only
	YES
	ignore

	>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.xx6
	1.28Mcps TDD only
	YES
	ignore

	Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	


Note 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

Note 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.
	Condition
	Explanation

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to "Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".


	Range Bound
	Explanation

	maxCellinNode B
	Maximum number of Cells that can be configured in Node B

	maxCCPinNode B
	Maximum number of Communication Control Ports that can exist in the Node B

	maxLocalCellinNode B
	Maximum number of Local Cells that can exist in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxSCCPCHCell768
	Maximum number of Secondary CCPCHs that can be defined in a Cell for 7.68 Mcps TDD.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs that can be defined in a Cell

	maxRACHCell
	Maximum number of RACHs that can be defined in a Cell

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of  PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


/* omitted */
9.1.32
RESOURCE STATUS INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CHOICE Indication Type
	M
	
	
	
	YES
	ignore

	>No Failure
	
	
	
	
	
	

	>>Local Cell Information
	
	1..<max LocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>Add/Delete Indicator
	M
	
	9.2.1.1
	
	–
	

	>>>DL Or Global Capacity Credit
	C-add
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	C-add
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	C-add
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	C-add
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	C-add
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	C-add
	
	9.2.1.46A
	
	–
	

	>>>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	 9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.2.70
	FDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.xx4
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.xx5
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AICH Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	C-CommonEDCHCapability
	
	9.2.1.xx6
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.xx6
	1.28Mcps TDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	>Service Impacting
	
	
	
	
	
	

	>>Local Cell Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.2.70
	FDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.xx4
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.xx5
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability 
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AICH Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	C-CommonEDCHCapability
	
	9.2.1.xx6
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.xx6
	1.28Mcps TDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Communication Control Port Information
	
	0..<maxCCPinNode B>


	
	
	EACH
	ignore

	>>>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Cell Information
	
	0..<maxCellinNode B>
	
	
	EACH
	ignore

	>>>C-ID
	M
	
	9.2.1.9
	
	–
	

	>>>Resource Operational State
	O
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	O
	
	9.2.1.2
	
	–
	

	>>>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	FDD only
	EACH
	ignore

	>>>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>RACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>RACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AICH Information
	
	0..<maxPRACHCell>
	
	FDD only
	EACH
	ignore

	>>>>AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 3
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 4
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>FPACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>HS-DSCH Resources Information
	
	0.. <maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>PLCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information 7.68Mcps 
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	Applicable to 3.84Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	Applicable to 7.68Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>Cause
	O
	
	9.2.1.6
	
	–
	

	>>>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt [15]
	–
	

	>>>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	Cause
	O
	
	9.2.1.6
	
	YES
	ignore


Note 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

Note 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.

	Condition
	Explanation

	add
	The IE shall be present if the Add/Delete Indicator IE is set to "Add".

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to " Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".


	Range Bound
	Explanation

	maxLocalCellinNode B
	Maximum number of Local Cells that can exist in the Node B

	maxCellinNode B
	Maximum number of C-IDs that can be configured in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxCCPinNode B
	Maximum number of Communication Control Ports that can exist in the Node B

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


/* omitted */
9.1.62
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST

9.1.62.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	SFN
	O
	
	9.2.1.53A
	
	YES
	reject

	PDSCH Sets To Add
	
	0..<maxnoofPDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>PDSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PDSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information LCR
	
	1..<maxnoofDLtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information LCR
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>PDSCH To Add Information 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information 7.68Mcps 
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information 7.68Mcps
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Modify
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information LCR
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information LCR
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Delete
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	PUSCH Sets To Add
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>PUSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PUSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information LCR
	
	1..<maxnoofULtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information LCR
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>PUSCH To Add Information 7.68Mcps 
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information 7.68Mcps 
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information 7.68Mcps 
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Modify
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>CHOICE HCR or LCR or 7.68Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information LCR 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information LCR
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Delete
	
	0..<maxnoofPUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	HS-PDSCH TDD Information
	
	0..1
	
	
	GLOBAL
	reject

	>DL Timeslot and Code Information
	
	0..<maxnoofDLts>
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>Codes
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>DL Timeslot and Code Information LCR per UARFCN
	
	0.. <maxFrequencyinCell>
	
	Mandatory for 1.28Mcps TDD 

Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
See note 2 below
	EACH
	reject

	>>DL Timeslot and Code Information LCR
	
	0..<maxnoofDLtsLCR>
	
	.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	>DL Timeslot and Code Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	GLOBAL
	reject

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>Codes 7.68Mcps
	
	1..<maxnoofHSPDSCHs768>
	
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	–
	–

	Add to HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES–
	ignore

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Modify HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Delete from HS-SCCH Resource Pool
	
	0..<maxnoof HSSCCHs>
	
	For 1.28Mcps TDD ,see note 3 below
	GLOBAL
	reject

	>HS-SCCH ID
	M
	
	9.2.3.5Ga
	For 1.28Mcps TDD, if the Extended HS-SCCH ID IE is included in the Delete from HS-SCCH Resource Pool IE, the HS-SCCH ID IE shall be ignored
	–
	

	>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	Applicable to 1.28Mcps TDD only, the Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	Configuration Generation ID
	O
	
	9.2.1.16
	
	YES
	reject

	E-PUCH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	
	

	Add to E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	Delete from E-AGCH Resource Pool
	
	0..<maxnoofEAG CHs>
	
	
	GLOBAL
	reject

	>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	E-HICH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Maximum Generated Received Total Wide Band Power in Other Cells
	O
	
	9.2.3.63
	Applicable to 3.84Mcps and 7.68 Mcps TDD only
	YES
	reject

	E-PUCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	Add to E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	O
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	E-HICH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	E-PUCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>E-PUCH Timeslot information 1.28Mcps per UARFCN
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	
	

	>>E-PUCH Timeslot Information 1.28Mcps
	
	0..<maxnoofEPUCHslotsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofEPUCHcodes>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Modify E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	M
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt[15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Modify E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	O
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Delete from E-HICH Resource Pool 1.28Mcps
	
	0..<maxnoofEHICHs>
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the Delete from E-HICH Resource Pool 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	SYNC_UL Partition Information
	
	0..1
	
	Applicable to 1.28Mcps TDD to indicate the SYNC_UL partition information for the Primary Frequency. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	reject

	>E-RUCCH SYNC_UL codes bitmap 
	M
	
	BITSTRING(8)
	Each bit indicates availability of a SYNC_UL code, where the SYNC_UL codes are numbered "code 0" to "code 7".

The value 1 of a bit indicates that the corresponding SYNC_UL code can be used.

The value 0 of a bit indicates that the corresponding SYNC_UL code can not be used.
	–
	

	Maximum Target Received Total Wide Band Power LCR
	O
	
	9.2.3.69
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Common System Information LCR
	O
	
	9.2.3.x1
	1.28Mcps TDD only
	YES
	reject

	Common MAC Flows To Delete LCR
	O
	
	9.2.3.x7
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Paging System Information LCR
	O
	
	9.2.3.x2
	1.28Mcps TDD only
	YES
	reject

	Paging MAC Flows to Delete LCR
	O
	
	9.2.3.x14
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH System Information LCR
	O
	
	9.2.3.x8
	1.28Mcps TDD only
	YES
	reject

	Common UL MAC Flows to Delete LCR
	O
	
	Common MAC Flows To Delete LCR

9.2.3.x7
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH MAC-d Flows to Delete LCR
	O
	
	9.2.3.x15
	1.28Mcps TDD only
	YES
	reject

	Enhanced UE DRX Information LCR
	O
	
	9.2.3.x11
	1.28Mcps TDD only
	YES
	reject


/* omitted */
9.1.63
PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	E-HICH Time Offset
	O
	
	9.2.3.59
	Applicable to 3.84Mcps and 7.68 Mcps TDD only
	YES
	reject

	E-HICH Time Offset LCR per UARFCN
	
	0.. < maxFrequencyinCell>
	
	1.28Mcps TDD only.

See note 1 below
	EACH
	reject

	>E-HICH Time Offset LCR
	M
	
	9.2.3.59a
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15].
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	HS-DSCH Common System Information Response
	O
	
	9.2.2.77
	
	YES
	ignore

	HS-DSCH Paging System Information Response
	O
	
	9.2.2.78
	
	YES
	ignore

	Common E-DCH System Information Response
	O
	
	9.2.2.104
	FDD only
	YES
	Ignore

	HS-DSCH Common System Information Response LCR
	O
	
	9.2.3.x3
	1.28Mcps TDD only
	YES
	ignore

	HS-DSCH Paging System Information Response LCR
	O
	
	9.2.3.x4
	1.28Mcps TDD only
	YES
	ignore

	Common E-DCH System Information Response LCR
	O
	
	9.2.3.x9
	1.28Mcps TDD only
	YES
	Ignore


/* omitted */
9.2
Information Element Functional Definition and Contents

/* omitted */
9.2.1
Common parameters

9.2.1.xx1
FACH Measurement Occasion Cycle Length Coefficient
The FACH Measurement Occasion Cycle Length Coefficient IE provides information used for MAC-hs scheduling decision for MAC-c PDU in Node B. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	FACH Measurement Occasion Cycle Length Coefficient
	
	
	INTEGER (1..12)
	


9.2.1.xx2
MAC-ehs Reset Timer

The MAC-ehs Reset Timer IE is used as Reset Timer(Treset) described in ref [32] subclause 11.6.4.5.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MAC-ehs Reset Timer
	
	
	ENUMERATED (1, 2, 3, 4, …)
	Timer in multiples of T1 values (milliseconds). Used when MAC-ehs reordering queue is reset in CELL_FACH and CELL_PCH


9.2.1.xx3
Paging MAC Flow ID
Paging MAC Flow ID is the unique identifier for one Paging MAC flow.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flow ID
	
	
	INTEGER

(0..3)
	


9.2.1.xx4
Enhanced FACH Capability
This parameter defines the Enhanced FACH capability for a Local Cell. [1.28Mcps TDD - This parameter defines the Enhanced FACH capability for both uplink and downlink]
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Enhanced FACH Capability
	
	
	ENUMERATED (Enhanced FACH Capable, Enhanced FACH Non-Capable)
	


9.2.1.xx5
Enhanced PCH Capability
This parameter defines the Enhanced PCH capability for a Local Cell.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Enhanced PCH Capability
	
	
	ENUMERATED (Enhanced PCH Capable, Enhanced PCH Non-Capable)
	


9.2.1.xx6
Enhanced UE DRX Capability
This parameter defines the Enhanced UE DRX capability for a Local Cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Enhanced UE DRX Capability
	
	
	ENUMERATED (Enhanced UE DRX Capable, Enhanced UE DRX  non Capable)
	


9.2.1.xx7
Priority Queue Information for Enhanced FACH/PCH
The Priority Queue Information for Enhanced FACH/PCH IE provides information associated to HSDPA Priority Queue used for Enhanced FACH and/or Enhanced PCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Priority Queue ID
	M
	
	9.2.1.49C
	

	Scheduling Priority Indicator 
	M
	
	9.2.1.53H
	

	T1
	M
	
	9.2.1.56a
	

	MAC-ehs Reset Timer
	M
	
	9.2.1.xx2
	

	Discard Timer
	O
	
	9.2.1.24E
	Shall be ignored in case of Enhanced PCH

	MAC-hs Window Size
	M
	
	9.2.1.38B
	

	Maximum MAC-c PDU Size
	M
	
	MAC PDU Size Extended

9.2.1.38C
	


/* omitted */
9.2.2
FDD specific parameters
/* omitted */
9.2.2.75
HS-DSCH Common System Information
The HS-DSCH Common System Information IE provides information for HS-DSCH configured for UE in Cell_FACH, in Cell_PCH and in URA_PCH and Information related to BCCH modification.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH Common Information
	
	0..1
	
	

	>CCCH Priority Queue ID

	M
	
	Priority Queue ID
9.2.1.49C
	

	>SRB#1 Priority Queue ID

	M
	
	Priority Queue ID
9.2.1.49C
	

	>Associated Common MAC Flow
	M
	
	Common MAC Flow ID
9.2.2.79
	The Common MAC Flow ID shall be one of the flow IDs defined in the Common MAC Flow Specific Information of this IE or shall only refer to a Common MAC flow already existing in the old configuration.

	>FACH Measurement Occasion Cycle Length Coefficient
	O
	
	9.2.2.82
	

	>RACH Measurement Result
	M
	
	9.2.2.84
	

	>BCCH Specific HS-DSCH-RNTI Information


	M
	
	9.2.2.85

	

	Common MAC Flow

Specific Information
	
	0..<maxnoofCommonMACFlows>
	
	

	>Common MAC Flow ID
	M
	
	9.2.2.79
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Common MAC Flow Priority Queue Information
	
	0..<maxnoofCommonMACQueues>
	
	

	>>Priority Queue Information for Enhanced FACH
	M
	
	Priority Queue Information for Enhanced FACH/PCH 9.2.1.xx7
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	Shouldn’t be contained if the MAC flow is setup in procedure.

Should be contained if the MAC flow is modified in procedure


	Range bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows

	maxnoofCommonMACQueues
	Maximum number of Priority Queues for Common MAC Flow


9.2.2.76
HS-DSCH Paging System Information

The HS-DSCH Paging System Information IE provides information for HS-DSCH configured for UE in Cell_PCH and URA_PCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flow Specific Information
	
	1..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID

 
	M
	
	9.2.1.xx3
	

	>HSDPA Associated PICH Information
	M
	
	9.2.2.81
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>ToAWS
	M
	
	9.2.1.61
	

	>ToAWE
	M
	
	9.2.1.60
	

	>Paging MAC Flow Priority Queue Information
	
	0..<maxnoofPagingMACQueues>
	
	

	>>Priority Queue Information for Enhanced PCH
	M
	
	Priority Queue Information for Enhanced FACH/PCH

9.2.1.xx7
	

	>>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	Shouldn’t be contained if the MAC flow is setup in procedure.

Should be contained if the MAC flow is modified in procedure

	HS-SCCH Power


	M
	
	DL Power

9.2.1.21
	

	HS-PDSCH Power

 
	M
	
	DL Power

9.2.1.21
	

	Number of PCCH transmissions
	M
	
	INTEGER (1..5)
	Number of subframes used to transmit the PCCH.

	Transport Block Size List
	
	1..<maxnoofHS-DSCHTBSsE-PCH>
	
	

	>Transport Block Size Index for Enhanced PCH
	M
	
	INTEGER (1..32)
	Index of the value range 1 to 32 of the MAC-ehs transport block size as specified in appendix A of [32]


	Range bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows

	maxnoofPagingMACQueues
	Maximum number of Priority Queues for Paging MAC Flow

	maxnoofHS-DSCHTBSsE-PCH
	Maximum number of HS-DSCH Transport Block Sizes used for Enhanced PCH operation associated HS-SCCH less


9.2.2.77
HS-DSCH Common System Information Response

The HS-DSCH Common System Information Response IE provides information for HS-DSCH configured for UE not in Cell_DCH that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-SCCH Specific Information Response
	
	0..<maxnoofHSSCCHcodes>
	
	Channelization codes on HS-SCCH is transmitted for UE not in Cell_DCH

	>Code Number
	M
	
	INTEGER (0..127)
	First indexed HS-SCCH Channelisation code should be used for the BCCH specific H-RNTI.

	HARQ Memory Partitioning 
	O
	
	9.2.1.102
	

	Common MAC Flow

Specific Information Response
	
	0..<maxnoofCommonMACFlows>
	
	

	>Common MAC Flow ID
	M
	
	9.2.2.79
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	>HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.31Ha
	


	Range Bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


9.2.2.78
HS-DSCH Paging System Information Response

The HS-DSCH Paging System Information Response IE provides information for HS-DSCH configured for UE in Cell_PCH and URA_PCH that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flow Specific Information Response
	
	1..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID
	M
	
	9.2.1.xx3
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	>HS-PDSCH Code Index
	M
	
	INTEGER (1..maxHS‑PDSCHCodeNrComp-1)
	Index of HS-PDSCH code


	Range bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows


9.2.2.79
Common MAC Flow ID

Common MAC Flow ID is the unique identifier for one Common MAC flow.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common MAC Flow ID
	
	
	INTEGER

(0..7)
	


9.2.2.80
Paging MAC Flow ID


	
	
	
	
	

	
	
	
	

	


Void

9.2.2.81
HSDPA Associated PICH Information

The HSDPA Associated PICH Information IE provides information for PICH used for Enhanced PCH operation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE HSDPA PICH
	
	
	
	

	>Shared with PCH
	
	
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	

	>Not shared with PCH
	
	
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	

	>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	

	>>PICH Power
	M
	
	9.2.1.49A
	

	>>PICH Mode
	M
	
	9.2.2.26
	Number of PI per frame

	>>STTD Indicator
	M
	
	9.2.2.48
	


9.2.2.82
FACH Measurement Occasion Cycle Length Coefficient

	
	
	
	
	

	
	
	
	
	


Void
9.2.2.83
Priority Queue Information for Enhanced FACH/PCH

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	

	


Void
9.2.2.84
RACH Measurement Result

The RACH Measurement Result identifies which RACH measurement result is forwarded to Node B in Frame Protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RACH Measurement Result
	
	
	ENUMERATED (CPICH Ec/No, CPICH RSCP, Pathloss,...)
	


9.2.2.85
BCCH Specific HS-DSCH RNTI Information

The BCCH Specific HS-DSCH RNTI Information IE provides information for BCCH Transmission using HS-DSCH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	BCCH Specific HS-DSCH RNTI 
	M
	
	HS-DSCH-RNTI

9.2.1.31J
	

	HS-SCCH Power 
	M
	
	DL Power

9.2.1.21
	

	HS-PDSCH Power
	M
	
	DL Power

9.2.1.21
	


9.2.2.86
Enhanced FACH Capability

	
	
	
	
	

	
	
	
	
	


Void
9.2.2.87
Enhanced PCH Capability

	
	
	
	
	

	
	
	
	
	


Void
9.2.2.97
Common MAC Flows To Delete
The Common MAC Flows To Delete IE is used for the removal of Common MAC flows from a Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common MAC Flows To Delete
	
	1..<maxnoofCommonMACFlows>
	
	

	>Common MAC Flow ID
	M
	
	9.2.2.79
	


	Range Bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows


9.2.2.98
Paging MAC Flows To Delete
The Paging MAC Flows To Delete IE is used for the removal of Paging MAC flows from a Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flows To Delete
	
	1..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID
	M
	
	9.2.1.xx3
	


	Range Bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows


9.2.2.99
MAC-ehs Reset Timer

	
	
	
	
	

	
	
	
	
	


Void

9.2.2.100
E-AGCH Table Choice
The E-AGCH Table Choice IE indicates the choice of the E-AGCH table in[8].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-AGCH Table Choice
	M
	
	ENUMERATED (Table 16B, Table 16B-12, …)
	Table 16B indicates the Table 16B: Mapping of Absolute Grant Value in [8] and Table 16B-12 indicates the Table 16B.12: Alternative Mapping of Absolute Grant Value in [8].


9.2.2.101
Common E-DCH Capability

This parameter defines the Common E-DCH capability for a Local Cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH Capability
	
	
	ENUMERATED (Common E-DCH Capable, Common E-DCH non Capable)
	


9.2.2.102
E-AICH Capability

This parameter defines the Common E-DCH capability for a Local Cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-AICH Capability
	
	
	ENUMERATED (E-AICH Capable, E-AICH non Capable)
	


9.2.2.103
Common E-DCH System Information

The Common E-DCH System Information IE provides information for E-DCH configured for UE in Cell_FACH and Idle state.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH UL DPCH Information
	
	0..1
	
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	

	>DPC Mode
	O
	
	9.2.2.13C
	

	Common E-DCH E-DPCH Information
	
	0..1
	
	

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	

	>Puncture Limit
	M
	
	9.2.1.50
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	

	>E-TTI
	M
	
	9.2.2.13Di
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	

	Common E-DCH Information
	
	0..1
	
	

	>E-DCH Reference Power Offset
	O
	
	9.2.2.13Y
	

	>E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.85
	

	>Maximum E-DCH resource allocation for CCCH
	M
	
	ENUMERATED (8, 12, 16, 24, 32, 40, 80, 120,...)
	Interms of TTIs

	>Maximum period for collision resolution phase
	M
	
	INTEGER(8..24,...)
	Interms of TTIs

	>Maximum TB Sizes
	O
	
	9.2.2.106
	

	Common E-DCH HS-DSCH Information
	
	0..1
	
	

	>CQI Feedback Cycle k
	M
	
	9.2.2.21B
	

	>CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.4Cb
	

	>ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	

	>CQI Power Offset 
	M
	
	9.2.2.4Ca
	

	>ACK Power Offset
	M
	
	9.2.2.b
	

	>NACK Power Offset
	M
	
	9.2.2.23a
	

	>Measurement Power Offset
	M
	
	9.2.2.21C
	

	Common E-DCH Preamble Control Information
	
	0..1
	
	

	>Common E-DCH Preamble Signature
	M
	
	Preamble Signatures 9.2.2.31
	

	>E-AICH Indicator
	O
	
	BOOLEAN
	TRUE means E-AICH is in use. FALSE means E-AICH is not in use

	>Common E-DCH AICH Information
	
	0..1
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	

	>>AICH Transmission Timing
	M
	
	9.2.2.1
	

	>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	

	>>AICH Power
	M
	
	9.2.2.D
	

	>>STTD Indicator
	M
	
	9.2.2.48
	

	Common E-DCH F-DPCH Information
	
	0..1
	
	

	>F-DPCH slot format
	M
	
	9.2.2.93
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	

	Common E-DCH Resource Combination Information
	
	0..<maxnoofCommonEDCHs>
	
	

	>Soffset
	M
	
	INTEGER (0..9,...)
	

	>F-DPCH DL Code Number

	M
	
	FDD DL Channelisation Code Number
9.2.2.14
	

	>UL DPCH Scrambling Code
	M
	
	UL Scrambling Code
9.2.2.59
	

	>E-RGCH/E-HICH Channelisation Code
	M
	
	FDD DL Channelisation Code Number

9.2.2.14
	

	>E-RGCH Signature Sequence
	O
	
	INTEGER (0..maxnoofSigSeqE-RGHICH - 1)
	

	>E-HICH Signature Sequence
	M
	
	INTEGER (0..maxnoofSigSeqE-RGHICH - 1)
	

	UL Common MAC Flow

Specific Information
	
	0..<maxnoofCommonMACFlows>
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID

9.2.2.79
	

	>Transport Bearer Request Indicator
	M
	
	9.2.162A
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	> Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Payload CRC Presence Indicator
	M
	
	9.2.1.49
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	

	>Common E-DCH MAC-d Flow Specific Information
	M
	
	9.2.2.105
	


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback Cycle k IE is set to a value greater than 0.


	Range bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows

	maxnoofCommonEDCHs
	Maximum number of Common E-DCH Resource Combination for a cell


9.2.2.104
Common E-DCH System Information Response

The Common E-DCH System Information Response IE provides information for E-DCH configured for UE in Cell_FACH and Idle state that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL Common MAC Flow Specific Information Response
	
	1..<maxnoofEDCHMACFlows>
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID

9.2.2.79
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	Serving Grant Value
	M
	
	INTEGER (0..37,38)
	(0..37) indicates E-DCH serving grant index as defined in [32]; Index 38 is not allowed


	Range bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows


9.2.2.105
Common E-DCH MAC-d Flow Specific Information

The Common E-DCH MAC-d Flow Specific Information IE is used for the establishment or modity Common E-DCH MAC-d flows.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	

	>Common E-DCH MAC-d Flow ID
	M
	
	E-DCH MAC-d Flow ID 
9.2.1.74
	

	>Maximum Number Of Retransmissions For E-DCH
	M
	
	9.2.2.13Dk
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.13Dk
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.69
	

	>Common E-DCH Logical Channel information
	M
	1..<maxnooflogicalchannels>
	New
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	

	>>Maximum MAC-c PDU Size Extended
	M
	
	MAC PDU Size Extended

9.2.1.38C
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d Flows

	maxnooflogicalchannels
	Maximum number of logical channels


9.2.2.106
Maximum TB Sizes

The Maximum TB Sizes IE may be used by the sheduler in order to minimize the cell edge interference for cell edge users (and other users). 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Maximum TB Size cell edge users
	M
	
	INTEGER (0..5000,…)
	Unit: Bits

	Maximum TB Size other users
	M
	
	INTEGER (0..5000,…)
	Unit: Bits


9.2.2.107
Enhanced UE DRX Capability

	
	
	
	
	

	
	
	
	
	


Void
9.2.2.108
Enhanced UE DRX Information
The Enhanced UE DRX Information IE provides information for configuring the UE in Cell_FACH state to discontinuously receive HS-DSCH. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	T321
	M
	
	ENUMERATED (100, 200,  400, 800,…)
	Determines the time the UE waits until initiating DRX operation, in ms.

	HS-DSCH DRX cycleFACH
	M
	
	ENUMERATED (4, 8, 16, 32,…)
	Determines the length of the DRX Cycle during DRX operation, in frames

	HS-DSCH Rx burstFACH
	M
	
	ENUMERATED (2, 4, 8, 16,…)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames

	DRX Interruption by HS-DSCH data
	M
	
	ENUMERATED (DrxInterruptionConfigured, DrxInterruptionNotConfigured)
	


9.2.3
TDD specific Parameters
/* omitted */
9.2.3.x1
HS-DSCH Common System Information LCR
The HS-DSCH Common System Information LCR IE provides information for HS-DSCH configured for UE in Cell_FACH, Cell_PCH and URA_PCH and Information related to BCCH modification.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH Common Information LCR
	
	0..1
	
	

	>CCCH Priority Queue ID

	M
	
	Priority Queue ID
9.2.1.49C
	

	>SRB#1 Priority Queue ID

	M
	
	Priority Queue ID
9.2.1.49C
	

	>Associated Common MAC Flow LCR
	M
	
	Common MAC Flow ID LCR
9.2.3.x5
	The Common MAC Flow ID LCR shall be one of the flow IDs defined in the Common MAC Flow Specific Information of this IE or shall only refer to a Common MAC flow already existing in the old configuration.

	>FACH Measurement Occasion Cycle Length Coefficient
	O
	
	9.2.1.xx1
	

	>BCCH Specific HS-DSCH RNTI Information LCR
	O
	
	9.2.3.x18

	

	Common MAC Flow Specific Information LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	

	>Common MAC Flow ID LCR
	M
	
	9.2.3.x5
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Common MAC Flow Priority Queue Information LCR
	
	0..<maxnoofCommonMACQueues>
	
	

	>>Priority Queue Information for Enhanced FACH
	M
	
	Priority Queue Information for Enhanced FACH/PCH
9.2.1.xx7
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	Shouldn’t be contained if the MAC flow is setup in procedure.

Should be contained if the MAC flow is modified in procedure

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.

	Common H-RNTI Information
	
	0..<maxCommonHRNTI>
	
	

	>Common H-RNTI
	M
	
	HS-DSCH-RNTI

9.2.1.31J
	

	Sync Information
	
	0..1
	
	

	>T-sync
	M
	
	ENUMERATED (40, 80, 120, 160, 200, 300, 400, 500, …)
	Units of MS.

	>T-protect
	M
	
	ENUMERATED (40, 60, 80, 100, 120, 200, 400, …)
	Units of MS.

	>N-protect
	M
	
	INTEGER (0..7)
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
9.2.1.67A
	

	HS-SICH SIR Target
	O
	
	UL SIR
9.2.1.67A
	

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	


	Range bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows for 1.28Mcps TDD

	maxnoofCommonMACQueuesLCR
	Maximum number of Priority Queues for Common MAC Flow for 1.28Mcps TDD

	maxCommonHRNTI
	Maximum number of Common H-RNTI


9.2.3.x2
HS-DSCH Paging System Information LCR
The HS-DSCH Paging System Information LCR IE provides information for HS-DSCH configured for UE in Cell_PCH and URA_PCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flow Specific Information LCR
	
	0..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID
	M
	
	9.2.1.xx3
	

	>HSDPA Associated PICH Information LCR
	O
	
	9.2.3.x6
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>ToAWS
	O
	
	9.2.1.61
	

	>ToAWE
	O
	
	9.2.1.60
	

	>Paging MAC Flow Priority Queue Information LCR
	
	0..<maxnoofPagingMACQueues>
	
	

	>>Priority Queue Information for Enhanced PCH
	M
	
	Priority Queue Information for Enhanced FACH/PCH
9.2.1.xx7
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	Shouldn’t be contained if the MAC flow is setup in procedure.

Should be contained if the MAC flow is modified in procedure

	HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	

	HS-PDSCH Power
	O
	
	DL Power

9.2.1.21
	

	DTCH/DCCH Reception window size
	O
	
	INTEGER (1..16)
	

	NPCH
	O
	
	INTEGER (1..8)
	

	Paging Sub-Channel Size
	O
	
	INTEGER (1..3)
	number of frames for a Paging sub-channel

	Transport Block Size List
	
	0..<maxnoofHS-DSCHTBSsE-PCH>
	
	

	>Transport Block Size Index for Enhanced PCH
	M
	
	INTEGER (1..32)
	Index of the value range 1 to 32 of the MAC-ehs transport block size as specified in [32]


	Range bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows

	maxnoofPagingMACQueues
	Maximum number of Priority Queues for Paging MAC Flow

	maxnoofHS-DSCHTBSsE-PCH
	Maximum number of HS-DSCH Transport Block Sizes used for Enhanced PCH operation associated HS-SCCH less


9.2.3.x3
HS-DSCH Common System Information Response LCR
The HS-DSCH Common System Information Response LCR IE provides information for HS-DSCH configured for UE not in Cell_DCH that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-SCCH Specific Information Response LCR
	
	0..<maxNoOfHSSCCHsLCR>
	
	

	>HS SCCH ID LCR
	M
	
	9.2.3.x17
	

	HARQ Memory Partitioning 
	O
	
	9.2.1.102
	

	Common MAC Flow

Specific Information Response LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	

	>Common MAC Flow ID LCR
	M
	
	9.2.3.x5
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	>HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.31Ha
	


	Range Bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows for 1.28Mcps TDD

	maxNoOfHSSCCHsLCR
	Maximum number of HS-SCCH codes for 1.28Mcps TDD


9.2.3.x4
HS-DSCH Paging System Information Response LCR
The HS-DSCH Paging System Information Response LCR IE provides information for HS-DSCH configured for UE in Cell_PCH and URA_PCH that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flow Specific Information Response LCR
	
	0..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID
	M
	
	9.2.1.xx3
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	>HS-PDSCH DL Timeslot and Code Information LCR
	
	0..<maxnoofDLtsLCR >
	
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	

	>>Codes LCR
	
	1..<maxnoofHSPDSCHs>
	
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	


	Range bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows

	maxnoofDLtsLCR
	Maximum number of Downlink time slots in a cell for 1.28Mcps TDD

	maxnoofHSPDSCHs
	Maximum number of HS-PDSCHs in one time slot of a Cell for 1.28Mcps TDD


9.2.3.x5
Common MAC Flow ID LCR
The Common MAC Flow ID LCR IE is the unique identifier for one Common MAC flow.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common MAC Flow ID LCR
	
	
	INTEGER

(0..255)
	


9.2.3.x6
HSDPA Associated PICH Information LCR
The HSDPA Associated PICH Information LCR IE provides information for PICH used for Enhanced PCH operation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE HSDPA PICH
	
	
	
	

	>Shared with PCH
	
	
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	

	>Not shared with PCH LCR
	
	
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	

	>> TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	

	>> Time Slot LCR
	M
	
	9.2.3.24A
	

	>>Midamble Shift LCR

Offset
	M
	
	9.2.3.7A
	

	>>TDD Physical Channel offset
	M
	
	9.2.3.20
	

	>>Repetition Period
	M
	
	9.2.3.16
	

	>>Repetition Length
	M
	
	9.2.3.15
	

	>>Paging Indicator Length
	M
	
	9.2.3.8
	

	>>PICH Power
	M
	
	9.2.1.49A
	

	>> Second TDD Code LCR Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	

	>>TSTD Indicator
	O
	
	9.2.1.64
	


9.2.3.x7
Common MAC Flows To Delete LCR
The Common MAC Flows To Delete LCR IE is used for the removal of Common MAC flows from a Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common MAC Flows To Delete LCR
	
	1..<maxnoofCommonMACFlowsLCR>
	
	

	>Common MAC Flow ID LCR
	M
	
	9.2.3.x5
	


	Range Bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows for 1.28Mcps TDD


9.2.3.x8
Common E-DCH System Information LCR
The Common E-DCH System Information LCR IE provides information for E-DCH configured for UE in Cell_FACH and Idle state.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL Common MAC Flow Specific Information LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID LCR
9.2.3.x5
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Payload CRC Presence Indicator
	O
	
	9.2.1.49
	

	>Common E-DCH MAC-d Flow Specific Information LCR
	O
	
	9.2.3.x10
	

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.

	Common E-PUCH Information LCR
	O
	
	9.2.3.x12
	

	E-TFCS Information TDD
	O
	
	9.2.3.46
	

	Maximum Number of Retransmission for Scheduling Info LCR
	O
	
	Maximum Number of Retransmissions for E-DCH 
9.2.1.81
	

	E-DCH Retransmission timer for Scheduling Info LCR
	O
	
	E-DCH MAC-d Flow Retransmission Timer
9.2.3.61a
	


	Range bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows


9.2.3.x9
Common E-DCH System Information Response LCR
The Common E-DCH System Information Response LCR IE provides information for E-DCH configured for UE in Cell_FACH and Idle state that have been established or modified.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL Common MAC Flow Specific Information Response LCR
	
	0..<maxnoofEDCHMACFlowsLCR>
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID LCR
9.2.3.x5
	

	>Binding ID
	O
	
	9.2.1.4
	

	>Transport Layer Address
	O
	
	9.2.1.63
	

	E-AGCH Specific Information Response TDD
	
	0..<maxNoofEAGCHsLCR> 
	
	

	>E-AGCH ID TDD
	M
	
	9.2.3.51
	

	E-HICH Specific Information Response 1.28Mcps TDD 
	
	0..<maxNoOfEHICHsLCR>
	
	1.28Mcps TDD only

	>EI
	M
	
	INTEGER (0..3)
	E-HICH indication which is used to indicate UE on which E-HICH the feedback info is carried.

	>E-HICH ID TDD LCR
	M
	
	9.2.3.51a
	

	CCCH E-RNTI Information LCR
	O
	
	9.2.3.x13
	


	Range bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows

	maxNoofEAGCHsLCR
	Maximum number of E-AGCHs in a Cell

	maxNoOfEHICHsLCR
	Maximum number of E-HICHs in a Cell


9.2.3.x10
Common E-DCH MAC-d Flow Specific Information LCR
The Common E-DCH MAC-d Flow Specific Information LCR IE is used for the establishment or modity Common E-DCH MAC-d flows.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH MAC-d Flow Specific Information LCR
	
	1..<maxnoofEDCHMACdFlowsLCR>
	
	

	>Common E-DCH MAC-d Flow ID
	M
	
	9.2.3.xx17
	

	>Maximum Number Of Retransmissions For E-DCH
	O
	
	9.2.1.81
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.69
	

	>Common E-DCH Logical Channel information
	O
	1..<maxnooflogicalchannels>
	
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	

	>>Maximum MAC-c PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	

	>E-DCH HARQ Power Offset TDD
	O
	
	9.2.3.61
	

	>E-DCH MAC-d Flow Retransmission Timer
	O
	
	9.2.3.61a
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlowsLCR
	Maximum number of E-DCH MAC-d Flows for 1.28Mcps TDD

	maxnooflogicalchannels
	Maximum number of logical channels


9.2.3.x11
Enhanced UE DRX Information LCR
The Enhanced UE DRX Information LCR IE provides information for configuring the UE in Cell_FACH state to discontinuously reception for 1.28Mcps TDD. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	T321
	M
	
	ENUMERATED (100, 200,  400, 800,…)
	Determines the time the UE waits until initiating DRX operation, in ms.

	HS-DSCH DRX cycleFACH
	M
	
	ENUMERATED (4, 8, 16, 32,…)
	Determines the length of the DRX Cycle during DRX operation, in frames

	HS-DSCH Rx burstFACH
	M
	
	ENUMERATED (2, 4, 8, 16,…)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames


9.2.3.x12
Common E-PUCH Information LCR

The Common E-PUCH Information LCR IE provides parameters to configure the E-PUCH physical channel for 1.28Mcps TDD. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Minimum code rate
	M
	
	INTEGER (0..63)


	Unit: -

Range: 0.055 ..1

Step: 0.015 

	Maximum code rate
	M
	
	INTEGER (0..63)


	Unit: -

Range: 0.055 ..1

Step: 0.015 

	HARQ Info for E-DCH
	M
	
	ENUMERATED (rv0, rvtable)


	 “rv0”  indicates that  the UE will only use E_DCH RV index 0.

“rvtable” indicates that  the UE will use an RSN based RV index as specified in [8]

	PRXdes_base per UARFCN
	
	0..<maxFrequencyinCell>
	
	

	>PRXdes_base
	M
	
	INTEGER 

(-112..-50)
	dBm. Reference Desired RX power level for E-PUCH.

Reference to Pe-base in [21] 

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.

	E-PUCH TPC Step Size 
	O
	
	TDD TPC UL Step Size

9.2.3.21a
	

	E-AGCH TPC Step Size
	O
	
	TDD TPC DL Step Size

9.2.3.21
	

	E-PUCH Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes.

Reference to E-PUCH Power Control for 1.28Mcps TDD in [21]. If it is not present, UE shall deem it to be infinite in which case closed loop power control shall always be used.


	Range bound
	Explanation

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


9.2.3.x13
Common E-RNTI Information LCR
The Common E-RNTI Information LCR IE provides parameters to configure the common E-RNTI used in enhanced CELL_FACH and Idle mode. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-RNTI Information LCR
	
	1..<maxnoofERUCCHsLCR>
	
	

	>Starting E-RNTI
	M
	
	9.2.1.75
	

	>Number of group
	M
	
	INTEGER (1..32)
	

	>Number of E-RNTI per group
	M
	
	INTEGER (1..7)
	


	Range bound
	Explanation

	maxnoofERUCCHsLCR
	Maximum number of E-RUCCH that can be defined in a Cell


9.2.3.x14
Paging MAC Flows To Delete LCR
The Paging MAC Flows To Delete LCR IE is used for the removal of Paging MAC flows from a Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging MAC Flows To Delete LCR
	
	1..<maxnoofPagingMACFlow>
	
	

	>Paging MAC Flow ID
	M
	
	9.2.1.xx3
	


	Range Bound
	Explanation

	maxnoofPagingMACFlow
	Maximum number of Paging MAC Flows


9.2.3.x15
Common E-DCH MAC-d Flows To Delete LCR
The Common E-DCH MAC-d Flows To Delete LCR IE is used for the removal of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH MAC-d Flows To Delete
	
	1..<maxnoofCommonEDCHMACdFlowsLCR>
	
	

	>Common E-DCH MAC-d Flow ID LCR
	M
	
	9.2.3.x16
	


	Range Bound
	Explanation

	maxnoofCommonEDCHMACdFlowsLCR
	Maximum number of common E-DCH MAC-d flows


9.2.3.x16
Common E-DCH MAC-d Flow ID LCR
The Common E-DCH MAC-d Flow ID LCR IE is the unique identifier for one MAC-d flow on E-DCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH MAC-d Flow ID LCR
	
	
	INTEGER

(0..255)
	


9.2.3.x17
HS-SCCH ID LCR

The HS-SCCH ID identifies unambiguously a HS-SCCH and its paired HS-SICH within the set of HS-SCCHs for 1.28Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS SCCH ID LCR
	
	
	INTEGER (0..255)
	


9.2.3.x18
BCCH Specific HS-DSCH RNTI Information LCR
The BCCH Specific HS-DSCH RNTI Information IE provides information for BCCH Transmission using HS-DSCH for 1.28Mcps TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	BCCH Specific HS-DSCH RNTI 
	M
	
	HS-DSCH-RNTI

9.2.1.31J
	

	HS-SCCH Power 
	M
	
	DL Power

9.2.1.21
	

	HS-PDSCH Power
	M
	
	DL Power

9.2.1.21
	


9.3
Message and Information Element Abstract Syntax (with ASN.1)

/* omitted */
9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditFailure,

AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,

CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


InformationExchangeInitiationRequest,


InformationExchangeInitiationResponse,


InformationExchangeInitiationFailure,


InformationReport,


InformationExchangeTerminationRequest,


InformationExchangeFailureIndication,

BearerRearrangementIndication,

ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


ResetRequest,


ResetResponse,

RadioLinkActivationCommandFDD,


RadioLinkActivationCommandTDD,

RadioLinkPreemptionRequiredIndication,

RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkParameterUpdateIndicationFDD,


RadioLinkParameterUpdateIndicationTDD,

RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,

DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModeCommand,


ErrorIndication,


PrivateMessage,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationRequestFDD,

PhysicalSharedChannelReconfigurationResponse,


PhysicalSharedChannelReconfigurationFailure,


CellSynchronisationInitiationRequestTDD,


CellSynchronisationInitiationResponseTDD,


CellSynchronisationInitiationFailureTDD,


CellSynchronisationReconfigurationRequestTDD,


CellSynchronisationReconfigurationResponseTDD,


CellSynchronisationReconfigurationFailureTDD,


CellSynchronisationAdjustmentRequestTDD,


CellSynchronisationAdjustmentResponseTDD,


CellSynchronisationAdjustmentFailureTDD,


CellSynchronisationReportTDD,


CellSynchronisationTerminationRequestTDD,


CellSynchronisationFailureIndicationTDD,


MBMSNotificationUpdateCommand,


UEStatusUpdateCommand
FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-cellSynchronisationInitiation,


id-cellSynchronisationReconfiguration,


id-cellSynchronisationReporting,


id-cellSynchronisationTermination,


id-cellSynchronisationFailure,

id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDelete,


id-commonTransportChannelReconfigure,

id-commonTransportChannelSetup,


id-compressedModeCommand,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-downlinkPowerControl,


id-downlinkPowerTimeslotControl,

id-errorIndicationForDedicated,


id-errorIndicationForCommon,

id-informationExchangeFailure,

    id-informationExchangeInitiation,

    id-informationReporting,

    id-informationExchangeTermination,

id-BearerRearrangement,

id-mBMSNotificationUpdate,


id-physicalSharedChannelReconfiguration,

id-privateMessageForDedicated,


id-privateMessageForCommon,

id-radioLinkActivation,

id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkParameterUpdate,

id-radioLinkPreemption,

id-radioLinkRestoration,


id-radioLinkSetup,


id-reset,

id-resourceStatusIndication,


id-cellSynchronisationAdjustment,

id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unSynchronisedRadioLinkReconfiguration,


id-uEStatusUpdate
FROM NBAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage




,


&SuccessfulOutcome




OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome






OPTIONAL,


&messageDiscriminator



MessageDiscriminator,


&procedureID





ProcedureID 
UNIQUE,


&criticality





Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE




&InitiatingMessage


[SUCCESSFUL OUTCOME




&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME



&UnsuccessfulOutcome]


[OUTCOME






&Outcome]


MESSAGE DISCRIMINATOR



&messageDiscriminator


PROCEDURE ID





&procedureID


[CRITICALITY





&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

NBAP-PDU ::= CHOICE {


initiatingMessage

InitiatingMessage,


succesfulOutcome

SuccessfulOutcome,


unsuccesfulOutcome

UnsuccessfulOutcome,


outcome




Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&InitiatingMessage({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

SuccessfulOutcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),

 
transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

Outcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&Outcome
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

-- **************************************************************

--
-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


cellSetupFDD









|


cellSetupTDD









|


cellReconfigurationFDD







|


cellReconfigurationTDD







|


cellDeletion









|


commonTransportChannelSetupFDD





|


commonTransportChannelSetupTDD





|


commonTransportChannelReconfigureFDD



|


commonTransportChannelReconfigureTDD



|


commonTransportChannelDelete





|


audit











|


blockResource









|


radioLinkSetupFDD








|


radioLinkSetupTDD








|


systemInformationUpdate







|


commonMeasurementInitiation






|


radioLinkAdditionFDD







|

radioLinkAdditionTDD







|


radioLinkDeletion








|


reset











|

synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


dedicatedMeasurementInitiation





|


physicalSharedChannelReconfigurationTDD



,


...,


informationExchangeInitiation





|


cellSynchronisationInitiationTDD




|


cellSynchronisationReconfigurationTDD



|


cellSynchronisationAdjustmentTDD




|


physicalSharedChannelReconfigurationFDD
}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|


auditRequired









|

commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|

radioLinkPreemption








|

radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|

downlinkPowerTimeslotControl





|

compressedModeCommand







|


unblockResource









|


errorIndicationForDedicated






|


errorIndicationForCommon






|

privateMessageForDedicated






|


privateMessageForCommon







,

...,


informationReporting







|


informationExchangeTermination





|


informationExchangeFailure






|


cellSynchronisationReportingTDD





|


cellSynchronisationTerminationTDD




|


cellSynchronisationFailureTDD





|


bearerRearrangement








|


radioLinkActivationFDD







|


radioLinkActivationTDD







|


radioLinkParameterUpdateFDD






|


radioLinkParameterUpdateTDD






|


mBMSNotificationUpdate







|


uEStatusUpdate
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 1

-- *** CellSetup (FDD) ***

cellSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestFDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CellSetup (TDD) ***

cellSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestTDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CellReconfiguration(FDD) ***

cellReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CellReconfiguration(TDD) ***

cellReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration,
ddMode tdd } 


CRITICALITY 


reject

}

-- *** CellDeletion ***

cellDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellDeletionRequest


SUCCESSFUL OUTCOME

CellDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellDeletion, ddMode common } 


CRITICALITY 


reject

}
-- *** CommonTransportChannelSetup (FDD) ***

commonTransportChannelSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelSetup (TDD) ***

commonTransportChannelSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelReconfigure (FDD) ***

commonTransportChannelReconfigureFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelReconfigure (TDD) ***

commonTransportChannelReconfigureTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelDelete ***

commonTransportChannelDelete NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelDeletionRequest


SUCCESSFUL OUTCOME

CommonTransportChannelDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelDelete, ddMode common } 


CRITICALITY 


reject

}

-- *** Audit ***

audit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequest


SUCCESSFUL OUTCOME

AuditResponse


UNSUCCESSFUL OUTCOME
AuditFailure

MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-audit, ddMode common } 


CRITICALITY 


reject

}

-- *** BlockResourceRequest ***

blockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BlockResourceRequest


SUCCESSFUL OUTCOME

BlockResourceResponse


UNSUCCESSFUL OUTCOME
BlockResourceFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-blockResource, ddMode common } 


CRITICALITY 


reject

}

-- *** RadioLinkSetup (FDD) ***

radioLinkSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** RadioLinkSetup (TDD) ***

radioLinkSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** SystemInformationUpdate ***

systemInformationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SystemInformationUpdateRequest


SUCCESSFUL OUTCOME

SystemInformationUpdateResponse


UNSUCCESSFUL OUTCOME
SystemInformationUpdateFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-systemInformationUpdate, ddMode common } 


CRITICALITY 


reject

}

-- *** Reset ***
reset NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest


SUCCESSFUL OUTCOME

ResetResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-reset, ddMode common } 


CRITICALITY 


reject

}
-- *** CommonMeasurementInitiation ***

commonMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME

CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementInitiation,
ddMode common } 


CRITICALITY 


reject

}

-- *** RadioLinkAddition (FDD) ***

radioLinkAdditionFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode fdd } 


CRITICALITY 


reject

}

-- *** RadioLinkAddition (TDD) ***

radioLinkAdditionTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode tdd } 


CRITICALITY 


reject

}

-- *** RadioLinkDeletion
***

radioLinkDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkDeletionRequest


SUCCESSFUL OUTCOME

RadioLinkDeletionResponse


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY 


reject

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (FDD) ***

synchronisedRadioLinkReconfigurationPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode fdd } 


CRITICALITY 


reject

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (TDD) ***

synchronisedRadioLinkReconfigurationPreparationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode tdd } 


CRITICALITY 


reject

}

-- *** UnSynchronisedRadioLinkReconfiguration (FDD) ***

unSynchronisedRadioLinkReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd } 


CRITICALITY 


reject

}

-- *** UnSynchronisedRadioLinkReconfiguration (TDD) ***

unSynchronisedRadioLinkReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd } 


CRITICALITY 


reject

}

-- *** DedicatedMeasurementInitiation  ***

dedicatedMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME

DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementInitiation, ddMode common }


CRITICALITY 


reject

}

-- *** PhysicalSharedChannelReconfiguration (FDD) ***

physicalSharedChannelReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalSharedChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-physicalSharedChannelReconfiguration, ddMode fdd } 


CRITICALITY 

reject

}
-- *** PhysicalSharedChannelReconfiguration (TDD) ***

physicalSharedChannelReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalSharedChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationResponse

UNSUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationFailure

MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-physicalSharedChannelReconfiguration, ddMode tdd } 


CRITICALITY 

reject

}
-- *** InformationExchangeInitiation ***

informationExchangeInitiation NBAP-ELEMENTARY-PROCEDURE ::= {

    INITIATING MESSAGE

InformationExchangeInitiationRequest


SUCCESSFUL OUTCOME

InformationExchangeInitiationResponse


UNSUCCESSFUL OUTCOME
InformationExchangeInitiationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-informationExchangeInitiation,
ddMode common } 


CRITICALITY 


reject

}
-- *** CellSynchronisationInitiation (TDD only) ***

cellSynchronisationInitiationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellSynchronisationInitiationRequestTDD


SUCCESSFUL OUTCOME
CellSynchronisationInitiationResponseTDD


UNSUCCESSFUL OUTCOME
CellSynchronisationInitiationFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellSynchronisationInitiation, ddMode tdd } 


CRITICALITY 

reject

}
-- *** CellSynchronisationReconfiguration (TDD only) ***

cellSynchronisationReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellSynchronisationReconfigurationRequestTDD


SUCCESSFUL OUTCOME
CellSynchronisationReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
CellSynchronisationReconfigurationFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellSynchronisationReconfiguration, ddMode tdd } 


CRITICALITY 

reject

}

-- *** CellSynchronisationAdjustment (TDD only) ***

cellSynchronisationAdjustmentTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellSynchronisationAdjustmentRequestTDD


SUCCESSFUL OUTCOME
CellSynchronisationAdjustmentResponseTDD


UNSUCCESSFUL OUTCOME
CellSynchronisationAdjustmentFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellSynchronisationAdjustment, ddMode tdd } 


CRITICALITY 

reject

}
-- Class 2

-- *** ResourceStatusIndication ***

resourceStatusIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-resourceStatusIndication, ddMode common } 


CRITICALITY 


ignore

}

-- *** AuditRequired ***

auditRequired NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequiredIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-auditRequired, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementReport ***

commonMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementReport


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementReport, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementTermination ***

commonMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementTermination, ddMode common } 


CRITICALITY 


ignore

}

-- *** CommonMeasurementFailure ***

commonMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementFailureIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementFailure, ddMode common } 


CRITICALITY 


ignore

}
-- *** SynchronisedRadioLinkReconfigurationCommit ***

synchronisedRadioLinkReconfigurationCommit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCommit


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common } 


CRITICALITY 


ignore

}

-- *** SynchronisedRadioReconfigurationCancellation ***

synchronisedRadioLinkReconfigurationCancellation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCancel


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common } 


CRITICALITY 


ignore

}
-- *** RadioLinkFailure ***

radioLinkFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** RadioLinkPreemption ***

radioLinkPreemption NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkPreemptionRequiredIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID

{ procedureCode id-radioLinkPreemption, ddMode common }


CRITICALITY

ignore

}
-- *** RadioLinkRestoration ***

radioLinkRestoration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkRestoreIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY 


ignore

}
-- *** DedicatedMeasurementReport ***

dedicatedMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementReport


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementReport, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementTermination  ***

dedicatedMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementTermination, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementFailure ***

dedicatedMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** DLPowerControl (FDD only) ***

downlinkPowerControlFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DL-PowerControlRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY 


ignore

}

-- *** DLPowerTimeslotControl (TDD only) ***

downlinkPowerTimeslotControl NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DL-PowerTimeslotControlRequest

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-downlinkPowerTimeslotControl, ddMode tdd }


CRITICALITY 


ignore

}
-- *** CompressedModeCommand (FDD only) ***

compressedModeCommand NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CompressedModeCommand


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-compressedModeCommand, ddMode fdd }


CRITICALITY 


ignore

}

-- *** UnblockResourceIndication ***

unblockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UnblockResourceIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-unblockResource, ddMode common } 


CRITICALITY 


ignore

}
-- *** ErrorIndication for Dedicated procedures ***

errorIndicationForDedicated NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode
id-errorIndicationForDedicated, ddMode common }


CRITICALITY 


ignore

}

-- *** ErrorIndication for Common procedures ***

errorIndicationForCommon NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode
id-errorIndicationForCommon, ddMode common }


CRITICALITY 


ignore

}
-- *** CellSynchronisationReporting (TDD only) ***

cellSynchronisationReportingTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSynchronisationReportTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode
id-cellSynchronisationReporting, ddMode tdd }


CRITICALITY 


ignore

}

-- *** CellSynchronisationTermination (TDD only) ***

cellSynchronisationTerminationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSynchronisationTerminationRequestTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode
id-cellSynchronisationTermination, ddMode tdd }


CRITICALITY 


ignore

}
-- *** CellSynchronisationFailure (TDD only) ***

cellSynchronisationFailureTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSynchronisationFailureIndicationTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode
id-cellSynchronisationFailure, ddMode tdd }


CRITICALITY 


ignore

}
-- *** PrivateMessage for Dedicated procedures ***

privateMessageForDedicated NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode
id-privateMessageForDedicated, ddMode common }


CRITICALITY



ignore

}

-- *** PrivateMessage for Common procedures ***

privateMessageForCommon NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
common


PROCEDURE ID


{ procedureCode
id-privateMessageForCommon, ddMode common }


CRITICALITY



ignore

}
-- *** InformationReporting ***

informationReporting NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationReport


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-informationReporting, ddMode common } 


CRITICALITY 


ignore

}
-- *** InformationExchangeTermination ***

informationExchangeTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationExchangeTerminationRequest


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-informationExchangeTermination, ddMode common } 


CRITICALITY 


ignore

}

-- *** InformationExchangeFailure ***

informationExchangeFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InformationExchangeFailureIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-informationExchangeFailure, ddMode common } 


CRITICALITY 


ignore

}
-- *** BearerRearrangement ***

bearerRearrangement NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BearerRearrangementIndication

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-BearerRearrangement, ddMode common }


CRITICALITY 


ignore

}
-- *** RadioLinkActivation (FDD) ***

radioLinkActivationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkActivationCommandFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode id-radioLinkActivation, ddMode fdd }


CRITICALITY



ignore

}
-- *** RadioLinkActivation (TDD) ***

radioLinkActivationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkActivationCommandTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode id-radioLinkActivation, ddMode tdd }


CRITICALITY



ignore

}
-- *** RadioLinkParameterUpdate (FDD) ***

radioLinkParameterUpdateFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkParameterUpdateIndicationFDD

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkParameterUpdate, ddMode fdd }


CRITICALITY 


ignore

}

-- *** RadioLinkParameterUpdate (TDD) ***

radioLinkParameterUpdateTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkParameterUpdateIndicationTDD

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkParameterUpdate, ddMode tdd }


CRITICALITY 


ignore

}
-- *** MBMSNotificationUpdate ***

mBMSNotificationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MBMSNotificationUpdateCommand


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-mBMSNotificationUpdate, ddMode common }


CRITICALITY 


ignore

}
-- *** UEStatusUpdate  ***

uEStatusUpdateFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEStatusUpdateCommand

MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-uEStatusUpdate, ddMode fdd }


CRITICALITY 


ignore

}
END

9.3.3
PDU Definitions
-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AddorDeleteIndicator,


AICH-Power,

AICH-TransmissionTiming,

AllocationRetentionPriority,

AlternativeFormatReportingIndicator,

AvailabilityStatus,


BCCH-ModificationTime,

BindingID,


BlockingPriorityIndicator,


BroadcastReference,

SCTD-Indicator,


Cause,

CCTrCH-ID,

Cell-ERNTI-Status-Information,

CellParameterID,


CellPortionID,


CellSyncBurstCode,


CellSyncBurstCodeShift,


CellSyncBurstRepetitionPeriod,


CellSyncBurstSIR,


CellSyncBurstTiming,


CellSyncBurstTimingThreshold,

CFN,


ChipOffset,


C-ID,

Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag,

Common-MACFlows-to-DeleteFDD,

CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,


CommonPhysicalChannelID,


CommonPhysicalChannelID768,

Common-EDCH-Capability,

Common-EDCH-System-InformationFDD,

Common-EDCH-System-Information-ResponseFDD,

Common-PhysicalChannel-Status-Information,

Common-PhysicalChannel-Status-Information768,


Common-TransportChannel-Status-Information,


CommonTransportChannelID,

CommonTransportChannel-InformationResponse,


CommunicationControlPortID,

ConfigurationGenerationID,


ConstantValue,


ContinuousPacketConnectivityDTX-DRX-Capability,


ContinuousPacketConnectivityDTX-DRX-Information,


ContinuousPacketConnectivityHS-SCCH-less-Capability,


ContinuousPacketConnectivityHS-SCCH-less-Information,


ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


CPC-Information,

CriticalityDiagnostics,


CRNC-CommunicationContextID,

CSBMeasurementID,


CSBTransmissionID,

DCH-FDD-Information,

DCH-Indicator-For-E-DCH-HSDPA-Operation,

DCH-InformationResponse,


DCH-ID,

FDD-DCHs-to-Modify,


TDD-DCHs-to-Modify,


DCH-TDD-Information,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,

DedicatedMeasurementValueInformation,


DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,

DL-DPCH-SlotFormat,


DL-DPCH-TimingAdjustment,

DL-or-Global-CapacityCredit,

DL-Power,


DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,

DLPowerAveragingWindowSize,

DL-PowerBalancing-UpdatedIndicator,

DL-ScramblingCode,


DL-TimeslotISCP,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,


DL-TimeslotISCPInfo,


DL-TimeslotISCPInfoLCR,


DL-TPC-Pattern01Count,

DPC-Mode,

DPCH-ID,


DPCH-ID768,


DSCH-ID,

DSCH-InformationResponse,


DSCH-TDD-Information,


DwPCH-Power,

E-AGCH-FDD-Code-Information,

E-AICH-Capability,

E-DCH-Capability,


E-DCHCapacityConsumptionLaw,

E-DCH-TTI2ms-Capability,

E-DCH-SF-Capability,

E-DCH-HARQ-Combining-Capability,


E-DCH-FDD-DL-Control-Channel-Information,

E-DCH-FDD-Information,


E-DCH-FDD-Information-Response,


E-DCH-FDD-Information-to-Modify,

E-DCH-FDD-Update-Information,

E-DCH-MACdFlow-ID,

E-DCH-MACdFlows-Information,


E-DCH-MACdFlows-to-Delete,


E-DCH-MACdPDU-SizeCapability,

E-DCH-RL-Indication,


E-DCH-Serving-Cell-Change-Info-Response,

E-DPCCH-PO,

E-RGCH-E-HICH-FDD-Code-Information,


E-RGCH-2-IndexStepThreshold,


E-RGCH-3-IndexStepThreshold,


End-Of-Audit-Sequence-Indicator,

Enhanced-FACH-Capability,


Enhanced-PCH-Capability,

Enhanced-UE-DRX-Capability,

Enhanced-UE-DRX-InformationFDD,

E-TFCS-Information,


E-TTI,


ExtendedPropagationDelay,

Fast-Reconfiguration-Mode,

Fast-Reconfiguration-Permission,


FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,


FDD-S-CCPCH-FrameOffset,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

F-DPCH-Capability,

F-DPCH-SlotFormat,

F-DPCH-SlotFormatCapability,

FirstRLS-Indicator,

FNReportingIndicator,

FPACH-Power,

FrameAdjustmentValue,

FrameHandlingPriority,


FrameOffset,


HARQ-Info-for-E-DCH,


HSDPA-Capability,


HSDSCH-Common-System-InformationFDD,

HSDSCH-Common-System-Information-ResponseFDD,


HSDSCH-Configured-Indicator,

HSDSCH-Paging-System-InformationFDD,

HSDSCH-Paging-System-Information-ResponseFDD,

HS-DSCH-Serving-Cell-Change-Info,

HS-DSCH-Serving-Cell-Change-Info-Response,


HSDSCH-MACdPDU-SizeCapability,

HS-PDSCH-FDD-Code-Information,


HS-SCCH-ID,

HS-SCCH-FDD-Code-Information,


HS-SICH-ID,


IB-OC-ID,

IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,


IB-Type,

InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,

IPDL-FDD-Parameters,


IPDL-TDD-Parameters,


IPDL-Indicator,

IPDL-TDD-Parameters-LCR,

IPMulticastIndication,


LimitedPowerIncrease,

Local-Cell-ID,


MaximumDL-PowerCapability,


Maximum-Target-ReceivedTotalWideBandPower,

MaximumTransmissionPower,


MaxNrOfUL-DPDCHs,


Max-Set-E-DPDCHs,


MaxPRACH-MidambleShifts,


Max-UE-DTX-Cycle,

MBMS-Capability,

MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,

MICH-CFN,


MICH-Mode,

MidambleAllocationMode,

MidambleShiftAndBurstType,

MidambleShiftAndBurstType768,


MidambleShiftLCR,

MinimumDL-PowerCapability,

MinSpreadingFactor,


MIMO-Capability,


MIMO-PilotConfiguration,

MinUL-ChannelisationCodeLength,


Modification-Period,


MultiplexingPosition,

NCyclesPerSFNperiod,

NRepetitionsPerCyclePeriod,

N-INSYNC-IND,


N-OUTSYNC-IND,

NeighbouringCellMeasurementInformation,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NI-Information,


NodeB-CommunicationContextID,


NotificationIndicatorLength,


NumberOfReportedCellPortions,


NSubCyclesPerCyclePeriod,

PagingIndicatorLength,

Paging-MACFlows-to-DeleteFDD,

PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PDSCHSet-ID,

PDSCH-ID,


PDSCH-ID768,

PICH-Mode,

PICH-Power,


PLCCHinformation,

PowerAdjustmentType,

PowerOffset,


PowerRaiseLimit,

PRACH-Midamble,

PreambleSignatures,


PreambleThreshold,

PredictedSFNSFNDeviationLimit,

PredictedTUTRANGPSDeviationLimit,

PrimaryCPICH-Power,


Primary-CPICH-Usage-for-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,


SCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,

PUSCH-ID,

QE-Selector,


RACH-SlotFormat,


RACH-SubChannelNumbers,

Reference-ReceivedTotalWideBandPower,

Reference-ReceivedTotalWideBandPowerReporting,


Reference-ReceivedTotalWideBandPowerSupportIndicator,

Maximum-Target-ReceivedTotalWideBandPower-LCR,


ReferenceClockAvailability,


ReferenceSFNoffset,

RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,

RequestedDataValue,


RequestedDataValueInformation,

ResourceOperationalState,


RL-Set-ID,


RL-ID,

RL-Specific-DCH-Info,


RL-Specific-E-DCH-Info,

Received-total-wide-band-power-Value,

AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,

RNC-ID,

ScramblingCodeNumber,


Secondary-CPICH-Information-Change,

SecondaryCCPCH-SlotFormat,

Segment-Type,

Serving-E-DCH-RL-ID,

SixteenQAM-UL-Capability,


SixtyfourQAM-DL-Capability,

SFN,

SFNSFNChangeLimit,

SFNSFNDriftRate,


SFNSFNDriftRateQuality,


SFNSFNQuality,


ShutdownTimer,

SIB-Originator,


SpecialBurstScheduling,

SignallingBearerRequestIndicator,

Start-Of-Audit-Sequence-Indicator,

STTD-Indicator,


SSDT-SupportIndicator,


SyncCase,


SYNCDlCodeId,

SyncFrameNumber,


SynchronisationReportCharacteristics,


SynchronisationReportType,

Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio,

T-Cell,

T-RLFAILURE,

TDD-ChannelisationCode,


TDD-ChannelisationCodeLCR,


TDD-ChannelisationCode768,


TDD-DL-Code-LCR-Information,

TDD-DPCHOffset,

TDD-TPC-DownlinkStepSize,


TDD-PhysicalChannelOffset,

TDD-UL-Code-LCR-Information,

TFCI-Coding,

TFCI-Presence,


TFCI-SignallingMode,


TFCS,

TimeSlot,


TimeSlotLCR,

TimeSlotDirection,


TimeSlotStatus,


TimingAdjustmentValue,

TimingAdvanceApplied,


TnlQos,

ToAWE,


ToAWS,

TransmissionDiversityApplied,


TransmitDiversityIndicator,

TransmissionGapPatternSequenceCodeInformation,


Transmission-Gap-Pattern-Sequence-Information,


TransportBearerRequestIndicator,

TransportFormatSet,

TransportLayerAddress,


TSTD-Indicator,

TUTRANGPS,


TUTRANGPSChangeLimit,


TUTRANGPSDriftRate,


TUTRANGPSDriftRateQuality,


TUTRANGPSQuality,

UARFCN,


UC-Id,

USCH-Information,
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id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,

id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-UL-DPDCH-Indicator-For-E-DCH-Operation,


id-Unsuccessful-cell-InformationRespItem-SyncAdjustmntFailureTDD,

id-Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD,


id-Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD,

id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-Information-Add,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-InformationResponse,

id-USCH-Information,


id-USCH-RearrangeList-Bearer-RearrangeInd,

id-DL-DPCH-LCR-Information-RL-SetupRqstTDD,


id-DwPCH-LCR-Information
,


id-DwPCH-LCR-InformationList-AuditRsp,


id-DwPCH-LCR-Information-Cell-SetupRqstTDD,


id-DwPCH-LCR-Information-Cell-ReconfRqstTDD,


id-DwPCH-LCR-Information-ResourceStatusInd,


id-maxFACH-Power-LCR-CTCH-SetupRqstTDD,


id-maxFACH-Power-LCR-CTCH-ReconfRqstTDD,


id-FPACH-LCR-Information,


id-FPACH-LCR-Information-AuditRsp,


id-FPACH-LCR-InformationList-AuditRsp,


id-FPACH-LCR-InformationList-ResourceStatusInd,


id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD, 


id-FPACH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-PCCPCH-LCR-Information-Cell-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-ReconfRqstTDD,


id-PICH-LCR-Parameters-CTCH-SetupRqstTDD,


id-PRACH-LCR-ParametersList-CTCH-SetupRqstTDD, 


id-RL-InformationResponse-LCR-RL-SetupRspTDD
,


id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD,


id-TimeSlot,


id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD,


id-TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD,


id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD,


id-TimeSlotLCR-CM-Rqst,


id-UL-DPCH-LCR-Information-RL-SetupRqstTDD,

id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD,


id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD,


id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD,


id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-LCR-InformationModify-AddList,


id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD,


id-UL-SIRTarget,

id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,

id-PUSCH-Info-DM-Rqst,


id-PUSCH-Info-DM-Rsp,


id-PUSCH-Info-DM-Rprt,


id-RL-InformationResponse-LCR-RL-AdditionRspTDD,

id-IPDLParameter-Information-LCR-Cell-SetupRqstTDD,


id-IPDLParameter-Information-LCR-Cell-ReconfRqstTDD,

id-HS-PDSCH-HS-SCCH-E-AGCH-E-RGCH-E-HICH-MaxPower-PSCH-ReconfRqst,


id-HS-PDSCH-HS-SCCH-ScramblingCode-PSCH-ReconfRqst,


id-HS-PDSCH-FDD-Code-Information-PSCH-ReconfRqst,


id-HS-SCCH-FDD-Code-Information-PSCH-ReconfRqst,


id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst,


id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,


id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,


id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,

id-SYNCDlCodeId-TransInitLCR-CellSyncInitiationRqstTDD,


id-SYNCDlCodeId-MeasureInitLCR-CellSyncInitiationRqstTDD,


id-SYNCDlCodeIdTransReconfInfoLCR-CellSyncReconfRqstTDD,


id-SYNCDlCodeIdMeasReconfigurationLCR-CellSyncReconfRqstTDD,


id-SYNCDlCodeIdMeasInfoList-CellSyncReconfRqstTDD,


id-SyncDLCodeIdsMeasInfoList-CellSyncReprtTDD,


id-NSubCyclesPerCyclePeriod-CellSyncReconfRqstTDD,


id-DwPCH-Power,

id-AccumulatedClockupdate-CellSyncReprtTDD,


id-HSDPA-Capability,


id-HSDSCH-FDD-Information,


id-HSDSCH-Common-System-InformationFDD,

id-HSDSCH-Common-System-Information-ResponseFDD,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,


id-HSDSCH-Paging-System-InformationFDD,

id-HSDSCH-Paging-System-Information-ResponseFDD,


id-HSDSCH-RearrangeList-Bearer-RearrangeInd,


id-HSDSCH-Resources-Information-AuditRsp,


id-HSDSCH-Resources-Information-ResourceStatusInd,

id-HSDSCH-RNTI,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,


id-HSPDSCH-RL-ID,


id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,

id-HSSICH-Info-DM-Rsp,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,

id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-UL-Synchronisation-Parameters-LCR,


id-DL-DPCH-TimeSlotFormat-LCR-ModifyItem-RL-ReconfPrepTDD,


id-UL-DPCH-TimeSlotFormat-LCR-ModifyItem-RL-ReconfPrepTDD,

id-CCTrCH-Maximum-DL-Power-RL-SetupRqstTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRqstTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRqstTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRqstTDD,


id-CCTrCH-Maximum-DL-Power-InformationAdd-RL-ReconfPrepTDD,


id-CCTrCH-Minimum-DL-Power-InformationAdd-RL-ReconfPrepTDD, 

id-CCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfPrepTDD,


id-CCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfPrepTDD,


id-Maximum-DL-Power-Modify-LCR-InformationModify-RL-ReconfPrepTDD,


id-Minimum-DL-Power-Modify-LCR-InformationModify-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD,


id-CCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfRqstTDD,


id-CCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfRqstTDD,

id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-AdditionRqstTDD,


id-TDD-TPC-DownlinkStepSize-RL-AdditionRqstTDD,


id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,

id-TimeslotISCP-LCR-InfoList-RL-ReconfPrepTDD,


id-TimingAdjustmentValueLCR,

id-PrimaryCCPCH-RSCP-Delta,

id-Maximum-Target-ReceivedTotalWideBandPower,

id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp,


id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp,

id-SynchronisationIndicator,

id-Reference-ReceivedTotalWideBandPower,

id-Reference-ReceivedTotalWideBandPowerReporting,


id-Reference-ReceivedTotalWideBandPowerSupportIndicator,

id-Maximum-Target-ReceivedTotalWideBandPower-LCR,


id-multiple-PUSCH-InfoList-DM-Rsp,


id-multiple-PUSCH-InfoList-DM-Rprt,

id-Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio,

id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp,


id-PCCPCH-768-Information-Cell-SetupRqstTDD,


id-SCH-768-Information-Cell-SetupRqstTDD,


id-SCH-768-Information-Cell-ReconfRqstTDD,


id-PCCPCH-768-Information-Cell-ReconfRqstTDD,

id-P-CCPCH-768-Information-AuditRsp,


id-PICH-768-Information-AuditRsp,


id-PRACH-768-InformationList-AuditRsp,


id-SCH-768-Information-AuditRsp,


id-MICH-768-Information-AuditRsp,


id-CommonPhysicalChannelID768-CommonTrChDeletionReq,


id-MICH-768-Parameters-CTCH-ReconfRqstTDD,


id-PICH-768-Parameters-CTCH-SetupRqstTDD,


id-PICH-768-Parameters-CTCH-ReconfRqstTDD,


id-PRACH-768-Parameters-CTCH-SetupRqstTDD,


id-S-CCPCH-768-InformationList-AuditRsp,


id-S-CCPCH-768-Information-AuditRsp,


id-S-CCPCH-768-Parameters-CTCH-SetupRqstTDD,


id-S-CCPCH-768-Parameters-CTCH-ReconfRqstTDD,


id-S-CCPCH-768-Information-ResourceStatusInd,


id-P-CCPCH-768-Information-ResourceStatusInd,


id-PICH-768-Information-ResourceStatusInd,


id-PRACH-768-InformationList-ResourceStatusInd,


id-SCH-768-Information-ResourceStatusInd,


id-MICH-768-Information-ResourceStatusInd,


id-S-CCPCH-768-InformationList-ResourceStatusInd,


id-PRACH-768-Information,


id-UL-DPCH-768-Information-RL-SetupRqstTDD,


id-DL-DPCH-768-Information-RL-SetupRqstTDD,


id-DL-DPCH-InformationItem-768-RL-AdditionRqstTDD,


id-UL-DPCH-InformationItem-768-RL-AdditionRqstTDD,


id-UL-DPCH-768-InformationAddItemIE-RL-ReconfPrepTDD,


id-UL-DPCH-768-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-768-InformationModify-AddItem,


id-UL-DPCH-768-InformationModify-AddList,


id-UL-Timeslot768-Information-RL-ReconfPrepTDD,


id-DL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD,


id-DL-DPCH-768-InformationAddList-RL-ReconfPrepTDD,


id-DL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD,


id-DL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD,


id-DL-Timeslot-768-InformationModify-ModifyList-RL-ReconfPrepTDD,


id-DPCH-ID768-DM-Rqst,


id-multiple-DedicatedMeasurementValueList-768-TDD-DM-Rsp,


id-DPCH-ID768-DM-Rsp,

id-DPCH-ID768-DM-Rprt,

id-PDSCH-AddInformation-768-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-768-PSCH-ReconfRqst,


id-PUSCH-AddInformation-768-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-768-PSCH-ReconfRqst,


id-dL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst,


id-hS-SCCH-Information-768-PSCH-ReconfRqst,


id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst,


id-tFCI-Presence,


id-E-RUCCH-InformationList-AuditRsp,


id-E-RUCCH-InformationList-ResourceStatusInd,


id-E-RUCCH-Information,


id-E-DCH-Information,


id-E-DCH-Information-Response,

id-E-DCH-Information-Reconfig,


id-E-PUCH-Information-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst,


id-Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst,


id-E-HICH-Information-PSCH-ReconfRqst,


id-E-DCH-TDD-CapacityConsumptionLaw,


id-E-HICH-TimeOffset,


id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells,

id-E-DCH-Serving-RL-ID,


id-E-RUCCH-768-InformationList-AuditRsp,


id-E-RUCCH-768-InformationList-ResourceStatusInd,


id-E-RUCCH-768-Information,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-PUCH-Information-768-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst,


id-E-HICH-Information-768-PSCH-ReconfRqst,


id-RTWP-ReportingIndicator,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,

id-MAChs-ResetIndicator,


id-SYNC-UL-Partition-LCR,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-PUCH-Information-LCR-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst,

id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst,

id-E-HICH-TimeOffsetLCR,


id-HSDSCH-MACdPDU-SizeCapability,

id-ModulationPO-MBSFN,


id-Secondary-CCPCH-SlotFormat-Extended,

id-MBSFN-Only-Mode-Indicator-Cell-SetupRqstTDD-LCR,

id-Time-Slot-Parameter-ID,


id-MBSFN-Only-Mode-Capability,

id-MBSFN-Cell-ParameterID-Cell-SetupRqstTDD,


id-MBSFN-Cell-ParameterID-Cell-ReconfRqstTDD,


id-S-CCPCH-Modulation,

id-TimeSlotConfigurationList-LCR-CTCH-SetupRqstTDD,

id-Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp,


id-Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp, 


id-Cell-Frequency-List-LCR-MulFreq-Cell-SetupRqstTDD,

id-UARFCN-Adjustment,


id-Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd,


id-Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd,

id-UPPCHPositionLCR,


id-UPPCH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-UPPCH-LCR-InformationList-AuditRsp,


id-UPPCH-LCR-InformationItem-AuditRsp,


id-UPPCH-LCR-InformationList-ResourceStatusInd,


id-UPPCH-LCR-InformationItem-ResourceStatusInd,

id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst,


id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp,


id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd,


id-UARFCNSpecificCauseList,id-Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD,

id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-HS-SCCH-ID,

id-Extended-HS-SICH-ID,

id-HSSICH-InfoExt-DM-Rqst,

id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst,

id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst,

id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst,

id-PowerControlGAP,

id-MBSFN-SpecialTimeSlot-LCR,

id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp,


id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd,


id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst,


id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDU-SizeCapability,


id-E-HICH-TimeOffset-Extension,

id-MultipleFreq-E-HICH-TimeOffsetLCR,

id-PLCCH-parameters,


id-E-RUCCH-parameters,


id-E-RUCCH-768-parameters,


id-HS-Cause,


id-E-Cause,


id-AdditionalTimeSlotListLCR,


id-AdditionalMeasurementValueList,

id-HSDSCH-Paging-System-InformationLCR,

id-HSDSCH-Paging-System-Information-ResponseLCR,


id-HSDSCH-Common-System-InformationLCR,

id-HSDSCH-Common-System-Information-ResponseLCR,


id-Paging-MACFlows-to-DeleteLCR,


id-Enhanced-UE-DRX-CapabilityLCR,

id-Enhanced-UE-DRX-InformationLCR,

id-Common-EDCH-MACdFlows-to-DeleteLCR,

id-Common-EDCH-System-InformationLCR,

id-Common-EDCH-System-Information-ResponseLCR,

id-Common-MACFlows-to-DeleteLCR,


id-Common-UL-MACFlows-to-DeleteLCR,

maxNrOfCCTrCHs,

maxNrOfCellSyncBursts,

maxNrOfCodes,


maxNrOfDCHs,

maxNrOfDLTSs,

maxNrOfDLTSLCRs,

maxNrOfDPCHs,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHLCRs,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfDPCHs768,

maxNrOfDPCHs768PerRL-1,

maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,

maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPUSCHs-1,

maxNrOfPRACHLCRs,


maxNrOfPDSCHSets,

maxNrOfPUSCHSets,


maxNrOfReceptsPerSyncFrame,

maxNrOfSCCPCHs,

maxNrOfSCCPCHsinExt,

maxNrOfSCCPCHLCRs,

maxNrOfSCCPCHsLCRinExt,

maxNrOfSCCPCHs768,

maxNrOfULTSs,

maxNrOfULTSLCRs,


maxNrOfUSCHs,


maxFACHCell,

maxFPACHCell,

maxRACHCell,


maxPLCCHCell,


maxPRACHCell,


maxSCCPCHCell,


maxSCCPCHCell768,


maxSCCPCHCellinExt,


maxSCCPCHCellinExtLCR,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,

maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxIB,


maxIBSEG,

maxNrOfCellPortionsPerCell,


maxNrOfHSSCCHs,

maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfHSPDSCHs,

maxNrOfHSPDSCHs768,

maxNrOfSyncFramesLCR,


maxNrOfReceptionsperSyncFrameLCR,


maxNrOfSyncDLCodesLCR,

maxNrOfMACdFlows,


maxNrOfEDCHMACdFlows,


maxE-RUCCHCell,


maxNrOfE-PUCHSlots,


maxNrOfEAGCHs,


maxNrOfEAGCHCodes,


maxNrOfE-PUCHSlotsLCR,


maxNrOfEPUCHcodes,


maxNrOfEHICHs,


maxFrequencyinCell,


maxFrequencyinCell-1,


maxNrOfHSSCCHsinExt,


maxNrOfHSSCCHsLCR,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR
FROM NBAP-Constants;

/* omitted */
-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

/* omitted */
Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ReferenceClockAvailability


CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID id-Power-Local-Cell-Group-ID


CRITICALITY ignore


EXTENSION Local-Cell-ID


PRESENCE
optional }|


{ ID id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID id-E-DCH-Capability




CRITICALITY ignore


EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID id-E-DCH-TTI2ms-Capability



CRITICALITY ignore


EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-SF-Capability




CRITICALITY ignore


EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-HARQ-Combining-Capability

CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability

PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|

{ ID id-F-DPCH-Capability




CRITICALITY ignore


EXTENSION F-DPCH-Capability


PRESENCE
optional }|


{ ID id-E-DCH-TDD-CapacityConsumptionLaw
CRITICALITY ignore


EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|

{ ID id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|

{ ID id-Max-UE-DTX-Cycle




CRITICALITY ignore


EXTENSION Max-UE-DTX-Cycle


PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID id-MIMO-Capability





CRITICALITY ignore


EXTENSION MIMO-Capability


PRESENCE
optional }|


{ ID id-SixtyfourQAM-DL-Capability


CRITICALITY ignore


EXTENSION SixtyfourQAM-DL-Capability


PRESENCE
optional }|

{ ID id-MBMS-Capability





CRITICALITY ignore


EXTENSION MBMS-Capability


PRESENCE
optional }|

{ ID id-Enhanced-FACH-Capability


CRITICALITY ignore


EXTENSION Enhanced-FACH-Capability


PRESENCE
optional }|


{ ID id-Enhanced-PCH-Capability



CRITICALITY ignore


EXTENSION Enhanced-PCH-Capability


PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID id-SixteenQAM-UL-Capability


CRITICALITY ignore


EXTENSION SixteenQAM-UL-Capability


PRESENCE
optional }|


{ ID id-HSDSCH-MACdPDU-SizeCapability

CRITICALITY ignore


EXTENSION HSDSCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID id-MBSFN-Only-Mode-Capability


CRITICALITY ignore


EXTENSION MBSFN-Only-Mode-Capability


PRESENCE
optional }|


{ ID id-F-DPCH-SlotFormatCapability


CRITICALITY ignore


EXTENSION F-DPCH-SlotFormatCapability


PRESENCE
optional }|


{ ID id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore


EXTENSION E-DCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID id-Common-EDCH-Capability



CRITICALITY ignore


EXTENSION Common-EDCH-Capability


PRESENCE
optional }|


{ ID id-E-AICH-Capability




CRITICALITY ignore


EXTENSION E-AICH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-Capability



CRITICALITY ignore


EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-CapabilityLCR



CRITICALITY ignore


EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional },

...

}

/* omitted */
-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore

EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


-- This IE shall be present if AddorDeleteIndicator IE is set to “add“ and the Local Cell is related to a TDD cell

{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY ignore

EXTENSION Local-Cell-ID



PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore

EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-Capability




CRITICALITY ignore

EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TTI2ms-Capability


CRITICALITY ignore

EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-SF-Capability



CRITICALITY ignore

EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-HARQ-Combining-Capability



CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCHCapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-F-DPCH-Capability



CRITICALITY ignore

EXTENSION F-DPCH-Capability

PRESENCE
optional }|


{ ID
id-E-DCH-TDD-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|

{ ID
id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|

{ ID
id-Max-UE-DTX-Cycle




CRITICALITY ignore

EXTENSION Max-UE-DTX-Cycle

PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID
id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID
id-MIMO-Capability




CRITICALITY ignore

EXTENSION MIMO-Capability

PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-Capability

PRESENCE
optional }|

{ ID
id-MBMS-Capability




CRITICALITY ignore

EXTENSION MBMS-Capability

PRESENCE
optional }|

{ ID
id-Enhanced-FACH-Capability


CRITICALITY ignore

EXTENSION Enhanced-FACH-Capability

PRESENCE
optional }|


{ ID
id-Enhanced-PCH-Capability


CRITICALITY ignore

EXTENSION Enhanced-PCH-Capability

PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID
id-SixteenQAM-UL-Capability


CRITICALITY ignore

EXTENSION SixteenQAM-UL-Capability

PRESENCE
optional }|

{ ID
id-HSDSCH-MACdPDU-SizeCapability
CRITICALITY ignore

EXTENSION HSDSCH-MACdPDU-SizeCapability

PRESENCE
optional }|

{ ID
id-MBSFN-Only-Mode-Capability

CRITICALITY ignore

EXTENSION MBSFN-Only-Mode-Capability

PRESENCE
optional }|


{ ID
id-F-DPCH-SlotFormatCapability

CRITICALITY ignore

EXTENSION F-DPCH-SlotFormatCapability

PRESENCE
optional }|


{ ID
id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore

EXTENSION E-DCH-MACdPDU-SizeCapability

PRESENCE
optional }|


{ ID 
id-Common-EDCH-Capability


CRITICALITY ignore

EXTENSION Common-EDCH-Capability

PRESENCE
optional }|


{ ID 
id-E-AICH-Capability



CRITICALITY ignore

EXTENSION E-AICH-Capability

PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-Capability



CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability

PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH”.

{ ID id-Enhanced-UE-DRX-CapabilityLCR



CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability

PRESENCE
optional },

...

}

/* omitted */
Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-Capability




CRITICALITY ignore


EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TTI2ms-Capability


CRITICALITY ignore


EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-SF-Capability



CRITICALITY ignore


EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-HARQ-Combining-Capability



CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|


{ ID
id-F-DPCH-Capability



CRITICALITY ignore


EXTENSION F-DPCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TDD-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|

{ ID
id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|

{ ID
id-Max-UE-DTX-Cycle




CRITICALITY ignore


EXTENSION Max-UE-DTX-Cycle


PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID
id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID
id-MIMO-Capability




CRITICALITY ignore

EXTENSION MIMO-Capability


PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-Capability


PRESENCE
optional }|

{ ID
id-MBMS-Capability




CRITICALITY ignore

EXTENSION MBMS-Capability


PRESENCE
optional }|

{ ID
id-Enhanced-FACH-Capability


CRITICALITY ignore

EXTENSION Enhanced-FACH-Capability


PRESENCE
optional }|


{ ID
id-Enhanced-PCH-Capability


CRITICALITY ignore

EXTENSION Enhanced-PCH-Capability


PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID
id-SixteenQAM-UL-Capability


CRITICALITY ignore

EXTENSION SixteenQAM-UL-Capability


PRESENCE
optional }|

{ ID
id-HSDSCH-MACdPDU-SizeCapability
CRITICALITY ignore

EXTENSION HSDSCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID
id-MBSFN-Only-Mode-Capability

CRITICALITY ignore

EXTENSION MBSFN-Only-Mode-Capability


PRESENCE
optional }|


{ ID
id-F-DPCH-SlotFormatCapability

CRITICALITY ignore

EXTENSION F-DPCH-SlotFormatCapability


PRESENCE
optional }|


{ ID id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore

EXTENSION E-DCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID 
id-Common-EDCH-Capability


CRITICALITY ignore

EXTENSION Common-EDCH-Capability


PRESENCE
optional }|


{ ID 
id-E-AICH-Capability



CRITICALITY ignore

EXTENSION E-AICH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID 
id-Enhanced-UE-DRX-Capability


CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID 
id-Enhanced-UE-DRX-CapabilityLCR


CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional },

...

}

/* omitted */
-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

/* omitted */
PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}
OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID








CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-SFN









CRITICALITY reject
TYPE SFN





PRESENCE optional }|

{ ID id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PUSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional },


...

}
PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst


CRITICALITY reject
EXTENSION HS-PDSCH-TDD-Information-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst
CRITICALITY reject
EXTENSION Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

PRESENCE optional } |

{ ID id-ConfigurationGenerationID





CRITICALITY reject
EXTENSION ConfigurationGenerationID



PRESENCE optional }|


{ ID id-E-PUCH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-PUCH-Information-PSCH-ReconfRqst













PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst




PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst



CRITICALITY reject
EXTENSION Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |

{ ID id-E-HICH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-HICH-Information-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

CRITICALITY reject
EXTENSION Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

PRESENCE optional }|-- Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-E-PUCH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-768-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-E-HICH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-HICH-Information-768-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-E-PUCH-Information-LCR-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-LCR-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst
    CRITICALITY reject
EXTENSION Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|

{ ID id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|

{ ID id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-SYNC-UL-Partition-LCR










CRITICALITY reject
EXTENSION SYNC-UL-Partition-LCR














PRESENCE optional }|

 -- Applicable to 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.

{ ID id-Maximum-Target-ReceivedTotalWideBandPower-LCR




CRITICALITY reject
EXTENSION Maximum-Target-ReceivedTotalWideBandPower-LCR





PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only.


{ ID id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst
CRITICALITY reject

EXTENSION Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst

PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

{ ID id-HSDSCH-Common-System-InformationLCR





CRITICALITY reject
EXTENSION HSDSCH-Common-System-InformationLCR



PRESENCE optional }|

{ ID id-Common-MACFlows-to-DeleteLCR



CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR









PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-InformationLCR



CRITICALITY reject
EXTENSION HSDSCH-Paging-System-InformationLCR





PRESENCE optional }|

{ ID id-Paging-MACFlows-to-DeleteLCR



CRITICALITY reject
EXTENSION Paging-MACFlows-to-DeleteLCR









PRESENCE optional }|

{ ID id-Common-EDCH-System-InformationLCR



CRITICALITY reject
EXTENSION Common-EDCH-System-InformationLCR









PRESENCE optional }|

{ ID id-Common-UL-MACFlows-to-DeleteLCR



CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR










PRESENCE optional }|

{ ID id-Common-EDCH-MACdFlows-to-DeleteLCR




CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-DeleteLCR









PRESENCE optional }|

{ ID id-Enhanced-UE-DRX-InformationLCR



CRITICALITY reject
EXTENSION Enhanced-UE-DRX-InformationLCR









PRESENCE optional },


...

}

PDSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-AddItem-PSCH-ReconfRqst
PDSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,
-- Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}| -- Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.

{ID id-PDSCH-AddInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst


PRESENCE
optional}, -- Mandatory for 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

...
}

PDSCH-Information-AddList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-AddListIEs-PSCH-ReconfRqst }}

-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD
PDSCH-Information-AddListIEs-PSCH-ReconfRqst
NBAP-PROTOCOL-IES ::= { 

{ID id-PDSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE 
PDSCH-Information-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory}
}
PDSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-PSCH-ReconfRqst,

iE-Extensions






ProtocolExtensionContainer { {PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-PSCH-ReconfRqst



DL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-PSCH-ReconfRqst

DL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ID
id-Tstd-indicator


CRITICALITY
reject

EXTENSION 
TSTD-Indicator

PRESENCE 
optional
},


-- Applicable to 1.28Mcps TDD only


...
}

DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-LCR-PSCH-ReconfRqst



DL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},

...

}
PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-768-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-768-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}

DL-Timeslot-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-768-PSCH-ReconfRqst



DL-Code-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-768-PSCH-ReconfRqst

DL-Code-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID768







PDSCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-ModifyItem-PSCH-ReconfRqst

PDSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-ModifyInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}, -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

...
}

PDSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}
PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}|


{ID id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}
}
PDSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod







OPTIONAL,


repetitionLength








RepetitionLength







OPTIONAL,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset





OPTIONAL,


dL-Timeslot-InformationModifyList-PSCH-ReconfRqst
DL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType






OPTIONAL,


tFCI-Presence








TFCI-Presence









OPTIONAL,


dL-Code-InformationModifyList-PSCH-ReconfRqst



DL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationModifyItem-PSCH-ReconfRqst

DL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod










RepetitionPeriod






OPTIONAL,


repetitionLength










RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset








TDD-PhysicalChannelOffset




OPTIONAL,


dL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR











TimeSlotLCR,


midambleShiftLCR









MidambleShiftLCR






OPTIONAL,


tFCI-Presence










TFCI-Presence







OPTIONAL,


dL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},

...

}
PDSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod










RepetitionPeriod






OPTIONAL,


repetitionLength










RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset








TDD-PhysicalChannelOffset




OPTIONAL,


dL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst

DL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-768-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-ModifyInformation-768-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot











TimeSlot,


midambleShiftAndBurstType768






MidambleShiftAndBurstType768









OPTIONAL,


tFCI-Presence










TFCI-Presence













OPTIONAL,


dL-Code-768-InformationModifyList-PSCH-ReconfRqst

DL-Code-768-InformationModifyList-PSCH-ReconfRqst






OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-768-InformationModifyItem-PSCH-ReconfRqst

DL-Code-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID768







PDSCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-DeleteItem-PSCH-ReconfRqst

PDSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-AddItem-PSCH-ReconfRqst

PUSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,


-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst
CRITICALITY
reject

EXTENSION 
PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-PUSCH-AddInformation-768-PSCH-ReconfRqst 
CRITICALITY reject

EXTENSION PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst


PRESENCE optional}, -- Mandatory for 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

...
}

PUSCH-Information-AddList-PSCH-ReconfRqst ::=  ProtocolIE-Single-Container {{ PUSCH-Information-AddListIEs-PSCH-ReconfRqst }}

PUSCH-Information-AddListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-PUSCH-Information-AddListIE-PSCH-ReconfRqst
CRITICALITY
reject
TYPE PUSCH-Information-AddItem-PSCH-ReconfRqst

PRESENCE mandatory }
}
PUSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod







RepetitionPeriod,


repetitionLength







RepetitionLength,


tdd-PhysicalChannelOffset





TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-PSCH-ReconfRqst,

iE-Extensions








ProtocolExtensionContainer { {PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot








TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType,


tFCI-Presence







TFCI-Presence,


uL-Code-InformationAddList-PSCH-ReconfRqst
UL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-PSCH-ReconfRqst

UL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod,


repetitionLength








RepetitionLength,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSLCRs)) OF UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR









TimeSlotLCR,


midambleShiftLCR







MidambleShiftLCR,


tFCI-Presence








TFCI-Presence,


uL-Code-InformationAddList-LCR-PSCH-ReconfRqst
UL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},

...

}
PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod,


repetitionLength








RepetitionLength,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-768-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-768-PSCH-ReconfRqst,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType768




MidambleShiftAndBurstType768,


tFCI-Presence








TFCI-Presence,


uL-Code-InformationAddList-768-PSCH-ReconfRqst
UL-Code-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-768-PSCH-ReconfRqst

UL-Code-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PUSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-ModifyItem-PSCH-ReconfRqst

PUSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-ModifyInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}, -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

...
}

PUSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}

PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst
CRITICALITY reject

TYPE PUSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}|


{ID id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst

CRITICALITY reject

TYPE PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}

}
PUSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod






OPTIONAL,


repetitionLength








RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset


OPTIONAL,


uL-Timeslot-InformationModifyList-PSCH-ReconfRqst
UL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType





OPTIONAL,


tFCI-Presence








TFCI-Presence








OPTIONAL,


uL-Code-InformationModifyList-PSCH-ReconfRqst
UL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationModifyItem-PSCH-ReconfRqst

UL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod









RepetitionPeriod





OPTIONAL,


repetitionLength









RepetitionLength





OPTIONAL,


tdd-PhysicalChannelOffset







TDD-PhysicalChannelOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-LCR-PSCH-ReconfRqst
UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}

UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSLCRs)) OF UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR










TimeSlotLCR,


midambleShiftLCR








MidambleShiftLCR 






OPTIONAL,


tFCI-Presence









TFCI-Presence







OPTIONAL,


uL-Code-LCR-InformationModifyList-PSCH-ReconfRqst
UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},

...

}
PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod









RepetitionPeriod





OPTIONAL,


repetitionLength









RepetitionLength





OPTIONAL,


tdd-PhysicalChannelOffset







TDD-PhysicalChannelOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-768-PSCH-ReconfRqst
UL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}

UL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot










TimeSlot,


midambleShiftAndBurstType768





MidambleShiftAndBurstType768







OPTIONAL,


tFCI-Presence









TFCI-Presence

















OPTIONAL,


uL-Code-768-InformationModifyList-PSCH-ReconfRqst
UL-Code-768-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-768-InformationModifyItem-PSCH-ReconfRqst

UL-Code-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PUSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-DeleteItem-PSCH-ReconfRqst
PUSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst




DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst


OPTIONAL,

dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst



DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

OPTIONAL,

-- This HS-PDSCH Timeslot Information is for the first Frequency repetition, HS-PDSCH Timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

iE-Extensions







ProtocolExtensionContainer { { HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-dL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst 







CRITICALITY reject

EXTENSION  DL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst


PRESENCE
optional }| -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

{ ID id-UARFCNforNt


















CRITICALITY ignore

EXTENSION UARFCN

















PRESENCE optional }|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.

{ ID id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst




CRITICALITY reject

EXTENSION MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies, This Information is for the 2nd and beyond Frequency repetition

...

}

DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


dl-HS-PDSCH-Codelist-PSCH-ReconfRqst
DL-HS-PDSCH-Codelist-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power




MaximumTransmissionPower



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Codelist-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs)) OF TDD-ChannelisationCode














DL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst::= SEQUENCE {


timeSlot








TimeSlot,


midambleShiftAndBurstType768



MidambleShiftAndBurstType768,


dl-HS-PDSCH-Codelist-768-PSCH-ReconfRqst
DL-HS-PDSCH-Codelist-768-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power





MaximumTransmissionPower




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Codelist-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs768)) OF TDD-ChannelisationCode768

MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItemIE-PSCH-ReconfRqst}}


-- Includes the 2nd through the max number of frequency repetitions.
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY  reject
TYPE
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst PRESENCE optional }
}
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst
DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst 
OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-Information-PSCH-ReconfRqst

HS-SCCH-Information-PSCH-ReconfRqst


OPTIONAL,


hS-SCCH-Information-LCR-PSCH-ReconfRqst
HS-SCCH-Information-LCR-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-Information-768-PSCH-ReconfRqst CRITICALITY
reject

EXTENSION HS-SCCH-Information-768-PSCH-ReconfRqst


PRESENCE optional }|

-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

{ ID id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-PSCH-ReconfRqst
HS-SCCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information





HS-SICH-Information-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-LCR




HS-SICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore

EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|

-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt







 CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional},

-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-768-PSCH-ReconfRqst
HS-SCCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-768




HS-SICH-Information-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-InformationModify-PSCH-ReconfRqst

HS-SCCH-InformationModify-PSCH-ReconfRqst

OPTIONAL,


hS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION HS-SCCH-InformationModify-768-PSCH-ReconfRqst 
PRESENCE
optional }|

-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.

{ ID id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot 








OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 




OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 





OPTIONAL,


hS-SCCH-MaxPower





DL-Power 








OPTIONAL,


hS-SICH-Information





HS-SICH-InformationModify-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR 








OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 







OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


hS-SCCH-MaxPower





DL-Power









OPTIONAL,


hS-SICH-Information-LCR




HS-SICH-InformationModify-LCR-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|

-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt








CRITICALITY ignore
EXTENSION UARFCN

PRESENCE optional},

-- Applicable to 1.28Mcps TDD when using multiple frequencies

...

}

HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
HS-SICH-InformationModify-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR 


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 

OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional },

-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst
HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power 


















OPTIONAL,


hS-SICH-Information-768




HS-SICH-InformationModify-768-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID




HS-SCCH-ID,


iE-Extensions



ProtocolExtensionContainer { { Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional },

-- used if the HS-SCCH identity has a value larger than 31

...

}
E-PUCH-Information-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-Timeslot-Info ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlots)) OF TimeSlot
Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-PSCH-ReconfRqst

E-AGCH-Information-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-PSCH-ReconfRqst
E-AGCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-PSCH-ReconfRqst

E-AGCH-InformationModify-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-PSCH-ReconfRqst
E-AGCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


e-AGCH-MaxPower






DL-Power 




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst
Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID






E-AGCH-Id,


iE-Extensions





ProtocolExtensionContainer { { Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-HICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-768-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-768-PSCH-ReconfRqst

E-AGCH-Information-768-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-768-PSCH-ReconfRqst
E-AGCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-768-PSCH-ReconfRqst

E-AGCH-InformationModify-768-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst
E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 





OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768
OPTIONAL,


tdd-ChannelisationCode768



TDD-ChannelisationCode768

OPTIONAL,


e-AGCH-MaxPower






DL-Power 





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,

e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

-- This E-PUCH Timeslot Information is for the first Frequency repetition, E-PUCH timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst.

iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt














CRITICALITY ignore









EXTENSION UARFCN














PRESENCE optional}|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.

{ ID id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
CRITICALITY reject









EXTENSION MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
PRESENCE optional },

-- Applicable to 1.28Mcps TDD when using multiple frequencies.This E-PUCH Information is for the 2nd and beyond frequencies.

...

}
E-PUCH-Timeslot-InfoLCR ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlotsLCR)) OF E-PUCH-Timeslot-Item-InfoLCR

E-PUCH-Timeslot-Item-InfoLCR ::= SEQUENCE {


timeSlot







TimeSlotLCR,


midambleShiftAndBurstType



MidambleShiftLCR,


e-PUCH-Codelist-LCR





E-PUCH-Codelist-LCR,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Timeslot-Item-InfoLCR-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Timeslot-Item-InfoLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-Codelist-LCR ::= SEQUENCE (SIZE (1..maxNrOfEPUCHcodes)) OF TDD-ChannelisationCode
Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-AGCH-Information-LCR-PSCH-ReconfRqst
E-AGCH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-LCR-PSCH-ReconfRqst
E-AGCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-LCR-PSCH-ReconfRqst
E-AGCH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst
E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR



OPTIONAL,


midambleShiftLCR





MidambleShiftLCR

OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,

e-AGCH-MaxPower






DL-Power



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-Information-LCR-PSCH-ReconfRqst
E-HICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationItem-LCR-PSCH-ReconfRqst
E-HICH-InformationItem-LCR-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type,

tdd-ChannelisationCode




TDD-ChannelisationCode,

timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-InformationModify-LCR-PSCH-ReconfRqst
E-HICH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-InformationModify-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst
E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type  


OPTIONAL,

tdd-ChannelisationCode




TDD-ChannelisationCode  OPTIONAL,

timeSlotLCR







TimeSlotLCR   


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR   

OPTIONAL,

e-HICH-MaxPower






DL-Power   



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


--Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfEHICHs)) OF Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst
Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD








E-HICH-ID-TDD,


iE-Extensions








ProtocolExtensionContainer { { Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}

SYNC-UL-Partition-LCR ::= SEQUENCE {


eRUCCH-SYNC-UL-codes-bitmap




BIT STRING (SIZE (8)),


iE-Extensions







ProtocolExtensionContainer { { SYNC-UL-Partition-LCR-ExtIEs} }

OPTIONAL,


...
}

SYNC-UL-Partition-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container {{ MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst}} 

--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY ignore
TYPE MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst

PRESENCE optional }
}
MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE
--

-- **************************************************************

PhysicalSharedChannelReconfigurationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  

{{PhysicalSharedChannelReconfigurationResponse-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationResponse-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE

CriticalityDiagnostics

PRESENCE
optional
},


...

}

PhysicalSharedChannelReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-HICH-TimeOffset







CRITICALITY reject
EXTENSION E-HICH-TimeOffset









PRESENCE optional }|

{ ID id-E-HICH-TimeOffsetLCR






CRITICALITY reject
EXTENSION E-HICH-TimeOffsetLCR









PRESENCE optional }|


{ ID id-HSDSCH-Common-System-Information-ResponseFDD
CRITICALITY ignore
EXTENSION HSDSCH-Common-System-Information-ResponseFDD


PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-Information-ResponseFDD
CRITICALITY ignore
EXTENSION HSDSCH-Paging-System-Information-ResponseFDD


PRESENCE optional }|


{ ID id-UARFCNforNt









CRITICALITY reject
EXTENSION UARFCN









PRESENCE optional}|

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This is the UARFCN for the first Frequency repetition.

{ ID id-E-HICH-TimeOffset-Extension





CRITICALITY reject
EXTENSION E-HICH-TimeOffset-ExtensionLCR







PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This E-HICH-TimeOffset-ExtensionLCR is the E-HICH Time Offset LCR for the 2nd and beyond frequencies.

{ ID id-Common-EDCH-System-Information-ResponseFDD
CRITICALITY ignore
EXTENSION Common-EDCH-System-Information-ResponseFDD


PRESENCE optional }|

-- FDD only


{ ID id-HSDSCH-Common-System-Information-ResponseLCR
CRITICALITY ignore
EXTENSION HSDSCH-Common-System-Information-ResponseLCR


PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-Information-ResponseLCR
CRITICALITY ignore
EXTENSION HSDSCH-Paging-System-Information-ResponseLCR


PRESENCE optional }|


{ ID id-Common-EDCH-System-Information-ResponseLCR
CRITICALITY ignore
EXTENSION Common-EDCH-System-Information-ResponseLCR


PRESENCE optional },

...

}

E-HICH-TimeOffset-ExtensionLCR ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ Multiple-E-HICH-TimeOffsetLCR }}

Multiple-E-HICH-TimeOffsetLCR NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-E-HICH-TimeOffsetLCR
CRITICALITY reject
TYPE
MultipleFreq-E-HICH-TimeOffsetLCR PRESENCE optional }

}
MultipleFreq-E-HICH-TimeOffsetLCR ::= SEQUENCE {


e-HICH-TimeOffsetLCR




E-HICH-TimeOffsetLCR,


uARFCN








UARFCN,


iE-Extensions






ProtocolExtensionContainer { { MultipleFreq-E-HICH-TimeOffsetLCR-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-E-HICH-TimeOffsetLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...
}
/* omitted */
-- **************************************************************

--

-- UE STATUS UPDATE
--

-- **************************************************************

UEStatusUpdateCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{UEStatusUpdateCommand-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{UEStatusUpdateCommand-Extensions}}
OPTIONAL,


...

}

UEStatusUpdateCommand-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-ERNTI-Status-Information




CRITICALITY ignore
TYPE Cell-ERNTI-Status-Information






PRESENCE mandatory },


...

}
UEStatusUpdateCommand-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* omitted */
9.3.4
Information Elements Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,


maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,

maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,

maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,

maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,

maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,

maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,

maxNrOfEDCHMACdFlows-1,

maxNrOfE-RGCHs-E-HICHs,

maxNrofSigSeqRGHI-1,

maxNoOfLogicalChannels,

maxNrOfEAGCHs,


maxNrOfRefBetas,

maxNrOfEAGCHCodes,

maxNrOfHS-DSCH-TBSs,

maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,

maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,

maxNrOfpagingMACQueues,

maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,

maxNrOfEDCHRLs,

maxCellinNodeB,

maxERNTItoRelease,

maxNrOfCommonEDCH,

maxFrequencyinCell-1,

maxNrOfCommonMACFlowsLCR,

maxNrOfCommonMACFlowsLCR-1,

maxNrOfHSSCCHsLCR,

maxNrOfEDCHMACdFlowsLCR,

maxNrOfEDCHMACdFlowsLCR-1,

maxNrOfEAGCHsLCR,

maxNrOfEHICHsLCR,

maxnrofERUCCHsLCR,

maxNrOfHSPDSCHs,

maxFrequencyinCell,

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

id-Angle-Of-Arrival-Value-LCR,

id-SyncDLCodeIdThreInfoLCR,


id-neighbouringTDDCellMeasurementInformationLCR,


id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,


id-Initial-DL-Power-TimeslotLCR-InformationItem,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,


id-Received-total-wide-band-power-For-CellPortion,


id-Received-total-wide-band-power-For-CellPortion-Value,


id-Transmitted-Carrier-Power-For-CellPortion,


id-Transmitted-Carrier-Power-For-CellPortion-Value,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortion,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue,


id-HS-DSCHRequiredPowerValueInformation,


id-HS-DSCHProvidedBitRateValueInformation,


id-HS-DSCHRequiredPowerValue,


id-HS-DSCHRequiredPowerValue-For-Cell-Portion,


id-HS-DSCHRequiredPowerValueInformation-For-CellPortion,


id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion,


id-HSDSCH-MACdPDUSizeFormat,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,

id-Best-Cell-Portions-Value,


id-Unidirectional-DCH-Indicator,


id-SAT-Info-Almanac-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-HARQ-Preamble-Mode,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-DLTransmissionBranchLoadValue,


id-E-DCHProvidedBitRateValueInformation,


id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue,


id-HSSICH-SIRTarget,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-neighbouringTDDCellMeasurementInformation768,


id-Rx-Timing-Deviation-Value-768,


id-hsSCCH-Specific-Information-ResponseTDD768,


id-Rx-Timing-Deviation-Value-384-ext,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-HSSICH-TPC-StepSize,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-ContinuousPacketConnectivityHS-SCCH-less-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


id-MIMO-ActivationIndicator,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-Additional-failed-HS-SICH,

id-Additional-missed-HS-SICH,

id-Additional-total-HS-SICH,

id-Additional-HS-SICH-Reception-Quality-Measurement-Value,


id-LCRTDD-uplink-Physical-Channel-Capability,

id-SixteenQAM-UL-Operation-Indicator,


id-E-AGCH-Table-Choice,

id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,

id-MaximumMACdPDU-SizeExtended,


id-GANSS-Common-Data,

id-GANSS-Information,

id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,


id-TUTRANGANSSMeasurementValueInformation,


id-Extended-RNC-ID,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,


id-UARFCNforNt,


id-number-Of-Supported-Carriers,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-tSN-Length,


id-multicarrier-number,


id-Extended-HS-SICH-ID,


id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-IPMulticastDataBearerIndication,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator,

id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDUSizeFormat,


id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD,

id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD,


id-E-PUCH-PowerControlGAP,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-without-HS-SCCH-constraint-indicator,

id-TransportBearerRequestIndicator
FROM NBAP-Constants

Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},

NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

/* omitted */
-- ==========================================

--
B

-- ==========================================

BCCH-Specific-HSDSCH-RNTI-Information::= SEQUENCE {


bCCH-Specific-HSDSCH-RNTI





HSDSCH-RNTI,


hSSCCH-Power








DL-Power,


hSPDSCH-Power








DL-Power,


iE-Extensions








ProtocolExtensionContainer { { BCCH-Specific-HSDSCH-RNTI-Information-ExtIEs } }

OPTIONAL,


...

}
BCCH-Specific-HSDSCH-RNTI-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BCCH-Specific-HSDSCH-RNTI-InformationLCR::= SEQUENCE {


bCCH-Specific-HSDSCH-RNTI





HSDSCH-RNTI,


hSSCCH-Power








DL-Power,


hSPDSCH-Power








DL-Power,


iE-Extensions








ProtocolExtensionContainer { { BCCH-Specific-HSDSCH-RNTI-InformationLCR-ExtIEs } }

OPTIONAL,


...

}
BCCH-Specific-HSDSCH-RNTI-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* omitted */
-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,

requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,

requested-tx-diversity-mode-not-supported,

unspecified,


bCCH-scheduling-error,

measurement-temporarily-not-available,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cpich-not-supported,


combining-not-supported,


ul-sf-not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,

...,

    number-of-UL-codes-not-supported,

    information-temporarily-not-available,

    information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,

iPDL-parameters-not-available,


frequency-acquisition-not-supported,


power-balancing-status-not-compatible,


requested-typeofbearer-re-arrangement-not-supported,

signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,


delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


mich-not-supported,


f-DPCH-not-supported,

modification-period-not-available,

pLCCH-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mIMO-not-available,

e-DCH-MACdPDU-SizeFormat-not-available
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CCTrCH-ID ::= INTEGER (0..15)

Cell-ERNTI-Status-Information

::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF Cell-ERNTI-Status-Information-Item
Cell-ERNTI-Status-Information-Item  ::= SEQUENCE {

c-ID










C-ID,


vacant-ERNTI








Vacant-ERNTI,

...
}
Vacant-ERNTI 

::= SEQUENCE (SIZE (1..maxERNTItoRelease)) OF E-RNTI

CellParameterID ::= INTEGER (0..127,...)

CellPortionID
::= INTEGER (0..maxNrOfCellPortionsPerCell-1,...)

CellSyncBurstCode ::= INTEGER(0..7, ...)

CellSyncBurstCodeShift ::= INTEGER(0..7)

CellSyncBurstRepetitionPeriod ::= INTEGER (0..4095)

CellSyncBurstSIR ::= INTEGER (0..31)

CellSyncBurstTiming ::= CHOICE {


initialPhase


INTEGER (0..1048575,...),


steadyStatePhase

INTEGER (0..255,...)

}
CellSyncBurstTimingLCR ::= CHOICE {


initialPhase


INTEGER (0..524287,...),


steadyStatePhase

INTEGER (0..127,...)

}

CellSyncBurstTimingThreshold ::= INTEGER(0..254)
CFN ::= INTEGER (0..255)

ChipOffset ::= INTEGER (0..38399)

-- Unit Chip

C-ID ::= INTEGER (0..65535)

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...
}
CodeRate ::= INTEGER (0..63)
CodeRate-short ::= INTEGER (0..10)
CommonChannelsCapacityConsumptionLaw ::= SEQUENCE (SIZE(1..maxNrOfSF)) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { CommonChannelsCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,



...
}

CommonChannelsCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-EDCH-Capability ::= ENUMERATED {

common-EDCH-capable,


common-EDCH-non-capable
}
Common-EDCH-System-InformationFDD  ::= SEQUENCE {

common-E-DCH-UL-DPCH-Information



Common-E-DCH-UL-DPCH-InfoItem







OPTIONAL,


common-E-DCH-EDPCH-Information




Common-E-DCH-EDPCH-InfoItem








OPTIONAL,

common-E-DCH-Information





Common-E-DCH-InfoItem









OPTIONAL,

common-E-DCH-HSDSCH-Information




Common-E-DCH-HSDSCH-InfoItem







OPTIONAL,


common-E-DCH-Preamble-Control-Information

Common-E-DCH-Preamble-Control-InfoItem





OPTIONAL,

common-E-DCH-FDPCH-Information




Common-E-DCH-FDPCH-InfoItem








OPTIONAL,

common-E-DCH-Resource-Combination-Information
Common-E-DCH-Resource-Combination-InfoList




OPTIONAL, 


ul-common-E-DCH-MACflow-Specific-Information
Ul-common-E-DCH-MACflow-Specific-InfoList




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { Common-EDCH-System-InformationFDD-ExtIEs } }

OPTIONAL,

...

}
Common-EDCH-System-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-UL-DPCH-InfoItem ::= SEQUENCE {


uL-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,

uL-SIR







UL-SIR,

dPC-Mode






DPC-Mode,

iE-Extensions





ProtocolExtensionContainer { { Common-E-DCH-UL-DPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-UL-DPCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-EDPCH-InfoItem
 ::= SEQUENCE {


maxSet-E-DPDCHs







Max-Set-E-DPDCHs,

ul-PunctureLimit






PunctureLimit,


e-TFCS-Information






E-TFCS-Information,


e-TTI









E-TTI,


e-DPCCH-PO








E-DPCCH-PO,

e-RGCH-2-IndexStepThreshold




E-RGCH-2-IndexStepThreshold





OPTIONAL,


e-RGCH-3-IndexStepThreshold




E-RGCH-3-IndexStepThreshold





OPTIONAL,

hARQ-Info-for-E-DCH






HARQ-Info-for-E-DCH,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-EDPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-EDPCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-InfoItem
 ::= SEQUENCE {

e-DCH-Reference-Power-Offset



E-DCH-Reference-Power-Offset




OPTIONAL,

e-DCH-PowerOffset-for-SchedulingInfo

E-DCH-PowerOffset-for-SchedulingInfo


OPTIONAL,

max-EDCH-Resource-Allocation-for-CCCH

Max-EDCH-Resource-Allocation-for-CCCH,

max-Period-for-Collistion-Resolution

Max-Period-for-Collistion-Resolution, 


max-TB-Size








Max-TB-Size









OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-HSDSCH-InfoItem
 ::= SEQUENCE {

cqiFeedback-CycleK






CQI-Feedback-Cycle,


cqiRepetitionFactor






CQI-RepetitionFactor





OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k is greater than 0


ackNackRepetitionFactor





AckNack-RepetitionFactor,


cqiPowerOffset







CQI-Power-Offset,

ackPowerOffset







Ack-Power-Offset,


nackPowerOffset







Nack-Power-Offset,

measurement-Power-Offset




Measurement-Power-Offset,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-HSDSCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-HSDSCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-Preamble-Control-InfoItem
 ::= SEQUENCE {

common-E-DCH-PreambleSignatures



PreambleSignatures,


e-AICH-Indicator






E-AICH-Indicator





OPTIONAL,

common-E-DCH-AICH-Information



Common-E-DCH-AICH-Information





OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-Preamble-Control-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-Preamble-Control-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-AICH-Information
 ::= SEQUENCE {

commonPhysicalChannelID





CommonPhysicalChannelID,


aICH-TransmissionTiming





AICH-TransmissionTiming,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aICH-Power








AICH-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { Common-E-DCH-AICH-Information-ExtIEs} }

OPTIONAL,


...
}

Common-E-DCH-AICH-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-FDPCH-InfoItem

 ::= SEQUENCE {

f-DPCH-SlotFormat






F-DPCH-SlotFormat,


fdd-TPC-DownlinkStepSize




FDD-TPC-DownlinkStepSize,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-FDPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-FDPCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-Resource-Combination-InfoList::= SEQUENCE (SIZE (1.. maxNrOfCommonEDCH)) OF Common-E-DCH-Resource-Combination-InfoList-Item
Common-E-DCH-Resource-Combination-InfoList-Item

 ::= SEQUENCE {

soffset









Soffset,

f-DPCH-DL-Code-Number





FDD-DL-ChannelisationCodeNumber,

ul-DPCH-ScramblingCode





UL-ScramblingCode,

e-RGCH-E-HICH-Channelisation-Code


FDD-DL-ChannelisationCodeNumber,


e-RGCH-Signature-Sequence




E-RGCH-Signature-Sequence












OPTIONAL,


e-HICH-Signature-Sequence




E-HICH-Signature-Sequence,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-Resource-Combination-InfoList-Item-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-Resource-Combination-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Ul-common-E-DCH-MACflow-Specific-InfoList

::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoList-Item
Ul-common-E-DCH-MACflow-Specific-InfoList-Item

 ::= SEQUENCE {

ul-Common-MACFlowID








Common-MACFlow-ID,

transportBearerRequestIndicator





TransportBearerRequestIndicator,

bindingID










BindingID









OPTIONAL,

transportLayerAddress







TransportLayerAddress






OPTIONAL, 


tnlQos











TnlQos










OPTIONAL,

payloadCRC-PresenceIndicator





PayloadCRC-PresenceIndicator,

bundlingModeIndicator







BundlingModeIndicator






OPTIONAL, 


common-E-DCH-MACdFlow-Specific-Information


Common-E-DCH-MACdFlow-Specific-InfoList,

iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoList-Item-ExtIEs} }




OPTIONAL,


...
}

Ul-common-E-DCH-MACflow-Specific-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-MACdFlow-Specific-InfoList::= SEQUENCE (SIZE (1.. maxNrOfEDCHMACdFlows)) OF Common-E-DCH-MACdFlow-Specific-InfoList-Item
Common-E-DCH-MACdFlow-Specific-InfoList-Item

 ::= SEQUENCE {

common-e-DCH-MACdFlow-ID





E-DCH-MACdFlow-ID,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH,


eDCH-HARQ-PO-FDD







E-DCH-HARQ-PO-FDD,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List
















OPTIONAL,


common-E-DCHLogicalChannelInformation


Common-E-DCH-LogicalChannel-InfoList,

iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-MACdFlow-Specific-InfoList-Item-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-MACdFlow-Specific-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-LogicalChannel-InfoList::= SEQUENCE (SIZE (1.. maxNoOfLogicalChannels)) OF Common-E-DCH-LogicalChannel-InfoList-Item
Common-E-DCH-LogicalChannel-InfoList-Item
::= SEQUENCE {

logicalChannelId



LogicalChannelID,


maximumMACcPDU-SizeExtended

MAC-PDU-SizeExtended,


iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-LogicalChannel-InfoList-Item-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-LogicalChannel-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-EDCH-System-Information-ResponseFDD

 ::= SEQUENCE {

ul-common-E-DCH-MACflow-Specific-InfoResponse


Ul-common-E-DCH-MACflow-Specific-InfoResponseList,

serving-Grant-Value









E-Serving-Grant-Value,

iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseFDD-ExtIEs} }




OPTIONAL,


...
}
Common-EDCH-System-Information-ResponseFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Ul-common-E-DCH-MACflow-Specific-InfoResponseList

::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item
Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item

 ::= SEQUENCE {

ul-Common-MACFlowID








Common-MACFlow-ID,

bindingID










BindingID









OPTIONAL,

transportLayerAddress







TransportLayerAddress






OPTIONAL, 


iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item-ExtIEs} }




OPTIONAL,


...
}

Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...
}
Common-MACFlows-to-DeleteFDD ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlows)) OF Common-MACFlows-to-DeleteFDD-Item

Common-MACFlows-to-DeleteFDD-Item ::= SEQUENCE {


common-MACFlow-ID







Common-MACFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { Common-MACFlows-to-DeleteFDD-Item-ExtIEs} }




OPTIONAL,


...

}

Common-MACFlows-to-DeleteFDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-MACFlow-ID ::= INTEGER (0..maxNrOfCommonMACFlows-1)
CommonMACFlow-Specific-InfoList ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlows)) OF CommonMACFlow-Specific-InfoItem
CommonMACFlow-Specific-InfoItem ::= SEQUENCE {


common-MACFlow-Id







Common-MACFlow-ID, 

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

tnl-qos










TnlQos









OPTIONAL,


common-MACFlow-PriorityQueue-Information

Common-MACFlow-PriorityQueue-Information
OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItem-ExtIEs } }

OPTIONAL,


...

}
CommonMACFlow-Specific-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerRequestIndicator 
CRITICALITY ignore
 EXTENSION TransportBearerRequestIndicator 
PRESENCE optional},

-- This IE should not be contained if the MAC flow is setup in procedure, and it should be contained if the MAC flow is modified in procedure.

...

}
CommonMACFlow-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF CommonMACFlow-Specific-InfoItem-Response
CommonMACFlow-Specific-InfoItem-Response ::= SEQUENCE {


commonMACFlow-ID







Common-MACFlow-ID, 

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

hSDSCH-Initial-Capacity-Allocation



HSDSCH-Initial-Capacity-Allocation


OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItem-Response-ExtIEs} }


OPTIONAL,


...

}

CommonMACFlow-Specific-InfoItem-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-MACFlow-PriorityQueue-Information  ::= SEQUENCE (SIZE (1..maxNrOfcommonMACQueues)) OF Common-MACFlow-PriorityQueue-Item  
Common-MACFlow-PriorityQueue-Item  ::= SEQUENCE {

priority-Queue-Information-for-Enhanced-FACH

Priority-Queue-Information-for-Enhanced-FACH-PCH,



iE-Extensions








ProtocolExtensionContainer { { Common-MACFlow-PriorityQueue-Item-ExtIEs } }

OPTIONAL,


...

}
Common-MACFlow-PriorityQueue-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...,


tUTRANGANSSMeasurementAccuracyClass

TUTRANGANSSAccuracyClass

}
CommonMeasurementType ::= ENUMERATED  {


received-total-wide-band-power,


transmitted-carrier-power,


acknowledged-prach-preambles,


ul-timeslot-iscp,

notUsed-1-acknowledged-PCPCH-access-preambles,


notUsed-2-detected-PCPCH-access-preambles,

...,


uTRAN-GPS-Timing-of-Cell-Frames-for-UE-Positioning, 


sFN-SFN-Observed-Time-Difference,


transmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


hS-DSCH-Required-Power,


hS-DSCH-Provided-Bit-Rate,


received-total-wide-band-power-for-cellPortion,


transmitted-carrier-power-for-cellPortion,


transmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmission-for-cellPortion,


upPTS-Interference,

dLTransmissionBranchLoad,


hS-DSCH-Required-Power-for-cell-portion,


hS-DSCH-Provided-Bit-Rate-for-cell-portion,


e-DCH-Provided-Bit-Rate,


e-DCH-Non-serving-Relative-Grant-Down-Commands,


received-Scheduled-EDCH-Power-Share,


received-Scheduled-EDCH-Power-Share-for-cellPortion,


uTRAN-GANSS-timing-of-cell-frames-for-UE-Positioning
}

CommonMeasurementValue ::= CHOICE {


transmitted-carrier-power






Transmitted-Carrier-Power-Value,


received-total-wide-band-power





Received-total-wide-band-power-Value,


acknowledged-prach-preambles





Acknowledged-PRACH-preambles-Value,


uL-TimeslotISCP









UL-TimeslotISCP-Value,

notUsed-1-acknowledged-PCPCH-access-preambles

NULL,


notUsed-2-detected-PCPCH-access-preambles


NULL,

...,


extension-CommonMeasurementValue

Extension-CommonMeasurementValue
}

Extension-CommonMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-CommonMeasurementValueIE }}
Extension-CommonMeasurementValueIE NBAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementValueInformation


CRITICALITY ignore
TYPE TUTRANGPSMeasurementValueInformation

PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementValueInformation



CRITICALITY ignore
TYPE SFNSFNMeasurementValueInformation


PRESENCE mandatory }|


{ ID id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission
CRITICALITY ignore
TYPE TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmissionValue

PRESENCE mandatory }|


{ ID id-HS-DSCHRequiredPowerValueInformation


CRITICALITY ignore
TYPE HS-DSCHRequiredPower






PRESENCE mandatory }|


{ ID id-HS-DSCHProvidedBitRateValueInformation


CRITICALITY ignore
TYPE HS-DSCHProvidedBitRate





PRESENCE mandatory }|


{ ID id-Transmitted-Carrier-Power-For-CellPortion-Value
CRITICALITY ignore
TYPE Transmitted-Carrier-Power-For-CellPortion-Value
PRESENCE mandatory }|


{ ID id-Received-total-wide-band-power-For-CellPortion-Value
CRITICALITY ignore
TYPE Received-total-wide-band-power-For-CellPortion-Value
PRESENCE mandatory }|


{ ID id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue
CRITICALITY ignore
TYPE TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue

PRESENCE mandatory }|

{ ID id-UpPTSInterferenceValue








CRITICALITY ignore
TYPE UpPTSInterferenceValue








PRESENCE mandatory }|

{ ID id-DLTransmissionBranchLoadValue






CRITICALITY ignore
TYPE DLTransmissionBranchLoadValue






PRESENCE mandatory }|


{ ID id-HS-DSCHRequiredPowerValueInformation-For-CellPortion
CRITICALITY ignore
TYPE HS-DSCHRequiredPowerValueInformation-For-CellPortion
PRESENCE mandatory }|

{ ID id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion
CRITICALITY ignore
TYPE HS-DSCHProvidedBitRateValueInformation-For-CellPortion
PRESENCE mandatory }|


{ ID id-E-DCHProvidedBitRateValueInformation




CRITICALITY ignore
TYPE E-DCHProvidedBitRate









PRESENCE mandatory }|


{ ID id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue

CRITICALITY ignore
TYPE E-DCH-Non-serving-Relative-Grant-Down-Commands


PRESENCE mandatory }|


{ ID id-Received-Scheduled-EDCH-Power-Share-Value
CRITICALITY ignore
TYPE Received-Scheduled-EDCH-Power-Share-Value
PRESENCE mandatory }|


{ ID id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value 
CRITICALITY ignore
TYPE Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value
PRESENCE mandatory }|


{ ID id-TUTRANGANSSMeasurementValueInformation 

CRITICALITY ignore
TYPE TUTRANGANSSMeasurementValueInformation
PRESENCE mandatory }
}
CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

CommonMeasurementnotAvailable
}

CommonMeasurementAvailable::= SEQUENCE {


commonmeasurementValue

CommonMeasurementValue,


ie-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementnotAvailable ::= NULL
CommonPhysicalChannelID ::= INTEGER (0..255)

CommonPhysicalChannelID768 ::= INTEGER (0..511)

Common-PhysicalChannel-Status-Information ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-PhysicalChannel-Status-Information-ExtIEs} }

OPTIONAL,


...

}

Common-PhysicalChannel-Status-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-PhysicalChannel-Status-Information768 ::= SEQUENCE {


commonPhysicalChannelID768


CommonPhysicalChannelID768,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-PhysicalChannel-Status-Information768-ExtIEs} }

OPTIONAL,


...

}

Common-PhysicalChannel-Status-Information768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonTransportChannelID ::= INTEGER (0..255)

CommonTransportChannel-InformationResponse ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID



OPTIONAL,


transportLayerAddress



TransportLayerAddress
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { CommonTransportChannel-InformationResponse-ExtIEs} }

OPTIONAL,


...

}

CommonTransportChannel-InformationResponse-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-BroadcastCommonTransportBearerIndication
CRITICALITY ignore EXTENSION BroadcastCommonTransportBearerIndication
 PRESENCE optional }|

{ ID
id-IPMulticastDataBearerIndication


CRITICALITY ignore EXTENSION IPMulticastDataBearerIndication



 PRESENCE optional },

...

}
Common-TransportChannel-Status-Information ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-TransportChannel-Status-Information-ExtIEs} }

OPTIONAL,


...

}

Common-TransportChannel-Status-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommunicationControlPortID ::= INTEGER (0..65535)

Compressed-Mode-Deactivation-Flag::= ENUMERATED {


deactivate,


maintain-Active

}

ConfigurationGenerationID ::= INTEGER (0..255)

-- Value '0' means "No configuration" 

ConstantValue ::= INTEGER (-10..10,...)

-- -10 dB - +10 dB

-- unit dB

-- step 1 dB
ContinuousPacketConnectivityDTX-DRX-Capability ::= ENUMERATED {

continuous-Packet-Connectivity-DTX-DRX-capable,


continuous-Packet-Connectivity-DTX-DRX-non-capable
}
ContinuousPacketConnectivityDTX-DRX-Information ::= SEQUENCE {

uE-DTX-DRX-Offset






UE-DTX-DRX-Offset,

enabling-Delay







Enabling-Delay,


dTX-Information







DTX-Information
,


dRX-Information







DRX-Information






OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { ContinuousPacketConnectivityDTX-DRX-Information-ExtIEs } }


OPTIONAL,

...
}
ContinuousPacketConnectivityDTX-DRX-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ContinuousPacketConnectivityDTX-DRX-Information-to-Modify ::= SEQUENCE {

uE-DTX-DRX-Offset






UE-DTX-DRX-Offset





OPTIONAL,

enabling-Delay







Enabling-Delay






OPTIONAL,


dTX-Information-to-Modify




DTX-Information-to-Modify



OPTIONAL,


dRX-Information-to-Modify




DRX-Information-to-Modify



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { ContinuousPacketConnectivityDTX-DRX-Information-to-Modify-ExtIEs } }


OPTIONAL,

...

}
ContinuousPacketConnectivityDTX-DRX-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ContinuousPacketConnectivityHS-SCCH-less-Capability ::= ENUMERATED {

continuous-Packet-Connectivity-HS-SCCH-less-capable,


continuous-Packet-Connectivity-HS-SCCH-less-capable-non-capable
}

ContinuousPacketConnectivityHS-SCCH-less-Information ::= SEQUENCE (SIZE (1..maxNrOfHS-DSCH-TBSs-HS-SCCHless)) OF ContinuousPacketConnectivityHS-SCCH-less-InformationItem
ContinuousPacketConnectivityHS-SCCH-less-InformationItem ::= SEQUENCE {


transport-Block-Size-Index



Transport-Block-Size-Index,


hSPDSCH-Second-Code-Support



HSPDSCH-Second-Code-Support, 


iE-Extensions






ProtocolExtensionContainer { { ContinuousPacketConnectivityHS-SCCH-less-Information-ExtIEs } }


OPTIONAL,

...

}
ContinuousPacketConnectivityHS-SCCH-less-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ContinuousPacketConnectivityHS-SCCH-less-Information-Response ::= SEQUENCE {


hSPDSCH-First-Code-Index



HSPDSCH-First-Code-Index,


hSPDSCH-Second-Code-Index



HSPDSCH-Second-Code-Index



OPTIONAL, 


iE-Extensions






ProtocolExtensionContainer { { ContinuousPacketConnectivityHS-SCCH-less-Information-Response-ExtIEs } }


OPTIONAL,

...

}
ContinuousPacketConnectivityHS-SCCH-less-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ControlGAP ::= INTEGER (1..255)
CPC-Information ::= SEQUENCE {

continuousPacketConnectivityDTX-DRX-Information




ContinuousPacketConnectivityDTX-DRX-Information





OPTIONAL,

continuousPacketConnectivityDTX-DRX-Information-to-Modify

ContinuousPacketConnectivityDTX-DRX-Information-to-Modify

OPTIONAL,


continuousPacketConnectivityHS-SCCH-less-Information


ContinuousPacketConnectivityHS-SCCH-less-Information



OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { CPC-Information-ExtIEs} }













OPTIONAL,


...
}

CPC-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator 
CRITICALITY reject
 EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator 
PRESENCE optional},

...

}

ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator ::= NULL

CQI-DTX-Timer ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256, v512, infinity}

-- Unit subframe
CQI-Feedback-Cycle ::= ENUMERATED {v0, v2, v4, v8, v10, v20, v40, v80, v160,..., v16, v32, v64}

CQI-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [9] subclause 4.2.1
CQI-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID



OPTIONAL,


triggeringMessage


TriggeringMessage


OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID



OPTIONAL,


iEsCriticalityDiagnostics
CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality

Criticality,



iE-ID



ProtocolIE-ID,



repetitionNumber
RepetitionNumber0

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }

OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|

{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)

CSBMeasurementID ::= INTEGER (0..65535)

CSBTransmissionID ::= INTEGER (0..65535)
Common-EDCH-System-InformationLCR ::= SEQUENCE {


ul-common-E-DCH-MACflow-Specific-InformationLCR


Ul-common-E-DCH-MACflow-Specific-InfoListLCR




OPTIONAL,

common-E-PUCH-InformationLCR






Common-E-PUCH-InformationLCR






OPTIONAL,

e-TFCS-Information-TDD








E-TFCS-Information-TDD








OPTIONAL,

maximum-Number-of-Retransmissions-For-E-DCH



Maximum-Number-of-Retransmissions-For-E-DCH




OPTIONAL,

eDCH-MACdFlow-Retransmission-Timer





E-DCH-MACdFlow-Retransmission-Timer





OPTIONAL,

iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-InformationLCR-ExtIEs } }

OPTIONAL,


...

}
Common-EDCH-System-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-PUCH-InformationLCR ::= SEQUENCE {


minCR









CodeRate,


maxCR









CodeRate,


harqInfo








HARQ-Info-for-E-DCH,


pRXdes-base-perURAFCN





PRXdes-base-perURAFCN



OPTIONAL,

e-PUCH-TPC-StepSize






TDD-TPC-UplinkStepSize-LCR


OPTIONAL,

e-AGCH-TPC-StepSize






TDD-TPC-DownlinkStepSize


OPTIONAL,

e-PUCH-PowerControlGAP





ControlGAP






OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Common-E-PUCH-InformationLCR-ExtIEs } }

OPTIONAL,


...

}

Common-E-PUCH-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRXdes-base-perURAFCN ::= SEQUENCE (SIZE (1.. maxFrequencyinCell)) OF PRXdes-base-Item
PRXdes-base-Item ::= SEQUENCE {


pRXdes-base








PRXdes-base,

uARFCN









UARFCN










OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { PRXdes-base-Item-ExtIEs} }

OPTIONAL,


...

}

PRXdes-base-Item-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Ul-common-E-DCH-MACflow-Specific-InfoListLCR ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR
Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR

 ::= SEQUENCE {

ul-Common-MACFlowIDLCR







Common-MACFlow-ID-LCR,

transportBearerRequestIndicator





TransportBearerRequestIndicator




OPTIONAL,

bindingID










BindingID









OPTIONAL,

transportLayerAddress







TransportLayerAddress






OPTIONAL, 


tnlQos











TnlQos










OPTIONAL,

payloadCRC-PresenceIndicator





PayloadCRC-PresenceIndicator




OPTIONAL,

common-E-DCH-MACdFlow-Specific-InformationLCR

Common-E-DCH-MACdFlow-Specific-InfoListLCR

OPTIONAL,

uARFCN











UARFCN










OPTIONAL,


iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR-ExtIEs} }




OPTIONAL,


...
}

Ul-common-E-DCH-MACflow-Specific-InfoList-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-MACdFlow-Specific-InfoListLCR ::= SEQUENCE (SIZE (1.. maxNrOfEDCHMACdFlowsLCR)) OF Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR
Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR

 ::= SEQUENCE {

common-e-DCH-MACdFlow-ID





E-DCH-MACdFlow-ID-LCR,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH


OPTIONAL,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List










OPTIONAL,


common-E-DCHLogicalChannelInformation


Common-E-DCH-LogicalChannel-InfoList



OPTIONAL,

eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD














OPTIONAL,

eDCH-MACdFlow-Retransmission-Timer



E-DCH-MACdFlow-Retransmission-Timer




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-MACdFlow-Specific-InfoList-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-EDCH-System-Information-ResponseLCR ::= SEQUENCE {

ul-common-E-DCH-MACflow-Specific-InfoResponseLCR


Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR

OPTIONAL,

common-E-AGCH-ListLCR









Common-E-AGCH-ListLCR





OPTIONAL,

common-E-HICH-ListLCR









Common-E-HICH-ListLCR





OPTIONAL,

common-E-RNTI-Info-LCR









Common-E-RNTI-Info-LCR





OPTIONAL,

iE-Extensions











ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseLCR-ExtIEs} }




OPTIONAL,


...
}
Common-EDCH-System-Information-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR
Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR ::= SEQUENCE {

ul-Common-MACFlowID-LCR







Common-MACFlow-ID-LCR,

bindingID










BindingID









OPTIONAL,

transportLayerAddress







TransportLayerAddress






OPTIONAL, 


uARFCN











UARFCN










OPTIONAL,

iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR-ExtIEs} }




OPTIONAL,


...
}

Ul-common-E-DCH-MACflow-Specific-InfoResponseList-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...
}
Common-E-AGCH-ListLCR ::= SEQUENCE (SIZE (1.. maxNrOfEAGCHsLCR)) OF Common-E-AGCH-ItemLCR
Common-E-AGCH-ItemLCR ::= SEQUENCE {


e-AGCH-ID








E-AGCH-Id,


uARFCN









UARFCN










OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Common-E-AGCH-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-AGCH-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-HICH-ListLCR ::= SEQUENCE (SIZE (1.. maxNrOfEHICHsLCR)) OF Common-E-HICH-ItemLCR
Common-E-HICH-ItemLCR ::= SEQUENCE {


eI









EI,

e-HICH-ID







E-HICH-ID-LCR,


iE-Extensions






ProtocolExtensionContainer { { Common-E-HICH-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-HICH-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-E-RNTI-Info-LCR ::= SEQUENCE (SIZE (1.. maxnrofERUCCHsLCR)) OF Common-E-RNTI-Info-ItemLCR

Common-E-RNTI-Info-ItemLCR ::= SEQUENCE {


starting-E-RNTI






E-RNTI,


number-of-Group






INTEGER(1..32),


number-of-e-E-RNTI-perGroup



INTEGER(1..7),


iE-Extensions






ProtocolExtensionContainer { { Common-E-RNTI-Info-ItemLCR-ExtIEs} }

OPTIONAL,


...

}

Common-E-RNTI-Info-ItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Common-MACFlows-to-DeleteLCR ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlowsLCR)) OF Common-MACFlows-to-DeleteLCR-Item

Common-MACFlows-to-DeleteLCR-Item ::= SEQUENCE {


common-MACFlow-ID-LCR






Common-MACFlow-ID-LCR,


iE-Extensions








ProtocolExtensionContainer { { Common-MACFlows-to-DeleteLCR-Item-ExtIEs} }




OPTIONAL,


...

}

Common-MACFlows-to-DeleteLCR-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-MACFlow-ID-LCR ::= INTEGER (0..maxNrOfCommonMACFlowsLCR-1)
CommonMACFlow-Specific-InfoListLCR ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlowsLCR)) OF CommonMACFlow-Specific-InfoItemLCR
CommonMACFlow-Specific-InfoItemLCR ::= SEQUENCE {


common-MACFlow-ID-LCR






Common-MACFlow-ID-LCR,

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

tnl-qos










TnlQos









OPTIONAL,


common-MACFlow-PriorityQueue-InformationLCR

Common-MACFlow-PriorityQueue-Information
OPTIONAL,

transportBearerRequestIndicator




TransportBearerRequestIndicator



OPTIONAL,

uARFCN










UARFCN









OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItemLCR-ExtIEs } }

OPTIONAL,


...

}
CommonMACFlow-Specific-InfoItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-H-RNTI-InformationLCR ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlowsLCR)) OF Common-H-RNTI-InfoItemLCR
Common-H-RNTI-InfoItemLCR ::= SEQUENCE {


common-H-RNTI








HSDSCH-RNTI,

iE-Extensions








ProtocolExtensionContainer { { Common-H-RNTI-InfoItemLCR-ExtIEs } }

OPTIONAL,


...

}
Common-H-RNTI-InfoItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Sync-InformationLCR ::= SEQUENCE {


t-SYNC










T-SYNC,

t-PROTECT









T-PROTECT,

n-PROTECT









N-PROTECT,

iE-Extensions








ProtocolExtensionContainer { { Sync-InformationLCR-ExtIEs } }

OPTIONAL,


...

}
Sync-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonMACFlow-Specific-InfoList-ResponseLCR ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF CommonMACFlow-Specific-InfoItem-ResponseLCR
CommonMACFlow-Specific-InfoItem-ResponseLCR ::= SEQUENCE {


common-MACFlow-ID-LCR







Common-MACFlow-ID-LCR, 

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

hSDSCH-Initial-Capacity-Allocation



HSDSCH-Initial-Capacity-Allocation


OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItem-ResponseLCR-ExtIEs} }


OPTIONAL,


...

}

CommonMACFlow-Specific-InfoItem-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* omitted */
DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst::= SEQUENCE {


timeSlot








TimeSlotLCR,


midambleShiftAndBurstType




MidambleShiftLCR,


dl-HS-PDSCH-Codelist-LCR-PSCH-ReconfRqst

DL-HS-PDSCH-Codelist-LCR-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power





MaximumTransmissionPower




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-HS-PDSCH-Codelist-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs)) OF TDD-ChannelisationCode

-- ==========================================

--
E
-- ==========================================

/* omitted */
E-DCH-MACdFlow-ID-LCR ::= INTEGER (0..maxNrOfEDCHMACdFlowsLCR-1)

E-DCH-MACdFlows-to-DeleteLCR ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlowsLCR)) OF E-DCH-MACdFlow-to-Delete-ItemLCR
E-DCH-MACdFlow-to-Delete-ItemLCR ::= SEQUENCE {


e-DCH-MACdFlow-ID-LCR






E-DCH-MACdFlow-ID-LCR,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-to-Delete-ItemLCR-ExtIEs} }




OPTIONAL,


...

}

E-DCH-MACdFlow-to-Delete-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Enhanced-UE-DRX-InformationLCR  ::= SEQUENCE {

t321









T321,


hS-DSCH-DRX-Cycle-FACH





HS-DSCH-DRX-Cycle-FACH,

hS-DSCH-RX-Burst-FACH





HS-DSCH-RX-Burst-FACH,

iE-Extensions







ProtocolExtensionContainer { { Enhanced-UE-DRX-InformationLCR-ExtIEs } }

OPTIONAL,

...

}
Enhanced-UE-DRX-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-HICH-ID-LCR ::= INTEGER(0..255)
-- ==========================================

--
F
-- ==========================================

/* omitted */
-- ==========================================

--
H

-- ==========================================

HARQ-Info-for-E-DCH ::= ENUMERATED {

rv0,


rvtable

}
HARQ-MemoryPartitioning
::= CHOICE {


implicit

HARQ-MemoryPartitioning-Implicit,


explicit

HARQ-MemoryPartitioning-Explicit,


...


}
HARQ-MemoryPartitioning-Implicit
::= SEQUENCE {


number-of-Processes


INTEGER (1..8,...,12|14|16),

iE-Extensions



ProtocolExtensionContainer { { HARQ-MemoryPartitioning-Implicit-ExtIEs } }


OPTIONAL,

...

}
HARQ-MemoryPartitioning-Implicit-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HARQ-MemoryPartitioning-Explicit
::= SEQUENCE {


hARQ-MemoryPartitioningList


HARQ-MemoryPartitioningList,

iE-Extensions





ProtocolExtensionContainer { { HARQ-MemoryPartitioning-Explicit-ExtIEs } }


OPTIONAL,

...

}
HARQ-MemoryPartitioning-Explicit-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

-- The following IE may only be used in FDD, in MIMO dual stream transmission mode


{ID id-HARQ-MemoryPartitioningInfoExtForMIMO
CRITICALITY ignore
EXTENSION HARQ-MemoryPartitioningInfoExtForMIMO
PRESENCE optional},

...

}
HARQ-MemoryPartitioningList
::= SEQUENCE (SIZE (1..maxNrOfHARQProcesses)) OF HARQ-MemoryPartitioningItem

HARQ-MemoryPartitioningInfoExtForMIMO ::= SEQUENCE (SIZE (4|6|8)) OF HARQ-MemoryPartitioningItem
HARQ-MemoryPartitioningItem ::= SEQUENCE {


process-Memory-Size




ENUMERATED {











hms800, hms1600, hms2400, hms3200, hms4000,











hms4800, hms5600, hms6400, hms7200, hms8000,











hms8800, hms9600, hms10400, hms11200, hms12000,











hms12800, hms13600, hms14400, hms15200, hms16000,











hms17600, hms19200, hms20800, hms22400, hms24000,











hms25600, hms27200, hms28800, hms30400, hms32000,











hms36000, hms40000, hms44000, hms48000, hms52000,











hms56000, hms60000, hms64000, hms68000, hms72000,











hms76000, hms80000, hms88000, hms96000, hms104000,











hms112000, hms120000, hms128000, hms136000, hms144000,











hms152000, hms160000, hms176000, hms192000, hms208000,











hms224000, hms240000, hms256000, hms272000, hms288000,











hms304000,...},


iE-Extensions





ProtocolExtensionContainer { { HARQ-MemoryPartitioningItem-ExtIEs } }


OPTIONAL,

...

}
HARQ-MemoryPartitioningItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HARQ-Preamble-Mode ::= ENUMERATED {

mode0,
mode1

}
HARQ-Process-Allocation-2ms-EDCH ::= BIT STRING ( SIZE(maxNrOfEDCHHARQProcesses2msEDCH) )
HARQ-Preamble-Mode-Activation-Indicator
::=ENUMERATED
{


harqPreambleModeActivated
}
HSDPA-Capability ::= ENUMERATED {hsdpa-capable, hsdpa-non-capable}

HS-DSCHProvidedBitRate ::= SEQUENCE (SIZE (1..maxNrOfPriorityClasses)) OF HS-DSCHProvidedBitRate-Item

HS-DSCHProvidedBitRate-Item ::= SEQUENCE {


schedulingPriorityIndicator


SchedulingPriorityIndicator,


hS-DSCHProvidedBitRateValue


HS-DSCHProvidedBitRateValue,


iE-Extensions





ProtocolExtensionContainer { { HS-DSCHProvidedBitRate-Item-ExtIEs} }

OPTIONAL,


...

}

HS-DSCHProvidedBitRate-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-DSCHProvidedBitRateValue ::= INTEGER(0..16777215,...,16777216..256000000)

-- except for 7.68Mcps TDD Unit bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1 bit

-- 7.68Mcps TDD Unit 2bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1

HS-DSCHProvidedBitRateValueInformation-For-CellPortion ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCell)) OF HS-DSCHProvidedBitRateValueInformation-For-CellPortion-Item

HS-DSCHProvidedBitRateValueInformation-For-CellPortion-Item ::= SEQUENCE{


cellPortionID




CellPortionID,

hS-DSCHProvidedBitRateValue

HS-DSCHProvidedBitRate,


iE-Extensions




ProtocolExtensionContainer { {HS-DSCHProvidedBitRateValueInformation-For-CellPortion-Item-ExtIEs} }
OPTIONAL,


...

}

HS-DSCHProvidedBitRateValueInformation-For-CellPortion-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-DSCHRequiredPower ::= SEQUENCE (SIZE (1..maxNrOfPriorityClasses)) OF HS-DSCHRequiredPower-Item

HS-DSCHRequiredPower-Item ::= SEQUENCE {


schedulingPriorityIndicator



SchedulingPriorityIndicator,


hS-DSCHRequiredPowerValue



HS-DSCHRequiredPowerValue,


hS-DSCHRequiredPowerPerUEInformation
HS-DSCHRequiredPowerPerUEInformation





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-DSCHRequiredPower-Item-ExtIEs} }

OPTIONAL,


...

}

HS-DSCHRequiredPower-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-DSCHRequiredPowerValue ::= INTEGER(0..1000)

-- Unit %, Range 0 ..1000, Step 0.1%

HS-DSCHRequiredPowerPerUEInformation ::= SEQUENCE (SIZE (1.. maxNrOfContextsOnUeList)) OF HS-DSCHRequiredPowerPerUEInformation-Item

HS-DSCHRequiredPowerPerUEInformation-Item ::= SEQUENCE {


cRNC-CommunicationContextID



CRNC-CommunicationContextID,


hS-DSCHRequiredPowerPerUEWeight


HS-DSCHRequiredPowerPerUEWeight

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-DSCHRequiredPowerPerUEInformation-Item-ExtIEs} }

OPTIONAL,


...

}

HS-DSCHRequiredPowerPerUEInformation-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-DSCHRequiredPowerPerUEWeight ::= INTEGER(0..100)

-- Unit %, Range 0 ..100, Step 1%

HS-DSCHRequiredPowerValueInformation-For-CellPortion ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCell)) OF HS-DSCHRequiredPowerValueInformation-For-CellPortion-Item

HS-DSCHRequiredPowerValueInformation-For-CellPortion-Item ::= SEQUENCE{


cellPortionID



CellPortionID,

hS-DSCHRequiredPowerValue
HS-DSCHRequiredPower,


iE-Extensions



ProtocolExtensionContainer { { HS-DSCHRequiredPowerValueInformation-For-CellPortion-Item-ExtIEs} }

OPTIONAL,


...

}

HS-DSCHRequiredPowerValueInformation-For-CellPortion-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HSDPA-Associated-PICH-Information  ::= CHOICE {


hsdpa-PICH-Shared-with-PCH





HSDPA-PICH-Shared-with-PCH,


hsdpa-PICH-notShared-with-PCH




HSDPA-PICH-notShared-with-PCH,


...

}

HSDPA-PICH-Shared-with-PCH ::= SEQUENCE {


hsdpa-PICH-SharedPCH-ID






CommonPhysicalChannelID,


...

}

HSDPA-PICH-notShared-with-PCH ::= SEQUENCE {


hSDPA-PICH-notShared-ID






CommonPhysicalChannelID,


fdd-DL-Channelisation-CodeNumber



FDD-DL-ChannelisationCodeNumber,


pich-Power









PICH-Power,


pich-Mode









PICH-Mode,


sttd-Indicator








STTD-Indicator,


...

}

HSDSCH-Common-System-InformationFDD  ::= SEQUENCE {


hsdsch-Common-Information





HSDSCH-Common-Information







OPTIONAL,


commonMACFlow-Specific-Information



CommonMACFlow-Specific-InfoList






OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Common-System-InformationFDD-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Common-System-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Common-System-Information-ResponseFDD  ::= SEQUENCE {


hsSCCH-Specific-Information-ResponseFDD


HSSCCH-Specific-InformationRespListFDD



OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning







OPTIONAL, 


commonMACFlow-Specific-Info-Response


CommonMACFlow-Specific-InfoList-Response


OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Common-System-Information-ResponseFDD-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Common-System-Information-ResponseFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Common-Information ::= SEQUENCE {


cCCH-PriorityQueue-Id










PriorityQueue-Id,


sRB1-PriorityQueue-Id










PriorityQueue-Id,

associatedCommon-MACFlow









Common-MACFlow-ID,

fACH-Measurement-Occasion-Cycle-Length-Coefficient



FACH-Measurement-Occasion-Cycle-Length-Coefficient



OPTIONAL,

rACH-Measurement-Result










RACH-Measurement-Result,


bCCH-Specific-HSDSCH-RNTI-Information






BCCH-Specific-HSDSCH-RNTI-Information,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-Common-Information-ExtIEs} }

OPTIONAL,


...

}
HSDSCH-Common-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
HSDSCH-FDD-Information ::= SEQUENCE {


hSDSCH-MACdFlows-Information



HSDSCH-MACdFlows-Information,

ueCapability-Info






UE-Capability-Information,


mAChs-Reordering-Buffer-Size-for-RLC-UM

MAChsReorderingBufferSize-for-RLC-UM,


cqiFeedback-CycleK






CQI-Feedback-Cycle,


cqiRepetitionFactor






CQI-RepetitionFactor





OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k is greater than 0


ackNackRepetitionFactor





AckNack-RepetitionFactor,


cqiPowerOffset







CQI-Power-Offset,

ackPowerOffset







Ack-Power-Offset,


nackPowerOffset







Nack-Power-Offset,


hsscch-PowerOffset






HSSCCH-PowerOffset






OPTIONAL,

measurement-Power-Offset




Measurement-Power-Offset




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { HSDSCH-FDD-Information-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HARQ-Preamble-Mode 





CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode



PRESENCE optional}|

{ ID id-MIMO-ActivationIndicator



CRITICALITY reject

EXTENSION
MIMO-ActivationIndicator



PRESENCE optional}|


{ ID id-HSDSCH-MACdPDUSizeFormat 



CRITICALITY reject

EXTENSION
HSDSCH-MACdPDUSizeFormat



PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator

CRITICALITY ignore

EXTENSION
SixtyfourQAM-UsageAllowedIndicator
PRESENCE optional}|


{ ID id-UE-without-HS-SCCH-constraint-indicator
CRITICALITY ignore

EXTENSION
NULL




PRESENCE optional},

...

}
HSDSCH-TDD-Information ::= SEQUENCE {


hSDSCH-MACdFlows-Information



HSDSCH-MACdFlows-Information,

ueCapability-Info






UE-Capability-Information,


mAChs-Reordering-Buffer-Size-for-RLC-UM

MAChsReorderingBufferSize-for-RLC-UM,


tDD-AckNack-Power-Offset




TDD-AckNack-Power-Offset,


iE-Extensions







ProtocolExtensionContainer { { HSDSCH-TDD-Information-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-TDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSSICH-SIRTarget

CRITICALITY
ignore


EXTENSION 
UL-SIR 




PRESENCE 
optional}|
 -- Applicable to 1.28Mcps TDD only

{ ID id-HSSICH-TPC-StepSize

CRITICALITY
ignore


EXTENSION 
TDD-TPC-UplinkStepSize-LCR
PRESENCE 
optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-HSDSCH-MACdPDUSizeFormat 
CRITICALITY reject

EXTENSION
HSDSCH-MACdPDUSizeFormat 
PRESENCE optional}|

{ ID id-tSN-Length



CRITICALITY reject


EXTENSION  TSN-Length



PRESENCE optional },

-- Applicable for 1.28Mcps TDD when using multiple frequencies

...

}

HSDSCH-Information-to-Modify ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-Info-to-Modify


HSDSCH-MACdFlow-Specific-InfoList-to-Modify

OPTIONAL,


priorityQueueInfotoModify





PriorityQueue-InfoList-to-Modify



OPTIONAL,


mAChs-Reordering-Buffer-Size-for-RLC-UM


MAChsReorderingBufferSize-for-RLC-UM


OPTIONAL,


cqiFeedback-CycleK







CQI-Feedback-Cycle







OPTIONAL,
-- For FDD only


cqiRepetitionFactor







CQI-RepetitionFactor






OPTIONAL,
-- For FDD only


ackNackRepetitionFactor






AckNack-RepetitionFactor





OPTIONAL,
-- For FDD only


cqiPowerOffset








CQI-Power-Offset







OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset







OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset







OPTIONAL,
-- For FDD only

hsscch-PowerOffset







HSSCCH-PowerOffset







OPTIONAL,
-- For FDD only


measurement-Power-Offset





Measurement-Power-Offset





OPTIONAL,
-- For FDD only


hSSCCHCodeChangeGrant






HSSCCH-Code-Change-Grant





OPTIONAL,


tDDAckNackPowerOffset






TDD-AckNack-Power-Offset





OPTIONAL,
-- For TDD only


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HARQ-Preamble-Mode




CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode
PRESENCE optional}|


{ ID id-HSSICH-SIRTarget




CRITICALITY
ignore

EXTENSION
UL-SIR


PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-ueCapability-Info




CRITICALITY
ignore

EXTENSION
UE-Capability-Information
PRESENCE optional}|

{ ID id-HSSICH-TPC-StepSize




CRITICALITY
ignore

EXTENSION 
TDD-TPC-UplinkStepSize-LCR
PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-HS-PDSCH-Code-Change-Grant


CRITICALITY
ignore

EXTENSION
HS-PDSCH-Code-Change-Grant
PRESENCE optional}|

 -- Applicable to FDD only

{ ID id-MIMO-Mode-Indicator




CRITICALITY reject

EXTENSION 
MIMO-Mode-Indicator
PRESENCE optional }|


{ ID id-HSDSCH-MACdPDUSizeFormat


CRITICALITY reject

EXTENSION
HSDSCH-MACdPDUSizeFormat 
PRESENCE optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator
CRITICALITY ignore

EXTENSION 
SixtyfourQAM-UsageAllowedIndicator
PRESENCE optional},

...

}
HSDSCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem-to-Modify

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


hsDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority




OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

bindingID






BindingID








OPTIONAL,


transportLayerAddress



TransportLayerAddress





OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional},


...

}
HSDSCH-MACdPDUSizeFormat ::= ENUMERATED {


indexedMACdPDU-Size,


flexibleMACdPDU-Size
}

HSDSCH-MACdPDU-SizeCapability ::= ENUMERATED {


indexedSizeCapable,


flexibleSizeCapable
}

HSDSCH-Information-to-Modify-Unsynchronised ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-Info-to-Modify


HSDSCH-MACdFlow-Specific-InfoList-to-Modify

OPTIONAL,


priorityQueueInfotoModifyUnsynchronised


PriorityQueue-InfoList-to-Modify-Unsynchronised
OPTIONAL,


cqiPowerOffset








CQI-Power-Offset







OPTIONAL,
-- For FDD only


ackPowerOffset








Ack-Power-Offset







OPTIONAL,
-- For FDD only


nackPowerOffset








Nack-Power-Offset







OPTIONAL,
-- For FDD only

hsscch-PowerOffset







HSSCCH-PowerOffset







OPTIONAL,
-- For FDD only


tDDAckNackPowerOffset






TDD-AckNack-Power-Offset





OPTIONAL,
-- For TDD only


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Information-to-Modify-Unsynchronised-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-Information-to-Modify-Unsynchronised-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HARQ-Preamble-Mode




CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode
PRESENCE optional}|

{ ID id-HSSICH-SIRTarget




CRITICALITY
ignore

EXTENSION
UL-SIR


PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-ueCapability-Info




CRITICALITY
ignore

EXTENSION
UE-Capability-Information
PRESENCE optional}|

{ ID id-HSSICH-TPC-StepSize




CRITICALITY
ignore

EXTENSION 
TDD-TPC-UplinkStepSize-LCR
PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-MIMO-Mode-Indicator




CRITICALITY reject

EXTENSION MIMO-Mode-Indicator
PRESENCE
optional }|

{ ID id-SixtyfourQAM-UsageAllowedIndicator
CRITICALITY ignore

EXTENSION 
SixtyfourQAM-UsageAllowedIndicator
PRESENCE optional},

...

}
HSDSCH-FDD-Information-Response ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-InformationResp

HSDSCH-MACdFlow-Specific-InformationResp






OPTIONAL,


hsSCCH-Specific-Information-ResponseFDD


HSSCCH-Specific-InformationRespListFDD







OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning











OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Information-Response-ExtIEs } }

OPTIONAL,


...

}

HSDSCH-FDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{
ID id-HARQ-Preamble-Mode-Activation-Indicator

CRITICALITY
ignore
EXTENSION
HARQ-Preamble-Mode-Activation-Indicator





PRESENCE
optional}|

{ ID id-MIMO-N-M-Ratio







CRITICALITY
ignore
EXTENSION
MIMO-N-M-Ratio









PRESENCE optional}|


{ ID id-SixtyfourQAM-DL-UsageIndicator



CRITICALITY ignore
EXTENSION SixtyfourQAM-DL-UsageIndicator

PRESENCE optional }|


{ ID id-HSDSCH-TBSizeTableIndicator




CRITICALITY ignore
EXTENSION HSDSCH-TBSizeTableIndicator


PRESENCE optional },

...

}
HSDSCH-Paging-System-InformationFDD  ::= SEQUENCE {


paging-MACFlow-Specific-Information



Paging-MACFlow-Specific-Information,


hSSCCH-Power








DL-Power,


hSPDSCH-Power








DL-Power, 


number-of-PCCH-transmission





Number-of-PCCH-transmission,

transport-Block-Size-List





Transport-Block-Size-List,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Paging-System-InformationFDD-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Paging-System-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Paging-System-Information-ResponseFDD ::= SEQUENCE (SIZE (1..maxNrOfPagingMACFlow)) OF HSDSCH-Paging-System-Information-ResponseList

HSDSCH-Paging-System-Information-ResponseList  ::= SEQUENCE {


pagingMACFlow-ID







Paging-MACFlow-ID, 


bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL, 


hSPDSCH-Code-Index







HSPDSCH-Code-Index,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Paging-System-Information-ResponseList-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Paging-System-Information-ResponseList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-TDD-Information-Response ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-InformationResp

HSDSCH-MACdFlow-Specific-InformationResp
OPTIONAL,


hsSCCH-Specific-Information-ResponseTDD


HSSCCH-Specific-InformationRespListTDD

OPTIONAL, -- Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


hsSCCH-Specific-Information-ResponseTDDLCR

HSSCCH-Specific-InformationRespListTDDLCR
OPTIONAL, -- Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD,This HSSCCH Specific Information is for the first Frequency repetition, HSSCCH Specific Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR

hARQ-MemoryPartitioning






HARQ-MemoryPartitioning





OPTIONAL, -- This HARQ Memory Partitioning Information is for the first Frequency repetition, HARQ Memory Partitioning Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Information-Response-ExtIEs } }

OPTIONAL,


...

}

HSDSCH-TDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-hsSCCH-Specific-Information-ResponseTDD768 




CRITICALITY ignore
EXTENSION HSSCCH-Specific-InformationRespListTDD768
PRESENCE optional}|
{ ID id-UARFCNforNt













CRITICALITY ignore
EXTENSION UARFCN















PRESENCE optional}|


-- Applicable to 1.28Mcps TDD when using multiple frequencies ,This is the UARFCN for the first Frequency repetition
{ ID id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR



CRITICALITY ignore
EXTENSION MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies ,This MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR is the HS-SCCH and HARQ Memory Partitioning information for the 2nd and beyond HS-PDSCH frequencies.
{ ID id-multicarrier-number











CRITICALITY ignore
EXTENSION  Multicarrier-Number












PRESENCE optional },


-- Applicable for 1.28Mcps TDD when using multiple frequencies

...

}
HSDSCH-MACdFlow-Specific-InformationResp ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InformationResp-Item

HSDSCH-MACdFlow-Specific-InformationResp-Item ::= SEQUENCE {


hsDSCHMacdFlow-Id







HSDSCH-MACdFlow-ID,


bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


hSDSCH-Initial-Capacity-Allocation



HSDSCH-Initial-Capacity-Allocation OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InformationRespItem-ExtIEs } }

OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InformationRespItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlows-Information ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-Info




HSDSCH-MACdFlow-Specific-InfoList,


priorityQueue-Info







PriorityQueue-InfoList,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-MACdFlows-Information-ExtIEs } }


OPTIONAL,

...

}

HSDSCH-MACdFlows-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlow-Specific-InfoItem

HSDSCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


hsDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


allocationRetentionPriority


AllocationRetentionPriority,


bindingID






BindingID




OPTIONAL,


transportLayerAddress



TransportLayerAddress

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-MACdFlow-Specific-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional },

...

}
HSDSCH-MACdFlows-to-Delete ::= SEQUENCE (SIZE (1..maxNrOfMACdFlows)) OF HSDSCH-MACdFlows-to-Delete-Item

HSDSCH-MACdFlows-to-Delete-Item ::= SEQUENCE {


hsDSCH-MACdFlow-ID




HSDSCH-MACdFlow-ID,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-MACdFlows-to-Delete-Item-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-MACdFlows-to-Delete-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HSDSCH-TBSizeTableIndicator ::= ENUMERATED {

octet-aligned

}

HSSCCH-PowerOffset ::= INTEGER (0..255)

-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB
HSDSCH-Initial-Capacity-Allocation::= SEQUENCE (SIZE (1..maxNrOfPriorityQueues)) OF HSDSCH-Initial-Capacity-AllocationItem
HSDSCH-Initial-Capacity-AllocationItem ::= SEQUENCE {


schedulingPriorityIndicator

SchedulingPriorityIndicator,


maximum-MACdPDU-Size


MACdPDU-Size,

hSDSCH-InitialWindowSize

HSDSCH-InitialWindowSize,


iE-Extensions




ProtocolExtensionContainer { { HSDSCH-Initial-Capacity-AllocationItem-ExtIEs } } OPTIONAL,


...

}

HSDSCH-Initial-Capacity-AllocationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY ignore

EXTENSION
MAC-PDU-SizeExtended
PRESENCE optional},

...

}
HSDSCH-InitialWindowSize


::= INTEGER (1..255)

-- Number of MAC-d PDUs.

HSSCCH-Specific-InformationRespListFDD ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-Codes

HSSCCH-Codes ::= SEQUENCE {


codeNumber









INTEGER (0..127),


iE-Extensions








ProtocolExtensionContainer { { HSSCCH-Specific-InformationRespItemFDD-ExtIEs } }

OPTIONAL,


...

}

HSSCCH-Specific-InformationRespItemFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-Specific-InformationRespListTDD ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-Specific-InformationRespItemTDD

HSSCCH-Specific-InformationRespItemTDD ::= SEQUENCE {


timeslot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType,

tDD-ChannelisationCode






TDD-ChannelisationCode,


hSSICH-Info









HSSICH-Info,

iE-Extensions








ProtocolExtensionContainer { { HSSCCH-Specific-InformationRespItemTDD-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-Specific-InformationRespItemTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSSCCH-Specific-InformationRespListTDDLCR ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-Specific-InformationRespItemTDDLCR

HSSCCH-Specific-InformationRespItemTDDLCR ::= SEQUENCE {


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


first-TDD-ChannelisationCode




TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

hSSICH-InfoLCR







HSSICH-InfoLCR,

iE-Extensions







ProtocolExtensionContainer { { HSSCCH-Specific-InformationRespItemTDDLCR-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-Specific-InformationRespItemTDDLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ID id-UARFCNforNt

CRITICALITY reject

EXTENSION UARFCN

PRESENCE optional},

-- Applicable for 1.28Mcps TDD when using multiple frequencies. this IE indicates the frequency which is actually used by the  HS-SCCH

...

}
HSSCCH-Specific-InformationRespListTDD768 ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHCodes)) OF HSSCCH-Specific-InformationRespItemTDD768

HSSCCH-Specific-InformationRespItemTDD768 ::= SEQUENCE {


timeslot









TimeSlot,


midambleShiftAndBurstType768




MidambleShiftAndBurstType768,

tDD-ChannelisationCode768





TDD-ChannelisationCode768,


hSSICH-Info768








HSSICH-Info768,

iE-Extensions








ProtocolExtensionContainer { { HSSCCH-Specific-InformationRespItemTDD768-ExtIEs } }


OPTIONAL,

...

}
HSSCCH-Specific-InformationRespItemTDD768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSSICH-Info ::= SEQUENCE {


hsSICH-ID









HS-SICH-ID,

timeslot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType,

tDD-ChannelisationCode






TDD-ChannelisationCode,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
HSSICH-InfoLCR ::= SEQUENCE {


hsSICH-ID









HS-SICH-ID,

timeslotLCR









TimeSlotLCR,


midambleShiftLCR







MidambleShiftLCR,

tDD-ChannelisationCode





TDD-ChannelisationCode,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-LCR-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional},

-- used if the HS-SICH identity has a value larger than 31

...

}
HSSICH-Info768 ::= SEQUENCE {


hsSICH-ID









HS-SICH-ID,

timeslot









TimeSlot,


midambleShiftAndBurstType768




MidambleShiftAndBurstType768,

tDD-ChannelisationCode768





TDD-ChannelisationCode768,


iE-Extensions








ProtocolExtensionContainer { { HSSICH-Info-768-ExtIEs } }


OPTIONAL,

...

}
HSSICH-Info-768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HS-SICH-Reception-Quality-Value ::= SEQUENCE {


failed-HS-SICH



HS-SICH-failed,


missed-HS-SICH



HS-SICH-missed,


total-HS-SICH



HS-SICH-total,


iE-Extensions



ProtocolExtensionContainer { { HS-SICH-Reception-Quality-Value-ExtIEs} } OPTIONAL,

...

}

HS-SICH-Reception-Quality-Value-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Additional-failed-HS-SICH

CRITICALITY reject

EXTENSION 
HS-SICH-failed


PRESENCE 
optional
}|


-- Mandatory for 1.28Mcps TDD only, used when there are more than 20 failed HS-SICH

{ID id-Additional-missed-HS-SICH

CRITICALITY reject

EXTENSION 
HS-SICH-missed


PRESENCE
optional}|


-- Mandatory for 1.28Mcps TDD only, used when there are more than 20 missed HS-SICH

{ID id-Additional-total-HS-SICH


CRITICALITY reject

EXTENSION 
HS-SICH-total


PRESENCE
optional},

-- Mandatory for 1.28Mcps TDD only, used when there are more than 20 total HS-SICH


...

}

HS-SICH-failed ::= INTEGER (0..20)

HS-SICH-missed ::= INTEGER (0..20)

HS-SICH-total ::= INTEGER (0..20)

HS-SICH-Reception-Quality-Measurement-Value ::= INTEGER (0..20)
-- According to mapping in [23]

HSDSCH-MACdFlow-ID ::= INTEGER (0..maxNrOfMACdFlows-1)

HSDSCH-RNTI ::= INTEGER (0..65535)
HS-PDSCH-FDD-Code-Information ::= SEQUENCE {


number-of-HS-PDSCH-codes





INTEGER (0..maxHS-PDSCHCodeNrComp-1),


hS-PDSCH-Start-code-number 




HS-PDSCH-Start-code-number

OPTIONAL, 

-- Only included when number of HS-DSCH codes > 0


iE-Extensions



ProtocolExtensionContainer { { HS-PDSCH-FDD-Code-Information-ExtIEs} } OPTIONAL,


...

}

HS-PDSCH-FDD-Code-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-PDSCH-Start-code-number ::=
INTEGER (1..maxHS-PDSCHCodeNrComp-1)

HS-SCCH-ID ::= INTEGER (0..31)

HS-SICH-ID ::= INTEGER (0..31)
HS-SCCH-FDD-Code-Information::= CHOICE {


replace




HS-SCCH-FDD-Code-List,


remove




NULL,


...

}
HS-SCCH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-FDD-Code-Information-Item

HS-SCCH-FDD-Code-Information-Item ::= INTEGER (0..maxHS-SCCHCodeNrComp-1)
HSSCCH-CodeChangeIndicator
::= ENUMERATED {


hsSCCHCodeChangeNeeded
}
HSSCCH-Code-Change-Grant
::= ENUMERATED {


changeGranted
}
HS-PDSCH-Code-Change-Indicator
::= ENUMERATED {


hsPDSCHCodeChangeNeeded
}
HS-PDSCH-Code-Change-Grant
::= ENUMERATED {


changeGranted
}
HSDSCH-Configured-Indicator::= ENUMERATED {

configured-HS-DSCH,


no-configured-HS-DSCH
}
HS-DSCH-Serving-Cell-Change-Info ::= SEQUENCE {


hspdsch-RL-ID




RL-ID,


hSDSCH-FDD-Information


HSDSCH-FDD-Information
OPTIONAL,

hsdsch-RNTI





HSDSCH-RNTI,


iE-Extensions




ProtocolExtensionContainer { { HS-DSCH-Serving-Cell-Change-Info-ExtIEs} }
OPTIONAL,


...

}

HS-DSCH-Serving-Cell-Change-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Information
CRITICALITY reject

EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Information


PRESENCE optional },


...

}

HS-DSCH-Serving-Cell-Change-Info-Response::= SEQUENCE {


hS-DSCH-serving-cell-choice

HS-DSCH-serving-cell-choice,


iE-Extensions




ProtocolExtensionContainer { { HS-DSCH-serving-cell-informationResponse-ExtIEs} } OPTIONAL,


...

}

HS-DSCH-serving-cell-informationResponse-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HS-DSCH-serving-cell-choice ::= CHOICE {


hS-serving-cell-change-successful

HS-serving-cell-change-successful,


hS-serving-cell-change-unsuccessful

HS-serving-cell-change-unsuccessful,


...

}

HS-serving-cell-change-successful ::= SEQUENCE {


hSDSCH-FDD-Information-Response

HSDSCH-FDD-Information-Response,


iE-Extensions





ProtocolExtensionContainer { { HS-serving-cell-change-successful-ExtIEs} } OPTIONAL,


...

}

HS-serving-cell-change-successful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response
CRITICALITY ignore

EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Information-Response


PRESENCE optional },


...

}
HS-serving-cell-change-unsuccessful ::= SEQUENCE {


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { { HS-serving-cell-change-unsuccessful-ExtIEs} } OPTIONAL,


...

}

HS-serving-cell-change-unsuccessful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HS-DSCH-DRX-Cycle-FACH ::= ENUMERATED {v4,v8,v16,v32,...}
HS-DSCH-RX-Burst-FACH::= ENUMERATED {v2,v4,v8,v16,...}
HSDSCH-FDD-Update-Information ::= SEQUENCE {

hsSCCHCodeChangeIndicator





HSSCCH-CodeChangeIndicator




OPTIONAL,

cqiFeedback-CycleK







CQI-Feedback-Cycle






OPTIONAL, 


cqiRepetitionFactor







CQI-RepetitionFactor





OPTIONAL,

ackNackRepetitionFactor






AckNack-RepetitionFactor




OPTIONAL,

cqiPowerOffset








CQI-Power-Offset 






OPTIONAL,

ackPowerOffset








Ack-Power-Offset






OPTIONAL,

nackPowerOffset








Nack-Power-Offset






OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Update-Information-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-FDD-Update-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ID
id-HS-PDSCH-Code-Change-Indicator

CRITICALITY
ignore

EXTENSION
HS-PDSCH-Code-Change-Indicator
PRESENCE optional },

...

}
HSDSCH-TDD-Update-Information ::= SEQUENCE {

hsSCCHCodeChangeIndicator





HSSCCH-CodeChangeIndicator




OPTIONAL,


tDDAckNackPowerOffset






TDD-AckNack-Power-Offset




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Update-Information-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-TDD-Update-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HSPDSCH-Code-Index ::= INTEGER (1..maxHS-PDSCHCodeNrComp-1)
-- index of first HS-PDSCH code
HSPDSCH-First-Code-Index ::= INTEGER (1..maxHS-PDSCHCodeNrComp-1)

-- index of first HS-PDSCH code
HSPDSCH-Second-Code-Index ::= INTEGER (1..maxHS-PDSCHCodeNrComp-1)

-- index of second HS-PDSCH code
HSPDSCH-Second-Code-Support ::= BOOLEAN

-- true: applied, false: not applied
HSDPA-Associated-PICH-InformationLCR ::= CHOICE {


hsdpa-PICH-Shared-with-PCH





HSDPA-PICH-Shared-with-PCH,


hsdpa-PICH-notShared-with-PCHLCR



HSDPA-PICH-notShared-with-PCHLCR,


...

}

HSDPA-PICH-notShared-with-PCHLCR ::= SEQUENCE {


hSDPA-PICH-notShared-ID




CommonPhysicalChannelID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


timeSlotLCR  






TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,


second-TDD-ChannelisationCodeLCR

TDD-ChannelisationCodeLCR,

sttd-Indicator






STTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { HSDPA-PICH-notShared-with-PCHLCR-ExtIEs } }

OPTIONAL,


...

}
HSDPA-PICH-notShared-with-PCHLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HSDSCH-Common-System-InformationLCR ::= SEQUENCE {


hsdsch-Common-InformationLCR




HSDSCH-Common-InformationLCR






OPTIONAL,


commonMACFlow-Specific-InformationLCR


CommonMACFlow-Specific-InfoListLCR





OPTIONAL,


common-H-RNTI-InformationLCR




Common-H-RNTI-InformationLCR






OPTIONAL,


sync-InformationLCR







Sync-InformationLCR









OPTIONAL,


tDD-AckNack-Power-Offset





TDD-AckNack-Power-Offset







OPTIONAL,

hSSICH-SIRTarget







UL-SIR












OPTIONAL,

hSSICH-TPC-StepSize







TDD-TPC-UplinkStepSize-LCR







OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Common-System-InformationLCR-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Common-System-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Common-System-Information-ResponseLCR  ::= SEQUENCE {


hsSCCH-Specific-Information-ResponseLCR


HSSCCH-Specific-InformationRespListLCR



OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning







OPTIONAL, 


commonMACFlow-Specific-Info-ResponseLCR


CommonMACFlow-Specific-InfoList-ResponseLCR


OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Common-System-Information-ResponseLCR-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Common-System-Information-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Common-InformationLCR ::= SEQUENCE {


cCCH-PriorityQueue-Id










PriorityQueue-Id,


sRB1-PriorityQueue-Id










PriorityQueue-Id,

associatedCommon-MACFlowLCR









Common-MACFlow-ID-LCR,

fACH-Measurement-Occasion-Cycle-Length-Coefficient



FACH-Measurement-Occasion-Cycle-Length-Coefficient



OPTIONAL,

bCCH-Specific-HSDSCH-RNTI-InformationLCR





BCCH-Specific-HSDSCH-RNTI-InformationLCR




OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { HSDSCH-Common-InformationLCR-ExtIEs} }




OPTIONAL,


...

}
HSDSCH-Common-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
HSDSCH-Paging-System-InformationLCR ::= SEQUENCE {


paging-MACFlow-Specific-InformationLCR


Paging-MACFlow-Specific-InformationLCR,


hSSCCH-Power








DL-Power















OPTIONAL,

hSPDSCH-Power








DL-Power















OPTIONAL,

reception-Window-Size






INTEGER(1..16)














OPTIONAL,


n-PCH










INTEGER(1..8)














OPTIONAL,


paging-Subchannel-Size






INTEGER(1..3)














OPTIONAL,


transport-Block-Size-List





Transport-Block-Size-List











OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Paging-System-InformationLCR-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Paging-System-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HSDSCH-Paging-System-Information-ResponseLCR ::= SEQUENCE (SIZE (1..maxNrOfPagingMACFlow)) OF HSDSCH-Paging-System-Information-ResponseListLCR
HSDSCH-Paging-System-Information-ResponseListLCR  ::= SEQUENCE {


pagingMACFlow-ID







Paging-MACFlow-ID,

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst,

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-Paging-System-Information-ResponseListLCR-ExtIEs } }

OPTIONAL,


...

}
HSDSCH-Paging-System-Information-ResponseListLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HS-SCCH-ID-LCR ::= INTEGER (0..255)
HSSCCH-Specific-InformationRespListLCR ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHsLCR)) OF HSSCCH-Specific-InformationRespItemLCR
HSSCCH-Specific-InformationRespItemLCR ::= SEQUENCE {


hS-SCCH-ID-LCR








HS-SCCH-ID-LCR,


iE-Extensions








ProtocolExtensionContainer { { HSSCCH-Specific-InformationRespItemLCR-ExtIEs } }

OPTIONAL,


...

}

HSSCCH-Specific-InformationRespItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* omitted */
-- ==========================================

--
N
-- ==========================================

/* omitted */
N-PROTECT ::= INTEGER(0..7)
-- ==========================================

--
O
-- ==========================================

/* omitted */
-- ==========================================

--
P

-- ==========================================

PagingIndicatorLength ::= ENUMERATED {


v2,


v4,


v8,


...

}

Paging-MACFlow-ID ::= INTEGER (0..maxNrOfPagingMACFlow-1)

PayloadCRC-PresenceIndicator ::= ENUMERATED {


cRC-Included,


cRC-NotIncluded,


...

}

PCCPCH-Power ::= INTEGER (-150..400,...)

-- PCCPCH-power = power * 10

-- If power <= -15 PCCPCH shall be set to -150

-- If power >= 40 PCCPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dB

PDSCH-ID ::= INTEGER (0..255)

PDSCH-ID768 ::= INTEGER (0..511)
PDSCHSet-ID ::= INTEGER (0..255)
PICH-Mode ::= ENUMERATED {


v18,

v36,

v72,


v144,


...

}
PICH-Power ::= INTEGER (-10..5)

-- Unit dB, Range -10dB .. +5dB, Step +1dB
Paging-MACFlows-to-DeleteFDD ::= SEQUENCE (SIZE (1.. maxNrOfPagingMACFlow)) OF Paging-MACFlows-to-DeleteFDD-Item

Paging-MACFlows-to-DeleteFDD-Item ::= SEQUENCE {


paging-MACFlow-ID







Paging-MACFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { Paging-MACFlows-to-DeleteFDD-Item-ExtIEs} }




OPTIONAL,


...

}

Paging-MACFlows-to-DeleteFDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Paging-MACFlow-Specific-Information ::= SEQUENCE (SIZE (1.. maxNrOfPagingMACFlow)) OF Paging-MAC-Flow-Specific-Information-Item

Paging-MAC-Flow-Specific-Information-Item ::= SEQUENCE {


paging-MACFlow-Id







Paging-MACFlow-ID,


hSDPA-associated-PICH-Info





HSDPA-Associated-PICH-Information, 

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

tnl-qos










TnlQos









OPTIONAL,

toAWS










ToAWS,


toAWE










ToAWE,

paging-MACFlow-PriorityQueue-Information

Paging-MACFlow-PriorityQueue-Information
OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { Paging-MAC-Flow-Specific-Information-Item-ExtIEs } }

OPTIONAL,


...

}
Paging-MAC-Flow-Specific-Information-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerRequestIndicator 
CRITICALITY ignore
 EXTENSION TransportBearerRequestIndicator 
PRESENCE optional},
-- This IE should not be contained if the MAC flow is setup in procedure, and it should be contained if the MAC flow is modified in procedure.

...

}
Paging-MACFlow-PriorityQueue-Information  ::= SEQUENCE (SIZE (1..maxNrOfpagingMACQueues)) OF Paging-MACFlow-PriorityQueue-Item
Paging-MACFlow-PriorityQueue-Item  ::= SEQUENCE {

priority-Queue-Information-for-Enhanced-PCH

Priority-Queue-Information-for-Enhanced-FACH-PCH,


iE-Extensions








ProtocolExtensionContainer { { Paging-MACFlow-PriorityQueue-Item-ExtIEs } }

OPTIONAL,


...

}
Paging-MACFlow-PriorityQueue-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PLCCHsequenceNumber ::= INTEGER (0..14)

PLCCHinformation ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


sequenceNumber






PLCCHsequenceNumber,


iE-Extensions






ProtocolExtensionContainer { { PLCCHinformation-ExtIEs} }

OPTIONAL,


...

}

PLCCHinformation-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
PowerAdjustmentType ::= ENUMERATED {


none,


common,


individual

}
PowerOffset ::= INTEGER (0..24)

-- PowerOffset = offset * 0.25

-- Unit dB, Range 0dB .. +6dB, Step +0.25dB

PowerRaiseLimit ::= INTEGER (0..10)
PRACH-Midamble ::= ENUMERATED {


inverted,


direct,


...

}

PRC ::= INTEGER (-2047..2047)

--pseudo range correction; scaling factor 0.32 meters

PRCDeviation ::= ENUMERATED {

   one,

   two,

   five,

   ten,

   ...

}
PreambleSignatures ::= BIT STRING {










signature15(0),










signature14(1),










signature13(2),










signature12(3),










signature11(4),










signature10(5),










signature9(6),










signature8(7),










signature7(8),










signature6(9),










signature5(10),










signature4(11),










signature3(12),










signature2(13),










signature1(14),










signature0(15)










} (SIZE (16))

PreambleThreshold ::= INTEGER (0..72)

-- 0= -36.0dB, 1= -35.5dB, ... , 72= 0.0dB

PredictedSFNSFNDeviationLimit ::=INTEGER (1..256)
-- Unit chip, Step 1/16 chip, Range 1/16..16 chip

PredictedTUTRANGPSDeviationLimit ::= INTEGER (1..256)
-- Unit chip, Step 1/16 chip, Range 1/16..16 chip

Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}
PrimaryCPICH-Power ::= INTEGER(-100..500)

-- step 0.1 (Range –10.0..50.0) Unit is dBm
Primary-CPICH-Usage-for-Channel-Estimation ::= ENUMERATED {

primary-CPICH-may-be-used,

primary-CPICH-shall-not-be-used

}
PrimaryScramblingCode ::= INTEGER (0..511)

PriorityLevel



::= INTEGER (0..15)

-- 0 = spare, 1 = highest priority, ...14 = lowest priority and 15 = no priority
Priority-Queue-Information-for-Enhanced-FACH-PCH ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,

schedulingPriorityIndicator


SchedulingPriorityIndicator,


t1








T1,

mAC-ehs-Reset-Timer




MAC-ehs-Reset-Timer,

-- shall be ignored in case of Enhanced PCH

discardTimer





DiscardTimer






OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize,

maximum-MACcPDU-Size



MAC-PDU-SizeExtended,

iE-Extensions





ProtocolExtensionContainer { { Priority-Queue-Information-for-Enhanced-FACH-PCH-ExtIEs } }


OPTIONAL,

...

}
Priority-Queue-Information-for-Enhanced-FACH-PCH-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PriorityQueue-Id ::= INTEGER (0..maxNrOfPriorityQueues-1)

PriorityQueue-InfoList ::= SEQUENCE (SIZE (1..maxNrOfPriorityQueues)) OF PriorityQueue-InfoItem

PriorityQueue-InfoItem ::= SEQUENCE {


priorityQueueId





PriorityQueue-Id,


associatedHSDSCH-MACdFlow


HSDSCH-MACdFlow-ID,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


t1








T1,

discardTimer





DiscardTimer



OPTIONAL,

mAC-hsWindowSize




MAC-hsWindowSize,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate









OPTIONAL,


macdPDU-Size-Index




MACdPDU-Size-Indexlist,


rLC-Mode






RLC-Mode,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-ExtIEs} }

OPTIONAL,


...

}

PriorityQueue-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended

CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended
PRESENCE optional},

...

}
PriorityQueue-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfPriorityQueues)) OF ModifyPriorityQueue

PriorityQueue-InfoItem-to-Add ::= SEQUENCE {


priorityQueueId





PriorityQueue-Id,


associatedHSDSCH-MACdFlow


HSDSCH-MACdFlow-ID,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


t1








T1,

discardTimer





DiscardTimer











OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate









OPTIONAL,


macdPDU-Size-Index




MACdPDU-Size-Indexlist,


rLC-Mode






RLC-Mode,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Add-ExtIEs} }

OPTIONAL,


...
}

PriorityQueue-InfoItem-to-Add-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended

CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended

PRESENCE optional},

...

}
PriorityQueue-InfoItem-to-Modify ::= SEQUENCE {


priorityQueueId





PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator








OPTIONAL,


t1








T1














OPTIONAL,

discardTimer





DiscardTimer











OPTIONAL,

mAC-hsWindowSize




MAC-hsWindowSize










OPTIONAL,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate









OPTIONAL,


macdPDU-Size-Index-to-Modify

MACdPDU-Size-Indexlist-to-Modify






OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Modify-ExtIEs} }

OPTIONAL,


...

}

PriorityQueue-InfoItem-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended

CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended
PRESENCE optional},

...

}
PriorityQueue-InfoList-to-Modify-Unsynchronised ::= SEQUENCE (SIZE (1..maxNrOfPriorityQueues)) OF PriorityQueue-InfoItem-to-Modify-Unsynchronised

PriorityQueue-InfoItem-to-Modify-Unsynchronised ::= SEQUENCE {


priorityQueueId





PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator














OPTIONAL,


discardTimer





DiscardTimer

















OPTIONAL,

mAChsGuaranteedBitRate



MAChsGuaranteedBitRate















OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Modify-Unsynchronised-ExtIEs} }

OPTIONAL,


...

}

PriorityQueue-InfoItem-to-Modify-Unsynchronised-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PrimaryCCPCH-RSCP ::= INTEGER (0..91)
-- Mapping of non-negative values according to [23]
PrimaryCCPCH-RSCP-Delta
::= INTEGER (-5..-1,...)

-- Mapping of negative values according to [23]
PropagationDelay ::= INTEGER (0..255)

-- Unit: chips, step size 3 chips

-- example: 0 = 0chip, 1 = 3chips
PRXdes-base ::= INTEGER (-112..-50)
-- Unit: dBm, step size 1
SCH-TimeSlot ::= INTEGER (0..6)

PunctureLimit ::= INTEGER (0..15)

-- 0: 40%; 1: 44%; ... 14: 96%; 15: 100%

-- 0 is not applicable for E-DPCH

PUSCH-ID ::= INTEGER (0..255)
PUSCHSet-ID ::= INTEGER (0..255)
Paging-MACFlow-Specific-InformationLCR ::= SEQUENCE (SIZE (1.. maxNrOfPagingMACFlow)) OF Paging-MAC-Flow-Specific-Information-ItemLCR
Paging-MAC-Flow-Specific-Information-ItemLCR ::= SEQUENCE {


paging-MACFlow-Id







Paging-MACFlow-ID,


hSDPA-associated-PICH-InfoLCR




HSDPA-Associated-PICH-InformationLCR

OPTIONAL,

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

tnl-qos










TnlQos









OPTIONAL,

toAWS










ToAWS









OPTIONAL,

toAWE










ToAWE









OPTIONAL,

paging-MACFlow-PriorityQueue-InformationLCR

Paging-MACFlow-PriorityQueue-Information
OPTIONAL,

transportBearerRequestIndicator




TransportBearerRequestIndicator



OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { Paging-MAC-Flow-Specific-Information-ItemLCR-ExtIEs } }

OPTIONAL,


...

}
Paging-MAC-Flow-Specific-Information-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Paging-MACFlows-to-DeleteLCR ::= SEQUENCE (SIZE (1.. maxNrOfPagingMACFlow)) OF Paging-MACFlows-to-DeleteLCR-Item

Paging-MACFlows-to-DeleteLCR-Item ::= SEQUENCE {


paging-MACFlow-ID







Paging-MACFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { Paging-MACFlows-to-DeleteLCR-Item-ExtIEs} }




OPTIONAL,


...

}

Paging-MACFlows-to-DeleteLCR-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
/* omitted */
-- ==========================================

--
T

-- ==========================================

T1 ::= ENUMERATED {v10,v20,v30,v40,v50,v60,v70,v80,v90,v100,v120,v140,v160,v200,v300,v400,...}
T321 ::= ENUMERATED {v100,v200,v400,v800,...}
T-Cell ::= ENUMERATED {


v0,


v1,


v2,


v3,


v4,


v5,


v6,


v7,


v8,


v9

}

T-RLFAILURE ::= INTEGER (0..255)

-- Unit seconds, Range 0s .. 25.5s, Step 0.1s
T-PROTECT ::= ENUMERATED {v40,v60,v80,v100,v120,v200,v400,...}
T-SYNC ::= ENUMERATED {v40,v80,v120,v160,v200,v300,v400,v500,...}
/* omitted */
9.3.5
Common Definitions

9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

id-cellSynchronisationInitiation





ProcedureCode ::= 45

id-cellSynchronisationReconfiguration




ProcedureCode ::= 46

id-cellSynchronisationReporting






ProcedureCode ::= 47

id-cellSynchronisationTermination





ProcedureCode ::= 48

id-cellSynchronisationFailure






ProcedureCode ::= 49

id-commonMeasurementFailure 






ProcedureCode ::= 6

id-commonMeasurementInitiation 






ProcedureCode ::= 7

id-commonMeasurementReport 







ProcedureCode ::= 8

id-commonMeasurementTermination 





ProcedureCode ::= 9

id-commonTransportChannelDelete 





ProcedureCode ::= 10

id-commonTransportChannelReconfigure 




ProcedureCode ::= 11

id-commonTransportChannelSetup 






ProcedureCode ::= 12

id-compressedModeCommand 







ProcedureCode ::= 14

id-dedicatedMeasurementFailure 






ProcedureCode ::= 16

id-dedicatedMeasurementInitiation 





ProcedureCode ::= 17

id-dedicatedMeasurementReport 






ProcedureCode ::= 18

id-dedicatedMeasurementTermination 





ProcedureCode ::= 19

id-downlinkPowerControl 







ProcedureCode ::= 20
id-downlinkPowerTimeslotControl 





ProcedureCode ::= 38
id-errorIndicationForCommon







ProcedureCode ::= 35
id-errorIndicationForDedicated






ProcedureCode ::= 21

id-informationExchangeFailure






ProcedureCode ::= 40

id-informationExchangeInitiation





ProcedureCode ::= 41

id-informationExchangeTermination





ProcedureCode ::= 42

id-informationReporting








ProcedureCode ::= 43
id-BearerRearrangement








ProcedureCode ::= 50
id-mBMSNotificationUpdate







ProcedureCode ::= 53

id-physicalSharedChannelReconfiguration 



ProcedureCode ::= 37

id-privateMessageForCommon







ProcedureCode ::= 36
id-privateMessageForDedicated






ProcedureCode ::= 22
id-radioLinkAddition 








ProcedureCode ::= 23

id-radioLinkDeletion 








ProcedureCode ::= 24

id-radioLinkFailure 








ProcedureCode ::= 25

id-radioLinkPreemption








ProcedureCode ::= 39
id-radioLinkRestoration 







ProcedureCode ::= 26

id-radioLinkSetup 









ProcedureCode ::= 27

id-reset











ProcedureCode ::= 13
id-resourceStatusIndication 






ProcedureCode ::= 28

id-cellSynchronisationAdjustment





ProcedureCode ::= 44
id-synchronisedRadioLinkReconfigurationCancellation

ProcedureCode ::= 29

id-synchronisedRadioLinkReconfigurationCommit


ProcedureCode ::= 30
id-synchronisedRadioLinkReconfigurationPreparation 

ProcedureCode ::= 31

id-systemInformationUpdate 







ProcedureCode ::= 32

id-unblockResource 









ProcedureCode ::= 33

id-unSynchronisedRadioLinkReconfiguration 



ProcedureCode ::= 34

id-radioLinkActivation








ProcedureCode ::= 51
id-radioLinkParameterUpdate







ProcedureCode ::= 52
id-uEStatusUpdate









ProcedureCode ::= 54
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10
maxNrOfDLTSs



INTEGER ::= 15
maxNrOfDLTSLCRs



INTEGER ::= 6
maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

maxNrOfTFCs




INTEGER ::= 1024

maxNrOfRLs




INTEGER ::= 16

maxNrOfRLs-1



INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2



INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfRLSets



INTEGER ::= maxNrOfRLs
maxNrOfDPCHs



INTEGER ::= 240
maxNrOfDPCHsPerRL-1


INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTSs-1
maxNrOfDPCHLCRs



INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1

INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTSLCRs-1
maxNrOfDPCHs768



INTEGER ::= 480
maxNrOfDPCHs768PerRL-1

INTEGER ::= 479
maxNrOfSCCPCHs



INTEGER ::= 8

maxNrOfSCCPCHsinExt


INTEGER ::= 232
maxNrOfSCCPCHs768


INTEGER ::= 480

maxNrOfDCHs




INTEGER ::= 128

maxNrOfDSCHs



INTEGER ::= 32

maxNrOfFACHs



INTEGER ::= 8

maxNrOfCCTrCHs



INTEGER ::= 16

maxNrOfPDSCHs



INTEGER ::= 256
maxNrOfHSPDSCHs



INTEGER ::= 16
maxNrOfHSPDSCHs768


INTEGER ::= 32

maxNrOfPUSCHs



INTEGER ::= 256

maxNrOfPUSCHs-1



INTEGER ::= 255
maxNrOfPDSCHSets


INTEGER ::= 256

maxNrOfPRACHLCRs


INTEGER ::= 8
maxNrOfPUSCHSets


INTEGER ::= 256

maxNrOfSCCPCHLCRs


INTEGER ::= 8
maxNrOfSCCPCHsLCRinExt

INTEGER ::= 88
maxNrOfULTSs



INTEGER ::= 15
maxNrOfULTSLCRs



INTEGER ::= 6

maxNrOfUSCHs



INTEGER ::= 32

maxNrOfSlotFormatsPRACH

INTEGER ::= 8

maxCellinNodeB



INTEGER ::= 256

maxCCPinNodeB



INTEGER ::= 256

maxCTFC





INTEGER ::= 16777215
maxLocalCellinNodeB


INTEGER ::= maxCellinNodeB
maxFPACHCell



INTEGER ::= 8
maxRACHCell




INTEGER ::= maxPRACHCell
maxPLCCHCell



INTEGER ::= 16

maxPRACHCell



INTEGER ::= 16

maxSCCPCHCell



INTEGER ::= 32

maxSCCPCHCellinExt


INTEGER ::= 208
-- maxNrOfSCCPCHs + maxNrOfSCCPCHsinExt - maxSCCPCHCell
maxSCCPCHCellinExtLCR

INTEGER ::= 64
-- maxNrOfSCCPCHLCRs + maxNrOfSCCPCHsLCRinExt - maxSCCPCHCell
maxSCCPCHCell768


INTEGER ::= 480

maxSCPICHCell



INTEGER ::= 32

maxTTI-count



INTEGER ::= 4

maxIBSEG




INTEGER ::= 16

maxIB





INTEGER ::= 64

maxFACHCell 



INTEGER ::= 256
-- maxNrOfFACHs * maxSCCPCHCell
maxRateMatching



INTEGER ::= 256

maxHS-PDSCHCodeNrComp-1

INTEGER ::= 15
maxHS-SCCHCodeNrComp-1

INTEGER ::= 127
maxNrOfCellSyncBursts

INTEGER ::= 10
maxNrOfReceptsPerSyncFrame
INTEGER ::= 16
maxNrOfMeasNCell


INTEGER ::= 96

maxNrOfMeasNCell-1


INTEGER ::= 95
-- maxNrOfMeasNCell – 1
maxNrOfSF




INTEGER ::= 8

maxTGPS





INTEGER ::= 6
maxCommunicationContext

INTEGER ::= 1048575
maxNrOfLevels



INTEGER ::= 256
maxNoSat




INTEGER ::= 16

maxNoGPSItems



INTEGER ::= 8
maxNrOfHSSCCHs



INTEGER ::= 32

maxNrOfHSSICHs



INTEGER ::= 4
maxNrOfHSSICHs-1


INTEGER ::= 3

maxNrOfSyncFramesLCR

INTEGER ::= 512

maxNrOfReceptionsperSyncFrameLCR
INTEGER ::=
8
maxNrOfSyncDLCodesLCR

INTEGER ::= 32
maxNrOfHSSCCHCodes



INTEGER ::= 4

maxNrOfMACdFlows



INTEGER ::= 8

maxNrOfMACdFlows-1



INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfMACdPDUIndexes


INTEGER ::= 8

maxNrOfMACdPDUIndexes-1


INTEGER ::= 7
-- maxNoOfMACdPDUIndexes – 1

maxNrOfMACdPDUSize



INTEGER ::= 32
maxNrOfNIs





INTEGER ::= 256
maxNrOfPriorityQueues


INTEGER ::= 8

maxNrOfPriorityQueues-1


INTEGER ::= 7
-- maxNoOfPriorityQueues - 1

maxNrOfHARQProcesses


INTEGER ::= 8

maxNrOfContextsOnUeList


INTEGER ::= 16

maxNrOfCellPortionsPerCell

INTEGER ::= 64
maxNrOfCellPortionsPerCell-1
INTEGER ::= 63

maxNrOfPriorityClasses


INTEGER ::= 16

maxNrOfSatAlmanac-maxNoSat

INTEGER ::= 16  -- maxNrofSatAlmanac - maxNoSat
maxNrOfE-AGCHs




INTEGER ::= 32
maxNrOfEDCHMACdFlows


INTEGER ::= 8

maxNrOfEDCHMACdFlows-1


INTEGER ::= 7

maxNrOfE-RGCHs-E-HICHs


INTEGER ::= 32
maxNrOfEDCH-HARQ-PO-QUANTSTEPs
INTEGER ::= 6
maxNrOfEDCHHARQProcesses2msEDCH
INTEGER ::= 8
maxNrOfEDPCCH-PO-QUANTSTEPs

INTEGER ::= 8

maxNrOfBits-MACe-PDU-non-scheduled
INTEGER ::= 19982
maxNrOfRefETFCIs



INTEGER ::= 8
maxNrOfRefETFCI-PO-QUANTSTEPs
INTEGER ::= 29
maxNrofSigSeqRGHI-1



INTEGER ::= 39

maxNoOfLogicalChannels


INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfCombEDPDCH



INTEGER ::= 12
maxE-RUCCHCell




INTEGER ::= 16

maxNrOfEAGCHCodes



INTEGER ::= 4

maxNrOfRefBetas




INTEGER ::= 8
maxNrOfE-PUCHSlots



INTEGER ::= 13

maxNrOfEAGCHs




INTEGER ::= 32

maxNrOfHS-DSCH-TBSs-HS-SCCHless
INTEGER ::= 4

maxNrOfHS-DSCH-TBSs



INTEGER ::= 90
maxNrOfEHICHCodes



INTEGER ::= 4
maxNrOfE-PUCHSlotsLCR


INTEGER ::= 5
maxNrOfEPUCHcodes



INTEGER ::= 16
maxNrOfEHICHs




INTEGER ::= 32
maxNrOfCommonMACFlows


INTEGER ::= 8
maxNrOfCommonMACFlows-1


INTEGER ::= 7
maxNrOfPagingMACFlow


INTEGER ::= 4 
maxNrOfPagingMACFlow-1


INTEGER ::= 3
maxNrOfcommonMACQueues


INTEGER ::= 8
maxNrOfpagingMACQueues


INTEGER ::= 8
maxNrOfHS-DSCHTBSsE-PCH


INTEGER ::= 2
maxGANSSSat





INTEGER ::= 64

maxNoGANSS





INTEGER ::= 8
maxSgnType





INTEGER ::= 8
maxFrequencyinCell



INTEGER ::= 12

maxFrequencyinCell-1


INTEGER ::= 11
maxHSDPAFrequency



INTEGER ::= 8

maxHSDPAFrequency-1



INTEGER ::= 7
maxNrOfHSSCCHsinExt



INTEGER ::= 224

maxGANSSSatAlmanac



INTEGER ::= 36

maxGANSSClockMod



INTEGER ::= 4
maxNrOfEDCHRLs




INTEGER ::= 4
maxERNTItoRelease



INTEGER ::= 256
maxNrOfCommonEDCH



INTEGER ::= 32
maxNrOfCommonMACFlowsLCR

INTEGER ::= 256
maxNrOfCommonMACFlowsLCR-1

INTEGER ::= 255
maxNrOfHSSCCHsLCR



INTEGER ::= 256
maxNrOfEDCHMACdFlowsLCR


INTEGER ::= 256
maxNrOfEDCHMACdFlowsLCR-1

INTEGER ::= 255
maxNrOfEAGCHsLCR



INTEGER ::= 256
maxNrOfEHICHsLCR



INTEGER ::= 256
maxnrofERUCCHsLCR



INTEGER ::= 32
-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-Information












ProtocolIE-ID ::= 0

id-AICH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 1

id-BCH-Information












ProtocolIE-ID ::= 7

id-BCH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 8
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ProtocolIE-ID ::= 721

id-PICH-768-Parameters-CTCH-ReconfRqstTDD






ProtocolIE-ID ::= 722

id-MICH-768-Parameters-CTCH-ReconfRqstTDD






ProtocolIE-ID ::= 723

id-CommonPhysicalChannelID768-CommonTrChDeletionReq 



ProtocolIE-ID ::= 724

id-S-CCPCH-768-InformationList-AuditRsp







ProtocolIE-ID ::= 725

id-S-CCPCH-768-Information-AuditRsp 







ProtocolIE-ID ::= 726

id-neighbouringTDDCellMeasurementInformation768





ProtocolIE-ID ::= 727
id-PCCPCH-768-Information-Cell-SetupRqstTDD 





ProtocolIE-ID ::= 728

id-SCH-768-Information-Cell-SetupRqstTDD






ProtocolIE-ID ::= 729

id-SCH-768-Information-Cell-ReconfRqstTDD 






ProtocolIE-ID ::= 730

id-PCCPCH-768-Information-Cell-ReconfRqstTDD 





ProtocolIE-ID ::= 731

id-P-CCPCH-768-Information-AuditRsp








ProtocolIE-ID ::= 732

id-PICH-768-Information-AuditRsp








ProtocolIE-ID ::= 733

id-PRACH-768-InformationList-AuditRsp







ProtocolIE-ID ::= 734

id-SCH-768-Information-AuditRsp









ProtocolIE-ID ::= 735

id-MICH-768-Information-AuditRsp








ProtocolIE-ID ::= 736

id-PRACH-768-Information










ProtocolIE-ID ::= 737

id-S-CCPCH-768-Information-ResourceStatusInd





ProtocolIE-ID ::= 738

id-P-CCPCH-768-Information-ResourceStatusInd





ProtocolIE-ID ::= 739

id-PICH-768-Information-ResourceStatusInd






ProtocolIE-ID ::= 740

id-PRACH-768-InformationList-ResourceStatusInd





ProtocolIE-ID ::= 741

id-SCH-768-Information-ResourceStatusInd






ProtocolIE-ID ::= 742

id-MICH-768-Information-ResourceStatusInd






ProtocolIE-ID ::= 743

id-S-CCPCH-768-InformationList-ResourceStatusInd




ProtocolIE-ID ::= 744

id-UL-DPCH-768-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 745
id-DL-DPCH-768-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 746

id-DL-DPCH-InformationItem-768-RL-AdditionRqstTDD




ProtocolIE-ID ::= 747

id-UL-DPCH-InformationItem-768-RL-AdditionRqstTDD




ProtocolIE-ID ::= 748
id-UL-DPCH-768-InformationAddItemIE-RL-ReconfPrepTDD



ProtocolIE-ID ::= 749
id-UL-DPCH-768-InformationAddListIE-RL-ReconfPrepTDD



ProtocolIE-ID ::= 750
id-UL-DPCH-768-InformationModify-AddItem






ProtocolIE-ID ::= 751
id-UL-DPCH-768-InformationModify-AddList






ProtocolIE-ID ::= 752
id-UL-Timeslot768-Information-RL-ReconfPrepTDD





ProtocolIE-ID ::= 753
id-DL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD




ProtocolIE-ID ::= 754
id-DL-DPCH-768-InformationAddList-RL-ReconfPrepTDD




ProtocolIE-ID ::= 755
id-DL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD


ProtocolIE-ID ::= 756
id-DL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD


ProtocolIE-ID ::= 757
id-DL-Timeslot-768-InformationModify-ModifyList-RL-ReconfPrepTDD
ProtocolIE-ID ::= 758

id-DPCH-ID768-DM-Rqst











ProtocolIE-ID ::= 759

id-multiple-DedicatedMeasurementValueList-768-TDD-DM-Rsp


ProtocolIE-ID ::= 760

id-DPCH-ID768-DM-Rsp











ProtocolIE-ID ::= 761

id-Rx-Timing-Deviation-Value-768








ProtocolIE-ID ::= 762

id-DPCH-ID768-DM-Rprt











ProtocolIE-ID ::= 763

id-PDSCH-AddInformation-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 764

id-PDSCH-ModifyInformation-768-PSCH-ReconfRqst





ProtocolIE-ID ::= 765

id-PUSCH-AddInformation-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 766

id-PUSCH-ModifyInformation-768-PSCH-ReconfRqst





ProtocolIE-ID ::= 767

id-dL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst



ProtocolIE-ID ::= 768

id-hS-SCCH-Information-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 769

id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst




ProtocolIE-ID ::= 770

id-hsSCCH-Specific-Information-ResponseTDD768





ProtocolIE-ID ::= 771

id-E-DPCH-Information-RL-AdditionReqFDD







ProtocolIE-ID ::= 772

id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR





ProtocolIE-ID ::= 775

id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR





ProtocolIE-ID ::= 780
id-E-DCH-PowerOffset-for-SchedulingInfo







ProtocolIE-ID ::= 782

id-HSDSCH-Configured-Indicator









ProtocolIE-ID ::= 783

id-Rx-Timing-Deviation-Value-384-ext







ProtocolIE-ID ::= 786

id-RTWP-ReportingIndicator










ProtocolIE-ID ::= 787

id-RTWP-CellPortion-ReportingIndicator







ProtocolIE-ID ::= 788

id-Received-Scheduled-EDCH-Power-Share-Value





ProtocolIE-ID ::= 789

id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value

ProtocolIE-ID ::= 790

id-Received-Scheduled-EDCH-Power-Share







ProtocolIE-ID ::= 791

id-Received-Scheduled-EDCH-Power-Share-For-CellPortion



ProtocolIE-ID ::= 792

id-tFCI-Presence












ProtocolIE-ID ::= 793

id-HSSICH-TPC-StepSize









ProtocolIE-ID ::= 794
id-E-RUCCH-InformationList-AuditRsp








ProtocolIE-ID ::= 795

id-E-RUCCH-InformationList-ResourceStatusInd





ProtocolIE-ID ::= 796

id-E-DCH-TDD-CapacityConsumptionLaw








ProtocolIE-ID ::= 797

id-E-RUCCH-Information











ProtocolIE-ID ::= 798

id-E-DCH-Information











ProtocolIE-ID ::= 799

id-E-DCH-Information-Response









ProtocolIE-ID ::= 800

id-E-DCH-Information-Reconfig









ProtocolIE-ID ::= 801

id-E-PUCH-Information-PSCH-ReconfRqst







ProtocolIE-ID ::= 802

id-Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst





ProtocolIE-ID ::= 803

id-Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst





ProtocolIE-ID ::= 804

id-Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst




ProtocolIE-ID ::= 805

id-E-HICH-Information-PSCH-ReconfRqst







ProtocolIE-ID ::= 806

id-E-HICH-TimeOffset











ProtocolIE-ID ::= 807

id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells


ProtocolIE-ID ::= 808

id-E-DCH-Serving-RL-ID 











ProtocolIE-ID ::= 809

id-E-RUCCH-768-InformationList-AuditRsp







ProtocolIE-ID ::= 810

id-E-RUCCH-768-InformationList-ResourceStatusInd




ProtocolIE-ID ::= 811

id-E-RUCCH-768-Information










ProtocolIE-ID ::= 812

id-E-DCH-768-Information










ProtocolIE-ID ::= 813

id-E-DCH-768-Information-Reconfig








ProtocolIE-ID ::= 814

id-E-PUCH-Information-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 815

id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




ProtocolIE-ID ::= 816

id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




ProtocolIE-ID ::= 817

id-E-HICH-Information-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 818

id-ExtendedPropagationDelay










ProtocolIE-ID ::= 819

id-Extended-Round-Trip-Time-Value








ProtocolIE-ID ::= 820
id-AlternativeFormatReportingIndicator







ProtocolIE-ID ::= 821
id-DCH-Indicator-For-E-DCH-HSDPA-Operation






ProtocolIE-ID ::= 822
id-Reference-ReceivedTotalWideBandPowerReporting




ProtocolIE-ID ::= 823

id-Reference-ReceivedTotalWideBandPowerSupportIndicator



ProtocolIE-ID ::= 824

id-ueCapability-Info











ProtocolIE-ID ::= 825

id-MAChs-ResetIndicator











ProtocolIE-ID ::= 826

id-Fast-Reconfiguration-Mode









ProtocolIE-ID ::= 827
id-Fast-Reconfiguration-Permission








ProtocolIE-ID ::= 828
id-BroadcastReference











ProtocolIE-ID ::= 829

id-BroadcastCommonTransportBearerIndication






ProtocolIE-ID ::= 830
id-ContinuousPacketConnectivityDTX-DRX-Capability




ProtocolIE-ID ::= 831

id-ContinuousPacketConnectivityDTX-DRX-Information




ProtocolIE-ID ::= 832

id-ContinuousPacketConnectivityHS-SCCH-less-Capability



ProtocolIE-ID ::= 833

id-ContinuousPacketConnectivityHS-SCCH-less-Information



ProtocolIE-ID ::= 834

id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response
ProtocolIE-ID ::= 835

id-CPC-Information












ProtocolIE-ID ::= 836
id-MIMO-Capability












ProtocolIE-ID ::= 837

id-MIMO-PilotConfiguration










ProtocolIE-ID ::= 838

id-MBSFN-Cell-ParameterID-Cell-SetupRqstTDD






ProtocolIE-ID ::= 841
id-MBSFN-Cell-ParameterID-Cell-ReconfRqstTDD





ProtocolIE-ID ::= 842
id-S-CCPCH-Modulation











ProtocolIE-ID ::= 843
id-HS-PDSCH-Code-Change-Grant









ProtocolIE-ID ::= 844

id-HS-PDSCH-Code-Change-Indicator








ProtocolIE-ID ::= 845
id-SYNC-UL-Partition-LCR










ProtocolIE-ID ::= 846

id-E-DCH-LCR-Information










ProtocolIE-ID ::= 847

id-E-DCH-LCR-Information-Reconfig








ProtocolIE-ID ::= 848

id-E-PUCH-Information-LCR-PSCH-ReconfRqst






ProtocolIE-ID ::= 852

id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




ProtocolIE-ID ::= 853

id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




ProtocolIE-ID ::= 854

id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst




ProtocolIE-ID ::= 855

id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst




ProtocolIE-ID ::= 856

id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst




ProtocolIE-ID ::= 857

id-E-HICH-TimeOffsetLCR











ProtocolIE-ID ::= 858

id-SixtyfourQAM-DL-Capability









ProtocolIE-ID ::= 860

id-SixteenQAM-UL-Capability










ProtocolIE-ID ::= 861

id-HSDSCH-MACdPDU-SizeCapability








ProtocolIE-ID ::= 864

id-HSDSCH-MACdPDUSizeFormat 









ProtocolIE-ID ::= 865

id-MaximumMACdPDU-SizeExtended









ProtocolIE-ID ::= 866

id-F-DPCH-SlotFormat











ProtocolIE-ID ::= 870

id-F-DPCH-SlotFormatCapability









ProtocolIE-ID ::= 871

id-LCRTDD-uplink-Physical-Channel-Capability





ProtocolIE-ID ::= 872

id-Extended-RNC-ID












ProtocolIE-ID ::= 873

id-Max-UE-DTX-Cycle












ProtocolIE-ID ::= 874

id-Secondary-CCPCH-SlotFormat-Extended







ProtocolIE-ID ::= 876
id-MBSFN-Only-Mode-Indicator-Cell-SetupRqstTDD-LCR




ProtocolIE-ID ::= 878

id-MBSFN-Only-Mode-Capability









ProtocolIE-ID ::= 879
id-Time-Slot-Parameter-ID










ProtocolIE-ID ::= 880

id-Additional-failed-HS-SICH









ProtocolIE-ID ::= 881
id-Additional-missed-HS-SICH









ProtocolIE-ID ::= 882
id-Additional-total-HS-SICH










ProtocolIE-ID ::= 883
id-Additional-HS-SICH-Reception-Quality-Measurement-Value


ProtocolIE-ID ::= 884

id-GANSS-Common-Data











ProtocolIE-ID ::= 887
id-GANSS-Information











ProtocolIE-ID ::= 888

id-GANSS-Generic-Data











ProtocolIE-ID ::= 889

id-TUTRANGANSSMeasurementThresholdInformation





ProtocolIE-ID ::= 890

id-TUTRANGANSSMeasurementValueInformation






ProtocolIE-ID ::= 891

id-ModulationPO-MBSFN











ProtocolIE-ID ::= 892

id-Enhanced-FACH-Capability










ProtocolIE-ID ::= 895
id-Enhanced-PCH-Capability










ProtocolIE-ID ::= 896
id-HSDSCH-Common-System-InformationFDD







ProtocolIE-ID ::= 897
id-HSDSCH-Common-System-Information-ResponseFDD





ProtocolIE-ID ::= 898
id-HSDSCH-Paging-System-InformationFDD







ProtocolIE-ID ::= 899
id-HSDSCH-Paging-System-Information-ResponseFDD





ProtocolIE-ID ::= 900
id-MBMS-Capability












ProtocolIE-ID ::= 901
id-Ext-Reference-E-TFCI-PO










ProtocolIE-ID ::= 902

id-Ext-Max-Bits-MACe-PDU-non-scheduled







ProtocolIE-ID ::= 903

id-HARQ-MemoryPartitioningInfoExtForMIMO






ProtocolIE-ID ::= 904

id-MIMO-ActivationIndicator










ProtocolIE-ID ::= 905
id-MIMO-Mode-Indicator











ProtocolIE-ID ::= 906
id-MIMO-N-M-Ratio












ProtocolIE-ID ::= 907
id-IPMulticastIndication










ProtocolIE-ID ::= 908

id-IPMulticastDataBearerIndication








ProtocolIE-ID ::= 909

id-TransportBearerNotSetupIndicator








ProtocolIE-ID ::= 910

id-TransportBearerNotRequestedIndicator







ProtocolIE-ID ::= 911
id-TimeSlotConfigurationList-LCR-CTCH-SetupRqstTDD




ProtocolIE-ID ::= 912
id-Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp



ProtocolIE-ID ::= 913

id-Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp


ProtocolIE-ID ::= 914

id-Cell-Frequency-List-LCR-MulFreq-Cell-SetupRqstTDD



ProtocolIE-ID ::= 915
id-UARFCN-Adjustment











ProtocolIE-ID ::= 916
id-Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd
ProtocolIE-ID ::= 917
id-Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd
ProtocolIE-ID ::= 918
id-UPPCHPositionLCR












ProtocolIE-ID ::= 919
id-UPPCH-LCR-Parameters-CTCH-ReconfRqstTDD






ProtocolIE-ID ::= 920

id-UPPCH-LCR-InformationList-AuditRsp







ProtocolIE-ID ::= 921
id-UPPCH-LCR-InformationItem-AuditRsp







ProtocolIE-ID ::= 922

id-UPPCH-LCR-InformationList-ResourceStatusInd





ProtocolIE-ID ::= 923
id-UPPCH-LCR-InformationItem-ResourceStatusInd





ProtocolIE-ID ::= 924
id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst
ProtocolIE-ID ::= 925
id-number-Of-Supported-Carriers









ProtocolIE-ID ::= 926
id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR



ProtocolIE-ID ::= 927
id-Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD




ProtocolIE-ID ::= 928
id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp


ProtocolIE-ID ::= 929
id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd
ProtocolIE-ID ::= 930
id-UARFCNSpecificCauseList










ProtocolIE-ID ::= 931
id-tSN-Length













ProtocolIE-ID ::= 932
id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
ProtocolIE-ID ::= 933
id-multicarrier-number











ProtocolIE-ID ::= 934
id-Extended-HS-SCCH-ID











ProtocolIE-ID ::= 935
id-Extended-HS-SICH-ID











ProtocolIE-ID ::= 936
id-HSSICH-InfoExt-DM-Rqst










ProtocolIE-ID ::= 937
id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst



ProtocolIE-ID ::= 938
id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst





ProtocolIE-ID ::= 939
id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst




ProtocolIE-ID ::= 940
id-PowerControlGAP












ProtocolIE-ID ::= 941
id-MBSFN-SpecialTimeSlot-LCR









ProtocolIE-ID ::= 942

id-Common-MACFlows-to-DeleteFDD









ProtocolIE-ID ::= 943
id-Paging-MACFlows-to-DeleteFDD









ProtocolIE-ID ::= 944
id-E-TFCI-Boost-Information










ProtocolIE-ID ::= 945

id-SixteenQAM-UL-Operation-Indicator







ProtocolIE-ID ::= 946

id-SixtyfourQAM-UsageAllowedIndicator







ProtocolIE-ID ::= 947
id-SixtyfourQAM-DL-UsageIndicator








ProtocolIE-ID ::= 948
id-Default-Serving-Grant-in-DTX-Cycle2







ProtocolIE-ID ::= 949

id-Maximum-Target-ReceivedTotalWideBandPower-LCR




ProtocolIE-ID ::= 950

id-E-DPDCH-PowerInterpolation









ProtocolIE-ID ::= 951

id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory





ProtocolIE-ID ::= 952

id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp


ProtocolIE-ID ::= 953

id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd
ProtocolIE-ID ::= 954

id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
ProtocolIE-ID ::= 955
id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
ProtocolIE-ID ::= 956
id-Extended-E-HICH-ID-TDD










ProtocolIE-ID ::= 957

id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator
ProtocolIE-ID ::= 958

id-E-DCH-MACdPDU-SizeCapability









ProtocolIE-ID ::= 959
id-E-DCH-MACdPDUSizeFormat










ProtocolIE-ID ::= 960
id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD

ProtocolIE-ID ::= 961

id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD



ProtocolIE-ID ::= 962

id-E-HICH-TimeOffset-Extension









ProtocolIE-ID ::= 963

id-MultipleFreq-E-HICH-TimeOffsetLCR







ProtocolIE-ID ::= 964

id-E-PUCH-PowerControlGAP










ProtocolIE-ID ::= 965

id-HSDSCH-TBSizeTableIndicator









ProtocolIE-ID ::= 966

id-E-DCH-DL-Control-Channel-Change-Information





ProtocolIE-ID ::= 967

id-E-DCH-DL-Control-Channel-Grant-Information





ProtocolIE-ID ::= 968

id-DGANSS-Corrections-Req










ProtocolIE-ID ::= 969

id-UE-without-HS-SCCH-constraint-indicator






ProtocolIE-ID ::= 970

id-AdditionalTimeSlotListLCR









ProtocolIE-ID ::= 971
id-AdditionalMeasurementValueList








ProtocolIE-ID ::= 972
id-E-AGCH-Table-Choice




 






ProtocolIE-ID ::= 978

id-PLCCH-parameters












ProtocolIE-ID ::= 981

id-E-RUCCH-parameters











ProtocolIE-ID ::= 982

id-E-RUCCH-768-parameters










ProtocolIE-ID ::= 983

id-HS-Cause














ProtocolIE-ID ::= 984

id-E-Cause














ProtocolIE-ID ::= 985

id-Common-EDCH-Capability










ProtocolIE-ID ::= 987

id-E-AICH-Capability











ProtocolIE-ID ::= 988

id-Common-EDCH-System-InformationFDD







ProtocolIE-ID ::= 989

id-Common-UL-MACFlows-to-DeleteFDD








ProtocolIE-ID ::= 990
id-Common-EDCH-MACdFlows-to-DeleteFDD







ProtocolIE-ID ::= 991

id-Common-EDCH-System-Information-ResponseFDD





ProtocolIE-ID ::= 992
id-Cell-ERNTI-Status-Information








ProtocolIE-ID ::= 993
id-Enhanced-UE-DRX-Capability









ProtocolIE-ID ::= 994

id-Enhanced-UE-DRX-InformationFDD








ProtocolIE-ID ::= 995

id-TransportBearerRequestIndicator








ProtocolIE-ID ::= 996
id-HSDSCH-Common-System-InformationLCR







ProtocolIE-ID ::= 1021
id-HSDSCH-Common-System-Information-ResponseLCR





ProtocolIE-ID ::= 1222
id-HSDSCH-Paging-System-InformationLCR







ProtocolIE-ID ::= 1023
id-HSDSCH-Paging-System-Information-ResponseLCR





ProtocolIE-ID ::= 1024
id-Common-MACFlows-to-DeleteLCR









ProtocolIE-ID ::= 1025
id-Paging-MACFlows-to-DeleteLCR









ProtocolIE-ID ::= 1026
id-Common-EDCH-System-InformationLCR







ProtocolIE-ID ::= 1027
id-Common-UL-MACFlows-to-DeleteLCR








ProtocolIE-ID ::= 1028
id-Common-EDCH-MACdFlows-to-DeleteLCR







ProtocolIE-ID ::= 1029
id-Common-EDCH-System-Information-ResponseLCR





ProtocolIE-ID ::= 1030
id-Enhanced-UE-DRX-CapabilityLCR








ProtocolIE-ID ::= 1031
id-Enhanced-UE-DRX-InformationLCR








ProtocolIE-ID ::= 1032
END
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