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Abstract of document:

UE Test Loop functionality is a mandatory requirement for LTE conformance testing. As it forms part of the core requirement it has a direct impact on the design of UE. Hence specification of UE Test Loops in LTE, captured in the new TS 36.509, should preferably be completed at the same time as the freezing of the LTE core specifications.

The present document is the consolidated version v2.0.0 of TS 36.509 – Special Conformance Testing functions for User Equipment (UE). It covers all aspects of those special UE functions and their (de-)activation & control that are indispensible to support testing of Priority Batch 1 Conformance Test Cases.


Changes since last presentation to RAN Meeting #41.
The previous version TS 36.509 v1.0.0 has been comprehensively extended and updated to include Test Loop Mode B as well as those Test Control and (De-) Activation messages which are indispensible to support testing of Priority Batch 1 Conformance Test Cases.

Outstanding Issues:

RAN5 to check whether additional Test Control Messages are required for support of lower priority Conformance Test Cases. 
RAN5 to check that NAS security aspects have been taken care sufficiently; 
CT1 specification TS 24.301 is currently not stable so it has yet to be established whether the Test Loop (De-)Activation & Control messages need to be sent as security protected messages.
Contentious Issues:

No contentious issues have been identified.
Additional background information
An LS with the Draft TS 36.509 v2.0.0 as attachment was sent to RAN2 #64 to invite RAN WG2 to review and provide comment prior to RAN#42. Due to time constraints the review was not possible but RAN2 will undertake a review on the (hopefully) approved version (v8.0.0) prior to RAN5#42 in Feb 09.
