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----------------------START OF TEXT PROPOSAL --------------------------
4.2.2.8.2
1.28 Mcps option

For idle mode cell re-selection purposes, the UE shall be capable of monitoring:

-
32 intra-frequency cells (including serving cell), and

-
32 inter-frequency cells, including
-
TDD mode cells on up to minimum 8 additonal TDD carriers, and

-

Depending on UE capability, FDD mode cells distributed on up to 3 FDD carriers, and

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers,

as indicated in cell information lists sent in system information (BCCH).

---------------------------------NEXT CHANGED SECTION-----------------------------
8.1A.2.1
UE Measurement Capability

The UE shall be able to monitor up to

-
32 intra frequency TDD cells, and

-
32 inter frequency cells, including

-
TDD cells distributed on up to 3 additional TDD carriers, and
-    TDD cells on up to minimum 8 additional TDD carriers, and

-
Depending on UE capability, FDD cells, distributed on up to 3 FDD carriers, and

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers.

Performance requirements for different types of measurements and different number of cells are defined in the following sections.

The requirements in section 9 are applicable for a UE performing measurements according to this section.

The received P-CCPCH Ec/Io is defined as
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The received DwPTS Ec/Io is defined as
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