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{Start of modification}

4.1.2.1
Measurement of transmitter

Table 4.1.2-1: Maximum Test System Uncertainty for transmitter tests

	

Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2. Base station output power
	±0.7 dB
	

	6.3 Output Power dynamics
	[TBD]
	[TBD]

	6.4.1 Transmitter OFF power
	[TBD]
	[TBD]

	6.4.2 Transmitter transient period
	[TBD]
	[TBD]

	6.5.1 Frequency error
	± 12 Hz
	

	6.5.2 EVM
	[TBD]
	[TBD]

	6.5.3 Time alignment between transmitter branches
	[TBD]
	[TBD]

	6.6.1
Occupied bandwidth
	1.4MHz, 3MHz Channel BW: 30kHz

5MHz, 10MHz Channel BW: 100kHz

15MHz, 20MHz: Channel BW: 300kHz
	

	6.6.2
Adjacent Channel Leakage power Ratio (ACLR)
	ACLR ±0.8 dB

Absolute power ±2.0 dB
	

	6.6.3
Operating band unwanted emissions
	±1.5 dB
	

	6.6.4.5.1
Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz: ±2.0 dB

4 GHz < f ≤ 12.75 GHz: ±4.0 dB
	

	6.6.4.5.2
Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz:±2.0 dB

4 GHz < f ≤ 12.75 GHz:±4.0 dB
	

	6.6.4.5.3
Transmitter spurious emissions, Protection of BS receiver
	±3.0 dB
	

	6.6.4.5.4
Transmitter spurious emissions, Co-existence
	±2.0 dB for > -60dBm

±3.0 dB for ≤ -60dBm
	

	6.6.4.5.5
Transmitter spurious emissions, Co-location
	± 3.0 dB
	

	6.6.4.5.6
 Protection of Public Safety Operations

	± 2.0 dB
	

	6.7
Transmitter intermodulation
	[TBD]
	[TBD]


{Unchanged sections skipped here} 

6.4
Transmit ON/OFF power

The requirements in section 6.4 are only applied for E-UTRA TDD BS.

6.4.1
Transmitter OFF power

6.4.1.1
Definition and applicability

Transmitter OFF power is defined as the mean power measured over [70 us] filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period.

6.4.1.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.4.1.1.
6.4.1.3
Test purpose

The purpose of this test is to verify the E-UTRA BS transmitter OFF power is within the limit of the minimum requirement. 

6.4.1.4
Method of test

6.4.1.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
M; see subclause 4.7. 
Connect the signal analyzer to the BS antenna connector as shown in Annex I.1.1.

6.4.1.4.2
Procedure

1)
Set the BS to transmit a signal in accordance to [t.b.d.] at the manufacturer’s specified maximum output power.

2)
Measure the transmitter OFF power spectral density.  
6.4.1.5
Test requirement 

The transmitter OFF power spectral density shall be less than 85dBm/MHz + [TT].
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance are given in Annex G.

6.4.2
Transmitter transient period

6.4.2.1
Definition and applicability

The transmitter transient period is the time period during which the transmitter is changing from the OFF period to the ON period or vice versa. The transmitter transient period is illustrated in Figure 6.4.2.1-1.


[image: image1]
Figure 6.4.2.1-1 Illustration of the relations of transmitter ON period, transmitter OFF period and transmitter transient period.

6.4.2.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.4.2.1.
6.4.2.3
Test purpose

The purpose of this test is to verify the E-UTRA BS transmitter transient periods are within the limit of the minimum requirement. 

6.4.2.4
Method of test

6.4.2.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
M; see subclause 4.7. 
Connect the signal analyzer to the BS antenna connector as shown in Annex I.1.1.

6.4.2.4.2
Procedure

1)
Set the BS to transmit a signal in accordance to [t.b.d.] at the manufacturer’s specified maximum output power.

2)
Measure the transmitter transitions from OFF to ON and from ON to OFF.   
6.4.2.5
Test requirement 

The transmitter transient period shall be shorter than the values listed in Table 6.4.2.5-1.

Table 6.4.2.5-1 Minumum requirements for the transmitter transient period

	Transition
	Maximum transient period length [us]

	OFF to ON
	[17+TT]

	ON to OFF
	[17+TT]



{Unchanged sections skipped here} 

G.1
Measurement of transmitter
Table G.1-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	6.2 Base station maximum output power
	In normal conditions:
within ±2 dB of  manufacturer's rated output power

In extreme conditions: 
within ±2.5 dB of  manufacturer's rated output power
	0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

In normal conditions:
within +2.7 dB and -2.7 dB of the manufacturer's rated output power

In extreme conditions: 
within +3.2 dB and -3.2 dB of the manufacturer's rated output power

	6.3 Output Power dynamics
	[TBD]
	[TBD]
	[TBD] 

	6.4.1 Transmitter OFF power
	[TBD]
	[TBD]
	[TBD]

	6.4.2 Transmitter transient period
	[TBD]
	[TBD]
	[TBD]

	6.5.1 Frequency error
	Frequency error limit ±0.05 ppm
	12 Hz
	Formula: Frequency Error limit + TT

0.05 ppm + 12 Hz

	6.5.2 EVM
	[TBD]
	[TBD]
	[TBD] 

	6.5.3 Time alignment between transmitter branches
	[TBD]
	[TBD]
	[TBD] 

	6.6.1
Occupied bandwidth
	1.4 MHz

3 MHz

5 MHz

10 MHz

15 MHz

20 MHz
	0 kHz
	Formula:

Minimum Requirement + TT
 

	6.6.2
Adjacent Channel Leakage power Ratio (ACLR)
	Paired spectrum ACLR:

45 dB for E-UTRA

45 dB for UTRA

Unpaired spectrum ACLR:

45 dB for E-UTRA

45 dB for 1.28 Mcps UTRA
45 dB for 3.84 Mcps UTRA
45 dB for 7.82 Mcps UTRA

Absolute limit -13dBm / MHz

	0.8 dB

0.8 dB

0.8 dB

0.8 dB

0.8 dB
0.8 dB

0 dB
	Formula:

ACLR Minimum Requirement - TT 

Absolute limit +TT 

Paired spectrum ACLR:

44.2 dB

44.2 dB

Unpaired spectrum ACLR:

44.2 dB

44.2 dB

44.2 dB

44.2 dB

Absolute limit -13dBm / MHz

	6.6.3
Operating band unwanted emissions
	Category A, bands < 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-13dBm / 100kHz

For 3MHz BW: 

Offsets < 3MHz

-4.5dBm to -14.5dBm / 100kHz

Offsets ≥ 3MHz

-13dBm / 100kHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-13dBm / 100kHz

Category A, bands > 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-13dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-13dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-13dBm / 1MHz

Category  B, bands < 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-16dBm / 100kHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-16dBm / 100kHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-16dBm / 100kHz

Category B, bands > 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-15dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-15dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-15dBm / 1MHz

Additional Reqts, bands < 1GHz
All BWs:

Additional Reqts, bands > 1GHz
All BWs:

Additional Reqts bands 12,13,14
All BWs:
	1.5dB

0dB  
1.5dB

0dB  
1.5dB

0dB

1.5dB

0dB  
1.5dB

0dB  
1.5dB

0dB

1.5dB

0dB  
1.5dB

0dB  
1.5dB

0dB

1.5dB

0dB  
1.5dB

0dB  
1.5dB  
0dB

0dB  
0dB
0dB 
	Formula:

Minimum Requirement + TT 


	6.6.4.5.1
Transmitter spurious emissions, Mandatory Requirements
	Category A

9 kHz ( f < 150 kHz: 

-13dBm / 1kHz 
150 kHz ( f < 30 MHz: 

-13dBm / 10 kHz 
30 MHz ( f < 1 GHz: 

-13dBm / 100 kHz 
1 GHz ( f < 12.75 GHz: 

-13dBm / 1 MHz 
 
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.2 Transmitter spurious emissions, Mandatory Requirements
	Category B

9 kHz ( f < 150 kHz: 

-36dBm / 1 kHz 
150 kHz ( f < 30 MHz: 

-36dBm / 10 kHz 
30 MHz ( f < 1 GHz: 

-36dBm / 100 kHz 
1 GHz ( f < 12.75 GHz: 

-36dBm / 1 MHz
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.3
Transmitter spurious emissions, Protection of BS receiver
	-96dBm / 100 kHz
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.4
Transmitter spurious emissions, Co-existence
	Levels from -61dBm to -41dBm

Bandwidths from 6.25 kHz to 1MHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.5
Transmitter spurious emissions, Co-location
	Levels from -98dBm to -96dBm

Bandwidth 100 kHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.6
 
Transmitter spurious emissions, Protection of Public Safety Operations
	Level -46dBm

Bandwidth 6.25 kHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	6.7
Transmitter intermodulation
	[TBD]
	[TBD]
	[TBD] 


{End of modification}
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