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<Start of modified section>

6.1.4
Default parameters for 1 to 8 cell environments

<Text skipped here>
Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD)

	Downlink input level
	Reference clause 6.10 "Parameter Set" 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 "Parameter Set" 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


Contents of System Information Block type 11 for cell No.8 (FDD)

	- Intra-frequency measurement system information
	A1, A3
	

	….
	
	

	   - New intra-frequency cells
	
	

	    - Intra-frequency cell id
	
	8

	    - Cell info
	
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled "Default settings for cell No.8 (FDD)" in clause 6.1.4

	    - Intra-frequency cell id
	
	1

	    - Cell info
	
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled "Default settings for cell No.1 (FDD)" in clause 6.1.4

	    - Intra-frequency cell id
	
	2

	    - Cell info
	
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in clause 6.1.0b

	    - Intra-frequency cell id
	
	3

	    - Cell info
	
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in clause 6.1.0b

	    - Intra-frequency cell id
	
	7

	    - Cell info
	
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in clause 6.1.0b

	    - Intra-frequency cell id
	A3
	11

	    - Cell info
	
	Same content as specified for Intra-frequency cell id=11 in SIB11 for Cell 1 in clause 6.1.0b

	…..
	
	

	- Inter-frequency measurement system information
	A1
	

	…..
	
	

	    - New inter-frequency cells
	
	

	     - Inter frequency cell id
	
	4

	     - Frequency info
	
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in clause 6.1.0b

	     - Cell info
	
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in clause 6.1.0b

	     - Inter frequency cell id
	
	5

	     - Frequency info
	
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in clause 6.1.0b

	     - Cell info
	
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in clause 6.1.0b

	     - Inter frequency cell id
	
	6

	     - Frequency info
	
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in clause 6.1.0b

	     - Cell info
	
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in clause 6.1.0b

	…..
	
	


	Condition
	Explanation

	A1
	FDD cell environment

	A2
	FDD/GSM inter-RAT cell environment

	A3
	FDD intra-frequency cell environment (6 intra-frequency cells without inter-frequency cells)


Default settings for cell No.8 (TDD)

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	127


Contents of System Information Block type 11 for cell No.8 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in clause 6.1.0b with the exception that value for Cell parameters ID shall be according to clause titled "Default settings for cell No.8 (TDD)" in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in clause 6.1.0b  with the exception that value for Cell parameters ID shall be according to clause titled "Default settings for cell No.1 (TDD)" in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in clause 6.1.0b

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in clause 6.1.0b

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in clause 6.1.0b

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in clause 6.1.0b

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in clause 6.1.0b

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in clause 6.1.0b

	…..
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