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	Alignment of RAN1/RAN3 specification
	F
	8.4.0
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	36.213
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	Rel-8
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	F
	8.4.0
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	144
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	F
	8.4.0
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	145
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	Rel-8
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	F
	8.4.0
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	147
	1
	Rel-8
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	F
	8.4.0
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	148
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	Rel-8
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	F
	8.4.0
	R1-084545
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	F
	8.4.0
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	-
	Rel-8
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	F
	8.4.0
	R1-084544
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	157
	-
	Rel-8
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	F
	8.4.0
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	158
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	F
	8.4.0
	R1-084588
	LTE-Phys
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	F
	8.4.0
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	160
	1
	Rel-8
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	F
	8.4.0
	R1-084668
	LTE-Phys
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	161
	-
	Rel-8
	Correction to RI for Open-Loop Spatial Multiplexing
	F
	8.4.0
	R1-084577
	LTE-Phys
	 

	36.213
	162
	-
	Rel-8
	Correction of differential CQI
	F
	8.4.0
	R1-084581
	LTE-Phys
	 

	36.213
	163
	-
	Rel-8
	Inconsistency between PMI definition and codebook index
	F
	8.4.0
	R1-084586
	LTE-Phys
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	164
	-
	Rel-8
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	F
	8.4.0
	R1-084598
	LTE-Phys
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	165
	1
	Rel-8
	Correction to the UE behavior of PUCCH CQI piggybacked on PUSCH
	F
	8.4.0
	R1-084657
	LTE-Phys
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	166
	-
	Rel-8
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	F
	8.4.0
	R1-084623
	LTE-Phys
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	167
	1
	Rel-8
	Transmission overlapping of physical channels/signals with PDSCH for transmission mode 7
	F
	8.4.0
	R1-084660
	LTE-Phys
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	169
	-
	Rel-8
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	F
	8.4.0
	R1-084633
	LTE-Phys
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	Rel-8
	Clarification on UE behavior when skipping decoding
	F
	8.4.0
	R1-084636
	LTE-Phys
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	Rel-8
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	F
	8.4.0
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	F
	8.4.0
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	F
	8.4.0
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	F
	8.4.0
	R1-084646
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	36.213
	176
	1
	Rel-8
	Physical layer parameters for CQI reporting
	F
	8.4.0
	R1-084694
	LTE-Phys
	 

	36.213
	177
	-
	Rel-8
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	F
	8.4.0
	R1-084659
	LTE-Phys
	 

	36.213
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	1
	Rel-8
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	F
	8.4.0
	R1-084692
	LTE-Phys
	 

	36.213
	180
	-
	Rel-8
	Clarification of uplink A/N resource indication
	F
	8.4.0
	R1-084685
	LTE-Phys
	 

	36.213
	181
	-
	Rel-8
	PDCCH format 0 for message 3 adaptive retransmission and transmission of control information in message 3 during contention based random access procedure
	F
	8.4.0
	R1-084699
	LTE-Phys
	 

	36.213
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	-
	Rel-8
	To Fix the Discrepancy of Uplink Power Control and Channel Coding of Control Information in PUSCH
	F
	8.4.0
	R1-084702
	LTE-Phys
	 

	36.213
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	1
	Rel-8
	Correction of control information multiplexing in subframe bundling mode
	F
	8.4.0
	R1-084704
	LTE-Phys
	 

	36.213
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	3
	Rel-8
	Reception of DCI formats
	F
	8.4.0
	R1-084705
	LTE-Phys
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