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11.2
PDU definitions
[…]


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,

Serving-HSDSCH-CellInformation-r8,

SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,

[…]

ActiveSetUpdate ::= CHOICE {


r3







SEQUENCE {



activeSetUpdate-r3



ActiveSetUpdate-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




activeSetUpdate-r3-add-ext

BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE {





activeSetUpdate-v4b0ext

ActiveSetUpdate-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v590ext


ActiveSetUpdate-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v690ext


ActiveSetUpdate-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL






}
OPTIONAL





}
OPTIONAL




} OPTIONAL



} OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r6







SEQUENCE {





activeSetUpdate-r6



ActiveSetUpdate-r6-IEs,





activeSetUpdate-r6-add-ext

BIT STRING

OPTIONAL,





v6b0NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v6b0ext


ActiveSetUpdate-v6b0ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r7







SEQUENCE {






activeSetUpdate-r7



ActiveSetUpdate-r7-IEs,






activeSetUpdate-r7-add-ext

BIT STRING

OPTIONAL,






v780NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v780ext


ActiveSetUpdate-v780ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





},




criticalExtensions



CHOICE {






r8







SEQUENCE {







activeSetUpdate-r8



ActiveSetUpdate-r8-IEs,







activeSetUpdate-r8-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},





criticalExtensions



SEQUENCE {}




}



}

}

}

[…]

ActiveSetUpdate-r7-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info





DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters





MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r7

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r7
OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r7

OPTIONAL,


ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,



e-dch-ReconfInfoSameCell


E-DCH-RL-InfoSameServingCell

OPTIONAL,


e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,



e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL

}
ActiveSetUpdate-r8-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



dtx-drx-TimingInfo




DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info





DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo




HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters





MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r7

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation-r8
OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r7

OPTIONAL,


ul-16QAM-Config





UL-16QAM-Config





OPTIONAL,



e-dch-ReconfInfoSameCell


E-DCH-RL-InfoSameServingCell

OPTIONAL,


e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,



e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL

}
[…]

HandoverToUTRANCommand-r8-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,



new-H-RNTI





H-RNTI








OPTIONAL,



newPrimary-E-RNTI



E-RNTI








OPTIONAL,



newSecondary-E-RNTI



E-RNTI








OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r8,





rab-InformationSetupList

RAB-InformationSetupList-r8

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information-r7


UL-EDCH-Information-r7


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r7,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo,





multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity


DefaultConfigIdentity-r6,







dlul-HSPA-Information-r8

DLUL-HSPA-Information-r8
OPTIONAL






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,








multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power,

-- Reserved Bit IE


reservedBit





ENUMERATED { reserved }

OPTIONAL
}

HandoverToUTRANCommand-v820ext-IEs ::= SEQUENCE {


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-v820ext

OPTIONAL

}

[…]

Serving-HSDSCH-CellInformation ::=

SEQUENCE {


deltaACK





DeltaACK




OPTIONAL,


deltaNACK





DeltaNACK




OPTIONAL,


harq-Preamble-Mode



HARQ-Preamble-Mode,


primaryCPICH-Info



PrimaryCPICH-Info


OPTIONAL,


dl-hspdsch-Information


DL-HSPDSCH-Information

OPTIONAL,


harqInfo





HARQ-Info 




OPTIONAL,


mac-hsResetIndicator


ENUMERATED { true }


OPTIONAL 

}
Serving-HSDSCH-CellInformation-r7 ::= SEQUENCE {


deltaACK





DeltaACK




OPTIONAL,


deltaNACK





DeltaNACK




OPTIONAL,


harq-Preamble-Mode



HARQ-Preamble-Mode,


primaryCPICH-Info



PrimaryCPICH-Info


OPTIONAL,


dl-hspdsch-Information


DL-HSPDSCH-Information-r7
OPTIONAL,


harqInfo





HARQ-Info-r7



OPTIONAL,


mac-hsResetIndicator


ENUMERATED { true }


OPTIONAL

}

Serving-HSDSCH-CellInformation-r8 ::= SEQUENCE {


deltaACK





DeltaACK




OPTIONAL,


deltaNACK





DeltaNACK




OPTIONAL,


harq-Preamble-Mode



HARQ-Preamble-Mode,


primaryCPICH-Info



PrimaryCPICH-Info


OPTIONAL,


dl-hspdsch-Information


DL-HSPDSCH-Information-r7
OPTIONAL,


harqInfo





HARQ-Info-r7



OPTIONAL,


mac-hsResetIndicator


ENUMERATED { true }


OPTIONAL,


reservedBit





ENUMERATED { reserved }

OPTIONAL
}

SimultaneousSCCPCH-DPCH-Reception ::= CHOICE {


notSupported





NULL,


supported






SEQUENCE {



maxNoSCCPCH-RL





MaxNoSCCPCH-RL,



-- simultaneousSCCPCH-DPCH-DPDCH-Reception is applicable only if 



-- the IE Support of PDSCH = TRUE



-- Note: the reference to DPDCH in the element name below is incorrect (see tabular). The 



-- name is not changed, to keep it aligned with R99.



simultaneousSCCPCH-DPCH-DPDCH-Reception

BOOLEAN


}

}
[…]

SysInfoType5-v770ext-IEs ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hs-dsch-CommonSystemInformation

HS-DSCH-CommonSystemInformation,




hs-dsch-PagingSystemInformation

HS-DSCH-PagingSystemInformation

OPTIONAL



},



tdd768







SEQUENCE {




pusch-SysInfoList-SFN



PUSCH-SysInfoList-SFN-VHCR


OPTIONAL,




pdsch-SysInfoList-SFN



PDSCH-SysInfoList-VHCR-r7


OPTIONAL,



-- If SysInfoType5 is sent to configure a 7.68Mcps TDD cell, the 'prach-RACH-Info' in




-- IE PRACH-SystemInformationList shall be ignored, 'prach-Partitioning' shall be absent




-- and the corresponding IE in the following IE PRACH-SystemInformationList-VHCR-r7




-- shall be used instead.




prach-SystemInformationList


PRACH-SystemInformationList-VHCR-r7
OPTIONAL



},



tdd128







SEQUENCE {




prach-SystemInformationList


PRACH-SystemInformationList-LCR-v770ext
OPTIONAL



}


}

OPTIONAL,


-- If SysInfoType5 is sent to configure a 7.68 Mcps TDD cell (in any mode) or a 3.84 Mcps TDD 

-- cell operating in MBSFN mode, IE SCCPCH-SystemInformationList-HCR-VHCR-r7 is used, otherwise


-- IE SCCPCH-SystemInformationList-r6 is used.


sccpch-SystemInformationList

SCCPCH-SystemInformationList-HCR-VHCR-r7
OPTIONAL,

sccpch-SystemInformation-MBMS

CHOICE {


-- If choice is 'mcchOnSCCPCHusedForNonMBMS', IE MBMS-MCCH-ConfigurationInfo-r6 is used.


-- If choice is 'mcchOnSCCPCHusedOnlyForMBMS', IE MBMS-MCCH-ConfigurationInfo-r7 is used



-- to configure a 7.68Mcps TDD cell or a cell operating in MBSFN mode, otherwise IE



-- SCCPCH-SystemInformation-MBMS-r6 is used.


mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r7

}

OPTIONAL,


tDD-MBSFNInformation



TDD-MBSFNInformation


OPTIONAL
}

SysInfoType5-v8xyext-IEs ::= SEQUENCE {


commonEDCHSystemInfo



CommonEDCHSystemInfo,


hs-dsch-DrxCellfach-info


HS-DSCH-DrxCellfach-info


OPTIONAL,


reservedBit






ENUMERATED { reserved }



OPTIONAL
}

-- SysInfoType5bis uses the same structure as SysInfoType5

SysInfoType5bis ::= SysInfoType5
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