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8.1
Resource Allocation for PDCCH DCI Format 0

The resource allocation information indicates to a scheduled UE a set of contiguously allocated virtual resource block indices denoted by 
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. A resource allocation field in the scheduling grant consists of a resource indication value (RIV) corresponding to a starting resource block (
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) and a length in terms of contiguously allocated resource blocks (
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).  The resource indication value is defined by  
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8.2
UE sounding procedure

The following Sounding Reference Symbol (SRS) parameters are UE specific semi-statically configurable by higher layers:

· Transmission comb

· Starting physical resource block assignment

· Duration of SRS transmission: single or indefinite (until disabled)

· SRS configuration index ISRS for SRS periodicity and SRS subframe offset 

· SRS bandwidth
· Frequency hopping bandwidth

· Cyclic shift

The SRS transmission bandwidth does not include the PUCCH region. The cell specific SRS transmission bandwidths are configured by higher layers. The allowable values are given in Section 5.5.3.2 of [3].  

The cell specific SRS transmission sub-frames are configured by higher layers. The allowable values are given in Section 5.5.3.3 of [3].

When antenna selection is enabled for a UE that supports transmit antenna selection, the index 
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, of the UE antenna that transmits the SRS at time nSRS is given by
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, for both partial and full sounding bandwidth, and when frequency hopping is disabled (i.e., 
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when frequency hopping is enabled (i.e., 
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where values BSRS, bhop, Nb, and nSRS are given in Section 5.5.3.2 of [3], and 
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 value), except when a single SRS transmission is configured for the UE. 

For TDD, when one SC-FDMA symbol exists in UpPTS, it can be used for SRS transmission. When two SC-FDMA symbols exist in UpPTS, both can be used for SRS transmission and both can be assigned to the same UE.
A UE shall not transmit SRS whenever SRS and CQI transmissions happen to coincide in the same subframe. 

A UE shall not transmit SRS whenever SRS and SR transmissions happen to coincide in the same subframe.

The parameter Simultaneous-AN-and-SRS provided by higher layers determine if a UE can transmit A/N on PUCCH and SRS in the same subframe. If UE is configured to support A/N and SRS transmissions in the same subframe, then the UE shall transmit A/N using a shortened PUCCH format where the A/N symbol corresponding to the SRS location is punctured as defined in Section 5.4.1 of [3]. Otherwise, the UE shall only transmit the A/N using the normal PUCCH format 1a or 1b as defined in Section 5.4.1 of [3].

The UE specific SRS configuration for SRS periodicity and SRS subframe offset is defined in Table 8.2-1 and Table 8.2-2, for FDD and TDD, respectively. The periodicity of SRS transmission is selected from {2, 5, 10, 20, 40, 80, 160, 320} ms. For the SRS periodicity of 2 ms in TDD, two SRS resources are configured in a half frame. 

For TDD, SRS subframe offset 0 corresponds to the first SC-FDMA symbol in UpPTS, if UpPTS contains two SC-FDMA symbols. SRS subframe offset 1 corresponds to the second SC-FDMA symbol in UpPTS, if UpPTS contains two SC-FDMA symbols, or the only SC-FDMA symbol if UpPTS contains one SC-FDMA symbol. 

Table 8.2-1: UE Specific SRS Periodicity and Subframe Offset Configuration, FDD

	SRS Configuration Index ISRS
	SRS Periodicity (ms)
	SRS Subframe Offset

	0 – 1
	2
	ISRS

	2 – 6
	5
	ISRS – 2

	7 – 16
	10
	ISRS – 7

	17 – 36
	20
	ISRS – 17

	37 – 76
	40
	ISRS – 37

	77 – 156
	80
	ISRS – 77

	157 – 316
	160
	ISRS – 157

	317 – 636
	320
	ISRS – 317

	637 – 1023
	reserved
	reserved


Table 8.2-2: UE Specific SRS Periodicity and Subframe Offset Configuration, TDD

	Configuration Index ISRS
	SRS Periodicity (ms)
	SRS Subframe Offset

	0
	2
	0, 1

	1
	2
	0, 2

	2
	2
	1, 2

	3
	2
	0, 3

	4
	2
	1, 3

	5
	2
	0, 4

	6
	2
	1, 4

	7
	2
	2, 3

	8
	2
	2, 4

	9
	2
	3, 4

	10 – 14
	5
	ISRS – 10

	15 – 24
	10
	ISRS – 15

	25 – 44
	20
	ISRS – 25

	45 – 84
	40
	ISRS – 45

	85 – 164
	80
	ISRS – 85

	165 – 324
	160
	ISRS – 165

	325 – 644
	320
	ISRS – 325

	645 – 1023
	reserved
	reserved


8.2.1
Sounding definition
8.3
UE ACK/NACK procedure
For Frame Structure type 1, an ACK/NACK received on the PHICH assigned to a UE in subframe i is associated with the PUSCH transmission in subframe i-4. 

For Frame Structure type 2, an ACK/NACK received on the PHICH assigned to a UE in subframe i is associated with the PUSCH transmission in the subframe indicated by the following table:

[…table to be inserted…]

The physical layer in the UE shall deliver indications to the higher layers as follows:

For downlink subframe i, if a transport block was transmitted in the associated PUSCH subframe then:

· if an Uplink Scheduling Assignment is received in subframe i with NDI toggled since the previous subframe corresponding to the same HARQ process, a new transmission shall be indicated to the higher layers;

· else if an Uplink Scheduling Assignment is received in subframe i with NDI not toggled since the previous subframe corresponding to the same HARQ process, a re-transmission shall be indicated to the higher layers. 

· else if no Uplink Scheduling Assignment is received in subframe i, then:

· if ACK is decoded on the PHICH, ACK shall be delivered to the higher layers;

· else NACK shall be delivered to the higher layers.
8.4
UE PUSCH Hopping procedure

The UE shall perform PUSCH frequency hopping if the single bit frequency hopping (FH) field in a corresponding PDCCH with DCI format 0 is set to 1 otherwise no PUSCH frequency hopping is performed.  

A UE performing PUSCH frequency hopping shall determine its PUSCH resource allocation (RA) for the first slot of a subframe (S1) including the lowest index PRB (
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) in subframe n from the resource allocation field in a corresponding PDCCH with DCI format 0 received on subframe n-4.  For a non-adaptive retransmission of a packet on a dynamically assigned PUSCH resource a UE shall determine its hopping type based on the last received PDCCH with DCI Format 0 associated with the packet.  For a PUSCH transmission on a persistently allocated resource on subframe n in the absence of a corresponding PDCCH with a DCI Format 0 in subframe n-4, the UE shall determine its hopping type based on the hopping information in the initial grant that assigned the persistent resource allocation.  The initial grant is either a PDCCH with DCI Format 0 or is higher layer signaled.

The resource allocation field in DCI format 0 excludes either 1 or 2 bits used for hopping information as indicated by Table 8.4-1 below where the number of PUSCH resource blocks is defined as
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. For type 2 PUSCH hopping, 
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 in other cases.  The size of the resource allocation field in DCI format 0 after excluding either 1 or 2 bits shall be 
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, where k = 1 or 2 bits and the number of contiguous RBs that can be assigned to a hopping user is limited to min(
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 is given by higher layers.

A UE performing PUSCH frequency hopping shall use one of two possible PUSCH frequency hopping types based on the hopping information.  PUSCH hopping type 1 is described in section 8.4.1 and type 2 is described in section 8.4.2.

Table 8.4-1: Max PUSCH BW, and Number of Hopping Bits vs. System Bandwidth
	System BW 
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For either hopping type a single bit signaled by higher layers indicates whether PUSCH frequency hopping is inter-subframe only or both intra and inter-subframe.  
8.4.1  
Type 1 PUSCH Hopping
For 
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 =1 and PUSCH hopping type 1, the set of physical resource blocks to be used for PUSCH transmission are 
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 contiguously allocated resource blocks (
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) in the first slot in subframe i from PRB index (
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 contiguously allocated resource blocks (
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) in the second slot in subframe i from PRB index 
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are obtained from the uplink scheduling grant as in Section 8.4 .  
For 
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 >1 and PUSCH hopping type 1 the hopping bit or bits indicated in Table 8.4-1 determine
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is obtained from the uplink scheduling grant as in Section 8.4.

The lowest index PRB (
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The set of physical resource blocks to be used for PUSCH transmission are 
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contiguously allocated resource blocks from PRB index 
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 for the 1st slot, and from PRB index 
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 for the 2nd slot, respectively, where 
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is obtained from the uplink scheduling grant as in Section 8.4 .
For the inter-subframe only hopping case, the 1st slot RA is applied to even CURRENT_TX_NB, and the 2nd slot RA is applied to odd CURRENT_TX_NB, where CURRENT_TX_NB is defined in [8].
8.4.2  
Type 2 PUSCH Hopping
In PUSCH hopping type 2 the set of physical resource blocks to be used for transmission in slot 
[image: image52.wmf]s

n

 is given by the scheduling grant together with a predefined pattern according to [3] section 5.3.4..
Table 8.4-2: PDCCH DCI Format 0 Hopping Bit Definition

	System BW 
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