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Definitions and abbreviations
3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator
DGPS
Differential Global Positioning System

DL
Downlink

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

DTM
Dual Transfer Mode

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD Only)
E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD Only)

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

E-UCCH
E-DCH Uplink Control Channel (TDD only)

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

GANSS
Galileo and Additional Navigation Satellite Systems
GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMB
Integrated Mobile Broadcast

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network
MCC
Mobile Country Code

MCCH
MBMS point-to-multipoint Control Channel

MD
Mandatory default

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSRP
Reference Signal Received Power

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

S-RNTI
SRNC - RNTI

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network

8
RRC procedures
8.1.1
Broadcast of system information
8.1.1.1.2
System information blocks
Table 8.1.1 specifies all system information blocks and their characteristics.

The area scope column in table 8.1.1 specifies the area where a system information block's value tag is valid. If the area scope is cell, the UE shall consider the system information block to be valid only in the cell in which it was read. If system information blocks have been previously stored for this cell, the UE shall check whether the value tag for the system information block in the entered cell is different compared to the stored value tag. If the area scope is PLMN or Equivalent PLMN, the UE shall check the value tag for the system information block when a new cell is selected. If the value tag for the system information block in the new cell is different compared to the value tag for the system information block stored in the UE, the UE shall re-read the system information block. If the area scope is PLMN, the UE shall consider the system information block to be valid only within the PLMN in which it was read. If the area scope is Equivalent PLMN, the UE shall consider the system information block to be valid within the PLMN in which it was received and all PLMNs which are indicated by higher layers to be equivalent.

For System information block types 15.2, 15.3 and 16, which may have multiple occurrences, each occurrence has its own independent value tag. The UE- shall re-read a particular occurrence if the value tag of this occurrence has changed compared to that stored in the UE.

The UE mode/state column when block is valid in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block shall be regarded as valid by the UE. In other words, the indicated system information block becomes invalid upon change to a mode/state that is not included in this column. System Information Block Type 16 remains also valid upon transition to or from GSM/GPRS. In some cases, the states are inserted in brackets to indicate that the validity is dependent on the broadcast of the associated System Information Blocks by the network as explained in the relevant procedure subclause.

The UE mode/state column when block is read in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block may be read by the UE. The UE shall have the necessary information prior to execution of any procedure requiring information to be obtained from the appropriate system information block. The requirements on the UE in terms of when to read the system information may therefore be derived from the procedure specifications that specify which IEs are required in the different UE modes/states in conjunction with the different performance requirements that are specified. 

The UE shall:

1>
if variable DEFERRED_MEASUREMENT_STATUS is set to FALSE:

2>
if System Information Block type 11 is referenced in the master information block or in the scheduling blocks:

3>
if System Information Block type 12 is not referenced in the master information block or in the scheduling blocks , or broadcast of System Information Block type 12 is not indicated in System Information Block type 11:

4>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell when the UE transmits an RRC message on RACH. 

3>
else:

4>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell before the UE transmits the RRC CONNECTION REQUEST message. 

4>
have read and acted upon both System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, and System Information Block type 12 in a cell when:
5>
the UE transmits an RRC message on RACH in RRC connected mode; or

5>
the UE receives a message commanding to enter Cell_DCH state.

1>
else:

2>
the UE may transmit an RRC message on RACH before having read and acted upon System Information Block type 11, System Information Block type 11bis and System Information Block type 12, if scheduled on BCH.
NOTE 1:
There are a number of system information blocks that include the same IEs while the UE mode/state in which the information is valid differs. This approach is intended to allows the use of different IE values in different UE mode/states.

NOTE 2:
System Information Block Type 16 is also obtained by a UE while in GSM/GPRS. The details of this are not within the scope of this specification.

The Scheduling information column in table 8.1.1 specifies the position and repetition period for the System Information Block.

The modification of system information column in table 8.1.1 specifies the update mechanisms applicable for a certain system information block. For system information blocks with a value tag, the UE shall update the information according to subclause 8.1.1.7.1 or 8.1.1.7.2. For system information blocks with an expiration timer, the UE shall, when the timer expires, perform an update of the information according to subclause 8.1.1.7.4.

Table 8.1.1: Specification of system information block characteristics

	System information block
	Area scope
	UE mode/state when block is valid
	UE mode/state when block is read
	Scheduling information
	Modification of system information
	Additional comment

	Master information block
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only) 
	SIB_POS = 0

SIB_REP = 8 (FDD)
 SIB_REP = 8, 16, 32 (TDD)

SIB_OFF=2 
	Value tag
	

	Scheduling block 1
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	See Note 3

	Scheduling block 2
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	See Note 3

	System information block type 1
	Cell
	Idle mode

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH
	Idle, CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	Note: The area scope of SIB1 is Cell but for compliance to earlier versions of the specification the coding of the scheduling information for SIB1 contains the ‘PLMN value tag’ information element.

See Note 3

	System information block type 2
	Cell
	URA_PCH
	URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 3
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 4
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If System information block type 4 is not broadcast in a cell, the connected mode UE shall apply information in System information block type 3 in connected mode.

See Note 3

	System information block type 5 and 5bis
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Specified by the IE "Scheduling information"
	Value tag
	System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.

	System information block type 6
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 6 is not broadcast in a cell, the connected mode UE shall read System information block type 5 or System information block type 5bis.

If some of the optional IEs are not included in System information block type 6, the UE shall read the corresponding IEs in System information block type 5 or System information block type 5bis.

In TDD mode system information block 6 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7 and/or if shared transport channels are assigned to the UE. If in these cases system information block type 6 is not broadcast the UE shall read system information block type 5.

See Note 3

	System information block type 7
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	In TDD mode system information block type 7 shall only be read in CELL_DCH if shared transport channels are assigned to the UE.

See Note 3

	System information block type 11
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 11bis
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 12
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 12 is not broadcast in a cell, the connected mode UE shall read System information block type 11.

If some of the optional IEs are not included in System information block type 12, the UE shall read the corresponding IEs in System information block type 11.

See Note 3

	System information block type 13
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 13.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3


	System information block type 13.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3


	System information block type 13.3
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3


	System information block type 13.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 14
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	This system information block is used in 3.84 Mcps TDD and 7.68 Mcps TDD mode only.

System information block type 14 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7.

See Note 3

	System information block type 15
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15bis
	
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1bis
	
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.2bis
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences
See Note 3

	System information block type 15.3
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.3bis
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.5
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.6
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.7
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.8
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 16
	Equivalent PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences. This system information block is also valid while in GSM/GPRS.

See Note 3

	System information block type 17
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	This system information block is used in TDD mode only.

System information block type 17 shall only be read if shared transport channels are assigned to the UE.

See Note 3

	System Information Block type 18
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System Information Block type 19
	Cell
	Idle mode, 

CELL_FACH,CELL_PCH, URA_PCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3


NOTE 3:
The UE behaviour is unspecified if this system information block is received on a cell operating in MBSFN mode as indicated in subclause 8.1.1.6.3. A network should not send these system information blocks on a cell operating in MBSFN mode.

NOTE 4:
For 1.28 Mcps TDD, if a cell is operating in MBSFN mode, system information blocks are transmitted on the MBSFN Special Timeslot [30].
8.1.1.6.3
System Information Block type 3
The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in connected mode, and System Information Block 4 is indicated as used in the cell:

2>
read and act on information sent in that block.

1>
if IE "Deferred measurement control UTRAN support" is present:

2>
set variable DEFERRED_MEASUREMENT_STATUS to TRUE.

1>
else:

2>
set variable DEFERRED_MEASUREMENT_STATUS to FALSE.

With respect to Domain Specific Access Control and Paging Permission with Access Control, the UE shall:

1>
if the IE "Multiple PLMN List" is not included in the Master Information Block:

2>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

1>
else:

2>
if the PLMN specified by the IE "PLMN Identity" of the Master Information Block is chosen by the UE:

3>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

2>
else, if N-th (N=1..5) PLMN in the IE "Multiple PLMNs" contained in the IE "Multiple PLMN List" is chosen by the UE:

3>
if the IE "Domain Specific Access Restriction List" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control List" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
if the IE "Domain Specific Access Restriction Parameters For OperatorN" is indicated:

5>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For OperatorN".
4>
if the IE "Paging Permission with Access Control Parameters For OperatorN" is indicated:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For OperatorN".
3>
else, if the IE "Domain Specific Access Restriction Parameters For All" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control Parameters For All" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For All";
4>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For All".
The UE shall apply the following handling with respect to any Access Class Barring information:

1>
if in idle mode:

2>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3, the UE shall:

3>
if Paging Response Restriction Indication is set to "None":

4>
when sending a response to any PAGING TYPE 1 message, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4].

3>
if Paging Response Restriction Indication is set to "PS":

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
3>
if Paging Response Restriction Indication is set to "CS":

4>
when sending a response to any PAGING TYPE 1 message from PS domain, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
3>
else (if Paging Response Restriction Indication is set to "All"):

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message from PS or CS domain, act on the IE "Access Class Barred list" if the IE "Domain Specific Access Class Barred List" is not present.
3>
when initiating a Location/Registration procedure to CS domain, act on the IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS",as specified in [4];

3>
when initiating an access to CS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
3>
when initiating a Location/Registration procedure to PS domain, act on the IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", as specified in [4];

3>
when initiating an access to PS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
2>
if neither the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" nor the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3:

3>
if the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3 the UE shall:

4>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4]. If "no restriction" was indicated in restriction status, the UE shall act as if no Access Class is barred in the IE "Domain Specific Access Class Barred List", and ignore the IE "Access Class Barred List" in the IE "Cell Access Restriction";

4>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4]. If "no restriction" was indicated in restriction status, the UE shall act as if no Access Class is barred in the IE "Domain Specific Access Class Barred List", and ignore the IE "Access Class Barred List" in the IE "Cell Access Restriction";

4>
upon transition to UTRA RRC connected, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released;

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].
2>
else:

3>
act on the IE "Access Class Barred list" when initiating RRC Connection establishment as specified in [4].
1>
if in connected mode:

2>
for the variable "DSAC_PARAM":

3>
if the IE"Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in the System Information Block Type 3:

4>
if the variable "DSAC_PARAM is not set, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released.
4>
else (the access class barring information is stored) UE shall:

5>
update the variable "DSAC_PARAM" with that Domain Specific Access Restriction Parameters;

3>
else:

4>
if the variable "DSAC_PARAM" is set, the UE shall:

5>
clear the variable "DSAC_PARAM".
2>
for the variable "PPAC_PARAM":

3>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in the System Information Block Type 3:

4>
if the variable "PPAC_PARAM" is not set, the UE shall:

5>
store that Paging Permission with Access Control Parameters to the variable "PPAC_PARAM" and maintain the variable until it is cleared.
4>
else (the access class barring information is stored) UE shall:

5>
update the variable "PPAC_PARAM" with that Paging Permission with Access Control Parameters.
3>
else:

4>
if the variable "PPAC_PARAM" is set, the UE shall:

5>
clear the variable "PPAC_PARAM".
2>
the UE shall:
3>
if the variable "DSAC_PARAM" is set:
4>
if the variable "PPAC_PARAM" is set:
5>
act on the stored IE "Paging Response Restriction Indicator" when sending a response to any PAGING TYPE 1 or PAGING TYPE 2 message; 

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS", when initiating a Location/Registration procedure to the CS domain, as specified in [4];

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", when initiating a Location/Registration procedure to the PS domain, as specified in [4];
5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain for any other reason, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, for any other reason ,as specified in [4].
4>
if the variable "PPAC_PARAM" is not set:
5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].
3>
else:

4>
act as if no Access Class is barred.
If the IE "MBSFN only service" is set to TRUE the UE shall:

1>
consider this cell to operate in MBSFN mode;
1>
for TDD consider that all slots operate in MBSFN mode;
1>
for FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may receive MBMS services from this cell in accordance with requirements for selection of a cell providing only MBSFN as specified in [4]. For 1.28 Mcps TDD, if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may get synchronized to the MBSFN cluster as specified in [4].

8.1.1.6.11
System Information Block type 11
If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3 the UE should store all relevant IEs included in this system information block. If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3 the UE shall:

1>
if in idle mode:

2>
clear the variable MEASUREMENT_IDENTITY.

1>
if IE "FACH measurement occasion info" is included:

2>
act as specified in subclause 8.6.7.

1>
else:

2>
may perform inter-frequency/inter-RAT measurements or inter-frequency/inter-RAT cell re-selection evaluation, if the UE capabilities permit such measurements while simultaneously receiving the S-CCPCH of the serving cell.

1>
clear the variable CELL_INFO_LIST;

1>
act upon the received IE "Intra-frequency cell info list"/"Inter-frequency cell info list"/"Inter-RAT cell info list" as described in subclause 8.6.7.3;

1>
if the IE "Inter-frequency RACH reporting information" is included in the system information block:

2>
read the IE and use that information for the inter-frequency measurements as specified in subclause 8.5.23.
1>
if in idle mode; or

1>
if in connected mode and if System Information Block type 12 is not broadcast in the cell:

2>
if no intra-frequency measurement stored in the variable MEASUREMENT_IDENTITY was set up or modified through a MEASUREMENT CONTROL message:

3>
if included, store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered in the variable MEASUREMENT_IDENTITY. The IE "Cells for measurement" is absent for this measurement. The IE "Measurement Validity" is absent for this measurement after a state transition to CELL_DCH;

1>
if in connected mode and if System Information Block type 12 is not broadcast in the cell:

2>
read the IE "Traffic volume measurement system information";

2>
if no traffic volume measurement with the measurement identity indicated in the IE "Traffic volume measurement system information" was set up or modified through a MEASUREMENT CONTROL message:

3>
update the variable MEASUREMENT_IDENTITY with the measurement information received in that IE.

1>
if the IE "Cell selection and reselection info" is not included for a new neighbouring cell in the IE "intra-frequency cell info list", the IE "inter-frequency cell info list" or the IE "inter-RAT cell info list" in System Information Block type 11:

2>
use the default values specified for the IE "Cell selection and reselection info" for that cell except for the IE "HCS neighbouring cell information".
1>
if the IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

2>
if IE "HCS neighbouring cell information" is not included for the first new cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 11:

3>
use the default values specified for the IE "HCS neighbouring cell information" for that cell.

2>
if IE "HCS neighbouring cell information" is not included for any other new cell in the IE "Intra-frequency cell info list", the IE "Inter-frequency cell info list" or the IE "Inter-RAT cell info list" in System Information Block type 11:

3>
for that cell use the same parameter values as used for the preceding cell in the same cell info list in System Information Block type 11.

1>
if the value of the IE "Cell selection and reselection quality measure" is different from the value of the IE "Cell selection and reselection quality measure" obtained from System Information Block type 3 or System Information Block type 4:

2>
use the value of the IE from this System Information Block and ignore the value obtained from System Information Block type 3 or System Information Block type 4.

1>
if in connected mode, and System Information Block type 12 is indicated as used in the cell:

2>
read and act on information sent in System Information Block type 12 as indicated in subclause 8.1.1.6.12.

1>
if IE "MBSFN frequency list" is included:

2>
act as specified in subclause 8.6.9.9ac.

For 1.28 Mcps TDD if the cell is operating in MBSFN only mode according to subclause 8.1.1.6.3 the UE shall:

1>
store the frequencies and their corresponding "cell parameter ID" indicated in the IE "MBSFN LCR TDD frequency list" included in the IE "MBSFN frequency list".
If the cell is operating in MBSFN mode according to subclause 8.1.1.6.3 the UE may:

1>
for FDD and 3.84/7.68 Mcps TDD consider the cells indicated in the IE "Intra-frequency cell info list" in the IE "Intra-frequency measurement system information" as candidates for the selection of the MBSFN cluster;

1> for 1.28 Mcps TDD consider there exist MBSFN clusters deployed with the frequencies and their corresponding "cell parameter ID" stored.

For 1.28 Mcps TDD if the cell is not operating in MBSFN only mode but associated with one or more MBSFN clusters the UE shall:

1>
store the frequencies and their corresponding "cell parameter ID" indicated in the IE "MBSFN LCR TDD frequency list" included in the IE "MBSFN frequency list";
1>
consider there exist MBSFN clusters deployed with the frequencies and their corresponding “cell parameter ID” stored;
1>
search an MBSFN cluster in MBSFN only mode with its frequency and corresponding "cell parameter ID" for monitoring the MBMS services delivered in dedicated MBSFN frequency layer.
NOTE:
The IE "Intra-frequency cell info list"  may not include information about all neighbouring MBSFN clusters

8.5.43
Reception of MBMS from a cell operating in MBSFN mode
A cell provides MBMS service in MBSFN mode if it is indicated so in system information, see subclause 8.1.1.6.3. A UE that supports MBSFN operation may receive MBMS services via a cell operating in MBSFN mode. For FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD, in order to receive an MBMS service via a MBSFN cluster, the UE shall select the MBSFN cluster as specified in [4] in addition to selecting a cell for normal camping as specified in [4]. For 1.28 Mcps TDD in order to receive an MBMS service via an MBSFN cluster the UE shall at the first step camp on a unicast cell and get the frequency and "cell parameter ID" from the system information, and then get synchronized to the MBSFN cluster operating with that frequency and "cell parameter ID". For 3.84/7.68 Mcps TDD a cell shall be considered to be operating in  MBSFN mode when individual scrambling codes are assigned to all  timeslots (via the IE "TDD MBSFN Information").
For 3.84 Mcps TDD IMB, MBMS reception is provided on a 3.84 Mcps TDD frequency [22]. The S-CCPCH frame type 2 format shall be used for the S-CCPCHs carrying MTCH.
8.6.9
MBMS specific information elements

8.6.9.9ac
MBSFN frequency list

For FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD, this IE may be included in system information block 11 in a cell which is not providing MBMS service in MBSFN mode in order to provide information about frequencies providing MBMS service in MBSFN mode. For 1.28 Mcps TDD this IE shall be included in system information block 11 in a cell which is not providing MBMS service in MBSFN only mode but is associated with one or more cells in MBSFN only mode, in order to provide information about frequencies providing MBMS service in MBSFN only mode, and this IE also provides information about the secondary frequencies providing MBMS service in non-MBSFN only mode of current multi-frequency cell.
If the IE "MBSFN frequency list" is included in system information block 11, a UE may consider that all frequencies on which FDD or 3.84/7.68 Mcps TDD cells providing MBMS service in MBSFN mode are listed in the IE "MBSFN frequency list". If the IE "IMB indication" is included in the IE "MBSFN frequency list", the UE shall consider that the cells on the corresponding frequencies are 3.84 Mcps TDD IMB cells providing MBMS service in MBSFN mode.
If the IE "MBSFN frequency list" is included in system information block 11 and no frequency is included in the IE "MBSFN frequency list" a UE may consider that no cell operating in MBSFN mode is available.

For FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD, if the IE "MBSFN frequency list" is not included in system information block 11 and if services are listed in the variable MBMS_ACTIVATED_services, a UE supporting reception of MBMS service in MBSFN mode shall search for cells providing MBMS service in MBSFN mode.
For 1.28 Mcps TDD the IE "Cell parameter ID" in the IE "MBSFN frequency list" included in system information block 11 indicates the cell which is providing MBMS service in MBSFN only mode on the corresponding frequency; if the IE "Cell parameter ID" is not included in the IE "MBSFN frequency list", a UE may consider that the corresponding frequency is the secondary frequency providing MBMS service in non-MBSFN only mode of current multi-frequency cell.
8.6.9.9ad
MBSFN inter frequency neighbour list
For FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD, this IE may be signalled in the "MBMS GENERAL INFORMATION" message received in the cells providing MBMB service in MBSFN mode. If the IE "MBSFN inter frequency neighbour list" is included and the UE does not receive a service from this MBSFN cluster, the UE shall:

1>
consider that MBMS services transmitted in MBSFN mode are available on these frequencies;

1>
if IE "IMB indication" is included:

2>
consider that the cells on the corresponding frequencies are 3.84 Mcps TDD IMB cells providing MBMS service in MBSFN mode.

1>
if "MBSFN services notified" is indicated for a frequency listed in the IE "MBSFN inter frequency neighbour list":

2>
consider that available services provided on this frequency are notified on the current frequency.

1>
if at least one frequency is listed for which "MBSFN services not notified" is indicated in the IE "MBSFN inter frequency neighbour list":

2>
if the IE "All MBSFN services notified" is included for one frequency, as defined in [21] for FDD and [22] for TDD, on which the UE supports reception in MBSFN mode:

3>
attempt to receive notifications on one of the frequencies for which the IE "All MBSFN services notified" is included according to subclause 8.7.3.

2>
else:

3>
attempt to receive notifications on all frequencies for which the IE “MBSFN services not notified” is indicated as specified in subclause 8.7.3 on that band.

NOTE 1:
The UE may not be able to receive frequencies listed in the IE "MBSFN inter frequency neighbour list" on a different band compared to the band on which the information is sent (this depends on UE capabilities).

NOTE 2:
The indications for different frequencies (i.e. "MBSFN services notified", "MBSFN services not notified", "All MBSFN services notified") in the MBMS GENERAL INFORMATION message can be different depending on the frequency in which the MBMS GENERAL INFORMATION message has been received. 
