Page 1



3GPP TSG-RAN WG3 Meeting #63 
(
R3-090388

Athens, Greece, February 09th- 13th 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.413
	CR
	 0419
	(

rev
	
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	 Consistent references to S1AP

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	RAN WG3

	
	

	Work item code:
(

	LTE-Interfaces
	
	Date: (

	02/02/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Wording of “UE S1 AP IDs” and “UE S1 AP ID pair” is not consistent with the rest of spec and ASN.1

	
	

	Summary of change:
(

	UE S1 AP IDs    ( UE S1AP IDs

UE S1 AP ID pair   ( UE S1AP ID pair

	
	

	Consequences if 
(

not approved:
	Inexact specification

	
	

	Clauses affected:
(

	8.3.3.2, 9.1.4.6, 9.2.3.18

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.3.3.2
Successful Operation

· 
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Figure 8.3.3.2-1: UE Context Release procedure. Successful operation.

The MME initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the eNB. 
The UE CONTEXT RELEASE COMMAND message shall contain the UE S1AP ID pair if available, otherwise the message shall contain MME UE S1AP ID.

The MME provides the cause IE set to "Load Balancing TAU Required" in the UE CONTEXT RELEASE COMMAND sent to the eNB for all load balancing and offload cases in the MME. 

Upon reception of the UE CONTEXT RELEASE COMMAND message, the eNB shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.
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[image: image2.emf] 

source  eNodeB  

HANDOVER  REQUIRED  

MME  

HANDOVER  COMMAND  


Figure 8.4.1.2-1: Handover preparation: successful operation
The source eNodeB initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving MME. When the source eNodeB sends the HANDOVER REQUIRED message, it shall start the timer TS1RELOCprep. The source eNodeB shall indicate the appropriate cause value for the handover in the Cause IE. 

The source eNodeB shall include the Source to Target Transparent Container IE in the HANDOVER REQUIRED message. 

In case of intra-system handover, the container shall be encoded according to the definition of the Source eNB to Target eNB Transparent Container IE. In case of handover to UTRAN, the information in the Source to Target Transparent Container IE shall be encoded according to the Source RNC to Target RNC Transparent Container IE definition as specified in [19]. If the handover is to GERAN A/Gb mode then the Source to Target Transparent Container IE shall be encoded according to the definition of the Source BSS to Target BSS Transparent Container IE.
· Editor’s note: How to handle and control data forwarding is FFS.
When the preparation, including the reservation of resources at the target side is ready, the MME responds with the HANDOVER COMMAND message to the source eNodeB.

If the Target to Source Transparent Container IE has been received by the MME from the handover target then the transparent container shall be included in the HANDOVER COMMAND message.

Upon reception of the HANDOVER COMMAND message the source eNodeB shall stop the timer TS1RELOCprep and start the timer TS1RELOCOverall.
In case of intra-system handover, the information in the Target to Source Transparent Container IE shall be encoded according to the definition of the Target eNB to Source eNB Transparent Container IE. In case of inter-system handover to UTRAN, the Target to Source Transparent Container IE shall be encoded according to the Target RNC to Source RNC Transparent Container IE definition as specified in [19]. In case of inter-system handover to GERAN A/Gb mode, the Target to Source Transparent Container IE shall be encoded according to the Target BSS to Source BSS Transparent Container IE definition as described in [18].

If there are any E-RABs that could not be admitted in the target, they shall be indicated in the E-RABs to Release List IE.

If the DL forwarding IE is included within the Source eNodeB to Target eNodeB Transparent Container IE of the HANDOVER REQUIRED message and it is set to “DL forwarding proposed”, it indicates that the source eNodeB proposes forwarding of downlink data.
The source eNodeB may include the Direct Forwarding Path Availability IE in the HANDOVER REQUIRED message if a direct data path is available. 

If the HANDOVER REQUIRED message does not contain the Direct Forwarding Path Availability IE then indirect forwarding may be applied, if available.

The source eNodeB may include the SRVCC HO Indication IE in the HANDOVER REQUIRED message if the SRVCC operation is needed as defined in [9]. The source eNodeB shall indicate to the MME in the SRVCC HO Indication IE if the handover shall be prepared for PS and CS domain or only for CS domain. In case of inter-system handover from E-UTRAN, the source eNodeB shall indicate in the Target ID IE, in case of inter-system handover to UTRAN, the Target RNC-ID of the RNC, in case of inter-system handover to GERAN A/Gb mode the Cell Global Identity (including the Routing Area Code) of the cell in the target system.

If the HANDOVER COMMAND message contains DL GTP TEID IE and DL Transport Layer Address IE for a bearer in E-RABs Subject to Forwarding List IE then the target eNB accepts the forwarding of downlink data for this bearer, proposed by the source eNB.

If the HANDOVER COMMAND message contains UL GTP TEID IE and UL Transport Layer Address IE for a bearer in E-RABs Subject to Forwarding List IE then the target eNB requests forwarding of uplink data for this bearer.

For handover to an external system the eNB shall use the NAS downlink COUNT IE received in the HANDOVER COMMAND message as specified in [15].
Interactions with E-RAB Management procedures:

If, after a HANDOVER REQUIRED message is sent and before the Handover Preparation procedure is terminated, the source eNB receives a MME initiated E-RAB Management procedure on the same UE associated signaling connection, the source eNB shall either:

1.
cancel the Handover Preparation procedure by executing the Handover Cancel procedure with an appropriate cause value "Interaction with other procedure”. After successful completion of the Handover Cancel procedure, the source eNB shall continue the MME initiated E-RAB Management procedure

or

2.
terminate the MME initiated E-RAB Management procedure by sending the appropriate response message with the cause value “Handover Triggered” to the MME and then the source eNB shall continue with the handover procedure.

node and used for the duration of the TNL association or until any further update is performed from the MME. 

The MME may intiate a further MME configuration update only after a previous MME configuration update procedure has been completed. 
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9.1.4.6
UE CONTEXT RELEASE COMMAND

This message is sent by the MME to request the release of the UE-associated S1-logical connection over the S1 interface.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CHOICE UE S1AP IDs
	M
	
	
	
	YES
	reject

	>UE S1AP ID pair
	M
	
	9.2.3.18
	
	
	

	>MME UE S1AP ID
	M
	
	9.2.3.3
	
	
	

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore
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9.2.3.18
UE S1AP ID pair

This IE contains a pair of UE S1AP identities.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	-
	-

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	-
	-
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