Page 1



S3GPP TSG-RAN3 Meeting #63 
( 
R3-090688
Athens, Greece, 9-13 February 2009

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.413
	CR
	0371
	(

rev
	2
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	S1AP Review: S1 Handover Cancel procedure

	
	

	Source to WG:
(

	NTT DOCOMO, Inc.

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	LTE-Interface
	
	Date: (

	26/01/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Rev.1:

The purpose of Handover Cancel procedure needs to be further clarified in the general description section.

Rev.0:
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	First Change


8.4.5

Handover Cancellation

8.4.5.1
General

The purpose of the Handover Cancel procedure is to enable a source eNB to cancel an ongoing handover preparation or an already prepared handover. 




The procedure uses UE-associated signalling. 

8.4.5.2
Successful Operation
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Figure 8.4.5.2-1: Handover Cancel procedure. Successful operation.

Editor’s Note: Whether a HANDOVER CANCEL ACKNOWLEDGE message is needed is FFS.
The source eNB initiates the procedure by sending a HANDOVER CANCEL message to the EPC. 

The HANDOVER CANCEL message 
shall indicate the reason for cancelling the handover by the appropriate value of the Cause IE 

Upon reception of a HANDOVER CANCEL message, the EPC shall terminate the ongoing Handover Preparation procedure, release any resources associated with the handover preparation and send a HANDOVER CANCEL ACKNOWLEDGE message to the source eNB.

Transmission and reception of a HANDOVER CANCEL ACKNOWLEDGE message terminate the procedure in the EPC and in the source eNB. After this, the source eNB does not have a prepared handover for that UE-associated logical S1-connection.

	Second Change


8.4.1

Handover Preparation
Skip unchanged part
8.4.1.3
Unsuccessful Operation
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Figure 8.4.1.3-1: Handover preparation: unsuccessful operation
If the EPC or the target system is not able to accept any of the bearers or a failure occurs during the Handover Preparation, the MME sends the HANDOVER PREPARATION FAILURE message with an appropriate cause value to the source eNodeB. 
Interaction with Handover Cancel procedure:

If there is no response from the EPC to the HANDOVER REQUIRED message before timer TS1RELOCprep expires in the source eNB, the source eNB should cancel the Handover Preparation procedure by initiating the Handover Cancel procedure with the appropriate value for the Cause IE. The source eNB shall ignore any HANDOVER COMMAND or HANDOVER PREPARATION FAILURE message received after the initiation of the Handover Cancel procedure. 
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