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MeasuredResults
The IE MeasuredResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

Editor's note:
It has been agreed to identify intra- and inter-frequency neighbours by their physical layer identity

MeasuredResults information element
-- ASN1START

MeasuredResults ::=




SEQUENCE {


measId







MeasId,


measResultServing




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},

neighbouringMeasResults



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


globalCellIdentity




SEQUENCE {



globalCellID-EUTRA




GlobalCellId-EUTRA,



tac-ID







TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



CHOICE {



cellIentityFDD





UTRA-FDD-CellIdentity,



cellIentityTDD





UTRA-TDD-CellIdentity


},


globalCellIdentity




SEQUENCE {



globalcellID-UTRA




GlobalCellId-UTRA,



lac-Id







BIT STRING (SIZE (16))


OPTIONAL,



rac-Id







BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




cpich-RSCP






INTEGER (-5..91)


OPTIONAL,




cpich-EcN0






INTEGER (0..49)


OPTIONAL,





...




},




tdd 







SEQUENCE {




pccpch-RSCP






INTEGER (-5..91),




...



}


}

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



SEQUENCE {



geran-CarrierFreq




GERAN-CarrierFreq,



geran-CellIdentity




GERAN-CellIdentity


},


globalCellIdentity




SEQUENCE {



globalcellID-GERAN




GlobalCellId-GERAN,



rac-Id







BIT STRING (SIZE (8))


OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rssi







BIT STRING (SIZE (6)),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


hrpdPreRegistrationStatus


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



CDMA2000-CellIdentity,


globalCellIdentity




GlobalCellId-CDMA2000

 

OPTIONAL,

measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF SEQUENCE {


plmn-Identity





PLMN-Identity

}

-- ASN1STOP

	MeasuredResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResultServing

Measured result of the serving cell.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	rsrpResult

Measured RSRP result of an E‑UTRA cell. 

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultsCDMA2000

Contains the HRPD pre-registration status and the list of CDMA2000 measurements.

	hrpdPreRegistrationStatus

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for 1xRTT.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	cdma2000-CellIdentity

Identity of the CDMA2000 cell the results are for.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell. 




	cpich-RSCP

According to CPICH_RSCP in [27]. Thirty-six spare values.

	cpich-EcN0

According to CPICH_Ec/No in [27]. Fourteen spare values.

	pccpch-RSCP 

According to P-CCPCH_RSCP_LEV in [29]. Thirty-six spare values.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	rac-Id

The RAC identity read from broadcast information (defined in 23.003 [27]).

	pilotPnPhase
Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see TS C.S0005-A [25]. This information is used in SRVCC handover procedure to CDMA2000 1xRTT.

	pilotStrength
CDMA Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA Forward Channel. See TS C.S0005-A [25] for CDMA2000 1xRTT and TS C.S0024-A [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast. This field contains the list of identities starting from the second entry of PLMN Identities in the broadcast information.
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