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5.2.2
System information acquisition

5.2.2.1
General
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Figure 5.2.2.1-1: System information acquisition, normal

The UE applies the system information acquisition procedure to acquire the AS- and NAS- system information that is broadcasted by the E-UTRAN. The procedure applies to UEs in RRC_IDLE and UEs in RRC_CONNECTED.

5.2.2.2
Initiation

The UE shall apply the system information acquisition procedure upon selecting (e.g. upon power on) and upon re-selecting a cell, after handover completion, after entering E-UTRA from another RAT, upon return from out of coverage, upon receiving a notification that the system information has changed, upon receiving an indication about the presence of an ETWS notification and upon exceeding the maximum validity duration. Unless explicitly stated otherwise in the procedural specification, the system information acquisition procedure overwrites any stored system information, i.e. delta configuration is not applicable for system information.

5.2.2.3
System information required by the UE

The UE shall

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the ‘required’ system Information:

2>
if in RRC_IDLE:
3>
the MasterInformationBlock and SystemInformationBlockType1 as well as SystemInformationBlockType2 through SystemInformationBlockType8, depending on support of the concerned RATs;

2>
if in RRC_CONNECTED:
3>
the MasterInformationBlock, the SystemInformationBlockType1 and the SystemInformationBlockType2 as well as SystemInformationBlockType8, depending on support of CDMA2000;
1>
consider any stored system information to be invalid if it was received more than 3 hours ago unless explictly stated otherwise;

1>
consider any stored system information to be invalid if systemInformationValueTag included in the SystemInformationBlockType1 is different from the one of the stored system information;

5.2.2.4
System information acquisition by the UE

The UE shall

1>
apply the specified BCCH configuration defined in 9.1.1.1;

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>
acquire,using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;
1>
following successful handover completion to a cell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;
2> upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
1>
not initiate the RRC connection establishment or RRC connection re-establishment procedure until the UE has a valid version of the MasterInformationBlock and SystemInformationBlockType1 messages as well as SystemInformationBlockType2 ;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>

maintain, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType10 (i.e. they shall not be cleared);
3>

discard any previously buffered warningMessageSegment;
3>

if stored values of messageIdentifier and serialNumber have not changed since the UE has last forwarded a complete warningMessage to upper layers:

4>

maintain stored values of messageIdentifier and serialNumber for SystemInformationBlockType11;
3>

else:

4>

clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:
3>
if schedulingInformation indicates that SystemInformationBlockType10 is present:

4>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInformation indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInformationValueTag in SystemInformationBlockType1 has not changed.

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.
NOTE 3:
While attempting to acquire a particular SIB, if the UE detects from schedulingInformation that it is no longer present, the UE should stop trying to acquire the particular SIB.
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