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	Parameter ri-ConfigIndex is included in CQI-ReportingConfig with other CQI related information as mandatory. Whether RI is sent is dependent on the used TM. Currently in RAN1 a code point “OFF” requiring 10 bits of signalling is used to disable RI meaning that CQI-ReportingConfig is sent any time network should indicate to the UE RI should not be used, even in case of fallback to default transmission mode when no rank indication should be transmitted. 
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	ri-ConfigIndex is included as OPTIONAL need OP.
It is clarified that in case of fall back to default transmission mode at HO, UE should stop transmitting RI and clear the value for ri-ConfigIndex.
In addition, procedural text was added to clarify that when tm3 and tm4 are not signalled, UE should stop reporting RI i.e. release ri-ConfigIndex
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–5.3.10.6
Physical channel reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes the physicalConfigDedicated:

2>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

2>
if the antennaInformation is included and set to ‘explicitValue’:

3>
reconfigure the antenna configuration in accordance with the received AntennaInformationDedicated;
3> if configured transmissionMode is not tm3 or tm4 release ri-ConfigIndex in cqi-ReportingPeriodic if previously configured;
2>
else if the antennaInformation is included and set to ‘defaultValue’:

3> reconfigure the antenna configuration in accordance with the default configuration for AntennaInformationDedicated as specified in 9.2.4;
3> release ri-ConfigIndex in cqi-ReportingPeriodic if previously configured;
2>
if physicalConfigDedicated includes cqi-Reporting and cqi-Reporting includes cqi-ReportingPeriodic and the configuration is set to ‘disable’:

3>
deactivate any uplink resources used for periodic CQI reporting, if active;

3>
release the cqi-ReportingPeriodic configuration;

2>
if physicalConfigDedicated includes the soundingRsUl-Config and the configuration is set to ‘disable’:
3>
deactivate any uplink resources used for sounding if active;
3>
release the soundingRsUl-Config configuration.

2>
if physicalConfigDedicated includes the schedulingRequestConfig and the configuration is set to ‘disable’:
3>
deactivate any uplink resources used for scheduling request, if active;

3>
release the schedulingRequestConfig configuration.
–
CQI-Reporting
The IE CQI-Reporting is used to specify the CQI reporting configuration.

CQI-Reporting information elements
-- ASN1START

CQI-Reporting ::=



SEQUENCE {


cqi-ReportingModeAperiodic


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1},


nomPDSCH-RS-EPRE-Offset



INTEGER (-1..6),


cqi-ReportingPeriodic



CQI-ReportingPeriodic
OPTIONAL 



-- Need ON

}

CQI-ReportingPeriodic ::=

CHOICE {


disable






NULL,


enable






SEQUENCE {



cqi-PUCCH-ResourceIndex



INTEGER (0..767),



cqi-pmi-ConfigIndex




INTEGER (0..511),



cqi-FormatIndicatorPeriodic


CHOICE {



widebandCQI






NULL, 




subbandCQI






SEQUENCE {




k








INTEGER (1..4)




}


},



ri-ConfigIndex





INTEGER (0..1023) 
OPTIONAL, 



-- Need OR


simultaneousAckNackAndCQI


BOOLEAN


}

}

-- ASN1STOP

	CQI-Reporting field descriptions

	cqi-PUCCH-ResourceIndex

Parameter 
[image: image1.wmf](2)

PUCCH

n

, see TS 36.213  [23, 7.2].

	cqi-pmi-ConfigIndex

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, 7.2.2-1A].

	ri-ConfigIndex

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B].

	K

Parameter: K, see TS 36.213 [23, 7.2.2].

	cqi-FormatIndicatorPeriodic

Parameter: PUCCH CQI Feedback Type, see TS 36.213 [23, table 7.2.2-1]. Depending on transmissionMode, reporting mode is implicitly given from the table.

	simultaneousAckNackAndCQI

Parameter: Simultaneous-AN-and-CQI. see TS 36.213 [23, 10.1] TRUE indicates that simultaneous transmission of ACK/NACK and CQI is allowed.

	cqi-ReportingModeAperiodic 

Parameter: reporting mode. Value rm12 corresponds to Mode 1-2, rm20 corresponds to Mode 2-0, rm22 corresponds to Mode 2-2 etc. PUSCH reporting modes are described in TS 36.213 [23, 7.2.1].

	nomPDSCH-RS-EPRE-Offset

Parameter: 
[image: image2.wmf]offset

D

 see TS 36.213 [23, 7.2.3]. Actual value = IE value * 2 [dB].
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