Page 1



3GPP TSG-RAN WG2 Meeting #65 
(
 R2-091897
Athens, Greece, 9th – 13th February 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.331
	CR
	099
	(

rev
	2
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	SMC and reconfiguration

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	RAN-WG2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	01/02/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	(

	Reason for change:
(

	Esablishment of SRB2 is mandatory.  SRB2 and DRB(s) are established after security activation.  However, it is not clearly specified when SRB2 and DRBs must be established or which messages are allowed between the SMC and reconfiguration establishing SRB2 and DRB.  

Handover is not expected to be supported between these two message.  Such a clarification will ease implementation and testing of HO with just SRB1 established.  

However, it was felt that there is no reason to prevent any other RRC message between these two messages.

	
	

	Summary of change:
(

	It is clarified that Handover is not required to be supported between the SMC and RRC reconfiguration to establish the SRB2 and DRB..

	
	

	Consequences if 
(

not approved:
	Unclear specifications on which messages are allowed between SMC and RRC reconfiguration to establish the SRB2 and DRB.

	
	

	Clauses affected:
(

	5.3.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


	**** First change  ****


5.3.5
RRC connection reconfiguration

5.3.5.1
General
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Figure 5.3.5.1-1: RRC connection reconfiguration, successful
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Figure 5.3.5.1-2: RRC connection reconfiguration, failure

The purpose of this procedure is to modify an RRC connection, e.g. to establish/ modify/ release RBs, to perform handover, to setup/ modify/ release measurements. As part of the procedure, NAS dedicated information may be transferred from E-UTRAN to the UE. 

5.3.5.2
Initiation

E-UTRAN may initiate the RRC connection reconfiguration procedure to a UE in RRC_CONNECTED. E-UTRAN applies the procedure as follows:

-
the mobilityControlInformation is included only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;

-
the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is included only when AS security has been activated;
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