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C.8.1.10
Fixed Reference Channel Definition H-Set 10
Table C.8.1.10: Fixed Reference Channel H-Set 10

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	Kbps
	8774
	4860

	Inter-TTI Distance
	TTI’s
	1
	1

	Number of HARQ Processes
	Processes
	6
	6

	Information Bit Payload 
	Bits
	17548
	9719

	Number Code Blocks
	Blocks
	4
	2

	Binary Channel Bits Per TTI
	Bits
	28800
	14400

	Number of SML’s per HARQ Proc.
	SML’s
	28800
	28800

	Coding Rate
	
	0.6
	0.67

	Number of Physical Channel Codes
	Codes
	15
	15

	Modulation
	
	16QAM
	QPSK

	Nominal Avg. Inf. Bit Rate
	Kbps
	8774
	4860
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Figure C.8.15: Coding rate for Fixed Reference Channel H-Set 10 (16QAM)
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Figure C.8.16: Coding rate for Fixed Reference Channel H-Set 10 (QPSK)

C.8.1.11
Fixed Reference Channel Definition H-Set 11

Table C.8.1.11: Fixed Reference Channel H-Set 11

	Parameter
	Unit
	Value

	Transport block
	
	Primary
	Secondary

	Combined Nominal Avg. Inf. Bit Rate
	
	22074

	Nominal Avg. Inf. Bit Rate
	kbps
	13300
	8774

	Inter-TTI Distance
	TTI’s
	1
	1

	Number of HARQ Processes
	Processes
	6
	6

	Information Bit Payload (
[image: image3.wmf]INF

N

)
	Bits
	26504
	17568

	Number Code Blocks
	Blocks
	6
	4

	Binary Channel Bits Per TTI
	Bits
	43200
	28800

	Total available SML's in UE
	Bits
	518400

	Number of SML’s per HARQ Proc.
	SML’s
	43200
	43200

	Coding Rate
	
	0.61
	0.6

	Number of Physical Channel Codes
	Codes
	15
	15

	Modulation
	
	64QAM
	16QAM
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Figure C.8.17: Coding rate for Fixed Reference Channel H-Set 11 Primary Transport Block
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Figure C.8.18: Coding rate for Fixed Reference Channel H-Set 11 Secondary Transport Block

C.9
Downlink reference channel dummy DCCH transmission on DCH

{End of modifications}
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