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6A 
HS-DSCH-related procedures

6A.1
General procedure

Scheduling and transport format selection is controlled by the MAC-hs sublayer in the Node B [9].

The following parameters are signalled to the physical layer in the UE and the Node B from higher layers:

1)
HS-SCCH set to be monitored in the serving HS-DSCH cell
2)
Repetition factor of ACK/NACK:
N_acknack_transmit
3)
Channel Quality Indicator (CQI) feedback cycle k
4)
Repetition factor of CQI: N_cqi_transmit
5)
Measurement power offset (
6) Status of preamble/postamble transmission: HARQ_preamble_mode

7) Status of 64QAM configuration

8) Set of P-CPICH and/or S-CPICH (which shall be transmitted on the same scrambling code) that shall be used for HS-PDSCH demodulation in case the UE is configured in MIMO mode

9) The number N of dynamic single/dual CQI reports out of a sequence of  M CQI reports in case the UE is configured in MIMO mode: N_cqi_typeA, M_cqi, respectively
10) Set of transport block sizes configured for HS-SCCH-less operation

11) Set of HS-PDSCHs configured for HS-SCCH-less operation

12) Status variables HS_SCCH_LESS_STATUS and DTX_DRX_STATUS

13) Enabling_Delay

14) RRC protocol state (CELL_DCH, CELL_FACH, CELL_PCH or URA_PCH)

15) HS-DSCH paging system information, which includes the following information when the UE is configured to receive HS-DSCH without dedicated H-RNTI in URA_PCH or CELL_PCH states:

a. Number of PCCH transmissions: For UEs configured without a dedicated H-RNTI, the number of times the Node B will repeat a HS-DSCH subframe plus one

b. Transport Block Size: List of Transport Block Sizes

16) Status of MIMO configuration

17) HS-SCCH set to be monitored in a secondary serving HS-DSCH cell

18) HS-SCCH set to be monitored in one non-serving cell
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