TSG-RAN Meeting #43                                                                                                                              RP-090236
Biarritz, France, 03 – 06 March 2009
Title
CRs to 36.213 (Rel-8, F) LTE physical layer updates
Source
TSG RAN WG1
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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.213
	184
	1
	Rel-8
	Corrections to Transmitted Rank Indication
	F
	8.5.0
	R1-090488
	LTE-Phys
	 

	36.213
	185
	4
	Rel-8
	Corrections to transmission modes
	F
	8.5.0
	R1-091120
	LTE-Phys
	 

	36.213
	186
	2
	Rel-8
	Delta_TF configuration for control only PUSCH
	F
	8.5.0
	R1-090542
	LTE-Phys
	 

	36.213
	187
	1
	Rel-8
	Correction to concurrent SRS and ACK/NACK transmission
	F
	8.5.0
	R1-090469
	LTE-Phys
	 

	36.213
	191
	1
	Rel-8
	PDCCH release for semi-persistent scheduling
	F
	8.5.0
	R1-090496
	LTE-Phys
	 

	36.213
	192
	1
	Rel-8
	Correction on ACKNACK transmission on PUSCH for LTE TDD
	F
	8.5.0
	R1-090449
	LTE-Phys
	 

	36.213
	193
	-
	Rel-8
	Correction to subband differential CQI value to offset level mapping for aperiodic CQI reporting
	F
	8.5.0
	R1-090302
	LTE-Phys
	 

	36.213
	194
	-
	Rel-8
	Correction for DRS Collision handling
	F
	8.5.0
	R1-090229
	LTE-Phys
	 

	36.213
	196
	2
	Rel-8
	Alignment of RAN1/RAN4 specification on UE maximum output power
	F
	8.5.0
	R1-091027
	LTE-Phys
	 

	36.213
	197
	-
	Rel-8
	Transmission scheme for transmission mode 7 with SPS C-RNTI
	F
	8.5.0
	R1-090465
	LTE-Phys
	 

	36.213
	198
	-
	Rel-8
	Clarifying bandwidth parts for periodic CQI reporting and CQI refererence period
	F
	8.5.0
	R1-090476
	LTE-Phys
	 

	36.213
	199
	2
	Rel-8
	Correction to the ACK/NACK bundling in case of transmission mode 3 and 4
	F
	8.5.0
	R1-091022
	LTE-Phys
	 

	36.213
	200
	-
	Rel-8
	ACK/NAK repetition for TDD ACK/NAK multiplexing
	F
	8.5.0
	R1-090483
	LTE-Phys
	 

	36.213
	201
	-
	Rel-8
	Clarifying UL ACK/NAK transmission in TDD
	F
	8.5.0
	R1-090484
	LTE-Phys
	 

	36.213
	202
	-
	Rel-8
	Corrections to UE Transmit Antenna Selection
	F
	8.5.0
	R1-090468
	LTE-Phys
	 

	36.213
	203
	-
	Rel-8
	Correction to UE PUSCH hopping procedure
	F
	8.5.0
	R1-090489
	LTE-Phys
	 

	36.213
	204
	-
	Rel-8
	Correction to PHICH resource association in TTI bundling
	F
	8.5.0
	R1-090491
	LTE-Phys
	 

	36.213
	205
	-
	Rel-8
	Clarification of the length of resource assignment
	F
	8.5.0
	R1-090492
	LTE-Phys
	 

	36.213
	206
	-
	Rel-8
	Correction on ACK/NACK transmission for downlink SPS resource release
	F
	8.5.0
	R1-090479
	LTE-Phys
	 

	36.213
	207
	-
	Rel-8
	 Introduction of additional values of wideband CQI/PMI periodicities
	F
	8.5.0
	R1-090478
	LTE-Phys
	 

	36.213
	208
	2
	Rel-8
	Correction to CQI/PMI/RI reporting field
	F
	8.5.0
	R1-091021
	LTE-Phys
	 

	36.213
	209
	2
	Rel-8
	Correction to rho_A definition for CQI calculation
	F
	8.5.0
	R1-091020
	LTE-Phys
	 

	36.213
	210
	-
	Rel-8
	Correction to erroneous cases in PUSCH linear block codes
	F
	8.5.0
	R1-090530
	LTE-Phys
	 

	36.213
	211
	1
	Rel-8
	Removing RL monitoring start and stop
	F
	8.5.0
	R1-091030
	LTE-Phys
	 

	36.213
	214
	1
	Rel-8
	Correction to type-1 and type-2 PUSCH hopping
	F
	8.5.0
	R1-091036
	LTE-Phys
	 

	36.213
	215
	-
	Rel-8
	Contradicting statements on determination of CQI subband size
	F
	8.5.0
	R1-090645
	LTE-Phys
	 

	36.213
	216
	-
	Rel-8
	Corrections to SRS
	F
	8.5.0
	R1-090715
	LTE-Phys
	 

	36.213
	219
	2
	Rel-8
	Miscellaneous corrections on TDD ACKNACK
	F
	8.5.0
	R1-091025
	LTE-Phys
	 

	36.213
	221
	1
	Rel-8
	CR for Redundancy Version mapping function for DCI 1C
	F
	8.5.0
	R1-091063
	LTE-Phys
	 

	36.213
	223
	-
	Rel-8
	Scrambling of PUSCH corresponding to Random Access Response Grant 
	F
	8.5.0
	R1-091015
	LTE-Phys
	 

	36.213
	225
	-
	Rel-8
	Removal of SRS with message 3
	F
	8.5.0
	R1-091028
	LTE-Phys
	 

	36.213
	226
	3
	Rel-8
	PRACH retransmission timing
	F
	8.5.0
	R1-091123
	LTE-Phys
	 

	36.213
	227
	-
	Rel-8
	Clarifying error handling of PDSCH and PUSCH assignments
	F
	8.5.0
	R1-091033
	LTE-Phys
	 

	36.213
	228
	-
	Rel-8
	Clarify PHICH index mapping
	F
	8.5.0
	R1-091034
	LTE-Phys
	 

	36.213
	229
	-
	Rel-8
	Correction of CQI timing
	F
	8.5.0
	R1-091094
	LTE-Phys
	 

	36.213
	230
	-
	Rel-8
	Alignment of CQI parameter names with RRC
	F
	8.5.0
	R1-091019
	LTE-Phys
	 

	36.213
	231
	1
	Rel-8
	Removal of ‘Off’ values for periodic reporting in L1
	F
	8.5.0
	R1-091118
	LTE-Phys
	 

	36.213
	232
	-
	Rel-8
	Default value of RI
	F
	8.5.0
	R1-091043
	LTE-Phys
	 

	36.213
	233
	1
	Rel-8
	Clarification of uplink timing adjustments
	F
	8.5.0
	R1-091119
	LTE-Phys
	 

	36.213
	234
	-
	Rel-8
	Clarification on ACK/NAK repetition
	F
	8.5.0
	R1-091039
	LTE-Phys
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