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**** first modified subclause ****

Annex D (Normative):
Implementation of Domain Specific Access Control (DSAC) in UEs of 3GPP Release 5

UEs of 3GPP Release 5 implementing the domain specific access class control feature but not implementing the network sharing feature shall act on the domain specific access class restriction indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB" if present, and otherwise apply the access restrictions indicated by the IE "Cell Access Restriction".

Annex E (Normative):
EUTRA Feature group indicators

This annex contains the definitions of the bits in EUTRA Feature Group Indicators. 

In this release of the specification the UE shall include the optional EUTRA Feature Group Indicators IE in the UE multi-mode/multi RAT capability IE of the RRC message. For a specific indicator, if all functionalities for a feature group listed in Table E.1 have been implemented and tested, the UE shall set the indicator as as "true" (as one), else (i.e. if any one of the functionalities in a feature group listed in Table E.1 have not been implemented or tested), the UE shall set the indicator as zero.
The UE shall set all indicators, which do not have a definition in the table E.1, as "false" (as zero).

If the optional EUTRA Feature Group Indicators IE is not included by a UE supporting a future release of the specification, the network may assume the UE supports all features in the feature groups listed in table E.1 and deployed in the network.

Table E.1: Defintions of feature group indicators

	Index of indicator (bit number)
	Definition

(description of the supported functionality, if indicator set to ‘true’)
	Notes

	1 (leftmost bit)
	- UTRA CELL_PCH to EUTRA RRC_IDLE cell reselection

- UTRA URA_PCH to EUTRA RRC_IDLE cell reselection
	

	2
	Undefined
	

	3
	Undefined
	

	4
	Undefined
	


Clarification for mobility to EUTRAN
For mobility to E-UTRAN, it is assumed that we have 6 main “functions”:

A.  Support of measurements and cell reselection procedure in idle mode
B.  Support of measurements and cell reselection procedure in CELL/URA_PCH
C.  Support of RRC release with redirection procedure
D.  Support of RRC reject with redirection procedure
E.  Support of EUTRAN measurements and reporting in connected mode
F.  Support of handover procedure in connected mode
Of the above, all UEs supports A), C), D) and E) for all EUTRA bands they support. For B) above, UEs indicates support by Group 1 (if Group 1 is set to “true”, it is supported for all EUTRA bands the UE supports). For F) above, UEs indicate support by the separate UE capability signaling “Support of Inter-RAT PS Handover to E-UTRA FDD/TDD” defined in TS 25.306 (if this bit is set to “true”, PS handover is supported for all EUTRA bands the UE supports).
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