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Agenda item 8.1.4
CRs for 36.101: UE Transmitter and Receiver Requirements

These CRs are available in package RP-090540
	Tdoc
	Rel
	'Title'
	Source
	Spec
	Cr number
	Cat

	R4-091576
	Rel-8
	Boundary between E-UTRA fOOB and spurious emission domain for 1.4 MHz and 3 MHz bandwiths. (Technically Endorsed CR in R4-50bis - R4-091205)
	Nokia
	36.101
	167
	F

	R4-091577
	Rel-8
	EARFCN correction for TDD DL bands. (Technically Endorsed CR in R4-50bis - R4-091206)
	Nokia
	36.101
	168
	F

	R4-091580
	Rel-8
	Editorial correction to in-band blocking table. (Technically Endorsed CR in R4-50bis - R4-091238)
	Nokia
	36.101
	169
	F

	R4-091585
	Rel-8
	CR PRACH EVM. (Technically Endorsed CR in R4-50bis - R4-091308)
	Qualcomm Europe
	36.101
	171
	F

	R4-091587
	Rel-8
	CR EVM correction. (Technically Endorsed CR in R4-50bis - R4-091309)
	Qualcomm Europe
	36.101
	172
	F

	R4-091609
	Rel-8
	CR power control accuracy. (Technically Endorsed CR in R4-50bis - R4-091418)
	Qualcomm Europe
	36.101
	177
	F

	R4-091611
	Rel-8
	Correction of SRS requirements. (Technically Endorsed CR in R4-50bis - R4-091426)
	Ericsson
	36.101
	179
	F

	R4-091642
	Rel-8
	Clarification for EVM. (Technically Endorsed CR in R4-50bis - R4-091512)
	CATT
	36.101
	186
	F

	R4-091691
	Rel-8
	Removal of [ ] from band 17 Refsens values and ACS offset frequencies
	Anritsu
	36.101
	187
	F

	R4-091744
	Rel-8
	Completion of band17 requirements
	Nokia
	36.101
	191
	F

	R4-091746
	Rel-8
	Removal of 1.4 MHz and 3 MHz bandwidths from bands 13, 14 and 17.
	Nokia
	36.101
	192
	F

	R4-092117
	Rel-8
	CR: 64 QAM EVM
	Motorola 
	36.101
	223
	F

	R4-091872
	Rel-8
	CR In-band emissions
	Qualcomm Europe
	36.101
	201
	F

	R4-091874
	Rel-8
	CR EVM exclusion period
	Qualcomm Europe
	36.101
	203
	F

	R4-091875
	Rel-8
	CR In-band emissions timing
	Qualcomm Europe
	36.101
	204
	F

	R4-091877
	Rel-8
	CR Minimum Rx exceptions 
	Qualcomm Europe
	36.101
	206
	F

	R4-091878
	Rel-8
	CR UL DM-RS EVM
	Qualcomm Europe
	36.101
	207
	F

	R4-092018
	Rel-8
	A-MPR table for NS_07
	Verizon, Vodafone, Motorola, Nokia, Nokia Siemens 
	36.101
	218r1
	F

	R4-092031
	Rel-8
	CR In-band emissions in shortened subframes
	Qualcomm Europe
	36.101
	205r1
	F

	R4-092032
	Rel-8
	CR PUCCH EVM
	Qualcomm Europe
	36.101
	200r1
	F

	R4-092052
	Rel-8
	No additional emission mask indication. (Technically Endorsed CR in R4-50bis - R4-091421)
	Samsung
	36.101
	178r2
	F

	R4-092057
	Rel-8
	Spectrum emission requirements for band 13
	Verizon, Vodafone, Motorola, Nokia, NSN, Ericsson, ALU, Samsung, Huawei
	36.101
	220r1
	F

	R4-092108
	Rel-8
	CR on aggregate power tolerance
	Ericsson, NTTDOCOMO, CMCC, Vodafone, Nokia, Motorola, Orange
	36.101
	197r2
	F

	R4-092112
	Rel-8
	CR: Rx  IP2 performance
	Motorola 
	36.101
	196r2
	 F


PAGE  
1/30


