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2 Correction to RRC Connection Request test step

2.1 ts_RRC_ConnEst: lt_RcvConnReq

Test case Name
lt_RcvConnReq

Reason for change
In the Rel-99 ATS, within test step ts_RRC_ConnEst, lt_RcvConnReq needs to be updated to receive a RRC Connection Request message containing the accessStratumReleaseIndicator IE. This is so because a Rel-7 UE running a Rel-99 test case shall send the accessStratumReleaseIndicator IE in RRC Connection Request which shall update the variable tcv_RelInd which then further feeds into the test step ts_CheckSecurityCapabilities

Summary of change
Modified the local tree lt_RcvConnReq to handle the accessStratumReleaseIndicator IE.

Source of change


Label
WA#

Before:
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After:
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2.2 ts_RRC_ConnEst_TimerPoll: lt_RcvConnReq

Test case Name
lt_RcvConnReq

Reason for change
In the Rel-99 ATS, within test step ts_RRC_ConnEst_TimerPoll, lt_RcvConnReq needs to be updated to receive a RRC Connection Request message containing the accessStratumReleaseIndicator IE. This is so because a Rel-7 UE running a Rel-99 test case shall send the accessStratumReleaseIndicator IE in RRC Connection Request which shall update the variable tcv_RelInd which then further feeds into the test step ts_CheckSecurityCapabilities

Summary of change
Modified the local tree lt_RcvConnReq to handle the accessStratumReleaseIndicator IE.

Source of change


Label
WA#

Before:
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