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8.11.4
InterRAT E-UTRA TDD to E-UTRA TDD and UTRA TDD cell search 
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined.

· Statistical testing of cell re-selection delay performance requirements are undefined
8.11.4.1
Test purpose

To verify that the UE makes correct reporting of an event when doing inter frequency measurements and UTRA TDD measurements. 

8.11.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD UE.

8.11.4.3
Minimum conformance requirements
When measurement gaps are scheduled the UE shall be able to identify a new TDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.
Tinter1 is defined in TS 36.133 [4] section 8.1.2.1

Nfreq is defined in TS 36.133 [4] section 8.1.2.1.1.

A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm ( -125 dBm and for Bands 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,

-
other RSRP related side conditions given in Section 9.1 are fulfilled,
-
SCH_RP|dBm( -125 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot ( -4 dB.

When measurement gaps are scheduled for TDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 sub-clause 9.1.3 with measurement period  (TMeasurement_Period_TDD_Inter) given by table 8.4.4.1.3-1.

Table 8.4.1.3-1: TMeasurement_Period_TDD_Inter for different configurations

	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS
	TMeasurement_Period_TDD_Inter [ms]

	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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	480 x Nfreq

	1 (Note 1)
	50
	2
	2
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	240 x Nfreq

	Note 1: 
This configuration is optional.
Note 2: 
Ts is defined in 3GPP TS 36.211 [9].


Where:

Tinter1 is defined in  TS 36.133 [4] section 8.1.2.1


Nfreq is defined in TS 36.133 [4] section 8.1.2.1.1.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.
Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T Identify_Inter defined in TS 36.133 [4] clause 8.1.2.3.2.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period TIdentify_Inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_TDD Inter provided the timing to that cell has not changed more than [FFS] while measurement gap has not been available and the L3 filter has not been used.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.2.
The measurement reporting delay shall be less than Tidentify, UTRA_TDD in RRC_CONNECTED state.

When explicit neighbour list is provided and no DRX is used the UE shall be able to identify a new detectable cell belonging to the monitored set within
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If the UE does not require transmit gap to perform inter-RAT UTRA TDD measurements, the UE shall be able to identify a new detectable inter-RAT UTRA TDD cell belonging to the monitored set within 5000 ms.

A cell shall be considered detectable when
-
P-CCPCH Ec/Io > -8 dB,
-
DwPCH_Ec/Io > -5 dB.
When L3 filtering is used an additional delay can be expected.

When transmission gaps are scheduled for UTRA TDD inter RAT measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 [4] clause 9.3 with measurement period given by
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If the UE does not need measurement gaps to perform UTRA TDD measurements, the measurement period for UTRA TDD measurements is 480 ms.

The UE shall be capable of performing UTRA TDD P-CCPCH RSCP measurements for Xbasic measurementUTRA_TDD inter-frequency cells per TDD frequency of the monitored set for up to 3 UTRA TDD carrier frequencies, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ UTRA_TDD.

Xbasic measurement TDDinter = 6

TMeasurement_Period UTRA_TDD = 480 ms is the period used for calculating the measurement period Tmeasurement_UTRA_TDD for UTRA TDD P-CCPCH RSCP measurements.


Tbasic_identify_UTRA_TDD = 800 ms is the time period used in the inter RAT equation where the maximum allowed time for the UE to identify a new UTRA TDD cell is defined.


Tbasic_measurement_UTRA_TDD = 50 ms is the time period used in the equation for defining the measurement period for inter RAT P-CCPCH RSCP measurements.

Nfreq and Tinter1 are defined in TS 36.133 [4] section 8.1.2.1.1
Reported measurements in periodically triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

Reported measurements in event triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify, UTRA_TDD defined in TS 36.133 [4] Section 8.1.2.4.3.1.1 When L3 filtering is used an additional delay can be expected.

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in TS 36.133 [4] section 8.1.2.4.3.1.4 Event Triggered Reporting.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.4.3.
8.11.4.4
Test description
8.11.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.2.
1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.14.
2. The general test parameter settings are set up according to Table 8.11.4.4.1-1.
3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 8.11.4.4.3.

5. There are two E-UTRA TDD cells operating on different frequency and one UTRA TDD cell specified in the test.  Cell 1 (EUTRA TDD cell on RF channel number 1) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 8.11.4.4-1: General test parameters for combined E-UTRA TDD inter-frequency and UTRA TDD cells search under fading propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Active cell
	
	Cell 1
	E-UTRA TDD cell is on RF channel number 1

	Neighbour cell
	
	Cell 2
	E-UTRA TDD cell is on RF channel number 2

	
	
	Cell 3
	1.28Mcps TDD cell

	CP length of cell1  and cell2
	
	Normal
	

	Uplink-downlink configuration of cell1 and cell2
	
	1
	As specified in Table 4.2-2 in TS 36.211. The same configuration in both cells  

	Special subframe configuration of cell1  and cell2
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	E-UTRAN TDD measurement quantity

	
	RSRP
	

	UTRAN TDD measurement quantity
	
	RSCP
	

	DRX
	
	OFF
	

	Ofn
	dB
	0
	Parameter for A3 and B2 event

	Ocn
	dB
	0
	Parameter for A3 event

	Hys
	dB
	0
	Parameter for A3 and B2 event

	Ofs
	dB
	0
	Parameter for A3 event

	Ocs
	dB
	0
	Parameter for A3 event

	A3-Offset
	dB
	-6
	Parameter for A3 event

	Thresh1
	dBm
	-88
	Absolute E-UTRAN RSRP threshold for event B2

	Thresh2
	dBm
	-83
	Absolute UTRAN RSCP threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	T1
	s
	5
	During T1, cell 2 and cell 3 shall be powered off, and during the off time the physical layer cell identity shall be changed.

	T2
	s
	15
	


8.11.4.4.2
Test procedure
This test scenario comprised of 2 E-UTRA TDD cells operating on different frequency, and 1 UTRA TDD cell. The test consists of 2 successive time periods, with time duration T1 and T2. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 and B2 shall be used. At T1 the UE is camped on to Cell 1. 
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. 
2. Set the parameters according to T1 in Table 8.11.4.5-1and Table 8.11.4.5-2. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.11.4.5-1and Table 8.11.4.5-2.
6. UE shall transmit a MeasurementReport message triggered by event A3 and B2. If the overall delays measured from the beginning of time period T2 is less than 7760 ms for event A3 report then the number of successful tests is increased by one. If the UE fails to report the event A3 within the overall delays measured requirement then the number of failure tests is increased by one. If the overall delays measured from the beginning of time period T2 is less than 12.88s for event B2 report then the number of successful tests is increased by one. If the UE fails to report the event B2 within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport messages in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. Set Cell 3 primary scambling code = ((current cell 3 primary scmbling code – 50) mod 200 + 100) for the next iteration of the test procedure loop. 
9. Repeat step 1-8 until the confidence level according to Table G.2.6-1 in Annex G clause G.2 is achieved.
8.11.4.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.11.4.4.3-1: Common Exception messages

	 Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1




Table 8.11.4.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	ReportConfigEUTRA-A3
ReportConfigInterRAT-B2-UTRA
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


Table 8.11.4.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-6 * 0.5 dB)
	

	      }
	
	
	

	    }
	
	
	

	    Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.11.4.4.3-4: ReportConfigInterRAT-B2-UTRA: Additional E-UTRAN TDD – UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.508 clause 4.6.6 Table 4.6.6-7B

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-UTRA(UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	53(-88dBm)
	INTEGER(0..97), the mapping table is Table 9.1.4-1 in [36.133]
	

	          b2-Threshold2 CHOICE {
	
	
	

	            B2-Threshold-UTRA CHOICE {
	
	
	

	              thresholdUTRA-RSCP
	32(UTRA-Thres + 115)
	UTRA-Thres is actual RSCP value in dBm
	UTRA-TDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      Hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	      timeToTrigger
	ms0
	Value range FFS
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.11.4.4.3-5: MeasResults: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	 [1]
	
	

	   measResultServCell SEQUENCE {
	 
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   },  
	 
	
	

	   measResultNeighCells CHOICE {
	 
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.11.4.4.3-6: MeasResultListEUTRA: Additional E-UTRAN TDD-TDD inter frequency event triggered reporting under fading propagation conditions in asynchronous cells test requirement
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA {
	
	
	

	MeasResultEUTRA ::= SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  cgi-Info SEQUENCE {   
	 
	
	

	    cellglobalId-EUTRA
	GlobalCellId-EUTRA
	
	

	    tac-IDrackingAreaCode
	TrackingAreaCode
	
	

	    plmn-IdentityList
	Not present
	
	

	  }  
	  
	 
	

	  measResult SEQUENCE {  
	 
	 
	

	    rsrpResult
	Not present 
	
	

	    rsrqResult
	Not present 
	
	

	    …
	
	
	

	  }   
	 
	
	

	}   
	 
	
	


Table 8.11.4.4.3-7: MeasuredResults: Additional E-UTRAN TDD – UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	[2]
	
	

	   measResultServCell SEQUENCE {
	 
	
	

	     rsrpResult
	 
	Set according to specific test
	

	     rsrqResult
	 
	Set according to specific test
	

	   } 
	 
	
	

	   measResultNeighCells CHOICE {
	 
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	      …
	 
	
	

	   }   
	 
	
	

	   …
	 
	
	

	}  
	 
	
	


Table 8.11.4.4.3-8: MeasResultListUTRA: Additional E-UTRAN TDD – UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {   
	 
	
	

	    tdd
	PhysCellIdUTRA-TDD
	INTEGER (0..127)
	

	  }  
	
	 
	

	  cgi-Info SEQUENCE {
	 
	
	

	    cellGlobalId
	CellGlobalIdUTRA
	
	

	    locationAreaCode 
	Not present
	
	

	    routingAreaCode
	Not present
	
	

	    plmn-IdentityList
	Not present
	
	

	  }
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	         utra-RSRP
	
	Set according to specific test
INTEGER (-5..91)
	

	    …
	
	
	

	 }
	
	
	

	}
	
	
	


8.11.4.5
Test requirement

Tables 8.11.4.5-1 and 8.11.4.5-2 define the primary level settings including test tolerances for two E-UTRAN TDD cells and one UTRAN FDD cell.
Table 8.11.4.5-1: Cell specific test parameters for combined E-UTRAN TDD inter-frequency and UTRA TDD cell search under fading propagation conditions(cell1 and cell2)

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4+TT
	4+TT
	-Infinity
	7+TT
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-94+TT
	-94+TT
	-Infinity
	-91+TT

	SCH_RP
	dBm/15 kHz
	-94+TT
	-94+TT
	-infinity
	-91+TT

	Propagation Condition
	
	AWGN
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: The resources for uplink transmission are assigned to the UE priori to the start of time period T2.
Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 8.11.4.5-2: Cell specific test parameters for combined E-UTRA TDD inter-frequency and UTRA TDD cell search under fading propagation conditions (cell3)

	Parameter
	Unit
	Cell 3 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel Number*
	
	Channel 3

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	dB
	-3
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	dB
	-Infinity
	9+TT
	-Infinity
	9+TT
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	dBm/1.28 MHz
	-80

	PCCPCH RSCP
	dBm
	-Infinity
	-74+TT
	n.a.

	Propagation Condition 
	
	Case 3

	Note1:  The DPCH of all cells are located in a timeslot other than 0.

Note2:  In the case of multi-frequency network, the UTRA RF Channel Number can be set for the primary frequency in this test.
Note3: P-CCPCH RSCP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
The overall delays measured test requirement for Event A3 is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify_inter
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.
Tinter1=60ms
Nfreq=2.
TTI insertion uncertainty = 80 ms
The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 7760ms from the beginning of time period T2 (note: this gives a total of 7680 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).

Similarly, the overall delays measured test requirement for Event B2 is expressed as:  
Overall delays measured = measurement reporting delay + TTI insertion uncertainty 

Measurement reporting delay = Tidentify,UTRA_TDD
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Where:

Tbasic_identify_UTRA_TDD = 800 ms is the time period used in the inter RAT equation where the maximum allowed time for the UE to identify a new UTRA TDD cell is defined.


Tbasic_measurement_UTRA_TDD = 50 ms is the time period used in the equation for defining the measurement period for inter RAT P-CCPCH RSCP measurements.

Tinter1=60ms

Nfreq=2.
TTI insertion uncertainty = 80 ms
The UE shall send one Event B2 triggered measurement report, with a measurement reporting delay less than 12.88s from the beginning of time period T2 (note: this gives a total of 12.88 ms for measurement reporting delay plus 80 ms for TTI insertion uncertainty).
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.
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