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Introduction

Total Number of CRs agreed for this WI: 22. TSs being affected:

· 34.108 - 
  4 CR(s)

· 34.121-1 - 
  7 CR(s)

· 34.121-2 - 
  2 CR(s)

· 34.123-1 - 
  6 CR(s)

· 34.123-2 - 
  3 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-095605
	34.108
	0782
	-
	F
	Rel-8
	8.8.0
	Addition of radio bearer parameters for UE HS-DSCH Physical Layer category 21, 22, 23 and 24 (Dual Cell)
	RANimp-UEConTest DCHSDPA

	R5-095744
	34.123-1
	2587
	-
	F
	Rel-8
	8.8.0
	DC activation by HS-DSCH serving cell change from non-DC-HSDPA capable cell to DC-HSDPA capable cell.
	RANimp-UEConTest DCHSDPA

	R5-095746
	34.123-2
	0442
	-
	F
	Rel-8
	8.8.0
	Addition of ICS-parameters for FDD HS-DSCH physical layer categories 21, 22, 23 and 24
	RANimp-UEConTest DCHSDPA

	R5-095918
	34.121-1
	1197
	-
	F
	Rel-8
	8.8.0
	Addition of Connection Diagrams for DC-HSDPA receiver tests
	RANimp-UEConTest DCHSDPA

	R5-095920
	34.121-1
	1198
	-
	F
	Rel-8
	8.8.0
	Addition of DC-HSDPA receiver test cases to annex F
	RANimp-UEConTest DCHSDPA

	R5-095921
	34.121-1
	1199
	-
	F
	Rel-8
	8.8.0
	Adding test tolerances and connection diagram references into DC-HSDPA receiver tests
	RANimp-UEConTest DCHSDPA

	R5-095930
	34.121-2
	0069
	1
	-
	Rel-8
	8.8.0
	Addition of DC-HSDPA receiver tests into TS 34.121-2
	RANimp-UEConTest DCHSDPA

	R5-096126
	34.123-1
	2606
	-
	F
	Rel-8
	8.8.0
	Update of generic radio bearer test procedure (14.1.3.5a) for Dual-Cell radio bearer testing.
	RANimp-UEConTest DCHSDPA

	R5-096127
	34.108
	0793
	-
	F
	Rel-8
	8.8.0
	New radio bearar test case 14.6.1f for Dual-Cell
	RANimp-UEConTest DCHSDPA

	R5-096130
	34.123-2
	0445
	-
	F
	Rel-8
	8.8.0
	Applicability of new radio bearar test cases 14.6.1f, 14.6.1g, 14.6.6e and 14.6.6f for Dual Cell
	RANimp-UEConTest DCHSDPA

	R5-096148
	34.123-1
	2609
	-
	F
	Rel-8
	8.8.0
	New radio bearar test case 14.6.6e for Dual-Cell
	RANimp-UEConTest DCHSDPA

	R5-096155
	34.123-1
	2613
	-
	F
	Rel-8
	8.8.0
	DC deactivation by HS-DSCH - serving cell change from DC-HSDPA capable cell to non DC-HSDPA capable cell
	RANimp-UEConTest DCHSDPA

	R5-096172
	34.123-2
	0448
	-
	F
	Rel-8
	8.8.0
	Applicability of new RRC test cases for Dual Cell HSDPA
	RANimp-UEConTest DCHSDPA

	R5-096280
	34.108
	0798
	-
	F
	Rel-8
	8.8.0
	Update of the default RADIO BEARER SETUP message for RF testing of Dual Carrier Adjacent Channels for HSDPA
	RANimp-UEConTest DCHSDPA

	R5-096282
	34.121-1
	1202
	-
	F
	Rel-8
	8.8.0
	Update to DC-HSDPA related sections 9.2 of TS 34.121-1
	RANimp-UEConTest DCHSDPA

	R5-096283
	34.121-1
	1203
	-
	F
	Rel-8
	8.8.0
	Update to Reporting CQI test cases for DC-HSDPA
	RANimp-UEConTest DCHSDPA

	R5-096284
	34.121-1
	1204
	-
	F
	Rel-8
	8.8.0
	Updates to Annexure A to Annexure F. in 34.121-1
	RANimp-UEConTest DCHSDPA

	R5-096285
	34.121-2
	0068
	-
	F
	Rel-8
	8.8.0
	Updates to Applicability table  corresponding to DC-HSDPA tests
	RANimp-UEConTest DCHSDPA

	R5-096286
	34.121-1
	1205
	-
	F
	Rel-8
	8.8.0
	Addition of AWGN definition for DC-HSDPA tests
	RANimp-UEConTest DCHSDPA

	R5-096308
	34.108
	0799
	-
	F
	Rel-8
	8.8.0
	New RF procedure for Dual Cell HSDPA
	RANimp-UEConTest DCHSDPA

	R5-096500
	34.123-1
	2630
	-
	F
	Rel-8
	8.8.0
	New radio bearar test case 14.6.6f for Dual-Cell
	RANimp-UEConTest DCHSDPA

	R5-096501
	34.123-1
	2631
	-
	F
	Rel-8
	8.8.0
	New radio bearar test case 14.6.1g for Dual-Cell
	RANimp-UEConTest DCHSDPA
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