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	Reason for change:
(

	The definition of idle mode CDMA2000 1x measurement period contains redundant text and inconsistent definitions.  

The current definition: “When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ and cdma2000 1X is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure …“

uses an undefined term ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’;  furthermore, the measurement period definition does not contain the condition ‘… cells which have been detected’

The definition of the higher priority measurement period is redundant, already specified in section 4.2.2.   

	
	

	Summary of change:
(

	Use text consistent with other IRAT measurement definitions for lower priority search as modified by R4-092243. 

Refer to section 4.2.2 for higher priority measurement rules.
Isolated impact analysis:

The changes don’t modify the UE requirements, only remove inconsistencies in the parameter and requirement definitions, therefore impact on UE implementation will not be significant.
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not approved:
	Unspecified parameter ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ remains in the text resulting in possibly inconsistent UE implementations.  
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<< Unchanged sections omitted >>
4.2.2.5.5

Measurements of cdma2000 1X
In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 

 

If SServingCell of the E-UTRA serving cell is greater than Snonintrasearch, the UE shall search for cdma2000 1X layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is defined in section 4.2.2.
For CDMA2000 1X cells which have been detected, the UE shall measure CDMA2000 1xRTT Pilot Strength at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000_1X, when the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch. 
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in [1] within TevaluateCDMA2000_1X. 
Table 4.2.2.5.5-1 gives values of TmeasureCDMA2000_1X and TevaluateCDMA2000_1X.
Table 4.2.2.5.5-1: TmeasureCDMA2000 1X and TevaluateCDMA2000 1X

	DRX cycle length [s]
	TmeasureCDMA2000_1X  [s] (number of DRX cycles)
	TevaluateCDMA2000_1X  [s] (number of DRX cycles)

	0.32
	5.12 (16)
	15.36 (48)

	0.64
	5.12 (8)
	15.36 (24)

	1.28
	6.4 (5)
	19.2 (15)

	2.56
	7.68 (3) 
	23.04 (9) 


<< Unchanged sections omitted >>
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