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----------------------------------------------------First Change Begin--------------------------------------------
6.3.1 System information blocks
–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP


longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


...

}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000      


T-Reselection,

t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList





NeighCellsPerBandclassListCDMA2000

}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn






ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005-A [25, Table 2.6.6.2.1-1] and C.S0024-A [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= `single' and/ or rx-Config1XRTT= `single' to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	bandClassList

List of CDMA2000 frequency bands.

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057-B [24, Table 1.5].

	threshX-High

Parameter "Threshx,high" in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	threshX-Low

Parameter "Threshx,low" in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells is limited to 32.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if either CSFB or enhanced CS fallback to CDMA2000 1xRTT is supported.

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover and enhanced CS fallback to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	NeighCellListCDMA2000

List of CDMA2000 1xRTT or of CDMA2000 HRPD neighbouring cells.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002-A [12].

	physCellIdList

Identifies the list of CDMA2000 cells ids, see C.S0002-A [12].


----------------------------------------------------First Change End-----------------------------------------------
----------------------------------------------------Second Change First-------------------------------------------

6.3.4 Mobility control information elements
–
MobilityParametersCDMA2000 (1xRTT)
The MobilityParametersCDMA2000 contains the parameters provided to the UE for handover and (enhanced) CSFB to 1xRTT support, as defined in C.S0087 [44].
MobilityParametersCDMA2000 information element
-- ASN1START

MobilityParametersCDMA2000 ::=


OCTET STRING

-- ASN1STOP

----------------------------------------------------Second Change End--------------------------------------------
----------------------------------------------------Third Change First-------------------------------------------

6.3.5
Measurement information elements

–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element
-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultServCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},

measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...


}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

-- ASN1STOP

	MeasResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResultServCell

Measured result of the serving cell.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.

	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast. This field contains the list of identities starting from the second entry of PLMN Identities in the broadcast information.

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005-A [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005-A [25] for CDMA2000 1xRTT and C.S0024-A [26] for CDMA2000 HRPD.


----------------------------------------------------Third Change End--------------------------------------------
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