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Title
List of CRs from RAN WG1

Source
TSG RAN WG1

Agenda Item
8.1.1
Agenda Item                        8.1.5
RP-100199
Linked CRs for introduction of the PCI restriction
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.214
	590
	3
	Rel-7
	HSDPA MIMO codebook restriction
	F
	7.14.0
	R1-100729
	MIMO-Phys
	 

	25.214
	591
	3
	Rel-8
	HSDPA MIMO codebook restriction
	A
	8.8.0
	R1-100730
	MIMO-Phys
	 

	25.214
	592
	3
	Rel-9
	HSDPA MIMO codebook restriction
	A
	9.1.0
	R1-100731
	MIMO-Phys
	 

	25.331
	4008
	1
	Rel-7
	Indication of MIMO codebook restriction
	F
	7.15.0
	R2-101742
	MIMO-L23
	

	25.331
	4009
	1
	Rel-8
	Indication of MIMO codebook restriction
	A
	8.9.0
	R2-101743
	MIMO-L23
	

	25.331
	4010
	1
	Rel-9
	Indication of MIMO codebook restriction
	A
	9.1.0
	R2-101744
	MIMO-L23
	

	25.423
	1602
	-
	Rel-7
	Indication of Precoding Weight Set Restriction preference
	F
	7.15.0
	R3-100943
	MIMO-IubIur
	

	25.423
	1603
	-
	Rel-8
	Indication of Precoding Weight Set Restriction preference
	A
	8.7.0
	R3-100944
	MIMO-IubIur
	

	25.423
	1604
	-
	Rel-9
	Indication of Precoding Weight Set Restriction preference
	A
	9.1.0
	R3-100945
	MIMO-IubIur
	

	25.433
	1788
	-
	Rel-7
	Indication of Precoding Weight Set Restriction preference
	F
	7.15.1
	R3-100940
	MIMO-IubIur
	

	25.433
	1789
	-
	Rel-8
	Indication of Precoding Weight Set Restriction preference
	A
	8.7.1
	R3-100941
	MIMO-IubIur
	

	25.433
	1790
	-
	Rel-9
	Indication of Precoding Weight Set Restriction preference
	A
	9.1.1
	R3-100942
	MIMO-IubIur
	


Agenda Item                        8.1.4.2
RP-100200
CRs to 25.214 correcting HS-DSCH and HS-SCCH reception in the URA_PCH and CELL_PCH states
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	593
	-
	Rel-8
	Correction to HS-DSCH and HS-SCCH reception in the URA_PCH and CELL_PCH states
	F
	8.8.0
	R1-100086
	RANimp-EnhState
	 Note

	25.214
	594
	-
	Rel-9
	Correction to HS-DSCH and HS-SCCH reception in the URA_PCH and CELL_PCH states
	A
	9.1.0
	R1-100087
	RANimp-EnhState
	 Note


Note: This CR is aligned with the Rel-7 version of the text which is correct. Only the Rel-8 and Rel-9 texts are erroneous.

Agenda Item                        8.1.4.2
RP-100201
CRs to 25.224 providing further clarifications in enhanced CELL-FACH state for LCRTDD
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.224
	243
	-
	Rel-8
	Clarification of the TPC and SS on HS-SCCH uplink synchronization establishement command for 1.28Mcps TDD
	F
	8.6.0
	R1-100628
	RANimp-EnhState1.28TDD
	 

	25.224
	244
	-
	Rel-9
	Clarification of the TPC and SS on HS-SCCH uplink synchronization establishement command for 1.28Mcps TDD
	A
	9.0.0
	R1-100629
	RANimp-EnhState1.28TDD
	 

	25.224
	247
	-
	Rel-8
	Clarification of ePCH modulation scheme
	F
	8.6.0
	R1-100736
	RANimp-EnhState1.28TDD
	 

	25.224
	248
	-
	Rel-9
	Clarification of ePCH modulation scheme
	A
	9.0.0
	R1-100737
	RANimp-EnhState1.28TDD
	 


Agenda Item                        8.1.4.2
RP-100202
CRs to 25.221, 25.222 & 25.224 to correct/clarify CPC in LCRTDD

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	199
	1
	Rel-8
	Clarification of timing association between HS-SICH and HS-SCCH for 1.28Mcps TDD
	F
	8.7.0
	R1-100829
	RANimp-LCRCPC
	 

	25.221
	200
	1
	Rel-9
	Clarification of timing association between HS-SICH and HS-SCCH for 1.28Mcps TDD
	A
	9.0.0
	R1-100830
	RANimp-LCRCPC
	 

	25.222
	194
	-
	Rel-8
	Correction to the resource repetition period index for 1.28Mcps TDD
	F
	8.7.0
	R1-100626
	RANimp-LCRCPC
	 

	25.222
	195
	-
	Rel-9
	Correction to the resource repetition period index for 1.28Mcps TDD
	A
	9.0.0
	R1-100627
	RANimp-LCRCPC
	 

	25.222
	200
	-
	Rel-8
	Corrections to the Physical channel mapping for HS-DSCH for 1.28Mcps TDD
	F
	8.7.0
	R1-100775
	RANimp-LCRCPC
	 

	25.222
	201
	-
	Rel-9
	Corrections to the Physical channel mapping for HS-DSCH for 1.28Mcps TDD
	A
	9.0.0
	R1-100776
	RANimp-LCRCPC
	 

	25.224
	245
	1
	Rel-8
	Clarification of HS-DSCH Channel Quality Indication Procedure for 1.28Mcps TDD
	F
	8.6.0
	R1-100777
	RANimp-LCRCPC
	 

	25.224
	246
	1
	Rel-9
	Clarification of HS-DSCH Channel Quality Indication Procedure for 1.28Mcps TDD
	A
	9.0.0
	R1-100778
	RANimp-LCRCPC
	 


Agenda Item                        8.1.4.2
RP-100203
CRs to 25.221 for TPC and SS transmission clarification
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	201
	1
	Rel-8
	Clarification of TPC and SS transmission on HS-SICH type 2
	F
	8.7.0
	R1-101566
	RANimp-LCRMIMO
	 

	25.221
	202
	1
	Rel-9
	Clarification of TPC and SS transmission on HS-SICH type 2
	A
	9.0.0
	R1-101567
	RANimp-LCRMIMO
	 


RP-100204
CR to 25.214 to clarify DC-HSDPA carrier activation application time
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	601
	-
	Rel-8
	Clarification of DC-HSDPA carrier activation application time
	F
	8.8.0
	R1-101600
	RANimp-DCHSDPA
	 


Agenda Item                        9.1
RP-100205
CRs to 25.215, 25.225 & 36.214 modifying RSRQ definition
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.215
	197
	2
	Rel-9
	Modification of RSRQ definition
	F
	9.1.0
	R1-100770
	LTE-Phys
	 

	25.225
	95
	1
	Rel-9
	Modification of RSRQ definition
	F
	9.0.0
	R1-100771
	LTE-Phys
	 

	36.214
	12
	1
	Rel-9
	Modification of RSRQ definition
	F
	9.0.0
	R1-100739
	LTE-Phys
	 


Agenda Item                        9.1.4.2
RP-100206
CRs to 25.212 & 25.214 to clarify MIMO configuration in DC-MIMO operation
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.212
	286
	1
	Rel-9
	Clarification of MIMO configuration per downlink frequency in DC-MIMO operation
	F
	9.1.0
	R1-100766
	RANimp-DC_MIMO
	 

	25.214
	596
	1
	Rel-9
	Clarification of MIMO configuration per downlink frequency in DC-MIMO operation
	F
	9.1.0
	R1-100767
	RANimp-DC_MIMO
	 


Agenda Item                        9.1.4.3
RP-100207
CR to 25.214 for CQI mapping table correction
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	597
	-
	Rel-9
	Correction to Applicability of CQI Mapping Table
	F
	9.1.0
	R1-100276
	RANimp-TxAA_nonMIMO
	 


Agenda Item                        9.2.2.1
RP-100208
CR to 25.214 for DC-HSUPA carrier activation application time correction
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	599
	1
	Rel-9
	Decrease DC-HSPA carrier activation application time to 18 slots
	F
	9.1.0
	R1-101571
	RANimp-DC_HSUPA
	 


Agenda Item                        9.2.3.1
RP-100209
CRs to 36.211 clarifying the introduction of LTE positioning
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36.211
	144
	1
	Rel-9
	Removal of square brackets on positioning subframe periodicities
	F
	9.0.0
	R1-100723
	LCS_LTE
	 

	36.211
	145
	-
	Rel-9
	Clarification of the CP length of empty OFDM symbols in PRS subframes
	F
	9.0.0
	R1-100311
	LCS_LTE
	 


Agenda Item                        9.2.4.1
RP-100210
CRs to correct MBMS support in LTE RAN1 specifications
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36.201
	5
	1
	Rel-9
	Introduction of LTE MBMS
	F
	9.0.0
	R1-100746
	MBMS_LTE
	 

	36.211
	146
	-
	Rel-9
	Clarification of MBSFN subframe definition
	F
	9.0.0
	R1-100787
	MBMS_LTE
	 

	36.212
	96
	1
	Rel-9
	MCCH change notification using DCI format 1C
	F
	9.0.0
	R1-100747
	MBMS_LTE
	 

	36.213
	260
	1
	Rel-9
	MCCH change notification using DCI format 1C
	F
	9.0.1
	R1-100748
	MBMS_LTE
	 


Agenda Item                        9.2.5.1
RP-100211
CRs to LTE specs to correct the introduction of enhanced dual layer transmission
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36.212
	97
	-
	Rel-9
	Addition of missing reference to DCI format 2B + typo corrections
	F
	9.0.0
	R1-100754
	LTEimp-eDL
	 

	36.213
	259
	3
	Rel-9
	UE behavior when collision of antenna port 7/8 with PBCH or SCH happened and when distributed VRB is used with antenna port 7
	F
	9.0.1
	R1-101607
	LTEimp-eDL
	 

	36.213
	263
	-
	Rel-9
	Correction on PDSCH EPRE and UE-specific RS EPRE for Rel-9 enhanced DL transmissions
	F
	9.0.1
	R1-101562
	LTEimp-eDL
	 


Agenda Item                        12.1.2
RP-100212
CRs to 36.912 updates
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	36.912
	4
	-
	Rel-9
	Conclusion of TR36.912
	F
	9.1.0
	R1-101280
	FS_RAN_LTEA
	 

	36.912
	5
	-
	Rel-9
	Type 1 Relay definition
	F
	9.1.0
	R1-101281
	FS_RAN_LTEA
	 

	36.912
	6
	-
	Rel-9
	Performance evaluation of LTE-A technologies against 3GPP targets
	F
	9.1.0
	R1-101612
	FS_RAN_LTEA
	 

	36.912
	7
	1
	Rel-9
	U-Plane interruption for TDD RIT
	F
	9.1.0
	R1-101701
	FS_RAN_LTEA
	 


End of document
