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7.1.3.6
Correct HARQ process handling [BCCH]

7.1.3.6.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives a MAC PDU addressed to SI-RNTI}

    then { UE does not send any ACK/NACK for the corresponding dedicated HARQ process }

            }
7.1.3.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.321, clause 5.3.2.1 & 5.3.2.2.

[TS 36.321, clause 5.3.2.1]

There is one HARQ entity at the UE which maintains a number of parallel HARQ processes. Each HARQ process is associated with a HARQ process identifier. The HARQ entity directs HARQ information and associated TBs received on the DL-SCH to the corresponding HARQ processes (see subclause 5.3.2.2).

The number of DL HARQ processes is specified in [2], clause 7.

When the physical layer is configured for spatial multiplexing [2], one or two TBs are expected per subframe and they are associated with the same HARQ process. Otherwise, one TB is expected per subframe.

The UE shall:

-
If a downlink assignment has been indicated for this TTI:

-
allocate the TBs received from the physical layer and the associated HARQ information to the HARQ process indicated by the associated HARQ information.

-
If a downlink assignment has been indicated for the broadcast HARQ process:

-
allocate the received TB to the broadcast HARQ process.

NOTE:
In case of BCCH a dedicated broadcast HARQ process is used.

[TS 36.321, clause 5.3.2.2]

For each subframe where a transmission takes place for the HARQ process, one or two (in case of spatial multiplexing) TBs and the associated HARQ information are received from the HARQ entity.

For each received TB and associated HARQ information, the HARQ process shall:

-
if the NDI, when provided, has been toggled compared to the value of the previous received transmission corresponding tothis TB; or

-
if the HARQ process is equal to the broadcast process and if the physical layer indicates a new transmission for the TB according to the system information schedule indicated by RRC; or

-
if this is the very first received transmission for this TB(i.e. there is no previous NDI for this TB):

-
consider this transmission to be a new transmission.
-
else:

-
consider this transmission to be a retransmission.
The UE then shall:

-
if this is a new transmission:

-
replace the data currently in the soft buffer for this TB with the received data.

-
else if this is a retransmission:

-
if the data has not yet been successfully decoded:

-
combine the received data with the data currently in the soft buffer for this TB.

-
if the TB size is different from the last valid TB size signalled for this TB:

-
the UE may replace the data currently in the soft buffer for this TB with the received data.

-
attempt to decode the data in the soft buffer for this TB;

-
if the data in the soft buffer was successfully decoded for this TB:

-
if the HARQ process is equal to the broadcast process:

 -
deliver the decoded MAC PDU to upper layers.
-
else if this is the first successful decoding of the data in the soft buffer for this TB:

-
deliver the decoded MAC PDU to the disassembly and demultiplexing entity.
-
generate a positive acknowledgement (ACK) of the data in this TB.

-
else:

-
generate a negative acknowledgement (NACK) of the data in this TB.

-
if the HARQ process is associated with a transmission indicated with a Temporary C-RNTI and the Contention Resolution is not yet successful (see subclause 5.1.5); or

-
if the HARQ process is equal to the broadcast process; or

-
if timeAlignmentTimer is stopped or expired:

-
do not indicate the generated positive or negative acknowledgement to the physical layer.

-
else:

-
indicate the generated positive or negative acknowledgement for this TB to the physical layer.

The UE shall ignore NDI received in all downlink assignments on PDCCH for its Temporary C-RNTI when determining if NDI on PDCCH for its C-RNTI has been toggled compared to the value in the previous transmission.
7.1.3.6.3
Test description

7.1.3.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

-
None.

Preamble:

-
The UE is in state Loopback Activated (state 4) according to [18].
-
RRC Connection Reconfiguration (Preamble: Table 4.5.3.3-1) using parameters as specified in Table 7.1.3.6.3.3-4
7.1.3.6.3.2
Test procedure sequence

Table 7.1.3.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	A
	The SS transmits a Paging message including the systemInfoModification. (Note 1)
	-
	-
	-
	-

	1
	The SS transmits an updated system information with SI-RNTI addressed in L1/L2 header. CRC is calculated in such a way, it will result in CRC fail on UE side. Dedicated HARQ process for broadcast is used.
	-
	-
	-
	-

	2
	Check: Does the UE transmit a HARQ ACK/NACK? (Note 2)
	-->
	HARQ ACK/NACK
	1
	F

	3
	Void
	-
	-
	-
	-

	4
	Void
	-
	-
	
	

	5
	Void
	-
	-
	-
	-

	6
	The SS transmits an updated system information [contents same as in step 1] with SI-RNTI addressed in L1/L2 header. CRC is calculated in such a way, it will result in CRC pass on UE side. Dedicated HARQ process for broadcast is used.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ACK/NACK? (Note 2)
	->
	HARQ ACK/NACK
	1
	F

	8
	 SS is configured to not allocate UL Grants on Scheduling Request
	-
	-
	-
	-

	9
	The SS Transmits MAC PDU containing a RLC PDU
	<--
	MAC PDU 
	-
	-

	10
	The UE transmits a HARQ ACK
	-->
	HARQ ACK
	-
	-

	11
	Check: Does the UE transmit PRACH Preamble, using PRACH resources as in new SI?
	-->
	PRACH Preamble
	1
	P

	12
	The SS transmits Random Access Response
	<--
	Random Access Response
	-
	-

	13
	The UE transmits a MAC PDU with C-RNTI containing loop backed RLC PDU
	-->
	MAC PDU
	-
	-

	14
	SS sends PDCCH transmission for UE C-RNTI to complete contention resolution.
	-
	-
	-
	-

	Note 1.     To guarantee that the UE will receive at least one Paging in the Modification Period preceding the SysInfo change, SS should send the Paging message in every eligible PO in this Modification Period.
Note 2. 
When requested to check HARQ feedback for the dedicated broadcast HARQ process, the SS shall assume the same PUCCH reception requirement as specified in TS 36.213 section 10 for a normal HARQ process. In addition, the check applies to all broadcast SIBs and  SS should listen for a specified duration which is set to 5120ms here. 5120ms is the system information modification period calculated based on the default values of parameters specified in TS 36.508.( modification period = modificationPeriodCoeff * defaultPagingCycle,and in TS 36.508, modificationPeriodCoeff=4 and defaultPagingCycle=128radio frames)


7.1.3.6.3.3
Specific message contents

Table 7.1.3.6.3.3-1: SystemInformationBlockType2 (steps 1 and 6 of table 7.1.3.6.3.2-1)

	Derivation path: 36.508 table 4.4.3.3-1

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    prach-Config SEQUENCE {
	
	
	

	      rootSequenceIndex
	20 (u = 2, Value different than default in TS 36.508)
	
	FDD

	       rootSequenceIndex
	2 (u = 2, Value different than default in TS 36.508)
	rootSequenceIndex should take value from table of 5.7.2-5 in TS 36.211 since, the PRACH format 4 is used as default for testing for TDD.
	TDD

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.6.3.3-2: Paging (step A, 5 of table 7.1.3.6.3.2-1)

	Derivation path: 36.508 table 4.6.1-7

	Information Element
	Value/Remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList
	Not present
	
	

	  systemInfoModification
	true
	
	

	  etws-Indication
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


Table 7.1.3.6.3.3-3: SystemInformationBlockType1 (step 1 of table 7.1.3.6.3.2-1)
	Derivation Path: 36.508 clause 4.4.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  systemInfoValueTag
	1
	
	

	}
	
	
	


Table 7.1.3.6.3.3-4: RRCConnectionReconfiguration (Preamble)

	Derivation path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
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