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1.1 Change 1

	Testcase name
	f_TC_7_2_3_17_EUTRA

	Reason for change
	As f_EUTRA_RbEst_Def_DisableBSR_PHR( ) configures retxBSR_Timer to sf10240. After step 7 this timer does not timeout for 10240ms. Hence UE does not send scheduling requests. As a result of this uplink grants are not allocated and hence AMD PDU segment expected at Step 8 of the test case is not received within the time of 5 seconds.

	Summary of change
	Increase t_WatchDog timer duration from 5.0 to 12.0.

	Source of change
	File : RLC_AM_Testcases.ttcn


Before:

	    var template (value) RLC_Status_NACK_List_Type   v_NACK_List;

  var RLC_Status_Padding_Type     v_Padding_5bits := '00000'B;

  var RLC_Status_Padding_Type     v_Padding_7bits := '0000000'B;

  timer t_WatchDog := 5.0;

  // Data size to be extracted from PRBS: 98

  p_RLC_Rec.TxDataSize := 98;


After: 

	  var template (value) RLC_Status_NACK_List_Type   v_NACK_List;

  var RLC_Status_Padding_Type     v_Padding_5bits := '00000'B;

  var RLC_Status_Padding_Type     v_Padding_7bits := '0000000'B;

  timer t_WatchDog := 12.0;

  // Data size to be extracted from PRBS: 98

  p_RLC_Rec.TxDataSize := 98;


1.2 Change 2

	Testcase name
	f_TC_7_2_3_17_EUTRA

	Reason for change
	In step 8a, status PDU need not be sent to UE. This is because SS needs to send status PDU in step 10, so that UE retransmits a segmented AMD PDU. If status PDU is sent in step 8a, UE considers this as acknowledgement for the previously transmitted uplink AMD PDU segments and hence it will not retransmit AMD PDU segment as a response to step 10.

	Summary of change
	Removed step 8a.

	Source of change
	File : RLC_AM_Testcases.ttcn


Before:

	  t_WatchDog.stop;

  v_AMD_DataField := v_ReceivedAsp.U_Plane.SubframeData.PduSduList.RlcPdu[0].AMD.Data[0];

  if( v_AMD_DataField == substr (p_RLC_Rec.RLC_DataList[tsc_RLC_SDU1], v_SO, 100 - v_SO) )

  {

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    Step 8a: Send STATUS PDU upon Pollbit.
    f_TxSTATUS_PDU(p_RLC_Rec);
  };

  // Step 9: SS responds to any scheduling requests from the UE by transmitting UL grants of size 328 bits

  f_EUTRA_StartULGrantTransmissionOnSR_Reception( eutra_Cell1,

                                                  cs_TimingInfo_Now,

                                                  cs_DciInfo_CcchDcchDtchUL_Explicit( 5, 4 ) );


After: 

	  t_WatchDog.stop;

  v_AMD_DataField := v_ReceivedAsp.U_Plane.SubframeData.PduSduList.RlcPdu[0].AMD.Data[0];

  if( v_AMD_DataField == substr (p_RLC_Rec.RLC_DataList[tsc_RLC_SDU1], v_SO, 100 - v_SO) )

  {

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

  };

  // Step 9: SS responds to any scheduling requests from the UE by transmitting UL grants of size 328 bits

  f_EUTRA_StartULGrantTransmissionOnSR_Reception( eutra_Cell1,

                                                  cs_TimingInfo_Now,

                                                  cs_DciInfo_CcchDcchDtchUL_Explicit( 5, 4 ) );
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