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5.2
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.2-1.

Table 5.2-1 E-UTRA operating bands

	E-UTRA  Operating Band
	Uplink (UL)
eNode B receive
UE transmit
	Downlink (DL)
eNode B transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	6
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	…
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010  MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	Note: Band 6 is not applicable.


5.3
TX–RX frequency separation 

a) 
The default EUTRA TX channel (carrier centre frequency) to RX channel (carrier centre frequency) separation is specified in Table 5.3-1 for the TX and RX channel bandwidths defined in Table 5.4.2.1-1

Table 5.3-1: Default UE TX-RX frequency separation

	Frequency  Band
	TX -  RX 
carrier centre frequency
separation

	1
	190 MHz

	2
	80 MHz.

	3
	95 MHz.

	4
	400 MHz

	5
	45 MHz

	6
	45 MHz

	7
	120 MHz

	8
	45 MHz

	9
	95 MHz

	10
	400 MHz

	11
	48 MHz

	12
	30 MHz

	13
	-31 MHz

	14
	-30 MHz

	17
	30 MHz

	18
	45 MHz

	19
	45 MHz

	20
	-41 MHz

	21
	48 MHz


b)
The use of other TX channel to RX channel carrier centre frequency separation is not precluded and is intended to form part of a later release.
5.4
Channel arrangement

5.4.1
Channel spacing

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario.
5.4.2
Channel bandwidth

Requirements in present document are specified for the channel bandwidths listed in Table 5.4.2-1
Table 5.4.2-1 Transmission bandwidth configuration NRB in E-UTRA channel bandwidths

	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	Transmission bandwidth configuration NRB
	6
	15 
	25
	50
	75
	100


Figure 5.4.2-1 shows the relation between the Channel bandwidth (BWChannel) and the Transmission bandwidth configuration (NRB). The channel edges are defined as the lowest and highest frequencies of the carrier separated by the channel bandwidth, i.e. at FC +/- BWChannel /2.
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Figure 5.4.2-1 Definition of Channel Bandwidth and Transmission Bandwidth Configuration for one E‑UTRA carrier.
5.4.2.1
Channel bandwidths per operating band
a)
The requirements in this specification apply to the combination of channel bandwidths and operating bands shown in Table 5.4.2.1-1. The transmission bandwidth configuration in Table 5.4.2-1 shall be supported for each of the specified supported channel bandwidths. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.
Table 5.4.2.1-1: E-UTRA channel bandwidth

	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	1
	
	
	Yes
	 Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	3
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes[1]
	
	

	6
	
	
	Yes
	Yes[1]
	
	

	7
	
	
	Yes
	Yes
	Yes
	Yes[1]

	8
	Yes
	Yes
	Yes
	Yes[1]
	
	

	9
	
	
	Yes
	Yes
	Yes[1]
	Yes[1]

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes[1]
	
	

	12
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	13
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	14
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	...
	
	
	
	
	
	

	17
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	18
	
	
	Yes
	Yes[1]
	Yes[1]
	

	19
	
	
	Yes
	Yes[1]
	Yes[1]
	

	20
	
	
	Yes
	Yes[1]
	Yes[1]
	Yes[1]

	21
	
	
	Yes
	Yes[1]
	Yes[1]
	

	…
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes
	Yes

	39
	
	
	Yes
	Yes
	Yes
	Yes

	40
	
	
	Yes
	Yes
	Yes
	Yes

	NOTE 1: bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (Clause 7.3) is allowed.


b)
The use of different (asymmetrical)) channel bandwidth for the TX and RX is not precluded and is intended to form part of a later release.
5.4.3
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.

5.4.4
Carrier frequency and EARFCN
The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 - 65535. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.4.4-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL)

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.4.4-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)

Table 5.4.4-1 E-UTRA channel numbers

	Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	6001199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 20449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4949
	1427.9
	22750
	22750 – 22949

	12
	728
	5000
	5000 – 5179
	698
	23000
	23000 – 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 – 5849
	704
	23730
	23730 – 23849

	18
	860
	5850
	5850 –  5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 –   6149
	830
	24000
	24000 –  24149

	20
	791
	6150
	6150 – 6449
	832
	24150
	24150 – 24449

	21
	1495.9
	7050
	7050 –  7199
	1447.9
	25050
	25050 –  25199

	…
	
	
	
	
	
	

	33
	1900
	36000
	36000 –36199
	1900
	36000
	36000 – 36199

	34
	2010
	36200
	36200 –36349
	2010
	36200
	36200 – 36349

	35
	1850
	36350
	36350 –36949
	1850
	36350
	36350 – 36949

	36
	1930
	36950
	36950 –37549
	1930
	36950
	36950 – 37549

	37
	1910
	37550
	37550 –37749
	1910
	37550
	37550 – 37749

	38
	2570
	37750
	37750 –38249
	2570
	37750
	37750 – 38249

	39
	1880
	38250
	38250 –38649
	1880
	38250
	38250 – 38649

	40
	2300
	38650
	38650 –39649
	2300
	38650
	38650 – 39649

	NOTE: 
The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.


--- Next changed section ---
6.2.2
UE Maximum Output Power
6.2.2.1
Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.
6.2.2.3
Minimum conformance requirements

The following UE Power Classes defines the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.2.3-1: UE Power Class
	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	
	
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	
	
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±2
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	
	
	
	
	23
	±2[2]
	
	

	21
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	
	
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	Note 1: The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2: For transmission bandwidths (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
Note 3:  For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.


The normative reference for this requirement is TS 36.101 clause 6.2.2.
6.2.2.4
Test description
6.2.2.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for Max UE output power testing
	Mod’n
	RB allocation

	
	
	
	FDD
	TDD

	1.4MHz
	
	QPSK 
	1
	1

	1.4MHz
	
	QPSK 
	5
	5

	3MHz
	
	QPSK
	1
	1

	3MHz
	
	QPSK
	4
	4

	5MHz
	
	QPSK 
	1
	1

	5MHz
	
	QPSK 
	8
	8

	10MHz
	
	QPSK 
	1
	1

	10MHz
	
	QPSK 
	12
	12

	15MHz
	
	QPSK 
	1
	1

	15MHz
	
	QPSK 
	16
	16

	20MHz
	
	QPSK 
	1
	1

	20MHz
	
	QPSK 
	18
	18

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2: For E-UTRA bands for which the lower tolerance limit is not relaxed as specified in Table 6.2.2.3-1:

· The 1 RB allocation shall be tested at RB#0 for low and mid range, RB #max for high range test frequency.

· The starting resource block of partial RB allocation shall be RB #0 for low and mid range, RB# (max +1 - RB allocation) for high range test frequency.

Note 3: For E-UTRA bands for which the lower tolerance limit is relaxed as specified in Table 6.2.2.3-1:

· If the test channel bandwidth is larger than 4MHz, then the 1 RB allocation shall be tested at both RB #0 and RB #max. 

· If the test channel bandwidth is smaller or equal to 4MHz, then the 1 RB allocation shall be tested at RB #0.
· If the test channel bandwidth = (FUL_high - FUL_low) specified by the operating band, then only one frequency range shall be tested and the 1 RB allocation shall be tested at RB #0, RB #
[image: image2.wmf]é

ù

2

/

UL

RB

N
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· For partial RB allocation, test frequency is middle range, and the starting resource block shall be RB #0.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.
3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL Reference Measurement channels is set according to Table 6.2.2.4.1-1.
5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.2.2.4.3.
6.2.2.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.2.2.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.
Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits at PUMAXlevel .

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be the continuous duration of one sub-frame (1ms). For TDD slots with transient periods are not under test.
6.2.2.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.

6.2.2.5
Test requirements

The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1.

Table 6.2.2.5-1: UE Power Class test requirements
	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2.7
	
	

	2
	
	
	
	
	23
	±2.72
	
	

	3
	
	
	
	
	23
	±2.72
	
	

	4
	
	
	
	
	23
	±2.7
	
	

	5
	
	
	
	
	23
	±2.7
	
	

	6
	
	
	
	
	23
	±2.7
	
	

	7
	
	
	
	
	23
	±2.72
	
	

	8
	
	
	
	
	23
	±2.72
	
	

	9
	
	
	
	
	23
	±2.7
	
	

	10
	
	
	
	
	23
	±2.7
	
	

	11
	
	
	
	
	23
	±2.7
	
	

	12
	
	
	
	
	23
	±2.72
	
	

	13
	
	
	
	
	23
	±2.7
	
	

	14
	
	
	
	
	23
	±2.7
	
	

	…
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2.7
	
	

	18
	
	
	
	
	23
	±2.7
	
	

	19
	
	
	
	
	23
	±2.7
	
	

	20
	
	
	
	
	20
	±2.7[2]
	
	

	21
	
	
	
	
	23
	±2.7
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2.7
	
	

	34
	
	
	
	
	23
	±2.7
	
	

	35
	
	
	
	
	23
	±2.7
	
	

	36
	
	
	
	
	23
	±2.7
	
	

	37
	
	
	
	
	23
	±2.7
	
	

	38
	
	
	
	
	23
	±2.7
	
	

	39
	
	
	
	
	23
	±2.7
	
	

	40
	
	
	
	
	23
	±2.7
	
	

	…
	
	
	
	
	
	
	
	

	Note 1:
The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support 5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS
Note 2:
For transmission bandwidths (Figure 5.4.2-1, Table 5.4.4-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB (Tolerance = +2.7 / -4.2)
Note 3:  For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.


--- Next changed section ---
6.2.3
Maximum Power Reduction (MPR)

6.2.3.1
Test purpose

The number of RB identified in Table 6.2.2.3-1 is based on meeting the requirements for adjacent channel leakage ratio and the maximum power reduction (MPR) due to Cubic Metric (CM).

Simple scaling can be used to derive the requirement for other bandwidth based on the previously agreed value for 5MHz channel bandwidth.

6.2.3.2
Test applicability

The requirements of this test apply in test cases 6.6.2.1 Spectrum Emission Mask and 6.6.2.3 Adjacent Channel Leakage power Ratio to all types of E-UTRA UE release 8 and forward.
6.2.3.3
Minimum conformance requirements

For UE Power Class 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2.3-1 due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3.3-1.
Table 6.2.3.3-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	Channel bandwidth / Transmission bandwidth configuration [RB]
	MPR (dB)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
	> 5
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2


For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5.3 apply.

The normative reference for this requirement is TS 36.101 clause 6.2.3.
6.2.3.4
Test description

6.2.3.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, 10MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for Maximum Power Reduction (MPR) test case
	Mod’n
	RB allocation

	
	
	
	FDD
	TDD

	1.4MHz
	
	QPSK
	5
	5

	1.4MHz
	
	QPSK 
	6
	6

	1.4MHz
	
	16QAM
	5
	5

	1.4MHz
	
	16QAM
	6
	6

	3.0MHz
	
	QPSK
	4
	4

	3.0MHz
	
	QPSK 
	15
	15

	3.0MHz
	
	16QAM
	4
	4

	3.0MHz
	
	16QAM
	15
	 15

	5MHz
	
	QPSK
	8
	8

	5MHz
	
	QPSK 
	25
	 25

	5MHz
	
	16QAM
	8
	8

	5MHz
	
	16QAM
	25
	 25

	10MHz
	
	QPSK
	12
	12

	10MHz
	
	QPSK 
	50
	 50

	10MHz
	
	16QAM
	12
	12

	10MHz
	
	16QAM
	50
	 50

	15MHz
	
	QPSK
	16
	16

	15MHz
	
	QPSK 
	75
	 75

	15MHz
	
	16QAM
	16
	16

	15MHz
	
	16QAM
	75
	 75

	20MHz
	
	QPSK
	18
	18

	20MHz
	
	QPSK 
	100
	 100

	20MHz
	
	16QAM
	18
	18

	20MHz
	
	16QAM
	100
	 100

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2: For low range frequency, the starting resource block of partial RB allocation shall be RB# (max + 1 - RB allocation) of the channel bandwidth.
Note 3: For middle range frequency, the starting resource block of partial RB allocation shall be RB# 0 and RB# (max + 1- RB allocation) of the channel bandwidth.
Note 4: For high range frequency, the starting resource block of partial RB allocation shall be RB# 0 of the channel bandwidth.


1.
Connect the SS and interfering sources to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL Reference Measurement channels are set according to Table 6.2.3.4.1-1.
5.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.2.2.4.3.

6.2.3.4.2
Test procedure

a) 1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.2.3.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC

b) 2.
Send continuously uplink power control “up” commands in the uplink scheduling information to the UE to ensure that the UE transmits at PUMAX  level.

c) 3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode.  The period of measurement shall be at least the continuous duration one sub-frame (1ms). For TDD slots with transient periods are not under test.

6.2.3.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6.

6.2.3.5
Test requirements

The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.3.5-1.

Table 6.2.3.5-1: UE Power Class test requirements

	E-UTRA Band
	Class 1 (dBm)
	Tol. (Db)
	Class 2 (dBm)
	Tol.   (dB)
	Class 3 (dBm)
	QPSK full RB allocation Tol.    (dB))
	16QAM partial RB allocation Tol.    (dB)
	16QAM full RB allocation Tol.    (dB)

	1
	
	
	
	
	23
	+2.7 /

-3.7 
	+2.7 /

-3.7 
	+2.7 /

-4.7 

	2
	
	
	
	
	23
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-4.7

	3
	
	
	
	
	23
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-4.7

	4
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	5
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	6
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	7
	
	
	
	
	23
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-4.7

	8
	
	
	
	
	23
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-4.7

	9
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	10
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	11
	
	
	
	
	23
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-4.7

	12
	
	
	
	
	23
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-3.7
	+2.7 / 1,2
-4.7

	13
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	14
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	…
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	18
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	19
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	20
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	21
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	...
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	34
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	35
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	36
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	37
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	38
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	39
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	40
	
	
	
	
	23
	+2.7 /

-3.7
	+2.7 /

-3.7
	+2.7 /

-4.7

	Note 1: For transmission configurations (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB

Note 2: For the UE maximum output power modified by MPR, the power limits specified in Table 6.2.5.3-1 apply


--- Next changed section ---
6.2.4
Additional Maximum Power Reduction (A-MPR)

6.2.4.1
Test purpose

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2.3-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
6.2.4.2
Test applicability

The requirements of this test apply in test case 6.6.2.2 Additional Spectrum Emission Mask for network signalled values NS_03, NS_04, NS_06 and NS_07 to all types of E-UTRA UE release 8 and forward.

The requirements of this test apply in test case 6.6.3.3 Additional Spurious Emissions for network signalled values NS_05, NS_07 and NS_08, NS_09 to all types of E-UTRA UE release 8 and forward.

6.2.4.3
Minimum conformance requirements
For UE Power Class 3 the specific requirements and identified sub-clauses are specified in Table 6.2.4.3-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.3.-1 and 6.2.4.3-2 are in addition to the allowed MPR requirements specified in clause 6.2.3. For the UE maximum output power modified by A-MPR, the power limits specified in clause 6.2.5 apply.

Table 6.2.4.3-1: Additional Maximum Power Reduction (A-MPR) / Spectrum Emission requirements
	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks
	A-MPR (dB)

	NS_01
	NA
	NA
	NA
	NA
	NA

	NS_03
	6.6.2.2.3.1
	2,4,35,36
	3
	>5 
	≤ 1

	
	6.6.2.2.3.1
	2,4,10,35,36
	5
	>6
	≤ 1

	
	6.6.2.2.3.1
	2,4,10,35,36
	10
	>6
	≤ 1

	
	6.6.2.2.3.1
	2,4,10,35,36
	15
	>8
	≤ 1

	
	6.6.2.2.3.1
	2,4,10,35,36
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.3.2
	TBD
	TBD
	TBD
	TBD

	NS_05
	6.6.3.3.3.1
	1
	10,15,20
	≥ 50 for QPSK
	≤ 1

	NS_06
	6.6.2.2.3.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	n/a
	n/a

	NS_07
	6.6.2.2.3.3

6.6.3.3.3.2
	13
	10
	Table 6.2.4.3-2
	Table 6.2.4.3-2

	NS_08
	6.6.3.3.3.3
	19
	10, 15
	> 29
	≤ 1

	
	
	
	
	> 39
	≤ 2

	
	
	
	
	> 44
	≤ 3

	[NS_09]
	6.6.3.3.3.4
	21
	TBD
	TBD
	TBD

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-


Table 6.2.4.3-2: A-MPR for “NS_07”
	 
	Region A
	Region B
	Region C

	RB_start1
	0 – 12
	13 –18
	19 – 42
	43 – 49

	L_CRB2 [RBs]
	6 – 8
	1 to 5 and 9-50
	<8
	≥8
	<18
	≥18
	≤2
	>2

	 A-MPR [dB]
	8
	12
	0
	12
	0
	6
	3
	0

	Note 1: RB_start indicates the lowest RB index of transmitted resource blocks

Note 2: L_CRB is the length of a contiguous resource block allocation

Note 3: For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.
Note 4: For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


6.2.4.4
Test description
6.2.4.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in tables 6.2.4.4.1-1 through table 6.2.4.4.1-6. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.4.4.1-1: Test Configuration Table (network signalled value "NS_03")
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest, 5MHz, 10MHz, Highest

	Test Parameters for NS_03 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration

ID
	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	
	FDD
	TDD
	
	FDD
	TDD

	1
	1.4MHz
	N/A for A-MPR testing.
	QPSK
	6
	6

	2
	1.4MHz
	
	QPSK
	5
	5

	3
	1.4MHz
	
	16QAM
	5
	5

	4
	3MHz
	
	QPSK
	15
	15

	5
	3MHz
	
	QPSK
	4
	4

	6
	3MHz
	
	16QAM
	15
	15

	7
	3MHz
	
	16QAM
	4
	4

	8
	5MHz
	
	QPSK
	25
	25

	9
	5MHz
	
	QPSK
	8
	8

	10
	5MHz
	
	QPSK
	6
	6

	11
	5MHz
	
	16QAM
	25
	25

	12
	5MHz
	
	16QAM
	8
	8

	13
	10MHz
	
	QPSK
	50
	50

	14
	10MHz
	
	QPSK
	12
	12

	15
	10MHz
	
	QPSK
	6
	6

	16
	10MHz
	
	16QAM
	50
	50

	17
	10MHz
	
	16QAM
	12
	12

	18
	15MHz
	
	QPSK
	75
	75

	19
	15MHz
	
	QPSK
	16
	16

	20
	15MHz
	
	QPSK
	8
	8

	21
	15MHz
	
	16QAM
	75
	75

	22
	15MHz
	
	16QAM
	16
	16

	23
	20MHz
	
	QPSK
	100
	100

	24
	20MHz
	
	QPSK
	18
	18

	25
	20MHz
	
	QPSK
	10
	10

	26
	20MHz
	
	16QAM
	100
	100

	27
	20MHz
	
	16QAM
	18
	18

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2:  The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE. 
Note 3: For low range frequency, the starting resource block of partial RB allocation shall be RB# (max +1 - RB allocation) of the channel bandwidth.
Note 4: For middle range frequency, the starting resource block of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.
Note 5: For high range frequency, the starting resource block of partial RB allocation shall be RB# 0 of the channel bandwidth.


Table 6.2.4.4.1-2: Test Configuration Table (network signalled value “NS_04”)
FFS

Table 6.2.4.4.1-3: Test Configuration Table (network signalled value "NS_05")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range

In case of Low range:

-
For 5MHz channel bandwidth: UL 1927.2MHz (N_UL = 18072), DL 2117.2MHz (N_DL = 72) and UL 1931.1MHz (N_UL = 18111) DL 2121.1 MHz (N_DL = 111)
-
For 10MHz: UL 1934.7MHz (N_UL = 18147), DL 2124.7MHz (N_DL = 147)
-
For 20MHz channel bandwidth: Not available

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	5MHz, 10MHz, 15MHz, 20MHz

	Test Parameters for NS_05 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration

ID
	Ch BW
	Mod’n
	RB allocation FDD
	Mod’n
	RB allocation FDD

	1
	5MHz
	N/A for A-MPR testing
	QPSK
	1

	2
	5MHz
	
	QPSK
	25

	3
	10MHz
	
	QPSK
	1

	4
	10MHz
	
	QPSK 
	12

	5
	10MHz
	
	QPSK
	48

	6
	10MHz
	
	QPSK 
	50

	7
	15MHz
	
	QPSK
	1

	8
	15MHz
	
	QPSK 
	16

	9
	15MHz
	
	QPSK
	48

	10
	15MHz
	
	QPSK 
	75

	11
	20MHz
	
	QPSK
	1

	12
	20MHz
	
	QPSK 
	18

	13
	20MHz
	
	QPSK
	48

	14
	20MHz
	
	QPSK 
	100

	Note 1. The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 2. The starting resource block of partial RB allocation shall be RB# 0 of the channel bandwidth.

Note 3:  The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE.

Note 4: Low range frequencies for 5MHz channel bandwidth in case of network signalled “NS_05” shall be reviewed after June 2012 because of PHS band operation change.


Table 6.2.4.4.1-4: Test Configuration Table (network signalled value "NS_06")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest, 5MHz, 10MHz, Highest

	Test Parameters for NS_06 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration

ID
	Ch BW
	Mod’n
	RB allocation FDD
	Mod’n
	RB allocation FDD

	1
	1.4MHz
	N/A for A-MPR testing
	QPSK
	6

	2
	1.4MHz
	
	QPSK 
	5

	3
	1.4MHz
	
	16QAM
	5

	4
	3MHz
	
	QPSK 
	15

	5
	3MHz
	
	QPSK
	4

	6
	3MHz
	
	16QAM
	4

	7
	5MHz
	
	QPSK
	25

	8
	5MHz
	
	QPSK
	8

	9
	5MHz
	
	16QAM
	8

	10
	10MHz
	
	QPSK
	50

	11
	10MHz
	
	QPSK
	12

	12
	10MHz
	
	16QAM
	12

	13
	15MHz
	
	QPSK
	75

	14
	15MHz
	
	QPSK
	16

	15
	15MHz
	
	16QAM
	16

	16
	20MHz
	
	QPSK
	100

	17
	20MHz
	
	QPSK
	18

	18
	20MHz
	
	16QAM
	18

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2:  The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE.

Note 3: For low range frequency, the starting resource block of partial RB allocation shall be RB# (max +1 - RB allocation) of the channel bandwidth.
Note 4: For middle range frequency, the starting resource block of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.
Note 5: For high range frequency, the starting resource block of partial RB allocation shall be RB# 0 of the channel bandwidth.


Table 6.2.4.4.1-5: Test Configuration Table (network signalled value "NS_07")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Mid range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	10MHz

	Test Parameters for NS_07 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	
	
	
	 
	
	 
	

	Configuration

ID
	Ch BW
	Mod’n 
	 RB allocation

FDD
	Mod’n
	RB allocation

FDD
	RB_start

FDD

	1
	10MHz
	N/A for A-MPR testing
	QPSK 
	1
	0

	2
	10MHz
	
	QPSK
	8
	0

	3
	10MHz
	
	QPSK
	6
	13

	4
	10MHz
	
	QPSK
	20
	13

	5
	10MHz
	
	QPSK
	12
	13

	6
	10MHz
	
	16QAM
	36
	13

	7
	10MHz
	
	QPSK
	16
	19

	8
	10MHz
	
	QPSK
	12
	19

	9
	10MHz
	
	16QAM
	16
	19

	10
	10MHz
	
	QPSK 
	 30
	19

	11
	10MHz
	
	16QAM
	 30
	19

	12
	10MHz
	
	QPSK
	6
	43

	13
	10MHz
	
	QPSK
	2
	48

	14
	10MHz
	
	QPSK
	50
	0

	15
	10MHz
	
	QPSK
	12
	0

	16
	10MHz
	
	16QAM
	50
	0

	Note 1:  The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE.


Table 6.2.4.4.1-6: Test Configuration Table (network signalled value "NS_08")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	5MHz, 10MHz, 15MHz

	Test Parameters for NS_08 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration

ID
	Ch BW
	Mod’n
	RB allocation FDD
	Mod’n
	RB allocation FDD

	1
	5MHz
	N/A for A-MPR testing
	QPSK
	1

	2
	5MHz
	
	QPSK
	8

	3
	5MHz
	
	QPSK
	25

	4
	10MHz
	
	QPSK
	1

	5
	10MHz
	
	QPSK
	12

	6
	10MHz
	
	QPSK 
	28

	7
	10MHz
	
	QPSK
	39

	8
	10MHz
	
	QPSK 
	44

	9
	10MHz
	
	QPSK
	50

	10
	10MHz
	
	16QAM
	50

	11
	15MHz
	
	QPSK
	1

	12
	15MHz
	
	QPSK
	16

	13
	15MHz
	
	QPSK 
	28

	14
	15MHz
	
	QPSK
	39

	15
	15MHz
	
	QPSK 
	44

	16
	15MHz
	
	QPSK
	75

	17
	15MHz
	
	16QAM
	75

	Note 1:  The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE.
Note 2. The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 3: The starting resource block of partial RB allocation shall be RB# (max + 1 - RB allocation) of the channel bandwidth


Table 6.2.4.4.1-7: Test Configuration Table (network signalled value “NS_[09]”)
FFS
1.
Connect the SS to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1, and C.3.0, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channels are set according to the applicable table from Table 6.2.4.4.1-1 to Table 6.2.4.4.1-6.

5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.2.4.4.3.
6.2.4.4.2
Test procedure
1. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to the applicable table from Table 6.2.4.4.1-1 to Table 6.2.4.4.1-6. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.
Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration one sub-frame (1ms). For TDD slots with transient periods are not under test.
6.2.4.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions for each network signalled value.
6.2.4.4.3.1
Message contents exceptions (network signalled value "NS_03")
1. Information element additionalSpectrumEmission is set to NS_03. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.1-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_03”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	3 (NS_03)
	
	


6.2.4.4.3.2
Message contents exceptions (network signalled value "NS_04")
1. Information element additionalSpectrumEmission is set to NS_04. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.2-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_04”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	4 (NS_04)
	
	


6.2.4.4.3.3
Message contents exceptions (network signalled value "NS_05”)
1. Information element additionalSpectrumEmission is set to NS_05. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.3-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_05”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	5 (NS_05)
	
	


6.2.4.4.3.4
Message contents exceptions (network signalled value "NS_06")
1. Information element additionalSpectrumEmission is set to NS_06. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.4-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_06”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	6 (NS_06)
	
	


6.2.4.4.3.5
Message contents exceptions (network signalled value “NS_07”)
1. Information element additionalSpectrumEmission is set to NS_07. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.5-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_07”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	7 (NS_07)
	
	


6.2.4.4.3.6
Message contents exceptions (network signalled value “NS_08”)
1.  
Information element additionalSpectrumEmission is set to NS_08. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.6-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_08”
	· Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	8 (NS_08)
	
	


6.2.4.4.3.7
Message contents exceptions (network signalled value “NS_[09]”)
1.  
Information element additionalSpectrumEmission is set to NS_[09]. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.2.4.4.3.6-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_[09]”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	TBD
	
	


6.2.4.5
Test requirements
The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from Table 6.2.4.5-1 to Table 6.2.4.5-8. The allowed A-MPR values specified in Table 6.2.4.3-1 are in addition to the allowed MPR requirements specified in clause 6.2.3. For the UE maximum output power modified by MPR and/or A-MPR , the power limits specified in Table 6.2.5.3-1 apply.
Table 6.2.4.5-1: UE Power Class test requirements (network signalled value "NS_03" for Bands 4, 10, 35, and 36)
	Configuration ID
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-3.7

	2
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-2.7

	3
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-3.7

	4
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-4.7

	5
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-2.7

	6
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-6.2

	7
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-3.7

	8
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	9
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-3.7

	10
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-2.7

	11
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-6.2

	12
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	13
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	14
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-3.7

	15
	4,10,35,36
	
	
	
	
	23
	+2.7 / 

-2.7

	16
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-6.2

	17
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	18
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	19
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-3.7

	20
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-2.7

	21
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-6.2

	22
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	23
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7

	24
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-3.7

	25
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-2.7

	26
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-6.2

	27
	4,10,35,36
	
	
	
	
	23
	+2.7 /

-4.7


Table 6.2.4.5-2: UE Power Class test requirements (network signalled value "NS_03" for Band 2)
	Configuration ID
	EUTRA band
	Test

Freq.
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	2
	Mid
	
	
	
	
	23
	+2.7 / 

-3.7

	1
	2
	Low, High
	
	
	
	
	23
	+2.7 / 

-4.7

	2
	2
	Mid
	
	
	
	
	23
	+2.7 / 

-2.7

	2
	2
	Low, High
	
	
	
	
	23
	+2.7 / 

-4.2

	3
	2
	Mid
	
	
	
	
	23
	+2.7 / 

-3.7

	3
	2
	Low, High
	
	
	
	
	23
	+2.7 / 

-4.7

	4
	2
	Mid
	
	
	
	
	23
	+2.7 / 

-4.7

	4
	2
	Low, High
	
	
	
	
	23
	+2.7 / 

-7.7

	5
	2
	Mid
	
	
	
	
	23
	+2.7 /

-2.7

	5
	2
	Low, High
	
	
	
	
	23
	+2.7 /

-4.2

	6
	2
	Mid
	
	
	
	
	23
	+2.7 / 

-6.2

	6
	2
	Low, High
	
	
	
	
	23
	+2.7 / 

-9.2

	7
	2
	Mid
	
	
	
	
	23
	+2.7 / 

-3.7

	7
	2
	Low, High
	
	
	
	
	23
	+2.7 / 

-5.7

	8
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	9
	2
	All


	
	
	
	
	23
	+2.7 /

-3.7

	10
	2
	All


	
	
	
	
	23
	+2.7 / 

-2.7

	11
	2
	All
	
	
	
	
	23
	+2.7 / 

-6.2

	12
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	13
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	14
	2
	All


	
	
	
	
	23
	+2.7 / 

-3.7

	15
	2
	All


	
	
	
	
	23
	+2.7 / 

-2.7

	16
	2
	All


	
	
	
	
	23
	+2.7 /

-6.2

	17
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	18
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	19
	2
	All


	
	
	
	
	23
	+2.7 /

-3.7

	20
	2
	All


	
	
	
	
	23
	+2.7 /

-2.7

	21
	2
	All


	
	
	
	
	23
	+2.7 /

-6.2

	22
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	23
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7

	24
	2
	All


	
	
	
	
	23
	+2.7 /

-3.7

	25
	2
	All


	
	
	
	
	23
	+2.7 /

-2.7

	26
	2
	All


	
	
	
	
	23
	+2.7 /

-6.2

	27
	2
	All


	
	
	
	
	23
	+2.7 /

-4.7


Table 6.2.4.5-3: UE Power Class test requirements (network signalled value "NS_04")
FFS

Table 6.2.4.5-4: UE Power Class test requirements (network signalled value "NS_05")
	Configuration ID
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	2
	1
	
	
	
	
	23
	+2.7 / 

-3.7

	3
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	4
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	5
	1
	
	
	
	
	23
	+2.7 /

-3.7

	6
	1
	
	
	
	
	23
	+2.7 /

-4.7

	7
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	8
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	9
	1
	
	
	
	
	23
	+2.7 /

-3.7

	10
	1
	
	
	
	
	23
	+2.7 /

-4.7

	11
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	12
	1
	
	
	
	
	23
	+2.7 / 

-2.7

	13
	1
	
	
	
	
	23
	+2.7 /

-3.7

	14
	1
	
	
	
	
	23
	+2.7 /

-4.7


Table 6.2.4.5-5: UE Power Class test requirements (network signalled value "NS_06" for Bands 13, 14, and 17)
	Configuration ID
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	13,14,17
	
	
	
	
	23
	+2.7 / 

-3.7

	2
	13,14,17
	
	
	
	
	23
	+2.7 /

-2.7

	3
	13,14,17
	
	
	
	
	23
	+2.7 / 

-2.7

	4
	13,14,17
	
	
	
	
	23
	+2.7 / 

-3.7

	5
	13,14,17
	
	
	
	
	23
	+2.7 /

-2.7

	6
	13,14,17
	
	
	
	
	23
	+2.7 / 

-3.7

	7
	13,14,17
	
	
	
	
	23
	+2.7 / 

-3.7

	8
	13,14,17
	
	
	
	
	23
	+2.7 /

-2.7

	9
	13,14,17
	
	
	
	
	23
	+2.7 / 

-3.7

	10
	13,14,17
	
	
	
	
	23
	+2.7 /

-3.7

	11
	13,14,17
	
	
	
	
	23
	+2.7 /

-2.7

	12
	13,14,17
	
	
	
	
	23
	+2.7 /

-3.7

	13
	13,14,17
	
	
	
	
	23
	+2.7 /

-3.7

	14
	13,14,17
	
	
	
	
	23
	+2.7 /

-2.7

	15
	13,14,17
	
	
	
	
	23
	+2.7 /

-3.7

	16
	13,14,17
	
	
	
	
	23
	+2.7 /

-3.7

	17
	13,14,17
	
	
	
	
	23
	+2.7 /

-2.7

	18
	13,14,17
	
	
	
	
	23
	+2.7 /

-3.7


Table 6.2.4.5-6: UE Power Class test requirements (network signalled value "NS_06" for Band 12)
	Configuration ID
	EUTRA band
	Test

Freq.
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	12
	Mid
	
	
	
	
	23
	+2.7 / 

-3.7

	1
	12
	Low, High
	
	
	
	
	23
	+2.7 / 

-5.7

	2
	12
	Mid
	
	
	
	
	23
	+2.7 /

-2.7

	2
	12
	Low, High
	
	
	
	
	23
	+2.7 /

-4.2

	3
	12
	Mid
	
	
	
	
	23
	+2.7 / 

-2.7

	3
	12
	Low, High
	
	
	
	
	23
	+2.7 / 

-4.2

	4
	12
	Mid
	
	
	
	
	23
	+2.7 / 

-3.7

	4
	12
	Low, High
	
	
	
	
	23
	+2.7 / 

-5.7

	5
	12
	Mid
	
	
	
	
	23
	+2.7 /

-2.7

	5
	12
	Low, High
	
	
	
	
	23
	+2.7 /

-4.2

	6
	12
	Mid
	
	
	
	
	23
	+2.7 / 

-3.7

	6
	12
	Low, High
	
	
	
	
	23
	+2.7 / 

-5.7

	7
	12
	All
	
	
	
	
	23
	+2.7 / 

-3.7

	8
	12
	All
	
	
	
	
	23
	+2.7 /

-2.7

	9
	12
	All
	
	
	
	
	23
	+2.7 / 

-3.7

	10
	12
	All
	
	
	
	
	23
	+2.7 /

-3.7

	11
	12
	All
	
	
	
	
	23
	+2.7 /

-2.7

	12
	12
	All
	
	
	
	
	23
	+2.7 /

-3.7

	13
	12
	All
	
	
	
	
	23
	+2.7 /

-3.7

	14
	12
	All
	
	
	
	
	23
	+2.7 /

-2.7

	15
	12
	All
	
	
	
	
	23
	+2.7 /

-3.7

	16
	12
	All
	
	
	
	
	23
	+2.7 /

-3.7

	17
	12
	All
	
	
	
	
	23
	+2.7 /

-2.7

	18
	12
	All
	
	
	
	
	23
	+2.7 /

-3.7


Table 6.2.4.5-7: UE Power Class test requirements (network signalled value "NS_07")
	Configuration ID
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	13
	
	
	
	
	23
	+2.7 /

-18.7

	2
	13
	
	
	
	
	23
	+2.7 /

-13.7

	3
	13
	
	
	
	
	23
	+2.7 /

-2.7

	4
	13
	
	
	
	
	23
	+2.7 /

-19.7

	5
	13
	
	
	
	
	23
	+2.7 /

-18.7

	6
	13
	
	
	
	
	23
	+2.7 /

-20.7

	7
	13
	
	
	
	
	23
	+2.7 /

-3.7

	8
	13
	
	
	
	
	23
	+2.7 /

-2.7

	9
	13
	
	
	
	
	23
	+2.7 /

-4.7

	10
	13
	
	
	
	
	23
	+2.7 /

-12.7

	11
	13
	
	
	
	
	23
	+2.7 /

-13.7

	12
	13
	
	
	
	
	23
	+2.7 /

-2.7

	13
	13
	
	
	
	
	23
	+2.7 /

-6.2

	14
	13
	
	
	
	
	23
	+2.7 /

-19.7

	15
	13
	
	
	
	
	23
	+2.7 /

-18.7

	16
	13
	
	
	
	
	23
	+2.7 /

-20.7


Table 6.2.4.5-8: UE Power Class test requirements (network signalled value "NS_08")
	Configuration ID
	EUTRA band
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	19
	
	
	
	
	23
	+2.7 / 

-2.7

	2
	19
	
	
	
	
	23
	+2.7 / 

-2.7

	3
	19
	
	
	
	
	23
	+2.7 / 

-3.7

	4
	19
	
	
	
	
	23
	+2.7 / 

-2.7

	5
	19
	
	
	
	
	23
	+2.7 / 

-2.7

	6
	19
	
	
	
	
	23
	+2.7 /

-3.7

	7
	19
	
	
	
	
	23
	+2.7 /

-4.7

	8
	19
	
	
	
	
	23
	+2.7 /

-6.2

	9
	19
	
	
	
	
	23
	+2.7 /

-8.2

	10
	19
	
	
	
	
	23
	+2.7 /

-9.7

	11
	19
	
	
	
	
	23
	+2.7 / 

-2.7

	12
	19
	
	
	
	
	23
	+2.7 / 

-2.7

	13
	19
	
	
	
	
	23
	+2.7 /

-3.7

	14
	19
	
	
	
	
	23
	+2.7 /

-4.7

	15
	19
	
	
	
	
	23
	+2.7 /

-6.2

	16
	19
	
	
	
	
	23
	+2.7 /

-8.2

	17
	19
	
	
	
	
	23
	+2.7 /

-9.7


Table 6.2.4.5-9: UE Power Class test requirements (network signalled value "NS_[09]")
FFS

--- Next changed section ---
6.6.3.2
Spurious emission band UE co-existence

6.6.3.2.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.

6.6.3.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.3.2.3
Minimum conformance requirements

This clause specifies the requirements for the specified E-UTRA band as indicated in Table 6.6.3.2.3-1.
Table 6.6.3.2.3-1: Spurious emission band UE co-existence limits
	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note 6, 7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, 8

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	7
	E-UTRA Band  1, 3, 7, 8, 20, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 20, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	Frequency range
	1475.9
	-
	1510.9
	-50
	1
	

	
	E-UTRA Band  1, 9, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	12
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	17
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	18
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	- 
	1915.7
	
	
	Note8

	19
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	20


	E-UTRA Band  1, 3, 7, 8, 33, 34, 38, 39, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570
	-
	2586
	-36
	0.1
	Note 2,4

	21
	Frequency range
	1475.9
	-
	1510.9
	-35
	1
	Note10

	
	E-UTRA Band  1, 9, 34
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	- 
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 20, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 20, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 20, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	NOTE 1: FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

NOTE 2: As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1.3-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.4.2-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth.

NOTE 3: To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4: Requirements are specified in terms of E-UTRA sub-bands

NOTE 5: For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6: Applicable when NS_05 in section 6.6.3.3.3.1 is signalled by the network.

NOTE 7: Applicable when co-existence with PHS system operating in 1884.5 -1919.6MHz.

NOTE 8: Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9: Applicable when NS_08 in section 6.6.3.3.3.3 is signalled by the network
NOTE 10: Applicable when NS_[09] in section 6.6.3.3.4 is signalled by the network


NOTE: Bands 1,6,9,11,34 in the tables shall be reviewed after June 2012 because of PHS band operation change
The normative reference for this requirement is TS 36.101 [2] subclause 6.6.3.2.

6.6.3.2.4
Test description

6.6.3.2.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in Table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 6.6.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.6.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	N/A for Spurious Emissions testing
	QPSK 
	6
	6

	1.4MHz
	
	QPSK 
	1
	1

	3MHz
	
	QPSK 
	15
	15

	3MHz
	
	QPSK 
	1
	1

	5MHz
	
	QPSK 
	25
	25

	5MHz
	
	QPSK 
	1
	1

	10MHz
	
	QPSK 
	50
	50

	10MHz
	
	QPSK 
	1
	1

	15MHz
	
	QPSK 
	75
	75

	15MHz
	
	QPSK 
	1
	1

	20MHz
	
	QPSK 
	100
	100

	20MHz
	
	QPSK 
	1
	1

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2: The 1 RB allocation shall be tested at both RB #0 and RB #max.


1.
Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL Reference Measurement channels are set according to Table 6.6.3.2.4.1-1.
5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.6.3.2.4.3.

6.6.3.2.4.2
Test procedure

1. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.6.3.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2. Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3.
Measure the power of the transmitted signal with a measurement filter of bandwidths according to table 6.6.3.2.5-1. The center frequency of the filter shall be stepped in contiguous steps according to table 6.6.3.2.5-1. The measured power shall be recorded for each step. The measurement period shall capture the active TSs.
6.6.3.2.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.

6.6.3.2.5
Test requirement

The measured average power of spurious emission [in one active slot], derived in step 2, shall not exceed the described value in tables 6.6.3.2.5-1.

Table 6.6.3.2.5-1: Spurious emission band UE co-existence limits
	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 21, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note 6, 7

	
	
	1884.5
	-
	1915.7
	
	
	Note 6, 8

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 20, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	7
	E-UTRA Band  1, 3, 7, 8, 20, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 20, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	Frequency range
	1475.9
	-
	1510.9
	-50
	1
	

	
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	12
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	17
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low
	-
	FDL_high
	-50
	1
	

	18
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	
	895
	-40
	1
	

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	
	1915.7
	
	
	Note8

	19
	E-UTRA Band  1, 9, 11, 21, 34
	FDL_low  
	
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	
	895
	-40
	1
	Note9

	
	Frequency range
	1884.5
	
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	
	1915.7
	
	
	Note8

	20


	E-UTRA Band  1, 3, 7, 8, 33, 34, 38, 39, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570
	-
	2586
	-36
	0.1
	Note 2,4

	21
	Frequency range
	1475.9
	-
	1510.9
	-35
	1
	Note10

	
	E-UTRA Band  1, 9, 34
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	- 
	1919.6
	-41
	0.3
	Note7

	
	
	1884.5
	-
	1915.7
	
	
	Note8

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 21, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	Note7 

	
	
	1884.5
	-
	1915.7
	
	
	Note8 

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 20, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 20, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	NOTE 1: FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

NOTE 2: As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1.3-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions.  An exception is allowed if there is at least one individual RE within the transmission bandwidth (see Figure 5.4.2-1) for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth.

NOTE 3: To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4: Requirements are specified in terms of E-UTRA sub-bands

NOTE 5: For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6: Applicable when NS_05 in section 6.6.3.3.3.1 is signalled by the network.

NOTE 7: Applicable when co-existence with PHS system operating in 1884.5 -1919.6MHz.

NOTE 8: Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9: Applicable when NS_08 in section 6.6.3.3.3.3 is signalled by the network
NOTE 10: Applicable when NS_[09] in section 6.6.3.3.4 is signalled by the network


NOTE: Bands 1,6,9,11,34 in the tables shall be reviewed after June 2012 because of PHS band operation change
--- Next changed section ---
6.6.3.3
Additional spurious emissions

6.6.3.3.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions under the deployment scenarios where additional requirements are specified.

6.6.3.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 8 and forward.

6.6.3.3.3
Minimum conformance requirements
6.6.3.3.3.1
Minimum conformance requirements (network signalled value "NS_05")
When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.3.1-1: Additional requirements (PHS) limits

	Frequency band
 (MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	NOTE 1: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6MHz)+ 4 MHz + the Channel BW assigned. Operations below this point are for further study.

NOTE 2: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.


NOTE: Notes in the tables shall be reviewed after June 2012 because of PHS band operation change
The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3.1.

6.6.3.3.3.2
Minimum conformance requirements (network signalled value “NS_07")

When “NS 07” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.2-1.

Table 6.6.3.3.3.2-1: Additional requirements

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz


	

	763 ≤ f  ≤ 775
	-57
	6.25 kHz


The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3.2.
6.6.3.3.3.3
Minimum requirement (network signalled value “NS_08”)

When “NS 08” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3-1 Additional requirement

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5MHz
	10MHz
	15MHz
	

	860 ≤ f  ≤ 895
	-40
	-40
	-40
	1 MHz


6.6.3.3.3.4 
Minimum requirement (network signalled value “NS_[09]”)

When “NS [09]” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.4-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3.4-1 Additional requirement

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5MHz
	10MHz
	15MHz
	

	1475.9 ≤ f  ≤ 1510.9
	-35
	-35
	-35
	1 MHz


6.6.3.3.4
Test description

6.6.3.3.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.3.3.4.1-1, 6.6.3.3.4.1-2, and 6.6.3.3.4.1-3. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.6.3.3.4.1-1: Test Configuration Table (network signalled value “NS_05”)
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range

In case of Low range:

· For 5MHz channel bandwidth: UL 1927.2MHz (N_UL = 18072), DL 2117.2MHz (N_DL = 72) and UL 1931.1MHz (N_UL = 18111) DL 2121.1 MHz (N_DL = 111)
· For 10MHz: UL 1934.7MHz (N_UL = 18147), DL 2124.7MHz (N_DL = 147)
· For 20MHz channel bandwidth: Not available

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz, 10MHz, 20MHz

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	5MHz
	N/A for Additional Spurious Emissions testing
	QPSK
	1
	N/A

	5MHz
	
	QPSK 
	25
	

	10MHz
	
	QPSK
	1
	

	10MHz
	
	QPSK 
	12
	

	10MHz
	
	QPSK
	48
	

	10MHz
	
	QPSK 
	50
	

	15MHz
	
	QPSK
	1
	

	15MHz
	
	QPSK 
	16
	

	15MHz
	
	QPSK
	48
	

	15MHz
	
	QPSK 
	75
	

	20MHz
	
	QPSK
	1
	

	20MHz
	
	QPSK 
	18
	

	20MHz
	
	QPSK
	48
	

	20MHz
	
	QPSK 
	100
	

	Note 1. The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 2. The starting resource block of partial RB allocation shall be RB# 0 of the channel bandwidth.
Note 3: Low range frequencies for 5MHz channel bandwidth in case of network signalled “NS_05” shall be reviewed after June 2012 because of PHS band operation change.


Table 6.6.3.3.4.1-2: Test Configuration Table (network signalled value "NS_07")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	Mid range

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	10MHz

	Test Parameters for Channel Bandwidths

	
	
	Downlink Configuration
	Uplink Configuration

	
	
	
	 
	
	 
	

	Test Number
	Ch BW
	Mod’n 
	 RB allocation
	Mod’n
	RB allocation
	RB_start

	 1
	10MHz
	N/A for Additional Spurious Emissions testing.
	QPSK 
	1
	0

	2
	10MHz
	
	QPSK
	8
	0

	3
	10MHz
	
	QPSK
	6
	13

	4
	10MHz
	
	QPSK
	20
	13

	5
	10MHz
	
	QPSK
	12
	13

	6
	10MHz
	
	16QAM
	36
	13

	7
	10MHz
	
	QPSK
	16
	19

	8
	10MHz
	
	QPSK
	12
	19

	9
	10MHz
	
	16QAM
	16
	19

	10
	10MHz
	
	QPSK 
	 30
	19

	11
	10MHz
	
	16QAM
	 30
	19

	12
	10MHz
	
	QPSK
	6
	43

	13
	10MHz
	
	QPSK
	2
	48

	14
	10MHz
	
	QPSK
	50
	0

	15
	10MHz
	
	QPSK
	12
	0

	16
	10MHz
	
	16QAM
	50
	0


Table 6.6.3.3.4.1-3: Test Configuration Table (network signalled value “NS_08”)
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	5MHz, 10MHz, 15MHz

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	5MHz
	N/A for Additional Spurious Emissions testing
	QPSK
	1
	N/A

	5MHz
	
	QPSK
	8
	

	5MHz
	
	QPSK 
	25
	

	10MHz
	
	QPSK
	1
	

	10MHz
	
	QPSK
	12
	

	10MHz
	
	QPSK 
	28
	

	10MHz
	
	QPSK
	39
	

	10MHz
	
	QPSK 
	44
	

	10MHz
	
	QPSK
	50
	

	10MHz
	
	16QAM
	50
	

	15MHz
	
	QPSK
	1
	

	15MHz
	
	QPSK
	16
	

	15MHz
	
	QPSK 
	28
	

	15MHz
	
	QPSK
	39
	

	15MHz
	
	QPSK 
	44
	

	15MHz
	
	QPSK
	75
	

	15MHz
	
	16QAM
	75
	

	Note 1: The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 2: The starting resource block of partial RB allocation shall be RB# (max + 1 - RB allocation) of the channel bandwidth


Table 6.6.3.3.4.1-4: Test Configuration Table (network signalled value “NS_[09]”)
[FFS]
1.
Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL Reference Measurement channels are set according to Table 6.6.3.3.4.1-1, Table 6.6.3.3.4.1-2 or Table 6.6.3.3.4.1-3 depending on network signal value.
5.
Propagation conditions are set according to Annex B.0.
6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 6.6.3.3.4.3.

6.6.3.3.4.2
Test procedure

1. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.6.3.3.4.1-1 and Table 6.6.3.3.4.1-2. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2. Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3. Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Tables 6.2.2.5-1, 6.2.3.5-1, 6.2.4.5-1, 6.2.4.5-2, and 6.2.4.5‑3. The period of the measurement shall be at least one sub-frame (1ms).
4.
Measure the power of the transmitted signal with a measurement filter of bandwidths according to table 6.6.3.3.5-1. The center frequency of the filter shall be stepped in contiguous steps according to table 6.6.3.3.5-1. The measured power shall be recorded for each step. The measurement period shall capture the active TSs
6.6.3.3.4.3
Message contents

6.6.3.3.4.3.1
Message contents (network signalled value "NS_05")

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.  Information element additionalSpectrumEmission is set to NS_05. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.1-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	5 (NS_05)
	
	


6.6.3.3.4.3.2
Message contents (network signalled value “NS_07")
Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.
Information element additionalSpectrumEmission is set to NS_07. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.2-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	7 (NS_07)
	
	


6.6.3.3.4.3.3
Message contents (network signalled value “NS_08")

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.
Information element additionalSpectrumEmission is set to NS_08. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.3-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	8 (NS_08)
	
	


6.6.3.3.4.3.4
Message contents (network signalled value “NS_[09]")

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exceptions:

1.
Information element additionalSpectrumEmission is set to NS_[09]. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 6.6.3.3.4.3.4-1: SystemInformationBlockType2 :Additional spurious emissions requirement
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	TBD
	
	


6.6.3.3.5
Test requirement

6.6.3.3.5.1

Test requirement (network signalled value "NS_05")

The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.5.1-1: Additional requirements (PHS) test requirements

	Frequency band
 (MHz)
	Channel bandwidth  / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6
	-41
	-41
	-41
	-41
	-41
	-41 
	300 KHz

	1884.5 f 1915.7*2
	-41
	-41
	-41
	-41
	-41
	-41 
	300 KHz

	NOTE 1: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1919.6 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.

NOTE 2: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the Channel BW assigned. Operations below this point are for further study.


NOTE: Notes in the tables shall be reviewed after June 2012 because of PHS band operation change
6.6.3.3.5.2
Test requirement (network signalled value “NS_07")
The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5.2-1.
Table 6.6.3.3.5.2-1: Additional requirements (network signalled value “NS_07”)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10 MHz


	

	763 ≤ f  ≤ 775
	-57
	6.25 kHz


6.6.3.3.5.3
Test requirement (network signalled value “NS_08")
The measured average power of spurious emission, derived in step 2, shall not exceed the described value in tables 6.6.3.3.5.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.5.3-1: Additional requirements (network signalled value “NS_08”)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5MHz
	10MHz
	15MHz
	

	860 ≤ f  ≤ 895
	-40
	-40
	-40
	1 MHz


6.6.3.3.5.4
Test requirement (network signalled value “NS_[09]")
The measured average power of spurious emission, derived in step 4, shall not exceed the described value in table 6.6.3.3.5.4-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3.5.4-1: Additional requirements (network signalled value “NS_[09]”)
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5MHz
	10MHz
	15MHz
	

	1475.9 ≤ f  ≤ 1510.9
	-35
	-35
	-35
	1 MHz


--- Next changed section ---
7.3
Reference sensitivity level

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

FDD  aspects  missing or not yet determined:

· The Maximum Sensitivity Degradation figures for large transmission configurations are not finalised in the core specification.
· Test case is not complete for FDD
TDD  aspects missing or not yet determined:

· Test case is not complete for TDD

· Test cases in this clause have been verified to apply for both TDD and FDD.

7.3.1
Test purpose

To verify the UE’s ability to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an e-NodeB.

7.3.2
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

7.3.3
Minimum conformance requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 with parameters specified in Table 7.3.3-1, Table7.3.3-2 and Table 7.3.3-3.
Table 7.3.3-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-103.2
	-100.2
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-102.2
	-99.2
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-105.2
	-102.2
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	-
	-
	-100
	-97
	
	
	FDD

	7
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	-
	-
	-99
	-96
	-94.2
	-93
	FDD

	10
	-
	-
	-100
	-97
	-95.2
	-94
	FDD

	11
	-
	-
	-100
	-97
	
	
	FDD

	12
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	13
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	18
	-
	-
	-100
	-97
	-95.2
	-
	FDD

	19
	-
	-
	-100
	-97
	-95.2
	-
	FDD

	20
	
	
	[-97]
	[-94]
	TBD
	TBD
	FDD

	21
	
	
	-100
	-97
	-95.2
	
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	34
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	38
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	39
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	40
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
NOTE 2:
The reference measurement channel is specified in A.3.2
NOTE 3:
The signal power is specified per port

NOTE 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level of Band 3 + 0.5 dB is applicable for band 9
NOTE 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.


Table 7.3.3-2 specifies the minimum number of allocated uplink resource blocks for which the reference receive sensitivity requirement must be met.

Table 7.3.3-2: Minimum uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	-
	-
	FDD

	6
	-
	-
	25 
	251
	-
	-
	FDD

	7
	-
	-
	25 
	50 
	751
	751
	FDD

	8
	6 
	15
	25 
	251
	-
	-
	FDD

	9
	-
	-
	25 
	50 
	501
	501
	FDD

	10
	-
	-
	25 
	50 
	75 
	100 
	FDD

	11
	-
	-
	25 
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	6
	15
	201
	201
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	6
	15
	201
	201
	
	
	FDD

	18
	-
	-
	25 
	251
	251
	-
	FDD

	19
	-
	-
	25 
	251
	251
	-
	FDD

	20
	
	
	25
	[25]1
	TBD
	TBD
	FDD

	21
	
	
	25
	251
	251
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	25 
	50 
	75 
	100 
	TDD

	34
	-
	-
	25 
	50 
	75
	-
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	-
	-
	25 
	50 
	75 
	100 
	TDD

	38
	-
	-
	25 
	50 
	75 
	100 
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	25 
	50 
	75 
	100 
	TDD

	NOTE 1: The number of UL  resources blocks allocated is less than the total resources blocks supported by the channel bandwidth. The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.4.2-1).
NOTE 2:
For the UE which supports both Band 11 and Band 21 the minimum uplink configuration for reference sensitivity is FFS.


Unless given by Table 7.3.3-3, the minimum requirements specified in Tables 7.3.3-1 and 7.3.3-2 shall be verified with the network signalling value NS_01 (Table 6.2.4.3-1) configured.
Table 7.3.3-3: Network Signalling Value for reference sensitivity

	E-UTRA Band
	Network Signalling value

	2
	NS_03

	4
	NS_03

	10
	NS_03

	12
	NS_06

	13
	NS_06

	14
	NS_06

	17
	NS_06

	21
	NS_[09]

	35
	NS_03 

	36
	NS_03


The normative reference for this requirement is TS 36.101 [2] clause 7.3.1.

7.3.4
Test description

7.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3.4.1-1. The details of the downlink and uplink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.3.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	6
	QPSK 
	6
	6

	3MHz
	QPSK 
	15
	15
	QPSK 
	15
	15

	5MHz
	QPSK 
	25
	25
	QPSK 
	25
	25

	5MHz
	QPSK 
	25
	N/A
	QPSK 
	20
	N/A

	10MHz
	QPSK 
	50
	50
	QPSK 
	50
	50

	10MHz
	QPSK 
	50
	N/A
	QPSK 
	25
	N/A

	10MHz
	QPSK 
	50
	N/A
	QPSK 
	20
	N/A

	15MHz
	QPSK 
	75
	75
	QPSK 
	75
	75

	15MHz
	QPSK 
	75
	N/A
	QPSK 
	50
	N/A

	15MHz
	QPSK 
	75
	N/A
	QPSK 
	25
	N/A

	20MHz
	QPSK 
	100
	100
	QPSK 
	100
	100

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	75
	N/A

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	50
	N/A

	20MHz
	QPSK 
	100
	N/A
	QPSK 
	25
	N/A

	Note 1:Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2. Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.3.4.3.

7.3.4.2
Test procedure
1.
SS transmits PDSCH for each UL HARQ process  via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information for each UL HARQ process  via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.3.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.
Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits PUMAX level..

4.
Set the Downlink signal level to the appropriate REFSENS value defined in Table 7.3.5-1.

5.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7.3.4.3
Message contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions.
7.3.4.3.1
Message contents exceptions (network signalled value "NS_01")

Message contents according to TS 36.508 [7] subclause 4.6 can be used without exceptions.
7.3.4.3.2
Message contents exceptions (network signalled value "NS_03")
1. Information element additionalSpectrumEmission is set to NS_03. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 7.3.4.3.2-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_03”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	3 (NS_03)
	
	


7.3.4.3.3
Message contents exceptions (network signalled value "NS_06")
1. Information element additionalSpectrumEmission is set to NS_06. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 7.3.4.3.3-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_06”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	6 (NS_06)
	
	


7.3.4.3.4
Message contents exceptions (network signalled value "NS_[09]")
1. Information element additionalSpectrumEmission is set to NS_[09]. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario. 

Table 7.3.4.3.4-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for “NS_[09]”
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	TBD
	
	


7.3.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.3.5-1, Table 7.3.5-2, and Table 7.3.5-3.
Table 7.3.5-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	-
	-
	-99.3
	 -96.3
	-94.5 
	-93.3 
	FDD

	2
	-102.5
	-99.5
	-97.3 
	-94.3
	-92.5
	-91.3
	FDD

	3
	-101.5
	-98.5
	-96.3 
	-93.3
	-91.5
	-90.3
	FDD

	4
	-104.5
	-101.5
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	5
	-102.5
	-99.5
	-97.3
	-94.3
	
	
	FDD

	6
	-
	-
	-99.3
	-96.3
	
	
	FDD

	7
	-
	-
	-97.3
	-94.3
	-92.5
	-91.3
	FDD

	8
	-101.5
	-98.5
	-96.3
	-93.3
	
	
	FDD

	9
	-
	-
	-98.3
	-95.3
	-93.5
	-92.3
	FDD

	10
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	FDD

	11
	-
	-
	-99.3
	-96.3
	
	
	FDD

	12
	-101.5
	-98.5
	-96.3
	-93.3
	
	
	FDD

	13
	-101.5
	-98.5
	-96.3
	-93.3
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	-101.5
	-98.5
	-96.3
	-93.3
	
	
	FDD

	18
	-
	-
	-99,3
	-96.3
	-94.5
	-
	FDD

	19
	-
	-
	-99,3
	-96.3
	-94.5
	-
	FDD

	20
	
	
	[-96.3]
	[-93.3]
	TBD
	TBD
	FDD

	21
	
	
	-99.3
	-96.3
	-94.5
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	-99,3
	-96.3
	-94.5
	-93.3
	TDD

	34
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	35
	-105.5
	-101.5
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	36
	-105.5
	-101.5
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	37
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	38
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	39
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	NOTE 1:
The transmitter shall be set to maximum output power level (Table 7.3.5-2)

NOTE 2:
The reference measurement channel is specified in A.3.2

NOTE 3:
The signal power is specified per port

NOTE 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level of Band 3 + 0.5 dB is applicable for band 9
NOTE 5:
For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.


NOTE: The relation to the received PSD is 
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 with NRB is the maximum transmission configuration according to Table 5.4.2-1.

Table 7.3.5-2 specifies the minimum number of allocated uplink resource blocks for which the reference receive sensitivity requirement must be met.

Table 7.3.5-2: Minimum uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	-
	-
	FDD

	6
	-
	-
	25 
	251
	-
	-
	FDD

	7
	-
	-
	25 
	50 
	751
	751
	FDD

	8
	6 
	15
	25 
	251
	-
	-
	FDD

	9
	-
	-
	25 
	50 
	501
	501
	FDD

	10
	-
	-
	25 
	50 
	75 
	100 
	FDD

	11
	-
	-
	25 
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	6
	15
	201
	201
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	6
	15
	201
	201
	
	
	FDD

	18
	-
	-
	25 
	251
	251
	-
	FDD

	19
	-
	-
	25 
	251
	251
	-
	FDD

	20
	
	
	25
	[25]1
	TBD
	TBD
	FDD

	21
	
	
	25 
	251
	251
	
	FDD

	...
	
	
	
	
	
	
	

	33
	-
	-
	25 
	50 
	75 
	100 
	TDD

	34
	-
	-
	25 
	50 
	75
	-
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	-
	-
	25 
	50 
	75 
	100 
	TDD

	38
	-
	-
	25 
	50 
	75 
	100 
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	25 
	50 
	75 
	100 
	TDD

	NOTE 1:   Maximum number of UL  resources blocks allocated is less than the total resources blocks supported by the channel bandwidth
NOTE 2:
For the UE which supports both Band 11 and Band 21 the minimum uplink configuration for reference sensitivity is FFS.


--- Next changed section ---
7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

7.6.1
In-band blocking

7.6.1.1
Test Purpose

In-band blocking is defined for an unwanted interfering signal falling into the range from 15MHz below to 15MHz above the UE receive band, at which the relative throughput shall meet or exceed the requirement for the specified measurement channels.

The lack of in-band blocking ability will decrease the coverage area when other e-NodeB transmitters exist (except in the adjacent channels and spurious response).

7.6.1.2
Test Applicability

This test applies to all types of E-UTRA UE release 8 and forward..

7.6.1.3
Minimum Conformance Requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 with parameters specified in Tables  7.6.1.3-1 and 7.6.1.3-2.

Table 7.6.1.3-1: In band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power

	dBm


	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FIoffset, case 1
	MHz
	2.1+0.0125
	4.5+0.0075
	7.5+0.0125
	7.5+0.0025
	7.5+0.0075
	7.5+0.0125

	FIoffset, case 2
	MHz
	3.5+0.0075
	7.5+0.0075
	12.5+0.0075
	12.5+0.0125
	12.5+0.0025
	12.5+0.0075

	NOTE 1: The transmitter shall be set to 4dB below PUMAX at the minimum uplink configuration specified in Table 7.3.3-2.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2 with a set-up according to Annex C.3.1.


Table 7.6.1.3-2: In-band blocking

	E-UTRA band
	Parameter
	Units 
	Case 1
	Case 2
	Case 3

	
	PInterferer
	dBm
	-56
	-44
	-30

	
	FInterferer

(Offset)
	MHz
	=-BW/2 - FIoffset, case 1
&

=+BW/2 + FIoffset, case 1
	( -BW/2- FIoffset, case 2
&

( +BW/2 + FIoffset, case 2
	-BW/2 – 9 MHz

&

-BW/2 – 15 MHz

	1, 2, 3, 4, 5, 6.

7, 8, 9, 10, 11, 12, 13, 18, 19, 20, 21,  33,34,35,36,37,38,39,40
	FInterferer
	MHz
	(Note 2)
	FDL_low    -15 

to 

FDL_high  +15 
	

	17
	FInterferer
	MHz
	(Note 2)
	FDL_low    -9.0   to 

FDL_high  +15 
	FDL_low   -15  and 

FDL_low  -9.0  (NOTE 3)

	NOTE 1: For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.
NOTE 2: For each carrier frequency the requirement is valid for two frequencies:

               a.   the carrier frequency -BW/2 -FIoffset, case 1 and

               b.   the carrier frequency + BW/2 + FIoffset, case 1.

NOTE 3: Finterferer range values for unwanted modulated interfering signal are interferer center frequencies.

NOTE 4: Case 3 only applies to assigned UE channel bandwidth of 5 MHz.


The normative reference for this requirement is TS 36.101 [2] clause 7.6.1.
7.6.1.4
Test Description

7.6.1.4.1
Initial Conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.6.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.6.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	6
	QPSK 
	6
	6

	3MHz
	QPSK 
	15
	15
	QPSK 
	15
	15

	5MHz
	QPSK 
	25
	25
	QPSK 
	25
	25

	5MHz
	QPSK 
	25
	N/A
	QPSK 
	20
	N/A

	10MHz
	QPSK
	50
	50
	QPSK
	50
	50

	10MHz
	QPSK
	50
	N/A
	QPSK
	25
	N/A

	10MHz
	QPSK
	50
	N/A
	QPSK
	20
	N/A

	15MHz
	QPSK
	75
	75
	QPSK
	75
	75

	15MHz
	QPSK
	75
	N/A
	QPSK
	50
	N/A

	15MHz
	QPSK
	75
	N/A
	QPSK
	25
	N/A

	20MHz
	QPSK
	100
	100
	QPSK
	100
	100

	20MHz
	QPSK
	100
	N/A
	QPSK
	75
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	50
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	25
	N/A

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2. Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth.


1. Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, in Figure A.4.

2. The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3. Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.
4. The UL and DL Reference Measurement channels are set according to in Table 7.6.1.4.1-1.

5. Propagation conditions are set according to Annex B.0.

6. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.6.1.4.3.

7.6.1.4.2
Test Procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.
Set the parameters of the signal generator for an interfering signal below the wanted signal in Case 1 according to Tables 7.6.1.5-1 and 7.6.1.5-2.

4.
Send uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +/- 1.7 dB of the target level in table 7.6.1.5-1 for at least the duration of the throughput measurement.

5.
Set the downlink signal level according to the table 7.6.1.5-1.

6.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7.
Repeat steps from 3 to 6, using an interfering signal above the wanted signal in Case 1 at step 3.

8.
Repeat steps from 3 to 7, using interfering signals in Case 2 at step 3and 7. The ranges of case 2 are covered in steps equal to the interferer bandwidth. The test frequencies are chosen in analogy to table 7.6.1.4.2-1.

9.
Repeat steps from 3 to 6, using successively all interfering signals  in Case 3 at step 3.

Table 7.6.1.4.2-1: Example for interferer frequencies

	
	Lower frequency
	Upper frequency

	Band 1 DL
	2110 MHz
	2170 MHz

	Band 1 Midrange
	2140 MHz

	Receive band wanted signal

(BW 5MHz)
	2137.5 MHz
	2142.5 MHz

	Interferer case 1
	2129.9875 MHz
	2150.0125 MHz

	Interferer case 2 (inner frequency)
	2124.9925 MHz
	2155.0075 MHz

	Interferer case 2 (outer frequency)
	2099.9925 MHz
	2180.0075 MHz

	Outer limit for inband blocking
	2095MHz
	2185MHz

	Number of test frequencies case 2
	6
	6

	Number of test frequencies for Band 17(asymmetric!), BW 5MHz, case 2
	0
	2


7.6.1.4.3
Message Contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exception
Table 7.6.1.4.3-1: UplinkPowerControlDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UePUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-uePUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


7.6.1.5
Test Requirement

The measurement derived in step 4) shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2  with parameters specified in Tables  7.6.1.5-1 and 7.6.1.5-2.

Table 7.6.1.5-1: In band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power

	dBm


	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FIoffset, case 1
	MHz
	2.1+0.0125
	4.5+0.0075
	7.5+0.0125
	7.5+0.0025
	7.5+0.0075
	7.5+0.0125

	FIoffset, case 2
	MHz
	3.5+0.0075
	7.5+0.0075
	12.5+0.0075
	12.5+0.0125
	12.5+0.0025
	12.5+0.0075

	NOTE 1: The transmitter shall be set to 4dB below the supported maximum output power.

NOTE 2: The interferer consists of the Reference measurement channel specified in Annex A.3.2  with a set-up according to Annex C.3.1.


Table 7.6.1.5-2: In-band blocking

	E-UTRA band
	Parameter
	Units 
	Case 1
	Case 2
	Case 3

	
	PInterferer
	dBm
	-56
	-44
	-30

	
	FInterferer

(Offset)
	MHz
	=-BW/2 - FIoffset, case 1
&

=+BW/2 + FIoffset, case 1
	( -BW/2- FIoffset, case 2
&

( +BW/2 + FIoffset, case 2
	-BW/2 – 9 MHz

&

-BW/2 – 15 MHz

	1, 2, 3, 4, 5, 6.
7, 8, 9, 10, 11, 12, 13, 18, 19, 20, 21, 
33,34,35,36,37,38,39,40
	FInterferer
	MHz
	(NOTE 2)
	FDL_low    -15 
to 

FDL_high  +15 
	

	17
	FInterferer
	MHz
	(NOTE 2)
	FDL_low    -9.0   to 

FDL_high  +15 
	FDL_low   -15  and 

FDL_low  -9.0  (NOTE 3)

	NOTE 1: For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.
NOTE 2: For each carrier frequency the requirement is valid for two frequencies:

               a.   the carrier frequency -BW/2 -FIoffset, case 1 and

               b.   the carrier frequency + BW/2 + FIoffset, case 1.

NOTE 3: Finterferer range values for unwanted modulated interfering signal are interferer center frequencies.

NOTE 4: Case 3 only applies to assigned UE channel bandwidth of 5 MHz.


--- Next changed section ---
7.6.2
Out-of-band blocking

7.6.2.1
Test Purpose

Out-of-band band blocking is defined for an unwanted CW interfering signal falling more than 15 MHz below or above the UE receive band, at which a given average throughput shall meet or exceed the requirement for the specified measurement channels. 

For the first 15 MHz below or above the UE receive band the appropriate in-band blocking or adjacent channel selectivity in sub-clause 7.5.1 and sub-clause 7.6.1 shall be applied.

The lack of out-of-band blocking ability will decrease the coverage area when other e-NodeB transmitters exist (except in the adjacent channels and spurious response).

7.6.2.2
Test Applicability

This test applies to all types of E-UTRA UE release 8 and forward.

7.6.2.3
Minimum Conformance Requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 with parameters specified in Tables  7.6.2.3-1 and 7.6.2.3-2.

For Table 7.6.2.3-2 in frequency range 1, 2 and 3, up to 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size, where 
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 is the number of resource blocks in the downlink transmission bandwidth configuration (see Figure 5.4.2-1). For these exceptions the requirements of clause 7.7 Spurious Response are applicable.

For Table 7.6.2.3-2 in frequency range 4, up to 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size, where 
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 is the number of resource blocks in the downlink transmission bandwidth configurations (see Figure 5.4.2-1) and 
[image: image8.wmf]CRBs

L

 is the number of resource blocks allocated in the uplink. For these exceptions the requirements of clause 7.7 Spurious Response are applicable.

Table 7.6.2.3-1: Out-of-band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	NOTE 1: The transmitter shall be set to 4dB below PUMAX at the minimum uplink configuration specified in Table 7.3.3-2.

NOTE 2: The reference measurement channel is specified in Annex A.3.2


Table 7.6.2.3-2: Out of band blocking

	E-UTRA band
	Parameter
	Units 
	Frequency  

	
	
	
	range 1
	range 2
	range 3
	range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, 13, 17, 18, 19, 20, 21, 
33,34,35,36,37,38,39,40
	FInterferer (CW)


	MHz


	FDL_low    -15 to

FDL_low    -60 
	FDL_low    -60 to

FDL_low    -85 
	FDL_low    -85 to  

1 MHz
	-

	
	
	
	FDL_high  +15 to

FDL_high  + 60 
	FDL_high  +60 to

FDL_high  +85 
	FDL_high  +85 to

+12750 MHz
	-

	2, 5, 12, 17
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high

	NOTE: For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.


The normative reference for this requirement is TS 36.101 [2] clause 7.6.2. 

7.6.2.4
Test Description

7.6.2.4.1
Initial Conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.6.2.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.6.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	Low range for FInterferer below FDL_low  

High range for FInterferer above FDL_high

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, 5MHz, Highest

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	Mod’n
	RB allocation

	
	
	FDD
	TDD
	
	FDD
	TDD

	1.4MHz
	QPSK 
	6
	6
	QPSK 
	6
	6

	3MHz
	QPSK 
	15
	15
	QPSK 
	15
	15

	5MHz
	QPSK 
	25
	25
	QPSK 
	25
	25

	5MHz
	QPSK 
	25
	N/A
	QPSK 
	20
	N/A

	10MHz
	QPSK
	50
	50
	QPSK
	50
	50

	10MHz
	QPSK
	50
	N/A
	QPSK
	25
	N/A

	10MHz
	QPSK
	50
	N/A
	QPSK
	20
	N/A

	15MHz
	QPSK
	75
	75
	QPSK
	75
	75

	15MHz
	QPSK
	75
	N/A
	QPSK
	50
	N/A

	15MHz
	QPSK
	75
	N/A
	QPSK
	25
	N/A

	20MHz
	QPSK
	100
	100
	QPSK
	100
	100

	20MHz
	QPSK
	100
	N/A
	QPSK
	75
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	50
	N/A

	20MHz
	QPSK
	100
	N/A
	QPSK
	25
	N/A

	Note 1: Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2. Depending on E-UTRA band, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test Channel Bandwidth.


1. Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, in Figure A.5.

2. The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3. Downlink signals are initially set up according to Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.
4. The UL and DL Reference Measurement channels are set according to Table 7.6.2.4.1-1.

5. Propagation conditions are set according to Annex B.0.

6. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Message contents are defined in clause 7.6.2.4.3. 

7.6.2.4.2
Test Procedure

1. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. 

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3. Set the parameters of the CW signal generator for an interfering signal according to Table 7.6.1.5-2. The frequency step size is 1MHz.

4. Send uplink power control commands to the UE(less or equal to 1dB step size should be used), to ensure that the UE output power is within +/- 1.7 dB of the target level in table 7.6.2.5-1 for at least the duration of the throughput measurement.
5. Set the downlink signal level according to the table 7.6.2.5-1.

6. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7. Record the frequencies for which the throughput doesn’t meet the requirements.

7.6.2.4.3
Message Contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exception.

Table 7.6.2.4.3-1: UplinkPowerControlDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UePUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-uePUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


7.6.2.5
Test Requirement

Except for the spurious response frequencies recorded at step 5), the measurement derived in step 4) shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.6.2.5-1 and 7.6.2.5-2.

For frequency range 1, 2, and 3, the number of spurious response frequencies recorded in step 5) shall not exceed 
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in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of clause 7.7 Spurious Response are applicable.

For frequency range 4, the number of spurious response frequencies recorded in step 5) shall not exceed 
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 in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of clause 7.7 Spurious Response are applicable.

Table 7.6.2.5-1: Out-of-band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	NOTE 1: The transmitter shall be set to 4dB below the supported maximum output power.

NOTE 2: The reference measurement channel is specified in Annex A.3.2


Table 7.6.2.5-2: Out of band blocking

	E-UTRA band
	Parameter
	Units 
	Frequency  

	
	
	
	range 1
	range 2
	range 3
	range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, 13, 17, 18, 19, 20, 21, 
33,34,35,36,37,38,39,40
	FInterferer (CW)


	MHz


	FDL_low    -15 to

FDL_low    -60 
	FDL_low    -60 to

FDL_low    -85 
	FDL_low    -85 to  

1 MHz
	-

	
	
	
	FDL_high  +15 to

FDL_high  + 60 
	FDL_high  +60 to

FDL_high  +85 
	FDL_high  +85 to

+12750 MHz
	-

	2, 5, 12, 17
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high

	NOTE 1: Range 3 shall be tested only with the highest channel bandwidth.
NOTE 2: For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.
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