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------------------------------------------------ Start of change ---------------------------------------------------------------
9.1.2
Default Message Contents for Signalling (TDD)
/*ommit*/
Contents of TRANSPORT CHANNEL RECONFIGURATION message: AM or UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10
	 
	 

	
	
	
	

	Frequency info
	A1, A2, A3, A4, A5
	 
	 

	   - Choice mode
	 
	TDD
	 

	        - UARFCN (Nt)
	 
	Reference to clause 5.1 Test frequencies
	 

	Frequency info
	A6, A7, A8, A9, A10
	Not Present
	 

	MIMO parameters
	
	Not Present
	Rel-8

	/*ommit*/
	
	
	


Contents of CELL UPDATE CONFIRM message: UM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	
	
	

	Frequency info
	Not Present
	

	MIMO parameters
	Not Present
	Rel-8

	/*ommit*/
	
	


Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6
	
	

	
	
	
	

	Frequency info
	A1, A2, A3, A4, A5
	 
	

	 - Choice mode
	 
	TDD
	

	  - UARFCN (Nt)
	 
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6
	Not Present
	

	MIMO parameters
	
	Not Present
	Rel-8

	/*ommit*/
	
	
	


Contents of RADIO BEARER RECONFIGURATION message: AM or UM (1.28 Mcps TDD)
	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1,A2,A3,A4,A5,A6
	
	

	
	
	
	

	Frequency info
	A1,A2,A3,A4,A5
	
	

	        - CHOICE mode
	
	TDD
	

	           - UARFCN (Nt)
	
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6
	Not Present
	

	MIMO parameters
	
	Not Present
	Rel-8

	/*ommit*/
	
	
	


Contents of RADIO BEARER RELEASE message: AM or UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	
	
	
	

	Frequency info
	A1, A2, A3, A4, A5, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	   - Choice mode
	
	TDD
	

	        - UARFCN (Nt)
	
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6
	Not Present
	

	MIMO parameters
	
	Not Present
	Rel-8

	/*ommit*/
	
	
	


Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	RRC transaction identifier
	
	Arbitrarily selects an integer between 0 and 3
	

	Integrity check info
	
	
	

	        - message authentication code
	
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	
	SS provides the value of this IE, from its internal counter.
	

	Integrity protection mode info
	
	Not Present
	

	Ciphering mode info
	
	Not Present
	

	Activation time
	A1, A2, A3, A7, A8
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	
	, A9
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	Activation time
	A4, A5, A6
	Now
	

	
	, A10
	
	Rel-5

	New U-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	New C-RNTI
	A1, A2, A3, A4, A7, A8
	Not Present
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	New C-RNTI
	A5, A6
	'1010 1010 1010 1010'
	

	New DSCH-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	New H-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	Rel-5

	New H-RNTI
	A9, A10
	'1010 1010 1010 1010'
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	CHOICE mode
	
	TDD
	Rel-7

	-  New E-RNTI
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A16, A17
	Not Present
	Rel-7

	
	, Ax1
	
	Rel-8

	-  New E-RNTI
	, A11, A12, A13, A14, A15
	'1010 1010 1010 1010'
	Rel-7

	RRC State indicator
	A1, A2, A3, A4, A7, A8
	CELL_DCH
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15
	
	Rel-7

	RRC State indicator
	A5, A6
	CELL_FACH
	

	UTRAN DRX cycle length coefficient
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	CN information info
	
	Not Present
	

	URA identity
	
	Not Present
	

	-  Signalling RB information to setup list
	
	Not Present
	

	 -  RAB information for setup list
	A1, A7
	
	

	  - RAB info
	
	
	

	    - RAB identity
	
	
	

	      - CHOICE RAB identity type
	
	RAB identity (GSM-MAP)
	

	        - RAB identity
	
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	    - CN domain identity
	
	CS domain
	

	    - NAS Synchronization Indicator
	
	Not Present
	

	    - Re-establishment timer
	
	useT314
	

	  - RB information to setup list
	
	
	

	    - RB information to setup
	
	
	

	      - RB identity
	
	10
	

	      - PDCP info
	
	Not Present
	

	      - CHOICE RLC info type
	
	RLC info
	

	        - CHOICE Uplink RLC mode
	
	TM RLC
	

	          - Transmission RLC discard
	
	Not Present
	

	          - Segmentation indication
	
	FALSE
	

	        - CHOICE Downlink RLC mode
	
	TM RLC
	

	          - Segmentation indication
	
	FALSE
	

	      - RB mapping info
	
	
	

	        - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL Transport channel identity
	
	1
	

	            - Logical channel identity
	
	Not Present
	

	            - CHOICE RLC size list
	
	Configured
	

	            - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	            - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	RAB information to setup list
	A2, A8
	
	

	  - RAB info
	
	
	

	    - RAB identity
	
	
	

	      - CHOICE RAB identity type
	
	RAB identity (GSM-MAP)
	

	        - RAB identity
	
	0000 0001B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	    - CN domain identity
	
	CS domain
	

	    - NAS Synchronization Indicator
	
	Not Present
	

	    - Re-establishment timer
	
	useT314
	

	  - RB information to setup list
	
	
	

	    - RB information to setup
	
	
	

	      - RB identity
	
	10
	

	      - PDCP info
	
	Not Present
	

	      - CHOICE RLC info type
	
	RLC info
	

	        - CHOICE Uplink RLC mode
	
	TM RLC
	

	          - Transmission RLC discard
	
	Not Present
	

	          - Segmentation indication
	
	FALSE
	

	        - CHOICE Downlink RLC mode
	
	TM RLC
	

	          - Segmentation indication
	
	FALSE
	

	      - RB mapping info
	
	
	

	        - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL Transport channel identity
	
	1
	

	            - Logical channel identity
	
	Not Present
	

	            - CHOICE RLC size list
	
	Configured
	

	            - MAC logical channel priority
	
	6
	

	          - Downlink RLC logical channel info
	
	
	

	            - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	      - RB identity
	
	11
	

	      - PDCP info
	
	Not Present
	

	      - CHOICE RLC info type
	
	RLC info
	

	        - CHOICE Uplink RLC mode
	
	TM RLC
	

	          - Transmission RLC discard
	
	Not Present
	

	          - Segmentation indication
	
	FALSE
	

	        - CHOICE Downlink RLC mode
	
	TM RLC
	

	          - Segmentation indication
	
	FALSE
	

	      - RB mapping info
	
	
	

	        - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL Transport channel identity
	
	2
	

	            - Logical channel identity
	
	Not Present
	

	            - CHOICE RLC size list
	
	Configured
	

	            - MAC logical channel priority
	
	6
	

	          - Downlink RLC logical channel info
	
	
	

	            - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	7
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	      - RB identity
	
	12
	

	      - PDCP info
	
	Not Present
	

	      - CHOICE RLC info type
	
	RLC info
	

	        - CHOICE Uplink RLC mode
	
	TM RLC
	

	          - Transmission RLC discard
	
	Not Present
	

	          - Segmentation indication
	
	FALSE
	

	        - CHOICE Downlink RLC mode
	
	TM RLC
	

	          - Segmentation indication
	
	FALSE
	

	      - RB mapping info
	
	
	

	        - Information for each multiplexing option
	
	
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL Transport channel identity
	
	3
	

	            - Logical channel identity
	
	Not Present
	

	            - CHOICE RLC size list
	
	Configured
	

	            - MAC logical channel priority
	
	7
	

	          - Downlink RLC logical channel info
	
	
	

	            - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	8
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	RAB information for setup list
	A3, A4, A5, A6
	
	

	  - RAB info
	
	
	

	    - RAB identity
	
	
	

	      - CHOICE RAB identity type
	
	RAB identity (GSM-MAP)
	

	        - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	    - CN domain identity
	
	PS domain
	

	    - NAS Synchronization Indicator
	
	Not Present
	

	    - Re-establishment timer
	
	useT315
	

	  - RB information to setup list
	
	
	

	    - RB information to setup
	
	
	

	      - RB identity
	
	20
	

	      - PDCP info
	
	
	

	        - Support for lossless SRNS relocation
	
	FALSE
	

	        - Max PDCP SN window size
	
	Not present
	

	        - PDCP PDU header
	
	Not present
	

	        - Header compression information
	
	Not present
	

	      - CHOICE RLC info type
	
	RLC info
	

	        - CHOICE Uplink RLC mode
	
	AM RLC
	

	          - Transmission RLC discard
	
	
	

	            - CHOICE SDU Discard Mode
	
	Max DAT retransmissions
	

	              - MAX_DAT
	
	4
	

	              - Timer_MRW
	
	100
	

	              - MaxMRW
	
	4
	

	            - Transmission window size
	
	128
	

	            - Timer_RST
	
	500
	

	            - Max_RST
	
	4
	

	            - Polling info
	
	
	

	              - Timer_poll_prohibit
	
	200
	

	              - Timer_poll
	
	200
	

	              - Poll_PDU
	
	Not Present
	

	              - Poll_SDU
	
	1
	

	              - Last transmission PDU poll
	
	TRUE 
	

	              - Last retransmission PDU poll
	
	TRUE
	

	              - Poll_Windows
	
	99
	

	              - Timer_poll_periodic
	
	Not Present
	

	        - CHOICE Downlink RLC mode
	
	AM RLC
	

	          - In-sequence delivery
	
	TRUE
	

	          - Receiving window size
	
	128
	

	          - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	200
	

	            - Timer_EPC
	
	200
	

	            - Missing PDU indicator
	
	TRUE 
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	      - RB mapping info
	
	
	

	        - Information for each multiplexing option
	
	2 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL Transport channel identity
	
	1
	

	            - Logical channel identity
	
	Not Present
	

	            - CHOICE RLC size list
	
	Configured
	

	            - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	            - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	DCH
	

	              - DL DCH Transport channel identity
	
	6
	

	              - DL DSCH Transport channel identity
	
	Not Present
	

	              - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	            - Uplink transport channel type
	
	RACH
	

	            - UL Transport channel identity
	
	Not Present 
	

	            - Logical channel identity
	
	7
	

	            - CHOICE RLC size list
	
	Explicit list
	

	              - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	            - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	            - Number of downlink RLC logical channels
	
	1
	

	              - Downlink transport channel type
	
	FACH
	

	              - DL DCH Transport channel identity
	
	Not Present 
	

	              - DL DSCH Transport channel identity
	
	Not Present 
	

	              - Logical channel identity
	
	8
	

	   - RAB information for setup
	A9
	 
	Rel-5

	        - RAB info
	 
	(high-speed AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	25
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info 
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	100
	 

	            - Timer_poll
	 
	100
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	 
	Reference to clause 6 Parameter Set
	 

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	768
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	100
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	          - One sided RLC re-establishment
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	3 RBMuxOptions
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	DCH
	 

	            - DL DCH Transport channel identity
	 
	6
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	          - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	HS-DSCH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	0
	 

	            - Logical channel identity
	 
	Not Present
	 

	          - RLC logical channel mapping indicator
	 
	Not Present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	RACH
	 

	           - UL Transport channel identity
	 
	Not Present
	 

	           - Logical channel identity
	 
	7
	 

	           - CHOICE RLC size list
	 
	Explicit list
	 

	             - RLC size index 
	 
	Reference to clause 6 Parameter Set
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	FACH
	 

	            - DL DCH Transport channel identity
	 
	Not Present
	 

	            - DL DSCH Transport channel identity
	 
	Not Present
	 

	            - Logical channel identity
	 
	7
	 

	   - RAB information for setup
	A10
	 
	Rel-5

	        - RAB info
	 
	(high-speed AM DTCH for PS domain)
	 

	         - RAB identity
	 
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	 

	         - CN domain identity
	 
	PS domain
	 

	         - NAS Synchronization Indicator
	 
	Not Present
	 

	         - Re-establishment timer
	 
	useT315
	 

	        - RB information to setup
	 
	 
	 

	         - RB identity
	 
	25
	 

	         - PDCP info
	 
	 
	 

	          - Support for lossless SRNS relocation
	 
	FALSE
	 

	          - Max PDCP SN window size
	 
	Not present
	 

	          - PDCP PDU header
	 
	Absent
	 

	          - Header compression information
	 
	Not present
	 

	         - CHOICE RLC info type
	 
	RLC info 
	 

	          - CHOICE Uplink RLC mode
	 
	AM RLC
	 

	           - Transmission RLC discard
	 
	 
	 

	            - CHOICE SDU discard mode
	 
	No Discard
	 

	             - MAX_DAT
	 
	15
	 

	           - Transmission window size
	 
	128
	 

	           - Timer_RST
	 
	500
	 

	           - Max_RST
	 
	4
	 

	           - Polling info
	 
	 
	 

	            - Timer_poll_prohibit
	 
	100
	 

	            - Timer_poll
	 
	100
	 

	            - Poll_PDU
	 
	Not Present
	 

	            - Poll_SDU
	 
	1
	 

	            - Last transmission PDU poll
	 
	TRUE
	 

	            - Last retransmission PDU poll
	 
	TRUE
	 

	            - Poll_Windows
	 
	99
	 

	            - Timer_poll_periodic
	 
	Not Present
	 

	          - CHOICE Downlink RLC mode
	 
	AM RLC
	 

	           - CHOICE Downlink RLC PDU Size
	 
	Reference to clause 6 Parameter Set
	 

	           - In-sequence delivery
	 
	TRUE
	 

	           - Receiving window size
	 
	768
	 

	           - Downlink RLC status info
	 
	 
	 

	            - Timer_status_prohibit
	 
	100
	 

	            - Timer_EPC
	 
	Not Present
	 

	            - Missing PDU indicator
	 
	TRUE
	 

	            - Timer_STATUS_periodic
	 
	Not Present
	 

	          - One sided RLC re-establishment
	 
	FALSE
	 

	        - RB mapping info
	 
	 
	 

	         - Information for each multiplexing option
	 
	1 RBMuxOption
	 

	          - RLC logical channel mapping indicator
	 
	Not present
	 

	          - Number of uplink RLC logical channels
	 
	1
	 

	           - Uplink transport channel type
	 
	DCH
	 

	           - UL Transport channel identity
	 
	1
	 

	           - Logical channel identity
	 
	Not Present
	 

	           - CHOICE RLC size list
	 
	Configured
	 

	           - MAC logical channel priority
	 
	8
	 

	          - Downlink RLC logical channel info
	 
	 
	 

	           - Number of downlink RLC logical channels
	 
	1
	 

	            - Downlink transport channel type
	 
	HS-DSCH
	 

	            - DL DCH Transport channel identity
	 
	Not present
	 

	            - DL DSCH Transport channel identity
	 
	Not present
	 

	            - DL HS-DSCH MAC-d flow identity
	 
	0
	 

	            - Logical channel identity
	 
	Not Present
	 

	   - RAB information for setup
	A11
	
	Rel-7

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	3 RBMuxOptions
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	6
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	Not Present
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	          - DDI
	
	5
	

	          - RLC PDU size list
	
	1 RLC PDU size
	

	            - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.11
	

	             - Largest UL RLC PDU size
	
	See clause 6.11
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	          - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	RACH
	

	           - UL Transport channel identity
	
	Not Present
	

	           - Logical channel identity
	
	7
	

	           - CHOICE RLC size list
	
	Explicit list
	

	             - RLC size index 
	
	Reference to clause 6 Parameter Set
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	FACH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	   - RAB information for setup
	A12, A13, A14, A15
	
	Rel-7

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	7
	

	           - E-DCH MAC-d flow identity
	
	2
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	         - DDI
	
	5
	

	         - RLC PDU size list
	
	1 RLC PDU size
	

	           - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.11
	

	             - Largest UL RLC PDU size
	
	See clause 6.11
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	0
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A14
	
	Rel-7

	        - RAB info
	
	(second high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	17
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	256
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	8
	

	           - E-DCH MAC-d flow identity
	
	3
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	         - DDI
	
	6
	

	         - RLC PDU size list
	
	1 RLC PDU size
	

	           - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.11
	

	             - Largest UL RLC PDU size
	
	See clause 6.11
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	2
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A15
	
	Rel-7

	        - RAB info
	
	(Conversational UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0110B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT314
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	27
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	32
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	9
	

	           - E-DCH MAC-d flow identity
	
	4
	

	           - CHOICE RLC PDU size
	MAC-I-FIXED
	Fixed size
	Rel-8

	         - DDI
	
	7
	

	         - RLC PDU size list
	
	12 RLC PDU sizes
	

	           - RLC PDU size
	
	96 bits
	

	           - RLC PDU size
	
	112 bits
	

	           - RLC PDU size
	
	144 bits
	

	           - RLC PDU size
	
	160 bits
	

	           - RLC PDU size
	
	176 bits
	

	           - RLC PDU size
	
	192 bits
	

	           - RLC PDU size
	
	208 bits
	

	           - RLC PDU size
	
	224 bits
	

	           - RLC PDU size
	
	288 bits
	

	           - RLC PDU size
	
	296 bits
	

	           - RLC PDU size
	
	312 bits
	

	           - RLC PDU size
	
	336 bits
	

	           - CHOICE RLC PDU size
	MAC-I-FLEX
	Flexible size
	Rel-8

	             - Length indicator size
	
	Not present
	

	             - Minimum UL RLC PDU size
	
	See clause 6.11
	

	             - Largest UL RLC PDU size
	
	See clause 6.11
	

	           - Include in scheduling info
	
	TRUE
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	3
	

	            - Logical channel identity
	
	Not Present
	

	   - RAB information for setup
	A16
	
	Rel-7

	
	, Ax1
	
	Rel-8

	        - RAB info
	
	(high-speed AM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	AM RLC
	

	           - Transmission RLC discard
	
	
	

	            - CHOICE SDU discard mode
	
	No Discard
	

	             - MAX_DAT
	
	15
	

	           - Transmission window size
	
	128
	

	           - Timer_RST
	
	500
	

	           - Max_RST
	
	4
	

	           - Polling info
	
	
	

	            - Timer_poll_prohibit
	
	100
	

	            - Timer_poll
	
	100
	

	            - Poll_PDU
	
	Not Present
	

	            - Poll_SDU
	
	1
	

	            - Last transmission PDU poll
	
	TRUE
	

	            - Last retransmission PDU poll
	
	TRUE
	

	            - Poll_Windows
	
	99
	

	            - Timer_poll_periodic
	
	Not Present
	

	          - CHOICE Downlink RLC mode
	
	AM RLC
	

	           - CHOICE Downlink RLC PDU Size
	
	Reference to clause 6 Parameter Set
	

	           - Length indicator size
	
	This IE is present and set to “7” if Downlink RLC PDU Size is set to “Flexible”
	

	           - In-sequence delivery
	
	TRUE
	

	           - Receiving window size
	
	768
	

	           - Downlink RLC status info
	
	
	

	            - Timer_status_prohibit
	
	100
	

	            - Timer_EPC
	
	Not Present
	

	            - Missing PDU indicator
	
	TRUE
	

	            - Timer_STATUS_periodic
	
	Not Present
	

	          - One sided RLC re-establishment
	
	FALSE
	

	          - Alternative E-bit interpretation
	
	Not present
	

	          - Use special value of HE field
	
	TRUE
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	

	   - RAB information for setup
	A17
	
	Rel-7

	        - RAB info
	
	(high-speed UM DTCH for PS domain)
	

	         - RAB identity
	
	0000 0101B 

The first/ leftmost bit of the bit string contains the most significant bit of the RAB identity.
	

	         - CN domain identity
	
	PS domain
	

	         - NAS Synchronization Indicator
	
	Not Present
	

	         - Re-establishment timer
	
	useT315
	

	        - RB information to setup
	
	
	

	         - RB identity
	
	25
	

	         - PDCP info
	
	
	

	          - Support for lossless SRNS relocation
	
	FALSE
	

	          - Max PDCP SN window size
	
	Not present
	

	          - PDCP PDU header
	
	Absent
	

	          - Header compression information
	
	Not present
	

	         - CHOICE RLC info type
	
	RLC info 
	

	          - CHOICE Uplink RLC mode
	
	UM RLC
	

	           - Transmission RLC discard
	
	Not present
	

	          - CHOICE Downlink RLC mode
	
	UM RLC
	

	           - DL UM RLC LI size
	
	7
	

	           - DL Reception Window Size
	
	Not present
	

	         - One sided RLC re-establishment
	
	FALSE
	

	         - Alternative E-bit interpretation
	
	TRUE
	

	         - Use special value of HE field
	
	Not present
	

	        - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	DCH
	

	           - UL Transport channel identity
	
	1
	

	           - Logical channel identity
	
	Not Present
	

	           - CHOICE RLC size list
	
	Configured
	

	           - MAC logical channel priority
	
	8
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of downlink RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	              - DL HS-DSCH MAC-ehs Queue Id
	
	0
	

	            - Logical channel identity
	
	7
	

	RB information to reconfigure list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present 
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	RB information to be affected list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present 
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	RB information to be affected
	A12, A14
	
	Rel-7

	    - RB identity
	
	1 (UM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	1
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	1
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	1
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	1
	

	    - RB identity
	
	2 (AM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	2
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	2
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	2
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	2
	

	    - RB identity
	
	3 (AM DCCH for NAS High Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	3
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	3
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	3
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	3
	

	    - RB identity
	
	4 (AM DCCH for NAS Low Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	4
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	4
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	4
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	DCH
	

	            - DL DCH Transport channel identity
	
	10
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - Logical channel identity
	
	4
	

	RB information to be affected
	A13, A15
	
	Rel-7

	    - RB identity
	
	1 (UM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	1
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	1
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	1
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not present
	

	            - DL DSCH Transport channel identity
	
	Not present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	1
	

	    - RB identity
	
	2 (AM DCCH for RRC)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	2
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	2
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	2
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	2
	

	    - RB identity
	
	3 (AM DCCH for NAS High Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	3
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	3
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	3
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	3
	

	    - RB identity
	
	4 (AM DCCH for NAS Low Priority)
	

	    - RB mapping info
	
	
	

	         - Information for each multiplexing option
	
	1 RBMuxOption
	

	          - RLC logical channel mapping indicator
	
	Not Present
	

	          - Number of uplink RLC logical channels
	
	1
	

	           - Uplink transport channel type
	
	E-DCH
	

	           - Logical channel identity
	
	4
	

	           - E-DCH MAC-d flow identity
	
	1
	

	           - DDI
	
	4
	

	           - RLC PDU size list
	
	1 RLC PDU size
	

	             - RLC PDU size
	
	144 bits
	

	           - Include in scheduling info
	
	FALSE
	

	           - MAC logical channel priority
	
	4
	

	          - Downlink RLC logical channel info
	
	
	

	           - Number of RLC logical channels
	
	1
	

	            - Downlink transport channel type
	
	HS-DSCH
	

	            - DL DCH Transport channel identity
	
	Not Present
	

	            - DL DSCH Transport channel identity
	
	Not Present
	

	            - DL HS-DSCH MAC-d flow identity
	
	1
	

	            - Logical channel identity
	
	4
	

	Downlink counter synchronization info
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	PDCP ROHC target mode
	A9, A10
	Not Present
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	UL Transport channel information common for all transport channels
	A1, A2, A3, A4, A5, A6, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	
	, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	  - PRACH TFCS
	
	Not Present
	

	  - CHOICE mode
	
	TDD
	

	    - Individual UL CCTrCH information
	
	
	

	      - UL TFCS Identity
	
	
	

	        - TFCS ID
	
	1
	

	        - Shared Channel Indicator
	
	FALSE
	

	      - UL TFCS
	
	
	

	        - CHOICE TFCI signalling
	
	Normal
	

	          - TFCI Field 1 Information
	
	
	

	            - CHOICE TFCS representation
	
	Complete reconfiguration
	

	              - TFCS complete reconfiguration information
	
	
	

	                - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.11.5.4 Parameter Set.
	

	                  - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.11.5.4 Parameter Set
	

	                    - CTFC
	
	Reference to clause 6.11.5.4 Parameter Set
	

	                    - Power offset information
	
	
	

	                      - CHOICE Gain Factors
	
	Computed Gain Factors(The last TFC is set to Signalled Gain Factors)
	

	                        - Reference TFC ID
	
	0 Integer(0.. 3)
	

	                      - CHOICE Gain Factors
	
	Signalled Gain Factors(Not Present if the CHOICE Gain Factors is set to ComputedGain Factors)
	

	                        - CHOICE mode
	
	TDD
	

	                        - Gain Factor d
	
	15
	

	                        - Reference TFC ID
	
	0 Integer(0.. 3)
	

	                      - CHOICE mode
	
	TDD
	

	      - TFC subset
	
	
	

	        - CHOICE Subset representation
	
	Full transport format combination set
	

	  - TFC subset list
	
	Not Present
	

	UL Transport channel information common for all transport channels
	A11
	
	Rel-7

	  - PRACH TFCS
	
	Not Present
	

	  - CHOICE mode
	
	TDD
	

	    - Individual UL CCTrCH information
	
	
	

	      - UL TFCS Identity
	
	
	

	        - TFCS ID
	
	1
	

	        - Shared Channel Indicator
	
	FALSE
	

	      - UL TFCS
	
	
	

	        - CHOICE TFCI signalling
	
	Normal
	

	          - TFCI Field 1 Information
	
	
	

	            - CHOICE TFCS representation
	
	Complete reconfiguration
	

	              - TFCS complete reconfiguration information
	
	
	

	                - CHOICE CTFC Size
	
	ctfc2bit
	

	                  - CTFC information
	
	
	

	                    - CTFC
	
	0

((UL DCH RAB, DCCH)=(TF0, TF0))
	

	                    - Power offset information
	
	
	

	                      - CHOICE Gain Factors
	
	Computed Gain Factors
	

	                        - Reference TFC ID
	
	0 Integer(0.. 3)
	

	                    - CTFC
	
	1

((UL DCH RAB, DCCH)=(TF0, TF1))
	

	                      - CHOICE Gain Factors
	
	Signalled Gain Factors
	

	                        - CHOICE mode
	
	TDD
	

	                        - Gain factor βd
	
	15
	

	                        - Reference TFC ID
	
	0 Integer(0.. 3)
	

	                      - CHOICE mode
	
	TDD
	

	      - TFC subset
	
	
	

	        - CHOICE Subset representation
	
	Full transport format combination set
	

	  - TFC subset list
	
	Not Present
	

	UL Transport channel information common for all transport channels
	A12, A13, A14, A15
	
	Rel-7

	Deleted TrCH information list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	Rel-5

	
	, A11
, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	Deleted TrCH information list
	A12, A13, A14, A15
	
	Rel-7

	       - Uplink transport channel type
	
	DCH
	

	       - UL transport channel identity
	
	5
	

	Added or Reconfigured UL TrCH information
	A1, A3 A4, A5, A6, A7
	1 DCH added, 1 DCH reconfigured
	

	
	, A9, A10
	
	Rel-5

	
	, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	  - Added or Reconfigured UL TrCH information
	
	
	

	    - Uplink transport channel type
	
	DCH
	

	    - UL Transport channel identity
	
	5
	

	    - TFS
	
	
	

	      - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	1 to maxTF
	(This IE is repeated for TF number.)
	

	            - Transmission Time Interval
	
	Not Present
	

	            - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	        - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	    - Uplink transport channel type
	
	DCH
	

	    - UL Transport channel identity
	
	1
	

	    - TFS
	
	
	

	      - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	1 to maxTF
	(This IE is repeated for TF number.)
	

	            - Transmission Time Interval
	
	Not Present
	

	            - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	        - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	Added or Reconfigured TrCH information list
	A2, A8
	4 TrCHs(DCH for DCCH and 3DCHs for DTCH)
	

	  - Added or Reconfigured UL TrCH information
	
	
	

	    - Uplink transport channel type
	
	DCH
	

	    - UL Transport channel identity
	
	5
	

	    - TFS
	
	
	

	      - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	1 to maxTF
	(This IE is repeated for TF number.)
	

	            - Transmission Time Interval
	
	Not Present
	

	            - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	        - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	    - Uplink transport channel type
	
	DCH
	

	    - UL Transport channel identity
	
	1
	

	    - TFS
	
	
	

	      - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	1 to maxTF
	(This IE is repeated for TF number.)
	

	            - Transmission Time Interval
	
	Not Present
	

	            - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	        - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	    - Uplink transport channel type
	
	DCH
	

	    - UL Transport channel identity
	
	2
	

	    - TFS
	
	
	

	      - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	1 to maxTF
	(This IE is repeated for TF number.)
	

	            - Transmission Time Interval
	
	Not Present
	

	            - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	        - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	    - Uplink transport channel type
	
	DCH
	

	    - UL Transport channel identity
	
	3
	

	    - TFS
	
	
	

	      - CHOICE Transport channel type
	
	Dedicated transport channels
	

	        - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	1 to maxTF
	(This IE is repeated for TF number.)
	

	            - Transmission Time Interval
	
	Not Present
	

	            - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	        - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A11
	1 E-DCH added, 1 DCH added, 1 DCH reconfigured
	Rel-7

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - UL MAC header type
	
	Not present
	Rel-8

	          - UL MAC header type
	MAC-I-FIXED, MAC-I-FLEX
	MAC-i/is
	Rel-8

	          - CHOICE mode
	
	TDD
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	 Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	1
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	        - Uplink transport channel type
	
	DCH
	

	        - UL Transport channel identity
	
	5
	

	        - TFS
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	

	         - Dynamic Transport format information
	
	
	

	          - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	

	           - Transmission Time Interval
	
	Not Present
	

	           - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - CHOICE Logical channel list
	
	All
	

	         - Semi-static Transport Format information
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.11 Parameter Set 
	

	          - Type of channel coding
	
	Reference to clause 6.11 Parameter Set 
	

	          - Coding Rate
	
	Reference to clause 6.11 Parameter Set 
	

	          - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set 
	

	          - CRC size
	
	Reference to clause 6.11 Parameter Set 
	

	Added or Reconfigured UL TrCH information
	A12, A13
	1 E-DCH added with one DCCH MAC-d flow and one DTCH MAC-d flow
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - UL MAC header type
	
	Not present
	Rel-8

	          - UL MAC header type
	MAC-I-FIXED, MAC-I-FLEX
	MAC-i/is
	Rel-8

	          - CHOICE mode
	
	TDD
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DCCH)
	

	            - E-DCH MAC-d flow identity
	
	1
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Non-scheduled grant info
	

	             - CHOICE mode
	
	TDD(NULL)
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DTCH)
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	Added or Reconfigured UL TrCH information
	A14
	1 E-DCH added with one DCCH MAC-d flow and two DTCH MAC-d flows
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - UL MAC header type
	
	Not present
	Rel-8

	          - UL MAC header type
	MAC-I-FIXED, MAC-I-FLEX
	MAC-i/is
	Rel-8

	          - CHOICE mode
	
	TDD
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DCCH)
	

	            - E-DCH MAC-d flow identity
	
	1
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Non-scheduled grant info
	

	             - CHOICE mode
	
	TDD(NULL)
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for first DTCH)
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for second DTCH)
	

	            - E-DCH MAC-d flow identity
	
	3
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	Added or Reconfigured UL TrCH information
	A15
	1 E-DCH added with one DCCH MAC-d flow and two DTCH MAC-d flows
	Rel-6

	        - Uplink transport channel type
	
	E-DCH
	

	        - CHOICE UL parameters
	
	E-DCH
	

	          - UL MAC header type
	
	Not present
	Rel-8

	          - UL MAC header type
	MAC-I-FIXED, MAC-I-FLEX
	MAC-i/is
	Rel-8

	          - CHOICE mode
	
	TDD
	

	          - HARQ info for E-DCH
	
	
	

	            - HARQ RV Configuration
	
	rvtable
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for DCCH)
	

	            - E-DCH MAC-d flow identity
	
	1
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	3
	

	            - E-DCH MAC-d flow retransmission timer
	
	60
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Non-scheduled grant info
	

	             - CHOICE mode
	
	TDD(NULL)
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for first DTCH)
	

	            - E-DCH MAC-d flow identity
	
	2
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	          - Added or reconfigured E-DCH MAC-d flow
	
	(for second DTCH)
	

	            - E-DCH MAC-d flow identity
	
	4
	

	            - E-DCH MAC-d flow power offset
	
	0
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	
	7
	

	            - E-DCH MAC-d flow multiplexing list
	
	Not Present
	

	            - CHOICE transmission grant type
	
	Scheduled grant info
	

	CHOICE mode
	
	TDD  (no data)
	

	DL Transport channel information common for all transport channel
	A1, A2, A7, A8
	
	

	  - SCCPCH TFCS
	
	Not Present
	

	  - CHOICE mode
	
	TDD
	

	    - Individual DL CCTrCH information
	
	
	

	      - DL TFCS Identity
	
	
	

	        - TFCS ID
	
	2
	

	        - Shared Channel Indicator
	
	FALSE
	

	      - CHOICE DL parameters
	
	SameAsUL
	

	        - UL DCH TFCS Identity
	
	
	

	          - TFCS ID
	
	1
	

	          - Shared Channel Indicator
	
	FALSE
	

	DL Transport channel information common for all transport channel
	A3, A4, A5, A6
	
	

	
	A10
	
	Rel-5

	
	, A11, A12, A14, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	  - SCCPCH TFCS
	
	Not Present
	

	  - CHOICE mode
	
	TDD
	

	    - Individual DL CCTrCH information
	
	
	

	      - DL TFCS Identity
	
	
	

	        - TFCS ID
	
	2
	

	        - Shared Channel Indicator
	
	FALSE
	

	      - CHOICE DL parameters
	
	Independent
	

	        - DL TFCS
	
	
	

	          - CHOICE TFCI Signalling
	
	Normal
	

	            - TFCI Field 1 Information
	
	
	

	              - CHOICE TFCS representation
	
	Complete reconfiguration
	

	                - TFCS complete reconfiguration information
	
	
	

	                  - CHOICE CTFC Size
	
	Number of bits used must be enough to cover all combinations of CTFC from  clause 6.11.5.4 Parameter Set.
	

	                    - CTFC information
	
	This IE is repeated for TFC numbers and reference to clause 6.11.5.4
	

	                      - CTFC
	
	Reference to clause 6.11.5.4 Parameter Set
	

	                      - Power offset information
	
	Not Present
	

	DL Transport channel information common for all transport channel
	A9
	 
	Rel-5

	 - SCCPCH TFCS
	 
	Not Present
	 

	 - CHOICE mode
	 
	TDD
	 

	  - Individual DL CCTrCH information
	
	
	

	   - DL TFCS Identity
	
	
	

	    - TFCS ID
	
	2
	

	    - Shared Channel Indicator
	
	FALSE
	

	   - CHOICE DL parameters
	 
	Explicit
	 

	    - DL DCH TFCS
	 
	 
	 

	     - CHOICE TFCI Signalling
	 
	Normal
	 

	      - TFCI Field 1 Information
	 
	 
	 

	       - CHOICE TFCS representation
	 
	Complete reconfiguration
	 

	        - TFCS complete reconfigure
	 
	 
	 

	         - CHOICE CTFC Size
	 
	ctfc2bit
	 

	          - CTFC information
	 
	 
	 

	           - CTFC
	 
	0

((DL DCH RAB, DCCH)=(TF0, TF0))
	 

	           - Power offset information
	 
	Not Present
	 

	           - CTFC
	 
	1

((DL DCH RAB, DCCH)=(TF0, TF1))
	 

	           - Power offset information
	 
	Not Present
	 

	DL Transport channel information common for all transport channel
	A13, A15
	Not Present
	Rel-7

	Deleted TrCH information list
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	Deleted DL TrCH information
	A13, A15
	
	Rel-7

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	Added or Reconfigured TrCH information list
	A1
	1 DCH added, 1 DCH reconfigured
	

	  - Added or Reconfigured DL TrCH information
	
	
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	    - CHOICE DL parameters
	
	Same as UL
	

	      - Uplink transport channel type
	
	DCH
	

	      - UL TrCH identity
	
	5
	

	    - DCH quality target
	
	
	

	      - BLER Quality value
	
	-20 (-2.0) 
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	6
	

	    - CHOICE DL parameters
	
	Same as UL
	

	      - Uplink transport channel type
	
	DCH
	

	      - UL TrCH identity
	
	1
	

	    - DCH quality target
	
	
	

	      - BLER Quality value
	
	-20 (-2.0) 
	

	Added or Reconfigured TrCH information list
	A3, A4, A5, A6, A7
	2 TrCHs(DCH for DCCH and DCH for DTCH)
	

	  - Added or Reconfigured DL TrCH information
	
	
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	    - CHOICE DL parameters
	
	Same as UL
	

	      - Uplink transport channel type
	
	DCH
	

	      - UL TrCH identity
	
	5
	

	    - DCH quality target
	
	
	

	      - BLER Quality value
	
	-20 (-2.0) 
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	6
	

	    - CHOICE DL parameters
	
	Explicit
	

	      - TFS
	
	
	

	        - CHOICE Transport channel type
	
	Dedicated transport channels
	

	          - Dynamic transport format information
	
	
	

	            - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	            - Number of TBs and TTI List
	
	(This IE is repeated for TF number.)
	

	              - Transmission Time Interval
	
	Not Present
	

	              - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - Semi-static Transport Format information
	
	
	

	            - Transmission time interval
	
	Reference to clause 6.11 Parameter Set
	

	            - Type of channel coding
	
	Reference to clause 6.11 Parameter Set
	

	            - Coding Rate
	
	Reference to clause 6.11 Parameter Set
	

	            - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set
	

	            - CRC size
	
	Reference to clause 6.11 Parameter Set
	

	    - DCH quality target
	
	
	

	    - Transparent mode signalling info
	
	Not Present
	

	Added or Reconfigured TrCH information list
	A2, A8
	4 TrCHs(DCH for DCCH and 3DCHs for DTCH)
	

	  - Added or Reconfigured DL TrCH information
	
	
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	    - CHOICE DL parameters
	
	Same as UL
	

	      - Uplink transport channel type
	
	DCH
	

	      - UL TrCH identity
	
	5
	

	    - DCH quality target
	
	
	

	    - Transparent mode signalling info
	
	Not Present
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	6
	

	    - CHOICE DL parameters
	
	Explicit
	

	      - TFS
	
	
	

	        - CHOICE Transport channel type
	
	Dedicated transport channels
	

	          - Dynamic transport format information
	
	
	

	            - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	            - Number of TBs and TTI List
	
	(This IE is repeated for TF number.)
	

	              - Transmission Time Interval
	
	Not Present
	

	              - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - Semi-static Transport Format information
	
	
	

	            - Transmission time interval
	
	Reference to clause 6.11 Parameter Set
	

	            - Type of channel coding
	
	Reference to clause 6.11 Parameter Set
	

	            - Coding Rate
	
	Reference to clause 6.11 Parameter Set
	

	            - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set
	

	            - CRC size
	
	Reference to clause 6.11 Parameter Set
	

	    - DCH quality target
	
	
	

	      - BLER Quality value
	
	-20 (-2.0)
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	7
	

	    - CHOICE DL parameters
	
	Explicit
	

	      - TFS
	
	
	

	        - CHOICE Transport channel type
	
	Dedicated transport channels
	

	          - Dynamic transport format information
	
	
	

	            - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	            - Number of TBs and TTI List
	
	(This IE is repeated for TF number.)
	

	              - Transmission Time Interval
	
	Not Present
	

	              - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - Semi-static Transport Format information
	
	
	

	            - Transmission time interval
	
	Reference to clause 6.11 Parameter Set
	

	            - Type of channel coding
	
	Reference to clause 6.11 Parameter Set
	

	            - Coding Rate
	
	Reference to clause 6.11 Parameter Set
	

	            - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set
	

	            - CRC size
	
	Reference to clause 6.11 Parameter Set
	

	    - DCH quality target
	
	
	

	      - BLER Quality value
	
	-20 (-2.0)
	

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	8
	

	    - CHOICE DL parameters
	
	Explicit
	

	      - TFS
	
	
	

	        - CHOICE Transport channel type
	
	Dedicated transport channels
	

	          - Dynamic transport format information
	
	
	

	            - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	            - Number of TBs and TTI List
	
	(This IE is repeated for TF number.)
	

	              - Transmission Time Interval
	
	Not Present
	

	              - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - Semi-static Transport Format information
	
	
	

	            - Transmission time interval
	
	Reference to clause 6.11 Parameter Set
	

	            - Type of channel coding
	
	Reference to clause 6.11 Parameter Set
	

	            - Coding Rate
	
	Reference to clause 6.11 Parameter Set
	

	            - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set
	

	            - CRC size
	
	Reference to clause 6.11 Parameter Set
	

	    - DCH quality target
	
	
	

	      - BLER Quality value
	
	-20 (-2.0)
	

	Added or Reconfigured DL TrCH information
	A9,A10
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-5

	
	, A11
	
	Rel-7

	        - Downlink transport channel type
	 
	DCH
	 

	        - DL Transport channel identity
	 
	10
	 

	        - CHOICE DL parameters
	 
	Same as UL
	 

	            - Uplink transport channel type
	 
	DCH
	 

	            - UL TrCH identity
	 
	5
	 

	        - DCH quality target
	 
	 
	 

	            - BLER Quality value
	 
	-20 (-2.0)
	 

	        - Downlink transport channel type
	 
	HS-DSCH
	 

	        - DL Transport channel identity
	 
	Not Present
	 

	        - CHOICE DL parameters
	 
	HS-DSCH
	 

	            - HARQ Info
	 
	 
	 

	                - Number of Processes
	 
	Reference to clause 6.11.5.4.6 Parameter Set
	 

	                - CHOICE Memory Partitioning
	 
	Implicit
	 

	            - Added or reconfigured MAC-d flow
	 
	 
	 

	                - MAC-hs queue to add or reconfigure list
	 
	(one queue)
	 

	                    - MAC-hs queue Id
	 
	0
	 

	                    - MAC-d Flow Identity
	 
	0
	 

	                    - T1
	 
	120
	 

	                    - MAC-hs window size
	 
	16
	 

	                    - MAC-d PDU size Info
	 
	 
	 

	                        - MAC-d PDU size
	 
	336
	 

	                        - MAC-d PDU size index
	 
	0
	 

	                - MAC-hs queue to delete list
	 
	Not present
	 

	        - DCH quality target
	 
	Not present
	 

	Added or Reconfigured DL TrCH information
	A12
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-7

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	    - CHOICE DL parameters
	
	Explicit
	

	      - TFS
	
	
	

	        - CHOICE Transport channel type
	
	Dedicated transport channels
	

	          - Dynamic transport format information
	
	
	

	            - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	            - Number of TBs and TTI List
	
	(This IE is repeated for TF number.)
	

	              - Transmission Time Interval
	
	Not Present
	

	              - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - Semi-static Transport Format information
	
	
	

	            - Transmission time interval
	
	Reference to clause 6.11 Parameter Set
	

	            - Type of channel coding
	
	Reference to clause 6.11 Parameter Set
	

	            - Coding Rate
	
	Reference to clause 6.11 Parameter Set
	

	            - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set
	

	            - CRC size
	
	Reference to clause 6.11 Parameter Set
	

	    - DCH quality target
	
	
	

	        - BLER Quality value
	
	-20 (-2.0)
	

	    - Downlink transport channel type
	
	HS-DSCH
	

	    - DL Transport channel identity
	
	Not Present
	

	    - CHOICE DL parameters
	
	HS-DSCH
	

	        - HARQ Info
	
	
	

	            - Number of Processes
	
	Reference to clause 6.11.5.4.6 Parameter Set
	

	            - CHOICE Memory Partitioning
	
	Implicit
	

	        - Added or reconfigured MAC-d flow
	
	
	

	            - MAC-hs queue to add or reconfigure list
	
	(one queue)
	

	                - MAC-hs queue Id
	
	0
	

	                - MAC-d Flow Identity
	
	0
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	336
	

	                    - MAC-d PDU size index
	
	0
	

	            - MAC-hs queue to delete list
	
	Not present
	

	    - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A13
	1 TrCH (HS-DSCH for DTCH and DCCH)
	Rel-7

	    - Downlink transport channel type
	
	HS-DSCH
	

	    - DL Transport channel identity
	
	Not Present
	

	    - CHOICE DL parameters
	
	HS-DSCH
	

	        - HARQ Info
	
	
	

	            - Number of Processes
	
	Reference to clause 6.11.5.4.6 Parameter Set
	

	            - CHOICE Memory Partitioning
	
	Implicit
	

	        - Added or reconfigured MAC-d flow
	
	
	

	            - MAC-hs queue to add or reconfigure list
	
	(two queue)
	

	                - MAC-hs queue Id
	
	0(for DTCH)
	

	                - MAC-d Flow Identity
	
	0
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	336
	

	                    - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue Id
	
	1(for DCCH)
	

	                - MAC-d Flow Identity
	
	1
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	148
	

	                    - MAC-d PDU size index
	
	0
	

	            - MAC-hs queue to delete list
	
	Not present
	

	    - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A14
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-7

	    - Downlink transport channel type
	
	DCH
	

	    - DL Transport channel identity
	
	10
	

	    - CHOICE DL parameters
	
	Explicit
	

	      - TFS
	
	
	

	        - CHOICE Transport channel type
	
	Dedicated transport channels
	

	          - Dynamic transport format information
	
	
	

	            - RLC Size
	
	Reference to clause 6.11 Parameter Set 
	

	            - Number of TBs and TTI List
	
	(This IE is repeated for TF number.)
	

	              - Transmission Time Interval
	
	Not Present
	

	              - Number of Transport blocks
	
	Reference to clause 6.11 Parameter Set
	

	          - Semi-static Transport Format information
	
	
	

	            - Transmission time interval
	
	Reference to clause 6.11 Parameter Set
	

	            - Type of channel coding
	
	Reference to clause 6.11 Parameter Set
	

	            - Coding Rate
	
	Reference to clause 6.11 Parameter Set
	

	            - Rate matching attribute
	
	Reference to clause 6.11 Parameter Set
	

	            - CRC size
	
	Reference to clause 6.11 Parameter Set
	

	    - DCH quality target
	
	
	

	        - BLER Quality value
	
	-20 (-2.0)
	

	    - Downlink transport channel type
	
	HS-DSCH
	

	    - DL Transport channel identity
	
	Not Present
	

	    - CHOICE DL parameters
	
	HS-DSCH
	

	        - HARQ Info
	
	
	

	            - Number of Processes
	
	Reference to clause 6.11.5.4.6 Parameter Set
	

	            - CHOICE Memory Partitioning
	
	Implicit
	

	        - Added or reconfigured MAC-d flow
	
	
	

	            - MAC-hs queue to add or reconfigure list
	
	(two queue)
	

	                - MAC-hs queue Id
	
	0 (for first DTCH)
	

	                - MAC-d Flow Identity
	
	0
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	336
	

	                    - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue Id
	
	2 (for second DTCH)
	

	                - MAC-d Flow Identity
	
	2
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	336
	

	                    - MAC-d PDU size index
	
	0
	

	            - MAC-hs queue to delete list
	
	Not present
	

	    - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A15
	1 TrCH (HS-DSCH for 2 DTCH and DCCH)
	Rel-7

	    - Downlink transport channel type
	
	HS-DSCH
	

	    - DL Transport channel identity
	
	Not Present
	

	    - CHOICE DL parameters
	
	HS-DSCH
	

	        - HARQ Info
	
	
	

	            - Number of Processes
	
	Reference to clause 6.11.5.4.6 Parameter Set
	

	            - CHOICE Memory Partitioning
	
	Implicit
	

	        - Added or reconfigured MAC-d flow
	
	
	

	            - MAC-hs queue to add or reconfigure list
	
	(three queue)
	

	                - MAC-hs queue Id
	
	0 (for first DTCH)
	

	                - MAC-d Flow Identity
	
	0
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	336
	

	                    - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue Id
	
	1 (for DCCH)
	

	                - MAC-d Flow Identity
	
	1
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	148
	

	                    - MAC-d PDU size index
	
	0
	

	                - MAC-hs queue Id
	
	3 (for second DTCH)
	

	                - MAC-d Flow Identity
	
	3
	

	                - T1
	
	120
	

	                - MAC-hs window size
	
	16
	

	                - MAC-d PDU size Info
	
	
	

	                    - MAC-d PDU size
	
	112
	

	                    - MAC-d PDU size index
	
	0
	

	                    - MAC-d PDU size
	
	144
	

	                    - MAC-d PDU size index
	
	1
	

	                    - MAC-d PDU size
	
	160
	

	                    - MAC-d PDU size index
	
	2
	

	                    - MAC-d PDU size
	
	176
	

	                    - MAC-d PDU size index
	
	3
	

	                    - MAC-d PDU size
	
	192
	

	                    - MAC-d PDU size index
	
	4
	

	                    - MAC-d PDU size
	
	224
	

	                    - MAC-d PDU size index
	
	5
	

	                    - MAC-d PDU size
	
	296
	

	                    - MAC-d PDU size index
	
	6
	

	                    - MAC-d PDU size
	
	344
	

	                    - MAC-d PDU size index
	
	7
	

	            - MAC-hs queue to delete list
	
	Not present
	

	    - DCH quality target
	
	Not present
	

	Added or Reconfigured DL TrCH information
	A16, A17
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-7

	
	, Ax1
	
	Rel-8

	        - Downlink transport channel type
	
	DCH
	

	        - DL Transport channel identity
	
	10
	

	        - CHOICE DL parameters
	
	Same as UL
	

	            - Uplink transport channel type
	
	DCH
	

	            - UL TrCH identity
	
	5
	

	        - DCH quality target
	
	
	

	            - BLER Quality value
	
	-20 (-2.0)
	

	        - Downlink transport channel type
	
	HS-DSCH
	

	        - DL Transport channel identity
	
	Not Present
	

	        - CHOICE DL parameters
	
	HS-DSCH
	

	            - HARQ Info
	
	
	

	                - Number of Processes
	
	Reference to clause 6.11.5.4.6 Parameter Set
	

	                - CHOICE Memory Partitioning
	
	Implicit
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	

	                - MAC-ehs queue to add or reconfigure list
	
	(one queue)
	

	                    - MAC-ehs queue Id
	
	0
	

	                    - T1
	
	50
	

	                    - MAC-ehs window size
	
	16
	

	                - MAC-ehs queue to delete list
	
	Not present
	

	        - DCH quality target
	
	Not present
	

	Frequency info
	A1, A2, A3, A4, A5, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	   - Choice mode
	
	TDD
	

	        - UARFCN (Nt)
	
	Reference to clause 5.1 Test frequencies
	

	Frequency info
	A6
	Not Present
	

	MIMO parameters
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11, A12, A13, A14, A15, A16, A17
	Not Present
	Rel-8

	MIMO parameters
	, Ax1
	start
	Rel-8

	   - CHOICE mode
	
	TDD
	

	        - CHOICE TDD option
	
	1.28Mcps TDD
	

	               - MIMO SF Mode for HS-PDSCH dual stream
	
	SF1,
	

	               - HS-SICH Reference Signal Info
	
	Not Present
	

	Maximum allowed UL TX power
	A1, A2, A3, A4, A7, A8
	33dBm
	

	
	, A9, A10
	
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	Maximum allowed UL TX power
	A5, A6
	Not Present
	

	CHOICE channel requirement
	A5, A6
	Not Present
	

	CHOICE channel requirement
	A1, A2, A3, A4, A7, A8
	Uplink DPCH info
	

	
	, A9, A10
	
	Rel-5

	
	, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	   - Uplink DPCH power control info
	
	
	

	             - CHOICE mode
	
	TDD
	

	               - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                 - PRXPDPCHdes
	
	Integer (-120…-58 by step of 1)
	

	               - CHOICE UL OL PC info
	
	
	

	                 - Broadcast UL OL PC info
	
	Null
	

	    - Uplink Timing Advance Control
	
	Not Present
	

	    - UL CCTrCH List
	
	
	

	      - TFCS ID
	
	1
	

	      - UL Target SIR
	
	Real (-11 .. 20 by step of 0.5 dB)
Reference to clause 6 Parameter set.
	

	      - Time info
	
	
	

	        - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	        - Duration
	
	Infinite
	

	      - Common timeslot info
	
	
	

	        - 2nd interleaving mode
	
	Default value is "Frame"
	

	          - TFCI coding
	
	Reference to clause 6 Parameter set
	

	          - Puncturing limit
	
	Reference to clause 6 Parameter set
	

	          - Repetition period
	
	1
	

	          - Repetition length
	
	
	

	      - Uplink DPCH timeslots and code
	
	
	

	        - Dynamic SF usage
	
	FALSE
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Timeslot number
	
	1 OR 2 OR 3
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble shift and burst type
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Midamble allocation mode
	
	Default midamble
	

	              - Midamble configuration
	
	16
	

	              - Midamble Shift
	
	Not Present
	

	          - CHOICE TDD option
	
	1.28 Mcps TDD
	

	            - Modulation
	
	QPSK
	

	            - SS-TPC Symbols
	
	1
	

	            - Additional TPC-SS Symbols
	
	Not present
	

	        - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	

	          - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	

	        - CHOICE more timeslots
	
	No more timeslots
	

	    - UL CCTrCH List to Remove
	
	Not present
	

	Uplink DPCH info
	A11, A12, A13, A14, A15
	Uplink DPCH info
	Rel-7

	   - Uplink DPCH power control info
	
	
	

	             - CHOICE mode
	
	TDD
	

	               - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                 - PRXPDPCHdes
	
	Integer (-120…-58 by step of 1)
	

	               - CHOICE UL OL PC info
	
	
	

	                 - Broadcast UL OL PC info
	
	Null
	

	    - Uplink Timing Advance Control
	
	Not Present
	

	    - UL CCTrCH List
	
	
	

	      - TFCS ID
	
	1
	

	      - UL Target SIR
	
	Real (-11 .. 20 by step of 0.5 dB)

Reference to clause 6 Parameter set.
	

	      - Time info
	
	
	

	        - Activation time
	
	(256+CFN-(CFN MOD 8 + 8))MOD 256
	

	        - Duration
	
	Infinite
	

	      - Common timeslot info
	
	
	

	        - 2nd interleaving mode
	
	Default value is "Frame"
	

	          - TFCI coding
	
	Reference to clause 6 Parameter set
	

	          - Puncturing limit
	
	Reference to clause 6 Parameter set
	

	          - Repetition period
	
	1
	

	          - Repetition length
	
	1
	

	      - Uplink DPCH timeslots and code
	
	
	

	        - Dynamic SF usage
	
	FALSE
	

	        - First individual timeslot info
	
	
	

	          - Timeslot number
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Timeslot number
	
	1 OR 2 OR 3
	

	          - TFCI existence
	
	TRUE
	

	          - Midamble shift and burst type
	
	
	

	            - CHOICE TDD option
	
	1.28 Mcps TDD
	

	              - Midamble allocation mode
	
	Default midamble
	

	              - Midamble configuration
	
	16
	

	              - Midamble Shift
	
	Not Present
	

	          - CHOICE TDD option
	
	1.28 Mcps TDD
	

	            - Modulation
	
	QPSK
	

	            - SS-TPC Symbols
	
	1
	

	            - Additional TPC-SS Symbols
	
	Not present
	

	        - First timeslot Code List
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	

	          - channelisation codes
	
	(SF/ i) where i denotes an unassigned code matching the SF specified in clause 6 Parameter Set.
	

	        - CHOICE more timeslots
	
	No more timeslots
	

	    - UL CCTrCH List to Remove
	
	Not present
	

	E-DCH Info
	A11, A12, A13, A14, A15
	
	Rel-7

	    - MAC-es/e reset indicator
	
	TRUE
	

	    - CHOICE mode
	
	TDD
	

	      - E-RUCCH info
	
	
	

	        - CHOICE TDD mode
	
	1.28 Mcps TDD
	

	          - T-RUCCH
	
	200
	

	          - N-RUCCH
	
	3
	

	          - T-WAIT
	
	40
	

	          - T-SI
	
	40
	

	          - Extended Estimation Window
	
	Not present
	

	          - PRACH Information
	
	Not present
	

	      - E-PUCH info
	
	
	

	        - E-TFCS information
	
	
	

	          - Reference Beta Information QPSK list
	
	
	

	            - Reference Code Rate
	
	2
	

	            - Reference Beta
	
	-10
	

	            - Reference Code Rate
	
	8
	

	            - Reference Beta
	
	-3
	

	          - Reference Beta Information 16QAM list
	
	
	

	            - Reference Code Rate
	
	2
	

	            - Reference Beta
	
	-5
	

	            - Reference Code Rate
	
	8
	

	            - Reference Beta
	
	2
	

	        - CHOICE TDD mode
	
	1.28 Mcps TDD
	

	          - SNPL Reporting Type
	
	type1
	

	          - PRXdes​_base
	
	-112
	

	          - Beacon PL Est
	
	FALSE
	

	          - TPC step size
	
	1
	

	          - Uplink synchronisation parameters
	
	Not present
	

	          - E-PUCH TS configuration list
	
	
	

	            - TS number
	
	3
	

	            - Midamble shift and burst type
	
	
	

	              - Midamble Allocation Mode
	
	Default midamble
	

	              - Midamble configuration
	
	16
	

	              - Midamble Shift
	
	Not Present
	

	          - Minimum allowed code rate
	
	0
	

	          - Maximum allowed code rate
	
	63
	

	        - Power Offset for Scheduling Info
	
	Not Present
	

	      - Non-scheduled transmission grant info
	A11
	Not Present
	

	      - Non-scheduled transmission grant info
	A12, A13, A14, A15
	
	

	        - CHOICE TDD Option
	
	1.28 Mcps TDD
	

	          - NE-UCCH
	
	1
	

	          - NE-HICH
	
	4
	

	          - Timeslot Resource Related InformationI
	
	00100
	

	          - Power Resource Related Information
	
	1
	

	          - Activation Time
	
	0
	

	          - Subframe number
	
	0
	

	          - Repetition period and length
	
	
	

	            - Repetition period
	
	2
	

	            - Repetition Length
	
	1
	

	          - Code Resource Information
	
	8/1
	

	          - E-HICH Information
	
	
	

	            - Timeslot number
	
	6
	

	            - Channelisation code
	
	16/6
	

	            - Midamble Allocation mode
	
	Default midamble
	

	            - Midamble configuration
	
	16
	

	            - Signature Sequence Group Index
	
	0
	

	CHOICE Mode
	A1, A2, A3, A4, A5, A6, A7, A8
	TDD
	

	
	, A9, A10
	
	Rel-5

	Downlink HS-PDSCH Information
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	Rel-5

	Downlink HS-PDSCH Information
	A9, A10
	 
	Rel-5

	
	, A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	- HS-SCCH Info
	 
	 
	 

	 - CHOICE mode
	
	TDD
	

	  - CHOICE TDD option
	
	1.28 Mcps
	

	   - HS-SCCH Set Configuration
	
	
	

	    - Timeslot number
	
	0
	

	    - First Channelisation code
	
	(16/5)
	

	    - Second Channelisation code
	
	(16/6)
	

	    - Midamble Allocation mode
	
	Default midamble
	

	    - Midamble configuration
	
	8
	

	    - BLER target
	
	-2.0
	

	    - HS-SICH configuration
	
	
	

	     - Timeslot number
	
	1
	

	     - Channelisation code
	
	(16/11)
	

	     - Midamble Allocation mode
	
	Default midamble
	

	     - Midamble configuration
	
	8
	

	     - Ack-Nack Power Offset
	
	0
	

	     - PRXHS-SICH
	
	-120
	

	     - TPC step size
	
	1dB
	

	    - Timeslot number
	
	0
	

	    - First Channelisation code
	
	(16/7)
	

	    - Second Channelisation code
	
	(16/8)
	

	    - Midamble Allocation mode
	
	Default midamble
	

	    - Midamble configuration
	
	8
	

	    - BLER target
	
	-2.0
	

	    - HS-SICH configuration
	
	
	

	     - Timeslot number
	
	1
	

	     - Channelisation code
	
	(16/12)
	

	     - Midamble Allocation mode
	
	Default midamble
	

	     - Midamble configuration
	
	8
	

	     - Ack-Nack Power Offset
	
	0
	

	     - PRXHS-SICH
	
	-120
	

	     - TPC step size
	
	1dB
	

	    - Timeslot number
	
	0
	

	    - First Channelisation code
	
	(16/9)
	

	    - Second Channelisation code
	
	(16/10)
	

	    - Midamble Allocation mode
	
	Default midamble
	

	    - Midamble configuration
	
	8
	

	    - BLER target
	
	-2.0
	

	    - HS-SICH configuration
	
	
	

	     - Timeslot number
	
	1
	

	     - Channelisation code
	
	(16/13)
	

	     - Midamble Allocation mode
	
	Default midamble
	

	     - Midamble configuration
	
	8
	

	     - Ack-Nack Power Offset
	
	0
	

	     - PRXHS-SICH
	
	-120
	

	     - TPC step size
	
	1dB
	

	    - Timeslot number
	
	0
	

	    - First Channelisation code
	
	(16/11)
	

	    - Second Channelisation code
	
	(16/12)
	

	    - Midamble Allocation mode
	
	Default midamble
	

	    - Midamble configuration
	
	8
	

	    - BLER target
	
	-2.0
	

	    - HS-SICH configuration
	
	
	

	     - Timeslot number
	
	1
	

	     - Channelisation code
	
	(16/14)
	

	     - Midamble Allocation mode
	
	Default midamble
	

	     - Midamble configuration
	
	8
	

	     - Ack-Nack Power Offset
	
	0
	

	     - PRXHS-SICH
	
	-120
	

	     - TPC step size
	
	1dB
	

	- CHOICE mode
	
	TDD 
	

	- CHOICE TDD option
	
	1.28 Mcps TDD
	

	    - HS-PDSCH Midamble Configuration
	
	
	

	      - Midamble Allocation Mode
	
	Default midamble
	

	      - Midamble Configuration
	
	8
	

	      - Midamble Shift
	
	Not present
	

	Downlink information common for all radio links
	A5, A6
	Not Present
	

	Downlink information common for all radio links
	A1, A2, A3
	
	

	  - Downlink DPCH info common for all RL
	
	
	

	    - Timing indication
	
	Maintain
	

	    - CFN-targetSFN frame offset
	
	Not Present
	

	    - Downlink DPCH power control information
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - TPC Step Size
	
	1
	

	    - MAC-d HFN initial value
	
	Not Present
	

	    - CHOICE mode
	
	TDD
	

	  - CHOICE mode 
	
	TDD
	

	    - CHOICE TDD option
	
	1.28 Mcps TDD
	

	         - TSTD indicator
	
	FALSE
	

	  - Default DPCH Offset Value
	
	Not Present
	

	Downlink information common for all radio links
	A9
	
	Rel-5

	
	, A11, A12, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	  - Downlink DPCH info common for all RL
	
	
	

	    - Timing indication
	
	Maintain
	

	    - CFN-targetSFN frame offset
	
	Not Present
	

	    - Downlink DPCH power control information
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - TPC Step Size
	
	1
	

	    - MAC-d HFN initial value
	
	Not Present
	

	    - CHOICE mode
	
	TDD
	

	  - CHOICE mode 
	
	TDD
	

	    - CHOICE TDD option
	
	1.28 Mcps TDD
	

	         - TSTD indicator
	
	FALSE
	

	  - Default DPCH Offset Value
	
	Not Present
	

	  - MAC-hs reset indicator
	 
	TRUE
	

	Downlink information common for all radio links
	A4, A7, A8
	
	

	  - Downlink DPCH info common for all RL
	
	
	

	    - Timing indication
	
	Initialize
	

	    - CFN-targetSFN frame offset
	
	Not Present
	

	    - Downlink DPCH power control information
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - TPC Step Size
	
	1
	

	    - MAC-d HFN initial value
	
	Not Present
	

	    - CHOICE mode
	
	TDD
	

	  - CHOICE mode 
	
	TDD
	

	    - CHOICE TDD option
	
	1.28 Mcps TDD
	

	      - TSTD indicator
	
	FALSE
	

	  - Default DPCH Offset Value
	
	
	

	    - CHOICE mode
	
	TDD
	

	      - Default DPCH Offset Value
	
	0 Integer(0..7)
	

	Downlink information common for all radio links
	A10
	
	Rel-5

	  - Downlink DPCH info common for all RL
	
	
	

	    - Timing indication
	
	Initialize
	

	    - CFN-targetSFN frame offset
	
	Not Present
	

	    - Downlink DPCH power control information
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - TPC Step Size
	
	1
	

	    - MAC-d HFN initial value
	
	Not Present
	

	    - CHOICE mode
	
	TDD
	

	  - CHOICE mode 
	
	TDD
	

	    - CHOICE TDD option
	
	1.28 Mcps TDD
	

	         - TSTD indicator
	
	FALSE
	

	  - Default DPCH Offset Value
	
	Not Present
	

	  - MAC-hs reset indicator
	 
	TRUE
	

	Downlink information common for all radio links
	A13, A15
	
	Rel-7

	  - Downlink F-DPCH info common for all RL
	
	
	

	    - Timing indication
	
	Maintain
	

	    - Timing maintained Synchronization indicator
	
	FALSE t
	

	    - Downlink F-DPCH power control information
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - TPC Step Size
	
	1
	

	    - TPC command error rate target
	
	0.04
	

	  - CHOICE mode 
	
	TDD
	

	    - CHOICE TDD option
	
	1.28 Mcps TDD
	

	         - TSTD indicator
	
	FALSE
	

	  - Default DPCH Offset Value
	
	Not Present
	

	  - MAC-hs reset indicator
	 
	Not Present
	

	Downlink information per radio link list
	A1, A2, A3, A4, A7, A8
	
	

	
	, A9, A10
	
	Rel-5

	
	, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8

	  - Downlink information for each radio link
	
	
	

	    - Choice mode
	
	TDD
	

	      - Primary CCPCH info
	
	
	

	        - Choice mode
	
	TDD 
	

	          - Choice TDD Option
	
	1.28 Mcps TDD
	

	            - TSTD indicator
	
	FALSE
	

	          - Cell parameters ID
	
	Ref. to the Default setting in clause 6.1 (TDD)  Integer(0..127)
	

	          - SCTD indicator
	
	FALSE
	

	    - Downlink DPCH info for each RL
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - DL CCTrCh List
	
	
	

	          - TFCS ID
	
	2 Integer(1.8)
	

	          - Time info
	
	
	

	            - Activation time
	
	Now
	

	            - Duration
	
	Infinite
	

	          - Common timeslot info
	
	
	

	            - 2nd interleaving mode
	
	Default value is "Frame"
	

	            - TFCI coding
	
	Reference to clause 6 Parameter set
	

	            - Puncturing limit
	
	Reference to clause 6 Parameter set
	

	            - Repetition period
	
	1
	

	            - Repetition length
	
	NULL
	

	          - Downlink DPCH timeslots and codes
	
	
	

	            - First individual timeslot info
	
	
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                  - Timeslot number
	
	4 OR 5 OR 6
	

	              - TFCI existence
	
	TRUE
	

	              - Midamble shift and burst type
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                  - Midamble allocation mode
	
	Default midamble
	

	                  - Midamble configuration
	
	16
	

	                  - Midamble Shift
	
	Not Present
	

	              - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                - Modulation
	
	QPSK
	

	                - SS-TPC Symbols
	
	1
	

	                - Additional TPC-SS Sysbols
	
	Not present
	

	            - First timeslot channelisation codes
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	

	              - CHOICE codes representation
	
	
	

	                - Channelisation codes bitmap
	
	Reference to clause 6.11 Parameter Set
	

	            - CHOICE more timeslots
	
	No more timeslots
	

	          - UL CCTrCH TPC List
	
	This list is not required for 1.28 Mcps TDD and is to be ignored by the UE.
	

	            - UL TPC TFCS Identity
	
	
	

	              - TFCS ID
	
	1
	

	              - Shared Channel Indicator
	
	FALSE
	

	      - DL CCTrCH List to Remove
	
	Not present
	

	    - SCCPCH Information for FACH
	
	Not Present
	R99 and Rel-4 only

	    - E-AGCH Info
	
	Not Present
	Rel-6

	    - CHOICE mode
	
	TDD
	Rel-7

	      - E-HICH Information
	
	Not Present
	Rel-7

	Downlink information per radio link list
	A11, A12, A13, A14, A15
	
	Rel-7

	  - Downlink information for each radio link
	
	
	

	    - Choice mode
	
	TDD
	

	      - Primary CCPCH info
	
	
	

	        - Choice mode
	
	TDD 
	

	          - Choice TDD Option
	
	1.28 Mcps TDD
	

	            - TSTD indicator
	
	FALSE
	

	          - Cell parameters ID
	
	Ref. to the Default setting in clause 6.1 (TDD)  Integer(0..127)
	

	          - SCTD indicator
	
	FALSE
	

	    - Downlink DPCH info for each RL
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - DL CCTrCh List
	
	
	

	          - TFCS ID
	
	2 Integer(1.8)
	

	          - Time info
	
	
	

	            - Activation time
	
	Now
	

	            - Duration
	
	Infinite
	

	          - Common timeslot info
	
	
	

	            - 2nd interleaving mode
	
	Default value is "Frame"
	

	            - TFCI coding
	
	Reference to clause 6 Parameter set
	

	            - Puncturing limit
	
	Reference to clause 6 Parameter set
	

	            - Repetition period
	
	1
	

	            - Repetition length
	
	NULL
	

	          - Downlink DPCH timeslots and codes
	
	
	

	            - First individual timeslot info
	
	
	

	              - Timeslot number
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                  - Timeslot number
	
	4 OR 5 OR 6
	

	              - TFCI existence
	
	TRUE
	

	              - Midamble shift and burst type
	
	
	

	                - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                  - Midamble allocation mode
	
	Default midamble
	

	                  - Midamble configuration
	
	16
	

	                  - Midamble Shift
	
	Not Present
	

	              - CHOICE TDD option
	
	1.28 Mcps TDD
	

	                - Modulation
	
	QPSK
	

	                - SS-TPC Symbols
	
	1
	

	                - Additional TPC-SS Sysbols
	
	Not present
	

	            - First timeslot channelisation codes
	
	Repeated (1,2) for each channelisation code assigned in the slot to meet the needs of clause 6 Parameter Set.
	

	              - CHOICE codes representation
	
	
	

	                - Channelisation codes bitmap
	
	Reference to clause 6.11 Parameter Set
	

	            - CHOICE more timeslots
	
	No more timeslots
	

	          - UL CCTrCH TPC List
	
	This list is not required for 1.28 Mcps TDD and is to be ignored by the UE.
	

	            - UL TPC TFCS Identity
	
	
	

	              - TFCS ID
	
	1
	

	              - Shared Channel Indicator
	
	FALSE
	

	      - DL CCTrCH List to Remove
	
	Not present
	

	    - E-AGCH Info
	
	
	

	      - CHOICE mode
	
	TDD
	

	        - CHOICE TDD Option
	
	1.28 Mcps TDD
	

	          - RDI Indicator
	
	FALSE
	

	          - TPC step size
	
	1
	

	          - E-AGCH set configuration
	
	
	

	            - Timeslot number
	
	6
	

	            - First Channelisation code
	
	16/3
	

	            - Second Channelisation code
	
	16/4
	

	            - Midamble Allocation mode
	
	Default midamble
	

	            - Midamble configuration
	
	16
	

	            - Midamble Shift
	
	Not Present
	

	          - E-AGCH BLER target
	
	-0.05
	

	    - CHOICE mode
	
	TDD
	

	      - CHOICE TDD Option
	
	1.28 Mcps TDD
	

	        - NE-HICH
	
	15
	

	        - E-HICH set configuration
	
	
	

	          - EI
	
	2
	

	          - Timeslot number
	
	6
	

	          - Channelisation code
	
	16/5
	

	          - Midamble Allocation mode
	
	Default midamble
	

	          - Midamble configuration
	
	16
	

	          - Midamble Shift
	
	Not Present
	

	Downlink information per radio link list
	A5
	
	

	  - Downlink information for each radio link
	
	
	

	    - Choice mode
	
	TDD
	

	      - Primary CCPCH info
	
	
	

	        - Choice mode
	
	TDD 
	

	          - Choice TDD Option
	
	1.28 Mcps TDD
	

	            - TSTD indicator
	
	FALSE
	

	          - Cell parameters ID
	
	Ref. to the Default setting in clause 6.1 (TDD)  Integer(0..127)
	

	          - SCTD indicator
	
	FALSE
	

	    - Downlink DPCH info for each RL
	
	Not Present
	

	    - SCCPCH Information for FACH
	
	Not Present
	R99 and Rel-4 only

	    - E-AGCH Info
	
	Not Present
	Rel-6

	    - CHOICE mode
	
	TDD
	Rel-7

	      - E-HICH Information
	
	Not Present
	Rel-7

	Downlink information per radio link list
	A6
	Not Present
	

	MBMS PL Service Restriction Information
	A1, A2, A3, A4, A5, A6, A7, A8
	Not Present
	

	
	A9, A10
	
	Rel-5

	
	A11, A12, A13, A14, A15, A16, A17
	
	Rel-7

	
	, Ax1
	
	Rel-8


	Condition
	Explanation
	Version

	A1
	This IE need for "Non speech to CELL_DCH from CELL_DCH in CS"
	

	A2 
	This IE need for "Speech to CELL_DCH from CELL_DCH in CS"
	

	A3
	This IE need for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE need for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE need for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE need for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE need for "Non speech to CELL_DCH from CELL_FACH in CS"
	

	A8
	This IE need for "Speech to CELL_DCH from CELL_FACH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS"
	Rel-5

	A10
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using one multiplexing option", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_FACH in PS"
	Rel-5

	A11
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-7

	A12
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-7

	A13
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-7

	A14
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (two streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-7

	A15
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-7

	A16
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM"
	Rel-7

	A17
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC UM"
	Rel-7

	Ax1
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with MIMO"
	Rel-8


	Condition
	Explanation
	Version

	MAC-I-FIXED
	Used with other condition when MAC-i/is with Fixed RLC PDU size is configured
	Rel-8

	MAC-I-FLEX
	Used with other condition when MAC-i/is with Flexible RLC PDU size is configured
	Rel-8


------------------------------------------------ End of change ---------------------------------------------------------------
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