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	RP-100217
	R3-100610
	Correction of the value range for RACH Measurement Result IE for 1.28Mcps TDD
	25.435
	0219
	-
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-100611
	Correction of the value range for RACH Measurement Result IE for 1.28Mcps TDD
	25.435
	0220
	-
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-100713
	Clarification of eDRX Indication for 1.28Mcp TDD
	25.425
	0148
	-　
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-100714
	Clarification of eDRX Indication for 1.28Mcp TDD
	25.425
	0149
	-　
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-100737
	Clarification of HS-DSCH Paging System Information LCR
	25.433
	1740
	1
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-100738
	Clarification of HS-DSCH Paging System Information LCR
	25.433
	1741
	1
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101018
	Clarification DCCH/DTCH transmission mechanism in enhanced CELL-PCH state
	25.435
	0217
	1
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101019
	Clarification DCCH/DTCH transmission mechanism in enhanced CELL-PCH state
	25.435
	0218
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101066
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	25.433
	1742
	2
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101067
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	25.433
	1743
	2
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101068
	Correction of description for RSI procedure for 1.28Mcps TDD
	25.433
	1744
	2
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101069
	Correction of description for RSI procedure for 1.28Mcps TDD
	25.433
	1745
	2
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101250
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	25.433
	1773
	1
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101251
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	25.433
	1774
	1
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101334
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	25.433
	1755
	2
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101335
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	25.433
	1756
	2
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101336
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	25.423
	1590
	3
	F
	8.7.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101337
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	25.423
	1591
	3
	A
	9.1.0
	RANimp-EnhState1.28TDD
	Rel-9


