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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100219
	R3-100575
	Correction of CSG Cell and Hybrid Cell Definition
	25.413
	1038
	-
	F
	9.1.0
	HNB-Arch
	Rel-9

	RP-100219
	R3-100618
	Clarification of HNB Definition
	25.467
	0073
	-
	F
	9.1.0
	HNB-Arch
	Rel-9

	RP-100219
	R3-100619
	Corrections on the non-CSG UEs registration and Iuh Disconnect Procedure
	25.467
	0074
	-
	F
	8.4.0
	HNB-Arch
	Rel-8

	RP-100219
	R3-100620
	Corrections on the non-CSG UEs registration and Iuh Disconnect Procedure
	25.467
	0075
	-
	A
	9.1.0
	HNB-Arch
	Rel-9

	RP-100219
	R3-100582
	Correction of DC-HSDPA capability report in Iur 
	25.423
	1580
	-
	F
	8.7.0
	RANimp-DCHSDPA
	Rel-8

	RP-100219
	R3-100583
	Correction of DC-HSDPA capability report in Iur
	25.423
	1581
	-
	A
	9.1.0
	RANimp-DCHSDPA
	Rel-9

	RP-100219
	R3-100833
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	25.433
	1748
	1
	F
	8.7.1
	RANimp-64QamMimoHsdpa
	Rel-8

	RP-100219
	R3-100834
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	25.433
	1749
	1
	A
	9.1.1
	RANimp-64QamMimoHsdpa
	Rel-9

	RP-100219
	R3-101049
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.423
	1577
	1
	A
	9.1.0
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101050
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.423
	1582
	1
	F
	8.7.0
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101051
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.433
	1734
	2
	A
	9.1.1
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101052
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.433
	1739
	2
	F
	8.7.1
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101103
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	25.433
	1779
	1
	F
	8.7.1
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101104
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	25.433
	1780
	1
	A
	9.1.1
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101176
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	25.433
	1785
	1
	A
	9.1.1
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101338
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	25.433
	1784
	3
	F
	8.7.1
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101142
	Corrections on Packet Number
	25.446
	0009
	1
	F
	8.1.0
	RANimp-HSPAEvo
	Rel-8

	RP-100219
	R3-101173
	Addition of IP Source Address in MBMS Synchronisation Information in MBMS Session Start
	25.413
	1050
	2
	F
	8.4.0
	RANimp-HSPAEvo
	Rel-8

	RP-100219
	R3-101174
	Addition of IP Source Address in MBMS Synchronisation Information in MBMS Session Start
	25.413
	1051
	2
	A
	9.1.0
	RANimp-HSPAEvo
	Rel-9


