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8.3
Dedicated Procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.
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[FDD - Secondary Serving HS-DSCH:]

[FDD - If the Additional HS Cell Information RL Setup IE is present in the RADIO LINK SETUP REQUEST message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]


-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO for the secondary serving HS-DSCH Radio Link and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.] 

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If Sixtyfour QAM will not be used for the secondary serving HS-DCSH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [41] for the secondary serving HS-DSCH Transport Block Size signalling.]

-
[FDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
--------------------------
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[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup  IE in the RL Information IE the DRNS shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [63]: ]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH,  primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD –If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per-cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message. ]

-
[FDD – The DRNS shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH setup and: ]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration and MIMO N/M Ratio in MIMO Information Response IE ]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfiguration,  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]


[FDD – the SixtyfourQAM DL Support Indicator IE shall be included]


[FDD – if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration.]

-
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: ]
-
[FDD – The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE]

-
[FDD –If the HS-DSCH Preconfiguration Setup IE includes the E-DCH Indicator IE for a secondary cell, the DRNS shall include in the Additional E-DCH Preconfiguration Information IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the Additional E-DCH serving cell, corresponding to the cell indicated with the E-DCH Indicator IE, according to the rules defined for Serving Additional E-DCH Radio Link Change as follows:]
-
[FDD  – The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving Additional E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving Additional E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK SETUP RESPONSE message.]

--------------------------
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8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
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[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the DRNS shall, if supported, preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [63]:]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH,  primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEsin the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per- cell HS-DSCH-RNTI IE  in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message. ]

-
[FDD – The DRNS shall use the first in the numbered list the primary serving HS-DSCH cell’s of HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in [18] ].

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and:]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration and MIMO N/M Ratio in MIMO Information Response IE]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used for the cell in the preconfiguration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE  the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE  the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]



[FDD – the SixtyfourQAM DL Support Indicator IE may be included]


[FDD – If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration. ]

-
[FDD - If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell where HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK ADDITION RESPONSE message.]
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:]
-
[FDD – The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

[FDD – If the HS-DSCH Preconfiguration Setup IE includes the E-DCH Indicator IE for a secondary cell, the DRNS shall include in the Additional E-DCH Preconfiguration Information IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information IE containing the preconfigured configuration of the Additional E-DCH serving cell, corresponding to the cell indicated with the E-DCH Indicator IE, according to the rules defined for Serving Additional E-DCH Radio Link Change as follows:]

-
[FDD – The DRNS may allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving Additional E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving Additional E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
--------------------------
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[FDD – Secondary Serving HS-DSCH Radio Link Change:]

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Additional HS Cell Information RL Addition IE, then the HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the DRNS shall allocate the HS-PDSCH resources for the new secondary serving HS-PDSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.] 

-
[FDD - The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in [41] for the secondary serving HS-DSCH Transport Block Size signalling.]

[FDD – Secondary Serving HS-DSCH Setup at Serving HS-DSCH Radio Link Change:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]
-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If Sixtyfour QAM will not be used for the secondary serving cell, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.] 

-
[FDD - If the Diversity Mode IE is included in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE in the RADIO LINK ADDITION REQUEST message the DRNS shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to "None" the DRNS shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]
-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, then the DRNS shall activate the resources that are allocated for the new secondary serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC, or earlier. In this case, in the new configuration the DRNS shall, if applicable, de-allocate the HS-PDSCH resources of the old secondary serving HS-PDSCH Radio Link. The DRNS shall deactivate those resources at the next coming CFN with a value equal to the value requested by the SRNC. ]

-
[FDD - If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the resources that are allocated for the new secondary serving HS-PDSCH Radio Link, and shall keep active the resources that are allocated for the previous secondary serving HS-PDSCH Radio Link.]

-
[FDD - If the requested secondary serving HS-DSCH Radio Link Change was successful or unsuccessful, the DRNS shall indicate this in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

--------------------------
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8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
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[FDD - Secondary Serving HS-DSCH Setup:]

[FDD - If the C-ID IE is present in the Additional HS Cell Information RL Reconf Prep IE in the RADIO LINK RECONFIGURATION PREPARE message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK RECONFIGURATION READY message.] 

-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondaery serving HS-DSCH, then the DRNC shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.] 

-
[FDD - If the Diversity Mode IE is included  in the HS-DSCH FDD Secondary Serving Information IE, the DRNS shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to "None" the DRNS shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]
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[FDD - Secondary Serving HS-DSCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH FDD Secondary Serving Information To Modify IE, then:]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - If the HS-DSCH FDD Secondary Serving Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH codes corresponding to the secondary serving HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS shall activate/deactivate the MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
 

-
[FDD - If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS shall activate/deactivate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE with value set to "not allowed", then the DRNS shall not use  64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondaery serving HS-DSCH, then the DRNC shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.] 

-
[FDD - If the Diversity Mode IE is included, then:]

- 
[FDD- the DRNS shall apply cell specific transmit diversity configuration for the secondary serving HS-DSCH radio link according to Diversity Mode IE and Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information To Modify IE,]

-
[FDD - If the Diversity Mode IE is not set to "None", the DRNS shall apply diversity for the secondary serving HS-DSCH radio link according to the value given in the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information To Modify IE.]

-
[FDD - If the Non Cell Specific Tx Diversity  IE equals "Tx Diversity" is included, the DRNS shall apply non cell specific transmit diversity configuration and reconfigure the transmit diversity setting for the secondary serving HS-DSCH radio link to the same value as defined for the serving HS-DSCH radio link in the new configuration.]
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8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.
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[FDD - Secondary Serving HS-DSCH Setup:]

[FDD - If the C-ID IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.]
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[FDD - Secondary Serving HS-DSCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE in the Additional HS Cell Information RL Reconf Req IE, then:]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the DRNS shall activate/deactivate the MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
 

-
[FDD - If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured to use the "Flexible MAC-d PDU Size" format and if Sixtyfour QAM will not be used for the secondaery serving HS-DSCH, then the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.]
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9.2.2.19ba
HS-DSCH FDD Secondary Serving Information Response

The HS-DSCH FDD Secondary Serving Information Response IE provides Secondary Serving HS-DSCH information determined within the DRNS.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-SCCH Specific Secondary Serving Information Response
	
	0..<maxnoofHSSCCHcodes>
	
	
	–
	

	>Code Number
	M
	
	INTEGER (0..127)
	
	–
	

	HS-PDSCH And HS-SCCH Scrambling Code
	O
	
	DL Scrambling Code 

9.2.2.11
	
	–
	

	Measurement Power Offset
	O
	
	9.2.2.24d
	
	–
	

	SixtyfourQAM DL Usage Indicator
	O
	
	9.2.2.79B
	
	–
	

	HS-DSCH TB Size Table Indicator
	O
	
	9.2.2.19G
	
	–
	

	MIMO Information Response
	O
	
	9.2.2.78
	
	YES
	ignore

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes.
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9.2.2.99
HS-DSCH Preconfiguration Info

The HS-DSCH Preconfiguration Info IE provides information of the target cell preconfiguration in the DRNS as defined in [18].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Sets of HS-SCCH Codes
	
	1…<maxnoofHSDSCH>
	
	Index 1 refers to the serving HS-DSCH cell

Index 2…<maxnoofHSDSCH> refer to secondary serving HS-DSCH cells in the order as listed in 9.2.2.100 HS-DSCH Preconfiguration Setup. Max index is 2 in this 3GPP release. 
	–
	

	> HS-SCCH Preconfigured Codes
	
	1..<maxnoofHSSCCHcodes>
	
	
	–
	

	>> Code Number
	M
	
	INTEGER (0..127)
	
	–
	

	> HS-DSCH-RNTI
	M
	
	9.2.1.31J
	
	–
	

	> HS-PDSCH And HS-SCCH Scrambling Code
	M
	
	DL Scrambling Code 

9.2.2.11
	
	–
	

	>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	–
	

	> SixtyfourQAM DL Usage Indicator
	O
	
	9.2.2.79B
	
	–
	

	> HS-DSCH TB Size Table Indicator
	O
	
	9.2.2.19G
	
	–
	

	> MIMO Information Response
	O
	
	9.2.2.78
	Applicable for multicarrier mode of operation.
	YES
	ignore

	
	
	
	
	
	
	

	HARQ Memory Partitioning
	M
	
	9.2.1.116
	
	–
	

	E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	For the primary UL frequency in Dual-cell E-DCH mode of operation.
	–
	

	HARQ Preamble Mode Activation Indicator
	O
	
	9.2.2.58
	
	–
	

	MIMO Information Response
	O
	
	9.2.2.78
	Only applicable for MIMO in singe carrier mode of operation. Shall be ignored in multicarrier mode of operation.
	–
	

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	–
	

	Power Offset For S-CPICH for MIMO
	O
	
	9.2.2.104
	
	YES
	ignore

	
	
	
	
	



	
	

	Additional E-DCH Preconfiguration Information
	
	0..<maxnoofEDCH-1>
	
	For E-DCH on multiple frequencies in this DRNS.

E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.

Index 1 correspond to the secondary serving HS-DSCH cells with index 2 in the IE Sets of HS-SCCH Codes. The list is in the order as listed in 9.2.2.100 HS-DSCH Preconfiguration Setup. 
	EACH
	ignore

	>E-DCH FDD DL Control Channel Information
	M
	
	9.2.2.4D
	For the secondary  UL frequency In Dual-cell E-DCH mode of operation.
	–
	


	
	

	
	


	Range bound
	Explanation

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes

	maxnoofHSDSCH
	Maximum number of Primary Serving plus Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE
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9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

>>>>Unchanged text omitted

id-MinimumReducedE-DPDCH-GainFactor,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,

id-MACes-Maximum-Bitrate-LCR,

id-MultiCarrier-HSDSCH-Physical-Layer-Category,

id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-MIMO-ReferenceSignal-InformationListLCR,


id-DL-RLC-PDU-Size-Format,


id-UE-SupportIndicatorExtension,

id-power-offset-for-S-CPICH-for-MIMO,

id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator,

id-Dual-Band-Secondary-Serving-Cell-List,

id-Single-Stream-MIMO-ActivationIndicator,

id-Single-Stream-MIMO-Mode-Indicator,



id-Additional-EDCH-Preconfiguration-Information,


id-MulticellEDCH-Information,


id-Additional-EDCH-FDD-Setup-Cell-Information,


id-Additional-EDCH-RL-Specific-Information-Setup-Item1IEs,

id-Additional-EDCH-RL-Specific-Information-Setup-Item2IEs,


id-Additional-EDCH-RL-Specific-Information-To-Add-Item1IEs,


id-Additional-EDCH-RL-Specific-Information-To-Add-Item2IEs,


id-Additional-EDCH-RL-Specific-Information-To-Modify-Item1IEs,


id-Additional-EDCH-RL-Specific-Information-To-Modify-Item2IEs,


id-Additional-EDCH-ConfigurationChange-Info-ItemIEs,


id-EDCH-Indicator,


id-DiversityMode,


id-TransmitDiversityIndicator,


id-NonCellSpecificTxDiversity,


id-CellCapabilityContainerExtension-FDD
FROM RNSAP-Constants
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-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

>>>>Unchanged text omitted
C-ID




::= INTEGER (0..65535)


CCTrCH-ID



::= INTEGER (0..15)

Cell-Capacity-Class-Value ::= SEQUENCE {



uplinkCellCapacityClassValue

INTEGER(1..100,...),



downlinkCellCapacityClassValue

INTEGER(1..100,...)

}
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-- H

HARQ-Info-for-E-DCH ::= ENUMERATED {

rv0,


rvtable

}

HARQ-MemoryPartitioning
::= CHOICE {


implicit

HARQ-MemoryPartitioning-Implicit,


explicit

HARQ-MemoryPartitioning-Explicit,


...


}

HARQ-MemoryPartitioning-Implicit
::= SEQUENCE {


number-of-Processes


INTEGER (1..8,...,12|14|16),

iE-Extensions



ProtocolExtensionContainer { { HARQ-MemoryPartitioning-Implicit-ExtIEs } }


OPTIONAL,


...

}

HARQ-MemoryPartitioning-Implicit-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
HARQ-MemoryPartitioning-Explicit
::= SEQUENCE {


hARQ-MemoryPartitioningList


HARQ-MemoryPartitioningList,

iE-Extensions





ProtocolExtensionContainer { { HARQ-MemoryPartitioning-Explicit-ExtIEs } }


OPTIONAL,


...

}

HARQ-MemoryPartitioning-Explicit-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-HARQ-MemoryPartitioningInfoExtForMIMO
CRITICALITY ignore
EXTENSION HARQ-MemoryPartitioningInfoExtForMIMO
PRESENCE optional},


...

}

HARQ-MemoryPartitioningList
::= SEQUENCE (SIZE (1..maxNrOfHARQProc)) OF HARQ-MemoryPartitioningItem

HARQ-MemoryPartitioningInfoExtForMIMO ::= SEQUENCE (SIZE (4|6|8)) OF HARQ-MemoryPartitioningItem

HARQ-MemoryPartitioningItem ::= SEQUENCE {


process-Memory-Size




ENUMERATED {











hms800, hms1600, hms2400, hms3200, hms4000,











hms4800, hms5600, hms6400, hms7200, hms8000,











hms8800, hms9600, hms10400, hms11200, hms12000,











hms12800, hms13600, hms14400, hms15200, hms16000,











hms17600, hms19200, hms20800, hms22400, hms24000,











hms25600, hms27200, hms28800, hms30400, hms32000,











hms36000, hms40000, hms44000, hms48000, hms52000,











hms56000, hms60000, hms64000, hms68000, hms72000,











hms76000, hms80000, hms88000, hms96000, hms104000,











hms112000, hms120000, hms128000, hms136000, hms144000,











hms152000, hms160000, hms176000, hms192000, hms208000,











hms224000, hms240000, hms256000, hms272000, hms288000,











hms304000,...},


iE-Extensions





ProtocolExtensionContainer { { HARQ-MemoryPartitioningItem-ExtIEs } }


OPTIONAL,


...

}

HARQ-MemoryPartitioningItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

HARQ-Preamble-Mode ::= ENUMERATED {

mode0,

mode1

}

>>>>Unchanged text omitted
HS-DSCH-FDD-Secondary-Serving-Information ::= SEQUENCE {


hsscch-PowerOffset







HSSCCH-PowerOffset









OPTIONAL,

sixtyfourQAM-UsageAllowedIndicator



SixtyfourQAM-UsageAllowedIndicator





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-ActivationIndicator


CRITICALITY reject

EXTENSION MIMO-ActivationIndicator
PRESENCE optional}|

{ID id-Single-Stream-MIMO-ActivationIndicator

CRITICALITY reject
EXTENSION Single-Stream-MIMO-ActivationIndicator


PRESENCE optional}|

{ID
id-DiversityMode


CRITICALITY reject

EXTENSION DiversityMode
PRESENCE optional}|

{ID
id-TransmitDiversityIndicator
CRITICALITY reject

EXTENSION TransmitDiversityIndicator
PRESENCE optional},

...

}
HS-DSCH-FDD-Secondary-Serving-Information-Response ::= SEQUENCE {


hSSCCH-Specific-InfoList-Response

HSSCCH-FDD-Specific-InfoList-Response





OPTIONAL,


hSPDSCH-and-HSSCCH-ScramblingCode

DL-ScramblingCode










OPTIONAL,


measurement-Power-Offset



Measurement-Power-Offset








OPTIONAL,


sixtyfourQAM-DL-UsageIndicator


SixtyfourQAM-DL-UsageIndicator







OPTIONAL,


hSDSCH-TBSizeTableIndicator



HSDSCH-TBSizeTableIndicator








OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-Respons-ExtIEs } }


OPTIONAL,


...

}

HS-DSCH-FDD-Secondary-Serving-Information-Respons-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-InformationResponse


CRITICALITY ignore

EXTENSION MIMO-InformationResponse
PRESENCE optional}
,

...

}
HS-DSCH-Secondary-Serving-Information-To-Modify ::= SEQUENCE {


hsscch-PowerOffset






HSSCCH-PowerOffset








OPTIONAL,

hSSCCH-CodeChangeGrant





HSSCCH-Code-Change-Grant






OPTIONAL,


sixtyfourQAM-UsageAllowedIndicator


SixtyfourQAM-UsageAllowedIndicator




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs } }

OPTIONAL,


...

}

HS-DSCH-Secondary-Serving-Information-To-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-Mode-Indicator


CRITICALITY reject

EXTENSION MIMO-Mode-Indicator

PRESENCE optional}|
{ID id-Single-Stream-MIMO-Mode-Indicator 
CRITICALITY reject

EXTENSION
Single-Stream-MIMO-Mode-Indicator
PRESENCE optional}|

{ID
id-DiversityMode



CRITICALITY reject

EXTENSION DiversityMode
PRESENCE optional}|

{ID
id-TransmitDiversityIndicator


CRITICALITY reject

EXTENSION TransmitDiversityIndicator
PRESENCE optional}|

-- This IE shall be present if Diversity Mode IE is present and is not set to “none”

{ID
id-NonCellSpecificTxDiversity


CRITICALITY reject

EXTENSION NonCellSpecificTxDiversity
PRESENCE optional},

...

}
>>>>Unchanged text omitted
HSDSCH-PreconfigurationInfo ::= SEQUENCE {


setsOfHS-SCCH-Codes

SetsOfHS-SCCH-Codes,


hARQ-MemoryPartitioning

HARQ-MemoryPartitioning,


eDCH-FDD-DL-ControlChannelInformation

EDCH-FDD-DL-ControlChannelInformation

OPTIONAL,


hARQ-Preamble-Mode-Activation-Indicator

HARQ-Preamble-Mode-Activation-Indicator

OPTIONAL,


mIMO-N-M-Ratio


MIMO-InformationResponse

OPTIONAL,


continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response
Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-PreconfigurationInfo-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-PreconfigurationInfo-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-power-offset-for-S-CPICH-for-MIMO 
CRITICALITY ignore
EXTENSION PowerOffsetForSecondaryCPICHforMIMO

PRESENCE optional}|

{ ID id-Additional-EDCH-Preconfiguration-Information

CRITICALITY ignore
EXTENSION Additional-EDCH-Preconfiguration-Information


PRESENCE optional },

...

}

Additional-EDCH-Preconfiguration-Information
::= SEQUENCE (SIZE (1..maxNrOfEDCH-1)) OF Additional-EDCH-Preconfiguration-Information-ItemIEs

Additional-EDCH-Preconfiguration-Information-ItemIEs
::= SEQUENCE {


eDCH-FDD-DL-ControlChannelInformation

EDCH-FDD-DL-ControlChannelInformation,


iE-Extensions




ProtocolExtensionContainer { { Additional-EDCH-Preconfiguration-Information-ItemIEs-ExtIEs} } OPTIONAL,


...

}

Additional-EDCH-Preconfiguration-Information-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

--------------------------
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-- S

SAC




::= OCTET STRING (SIZE (2))

SAI ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


sAC




SAC,


iE-Extensions

ProtocolExtensionContainer { {SAI-ExtIEs} } OPTIONAL

}

>>>>Unchanged text omitted
SetsOfHS-SCCH-Codes ::= SEQUENCE (SIZE (1..maxNrOfHSDSCH)) OF SetsOfHS-SCCH-CodesItem

SetsOfHS-SCCH-CodesItem ::= SEQUENCE {


hS-SCCH-PreconfiguredCodes

HS-SCCH-PreconfiguredCodes,


hSDSCH-RNTI 

HSDSCH-RNTI,

hSPDSCH-and-HSSCCH-ScramblingCode

DL-ScramblingCode,


sixtyfourQAM-DL-SupportIndicator

SixtyfourQAM-DL-SupportIndicator

OPTIONAL,


sixtyfourQAM-DL-UsageIndicator

SixtyfourQAM-DL-UsageIndicator

OPTIONAL,


hSDSCH-TBSizeTableIndicator

HSDSCH-TBSizeTableIndicator



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SetsOfHS-SCCH-CodesItem-ExtIEs} } OPTIONAL,


...

}

SetsOfHS-SCCH-CodesItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ID
id-MIMO-InformationResponse


CRITICALITY ignore

EXTENSION MIMO-InformationResponse
PRESENCE optional}
,

...

}
SFN ::= INTEGER (0..4095)

SFNSFN-FDD ::= INTEGER(0..614399)

SFNSFN-TDD ::= INTEGER(0..40961)

SFNSFN-TDD768 ::= INTEGER(0..81923)

--------------------------
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9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

>>>>Unchanged text omitted
id-GANSS-alm-ecefSBASAlmanac











ProtocolIE-ID ::= 822
id-DL-RLC-PDU-Size-Format












ProtocolIE-ID ::= 823

id-MACes-Maximum-Bitrate-LCR











ProtocolIE-ID ::= 824

id-Single-Stream-MIMO-ActivationIndicator








ProtocolIE-ID ::= 825

id-Single-Stream-MIMO-Mode-Indicator









ProtocolIE-ID ::= 826
id-Dual-Band-Secondary-Serving-Cell-List








ProtocolIE-ID ::= 827

id-UE-AggregateMaximumBitRate











ProtocolIE-ID ::= 828

id-power-offset-for-S-CPICH-for-MIMO









ProtocolIE-ID ::= 829

id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator





ProtocolIE-ID ::= 830

id-UE-SupportIndicatorExtension











ProtocolIE-ID ::= 831


id-ActivationInformation












ProtocolIE-ID ::= 835

id-CellPortionLCRID














ProtocolIE-ID ::= 836
id-Additional-EDCH-Cell-Information-RL-Setup-Req






ProtocolIE-ID ::= 837

id-Additional-EDCH-Cell-Information-Response







ProtocolIE-ID ::= 838

id-Additional-EDCH-Cell-Information-RL-Add-Req







ProtocolIE-ID ::= 839

id-Additional-EDCH-Cell-Information-Response-RLAdd






ProtocolIE-ID ::= 840

id-Additional-EDCH-Cell-Information-RL-Reconf-Prep






ProtocolIE-ID ::= 841

id-Additional-EDCH-Cell-Information-RL-Reconf-Req






ProtocolIE-ID ::= 842

id-Additional-EDCH-Cell-Information-RL-Param-Upd






ProtocolIE-ID ::= 843

id-Additional-EDCH-Preconfiguration-Information







ProtocolIE-ID ::= 844

id-MulticellEDCH-Information











ProtocolIE-ID ::= 845

id-Additional-EDCH-FDD-Setup-Cell-Information







ProtocolIE-ID ::= 846

id-Additional-EDCH-RL-Specific-Information-Setup-Item1IEs




ProtocolIE-ID ::= 847
id-Additional-EDCH-RL-Specific-Information-Setup-Item2IEs




ProtocolIE-ID ::= 848

id-Additional-EDCH-RL-Specific-Information-To-Add-Item1IEs




ProtocolIE-ID ::= 849
id-Additional-EDCH-RL-Specific-Information-To-Add-Item2IEs




ProtocolIE-ID ::= 850

id-Additional-EDCH-RL-Specific-Information-To-Modify-Item1IEs



ProtocolIE-ID ::= 851
id-Additional-EDCH-RL-Specific-Information-To-Modify-Item2IEs



ProtocolIE-ID ::= 852
id-Additional-EDCH-ConfigurationChange-Info-ItemIEs






ProtocolIE-ID ::= 853

id-Additional-EDCH-Cell-Information-ResponseRLReconf





ProtocolIE-ID ::= 854

id-EDCH-Indicator














ProtocolIE-ID ::= 855

id-DiversityMode














ProtocolIE-ID ::= 856

id-TransmitDiversityIndicator











ProtocolIE-ID ::= 857

id-NonCellSpecificTxDiversity











ProtocolIE-ID ::= 858

id-CellCapabilityContainerExtension-FDD









ProtocolIE-ID ::= 859
END
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