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7.2.2.10
UM RLC / Duplicated detection of RLC PDUs

7.2.2.10.1
Test Purpose (TP)

(1)

with { UE in E-UTRAN RRC_CONNECTED state }

ensure that {

  when { UE receives duplicate UMD PDUs }

    then { UE discards the duplicate UMD PDUs }

            }

(2)

with { UE in E-UTRAN RRC_CONNECTED state }

ensure that {

  when {  UE receives UMD PDUs with SN of tolerance range and duplicate UMD PDUs }

    then { UE discards the duplicate UMD PDUs }

            }

7.2.2.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.322, clause 4.2.1.2.3 and 5.1.2.2.2.

[TS 36.322, clause 4.2.1.2.3]

When a receiving UM RLC entity receives UMD PDUs, it shall:
-
detect whether or not the UMD PDUs have been received in duplication, and discard duplicated UMD PDUs;

-
reorder the UMD PDUs if they are received out of sequence;

-
detect the loss of UMD PDUs at lower layers and avoid excessive reordering delays;

-
reassemble RLC SDUs from the reordered UMD PDUs (not accounting for RLC PDUs for which losses have been detected) and deliver the RLC SDUs to upper layer in ascending order of the RLC SN;
…
[TS 36.322, clause 5.1.2.2.2]

When an UMD PDU with SN = x is received from lower layer, the receiving UM RLC entity shall:

-
if VR(UR) < x < VR(UH) and the UMD PDU with SN = x has been received before; or

-
if (VR(UH) – UM_Window_Size) <= x < VR(UR):
-
discard the received UMD PDU;
…
7.2.2.10.3
Test description

7.2.2.10.3.1
Pre-test conditions

System Simulator:

-
Cell 1

UE:

None.

Preamble:

-
UE is in state Loopback Activated (state 4) according to [18].

-
The condition SRB2-DRB(1,1) is used for step 8 in 4.5.3A.3 according to [18].

7.2.2.10.3.2
Test procedure sequence

Table 7.2.2.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an UMD PDU. This PDU carries SDU#1. SN equals 0.
	<--
	UMD PDU#1
	-
	-

	2
	The UE transmits RLC SDU#1.
	-->
	(RLC SDU#1)
	-
	-

	3
	The SS transmits an UMD PDU. This PDU carries SDU#1. SN equals 0.
	<--
	UMD PDU#1
	-
	-

	4
	Check: Does the UE transmit RLC SDU#1? 
	-->
	(RLC SDU#1)
	1
	F

	5
	The SS transmits an UMD PDU. This PDU contains SDU#2 and the 1st part of SDU# 3. SN equals 1. 
	<--
	UMD PDU#2
	-
	-

	6
	The UE transmit RLC SDU#2. 
	-->
	(RLC SDU#2)
	-
	-

	7
	The SS transmits an UMD PDU. This PDU contains SDU#2 and the 1st part of SDU#3. SN equals 1.  
	<--
	UMD PDU#2
	-
	-

	8
	Check: Does the UE transmit RLC SDU#2?
	-->
	(RLC SDU#2)
	1
	F

	9
	The SS transmits an UMD PDU. This PDU contains the last part of SDU#3. SN equals 2.  
	<--
	UMD PDU#3
	-
	-

	10
	The UE transmits RLC SDU#3. 
	-->
	(RLC SDU#3)
	-
	-

	11
	The SS transmits an UMD PDU. This PDU carries SDU#5. SN equals 4.
	<--
	UMD PDU#5
	-
	-

	12
	The SS transmits an UMD PDU. This PDU carries SDU#6. SN equals 5.
	<--
	UMD PDU#6
	-
	-

	13
	The SS transmits an UMD PDU. This PDU contains the last part of SDU#3. SN equals 2.  
	<--
	UMD PDU#3
	-
	-

	14
	Check: Does the UE transmit RLC SDU#3? 
	-->
	(RLC SDU#3)
	2
	F

	15
	The SS transmits an UMD PDU. This PDU carries SDU#4. SN equals 3.
	<--
	UMD PDU#4
	-
	-

	15A
	The SS waits for 60 ms and then allocates 1 UL grant of size enough for the UE to loop back 3 RLC SDU in one UMD PDU
	<--
	(UL Grant)
	-
	-

	16
	SS receives SDU#4, SDU#5 and SDU#6 in a single PDU
	-->
	(RLC SDU#4, RLC SDU#5 and RLC SDU#6)
	1,2
	P

	17
	Void
	
	
	
	

	18
	Void
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