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2
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<text skipped here>
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<end of the 1st modification>
<start of the 2nd modification>

4
Overview
4.1
Test Methodology
4.1.1
Testing of optional functions and procedures

Any function or procedure which is optional, as indicated in the present document, may be subject to a conformance test if it is implemented in the UE.

A declaration by the apparatus supplier (ICS) is used to determine whether an optional function/procedure has been implemented.

4.1.2
Test interfaces and facilities

Detailed descriptions of the UE test interfaces and special facilities for testing will be provided in [6 or FFS].

4.2
Implicit Testing

For some 3GPP signalling and protocol features conformance is not verified explicitly in the present document. This does not imply that correct functioning of these features is not essential, but that these are implicitly tested to a sufficient degree in other tests.
4.3
Repetition of tests

As a general rule, the test cases specified in the present document are highly reproducible and don't need to be repeated unless otherwise stated. However, the rate of correct UE behaviour such as cell re-selection, measurement and handover is specified statistically, e.g. "at least 90%" [34]. It is the case that for those tests expecting such UE behaviour (stated above) are not 100% reproducible, therefore if a UE does fail the test after its first trial and the tester suspects the reason is due to the statistical nature of the test, then the UE should be re-tested one or more times.
<end of the 2nd modification>
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