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------------------------Start of the 1st modification------------------------------------------

6.1.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.14.

2. The parameter settings for the cells are set up according to Table 6.1.3.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 6.1.3.4.3.
5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 6.1.3.4.1-1: General test parameters for E-UTRAN TDD intra-frequency RRC Re-establishment test case
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	ms
	0
	Minimum consecutive in-sync indications from lower layers

	T310
	-
	1
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3 
	Synchronous cells
3(s or 92*Ts

	T1
	s
	5
	

	T2
	ms
	200 
	

	T3
	s
	3
	


6.1.3.4.2
Test procedure

The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3.Cell 1 is the active cell.
2. SS shall transmit an RRCConnectionReconfiguration message.

3. The UE shall transmit RRCConnectionReconfigurationComplete message.4. Set the parameters according to T1 in Table 6.1.3.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
5.When T1 expires,the SS shall switch the power setting from T1 to T2 as specified in Table 6.1.3.5-1. T2 starts

6. When T2 expires,the SS shall switch the power setting from T2 to T3 as specified in Table 6.1.3.5-1. T3 starts

7. If  the UE starts to send PRACH preambles to cell 2 within 1.5 s from the beginning of time period T3. then the number of successful tests is increased by one.
8. The SS shall send RRCConnectionReestablishmentReject message in Cell 2 to make the UE move to idle mode.

9. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3.Cell 1 is the active cell.
10. Repeat step 4-9 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.

6.1.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 6.1.3.4.3-1: Common Exception messages for E-UTRAN intra frequency RRC Re-establishment requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.5-1

	Default RRC messages and information elements contents exceptions
	Table H.3.2-2





	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 6.1.3.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN intra frequency RRC Re-establishment requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


------------------------End of the 1st modification------------------------------------------

------------------------Start of the 2nd modification------------------------------------

6.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1. Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.14.

2. The parameter settings for the cells are set up according to Table 6.1.4.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.
4. Message contents are as defined in clause 6.1.4.4.3.
5. There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.4.4.1-1: General test parameters for E-UTRAN TDD inter-frequency RRC Re-establishment test case
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A. 1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A. 2.2

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number (cell 1)
	
	1
	

	E-UTRA RF Channel Number (cell 2)
	
	2
	

	E-UTRA TDD inter-frequency carrier list size 
	
	1
	2 E-UTRA TDD carrier frequencies in total: 1 intra-frequency and 1 inter-frequency 

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	5000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3 
	Synchronous cells
3(s or 92*Ts

	T1
	s
	5
	

	T2
	ms
	200 
	

	T3
	s
	5
	


6.1.4.4.2
Test procedure

The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
1. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3.Cell 1 is the active cell.
2. SS shall transmit an RRCConnectionReconfiguration message.

3. The UE shall transmit RRCConnectionReconfigurationComplete message.
4. Set the parameters according to T1 in Table 6.1.3.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5.When T1 expires,the SS shall switch the power setting from T1 to T2 as specified in Table 6.1.3.5-1. T2 starts.

6. When T2 expires,the SS shall switch the power setting from T2 to T3 as specified in Table 6.1.3.5-1. T3 starts.

7. If  the UE starts to send PRACH preambles to cell 2 within 3s from the beginning of time period T3. then the number of successful tests is increased by one.
8. The SS shall send RRCConnectionReestablishmentReject message in Cell 2 to make the UE move to idle mode.
9. Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3.Cell 1 is the active cell.
10. Repeat step 14-89 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.
6.1.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 6.1.4.4.3-1: Common Exception messages for E-UTRAN intra frequency RRC Re-establishment requirement
	 Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.5-2

	Default RRC messages and information elements contents exceptions
	Table H.3.2-2





	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 6.1.4.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN intra frequency RRC Re-establishment requirement

	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE OF { 
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModifyList 
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModifyList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  mbsfn-NeighbourCellConfig
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


------------------------End of the 2nd modification------------------------------------------

------------------------Start of the 3rd modification------------------------------------

H.2.5
System information blocks message contents exceptions for RRC Re-establishment
SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Intra-frequency RRC Re-establishment

Table H.2.5-1: SystemInformationBlockType2: E-UTRAN FDD Intra-frequency RRC Re-establishment 
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t310
	ms0
	
	

	    t311
	ms3000
	
	

	    n310
	n1
	
	

	    n311
	n1
	
	


SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Inter-frequency RRC Re-establishment

Table H.2.5-2: SystemInformationBlockType2: E-UTRAN FDD Inter-frequency RRC Re-establishment 
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t310
	ms0
	
	

	    t311
	ms5000
	
	

	    n310
	n1
	
	

	    n311
	n1
	
	


------------------------End of the 3rd modification--------
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